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1
Decision/action requested

It is proposed to delete the Editor’s Note in subclause 6.12.3 of TS 33.501.
2
References

 [1]
3GPP TS 33.501v70: Security Architecture and Procedures for 5G System
3
Rationale
This contribution resolves the Editor’s Note in subclause 6.12.3 of TS33.501. 
In clause 6.12.3, there is an Editor's Note on 5G-GUTI：
Editor's Note: The structure of 5G-GUTI is currently defined only in TS 23.501 [2]. This editor's note will be removed when 5G-GUTI is formally defined in TS 23.003 [19].
The format and size of the 5G-GUTI has already been formally defined in TS 23.003, so this Editor’s Note should be deleted as it is not needed anymore.
4
Detailed proposal
It is proposed to approve this pCR to TS 33.501 [1]. 
***************************Start of changes *************************************
6.12.3
Subscription temporary identifier

A new 5G-GUTI shall be sent to a UE only after a successful activation of NAS security. The 5G-GUTI is defined in TS 23.003 [19].


Upon receiving Registration Request message of type "initial registration" or "mobility registration update" from a UE, the AMF shall send a new 5G-GUTI to the UE in Registration Accept message.

Upon receiving Registration Request message of type "periodic registration update" from a UE, the AMF should send a new 5G-GUTI to the UE in Registration Accept message.
Upon receiving network triggered Service Request message from the UE (i.e., Service Request message sent by the UE in response to a Paging message), the AMF shall use a UE Configuration Update procedure to send a new 5G-GUTI to the UE. This UE Configuration Update procedure shall be used before the current NAS signaling connection is released, i.e., it need not be a part of the Service Request procedure because doing so delays the Service Request procedure.
NOTE 1:
It is left to implementation to re-assign 5G-GUTI more frequently than in cases mentioned above.

NOTE 2:
It is left to implementation to generate 5G-GUTI containing 5G-TMSI that uniquely identifies the UE within the AMF. It is recommended for the implementation to generate 5G-TMSI following the best practices of unpredictable identifier generation.
 ***************************end of changes *************************************

