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1
Decision/action requested

This document proposes to introduce Authorization of NF service discovery to TS 33.501.
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3
Rationale

The LS response on service based architecture [1] from SA2 to SA3 mentioned that “SA2 would like SA3 to kindly refer clause 7.1.4 of TS 23.501 on the Network Function Service Authorization”. Clause 7.1.4 of TS 23.501 [2] describes that The Service authorization should “Check whether the NF Service Consumer is permitted to discover the requested NF Service Producer instance during the NF service discovery procedure.” SA3#88-Bis meeting have agreed to introduce authorization of NF service discovery [2]. This document proposes to add detail contents of the authorization procedure.
4
Detailed proposal

***********************Start of the first change************************
9.1.3.4
Authorization aspects

9.1.3.4.1
General

Editor's Note: this subclause is to cover how an HTTP-based service request can be authorized. 

9.1.3.4.2
Authorization of NF service discovery


For non-roaming scenario, the NRF authorizes the Nnrf_NFDiscovery_Request based on the profile of the expected NF/NF service and the type of the NF service consumer, the NRF determines whether the NF service consumer is allowed to discover the expected NF instance(s). As described in clause 4.17.4 of TS23.502.

For roaming scenario, the NRF of the NF Provider shall authorize the Nnrf_NFDiscovery_Request based on the profile of the expected NF/NF Service, the type of the NF service consumer and the serving network ID. 
***********************End of the first change***************************
