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1. Overall Description:

SA3 would like to thank BBF for the reply-LS "Response to 3GPP SA2 on FN-RG authentication".
In the reply to Question 4, BBF states the following: 
"The FN-RG is connected over the wireline access network and the Access Node ( AGF or FMIF). However, FN-RG does not support N1, so the AGF or FMIF acts as end point of N1 on behalf of the FN-RG. BBF would like to point out that the interactions within the W-5GAN network between the FN-RG and the AGF or FMIF has constraints which cannot be changed and that needs to be taken into consideration during the specification phase, but from other hand BBF understand the security requirements for the 5G network. so BBF would kind ask SA3 to take into consideration the current solution in clause 7.8 of SD-420v3 and provided comments. BBF looks forward to collaboration with 3GPP SA3 for the definition of a solution that satisfies our mutual requirements."

SA3 would like to comment and ask the following:

On the "Authentication between FN-RG and BNG" pre-requisite step in Figure 7-5 of SD-420v3: Is it correct that this step indicates a legacy authentication procedure between FN-RG and W-5GAN in remit of BBF?
On Step 4 in clause 7.8.1 of SD-420v3: In this step, the FMIF-CP (i.e. W-5GAN from 3GPP point of view) and AMF perform authentication in order to verify that the FN-RG is valid and legal. SA3 would like to comment that the 5G core (AMF, AUSF, UDM, etc) has no means to authenticate an FN-RG. The 5G core has to rely on the W-5GAN and existing authentication procedures between W-5GAN and FN-RG. However:

· W-5GAN and the 5G core will be mutually authenticated, and

· nodes in 3GPP remit can authorize an FN-RG using e.g. the line ID of the FN-RG.
2. Actions:

To SA2 group.

ACTION: 
SA3 asks BBF group to take the above feedback into account.
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