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***
START OF 1st CHANGES
***
6.1.4.X
Removing the authentication result in the UDM

The authentication result stored in the UDM shall be removed in the following cases:
· For UE-initiated deregistration or network initiated deregistration, the AMF shall determine whether there is only one active NAS connection. If yes, the AMF shall inform the AUSF to remove the UE authentication result using a Nausf_UEAuthentication_ResultRemove Request (as specified in sub-clause 14.1.X of the present document). Upon reception the Nausf_UEAuthentication_ResultRemove Request from the AMF, the AUSF shall inform UDM to remove the UE authentication result using a Nudm_UEAuthentication_ResultRemove Request (as specified in sub-clause 14.2.Y of the present document).

· For the registration procedure, if the UE is authenticated successfully, but the SMC procedure fails, i.e. when the UE sends NAS SMC reject to the AMF, the AMF shall inform the AUSF to remove the UE authentication result using Nausf_UEAuthentication_ResultRemove Request (as specified in sub-clause 14.1.X of the present document). The AUSF shall inform UDM to remove the UE authentication result using a Nudm_UEAuthentication_ResultRemove Request (as specified in sub-clause 14.2.Y of the present document).

In case of the UDM receives the Nudm_UEAuthentication_ResultRemove Request from the AUSF, the UDM shall set the authentication result of the UE as invalid. 

Editor’s Note: The service names of the Nausf_UEAuthentication_ResultRemove and the Nudm_UEAuthentication_ResultRemove need to be aligned with CT4 spescifications.

***
END OF 1st CHANGE
***

***
START OF 2nd CHANGES
***
14.1.X
Nausf_UEAuthentication_ResultRemove service

Service operation name: UEAuthentication_ResultRemove

Description: Requester NF informs AUSF to remove the UE authentication result in the UDM. 

Inputs, Required: SUPI, serving network name.

Inputs, Optional: None. 

Outputs, Required: None. 

Outputs, Optional: None.

***
END OF 2nd CHANGE
***

***
START OF 3rd CHANGES
***
14.2.Y
Nudm_UEAuthentication_ResultRemove service operation

Service operation name: UEAuthentication_ResultRemove

Description: Requester NF informs UDM to remove the UE authentication result. 

Inputs, Required: SUPI, serving network name, timestamp.

Inputs, Optional: None. 

Outputs, Required: None. 

Outputs, Optional: None.

***
END OF 3rd CHANGE
***

