3GPP TSG-SA WG3 Meeting #95Bis 
S3-192390
Sapporo (Japan), 24-28 June 2019













revision of S3-192081
Source:
Delete the content of KI#14
Title:
Huawei, Hisilicon
Document for:
Approval
Agenda Item:
8.7
1
Decision/action requested

It is requested to approve this contribution.
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3
Rationale

Intre-TNGF mobility is not in the scope of R-16. So the content of the KI is proposed to be deleted.
4
Detailed proposal

********BEGIN OF CHANGE********
5.14
Key Issue #14: Mobility between TNGFs within the Trusted Non-3GPP Access Network (TNAN)

5.14.1
Key issue details

To facilitate inter-TNGF mobility within the TNAN, Tn interface is introduced between TNGFs in Solution #1 in clause 7.1 of TR 23.716 [1]. This is used for mobilitiy between TNGFs. 

When the inter-TNGF mobility procedure is executed, Tn interface is used to transfer the UE context and the NWt connections to a new TNFG-CP (the target TNGF-CP). The UE context includes the GUAMI of the serving AMF, the EAP re-authentication root key (used for intra-TNGF mobility), information about the established PDU sessions, etc.

Note: this scenario is out of scope oin the present document.
5.14.2
Security threats

Without protection of the Tn interface, an attacker may eavesdrop on Tn to obtain sensitive information such as ERP key or manipulate data on the interface for malicious purposes.
5.14.3
Potential security requirements

Confidentiality protection, integrity protection and replay-protection shall be supported on the Tn interface between two TNGFs within the TNAN.
********END OF CHANGE********
