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1. Overall Description
RAN2 has discussed RRC Connection Re-Establishment for the control plane for NB-IoT connected to 5GC.

RAN2 has concluded that not supporting it would mean a functionality gap between 5GC and EPC for mobility handling in NB-IoT.

RAN2 would like to ask SA3 and SA2 on the feasibility of introducing RRC Connection Re-Establishment for the control plane for NB-IoT connected to 5GC and if found feasible to introduce RRC Connection Re-Establishment for the control plane for NB-IoT connected to 5GC in their specifications. 

RAN2 would like to inform SA3 and SA2 that, due to the limited size of the message, if the same security procedure and token (ul-NAS-MAC and ul-NAS-Count) as in EPS is used, there is not sufficient space to carry the 5G S-TMSI and a truncated 5G S TMSI (e.g. 40 bits) may need to be defined.
2. Actions:

To SA3, SA2:
ACTION:
RAN2 kindly requests SA3 and SA2 feedback on the feasibility of introducing RRC Connection Re-Establishment for the control plane for NB-IoT connected to 5GC and, if found feasible, to introduce RRC Connection Re-Establishment for the control plane for NB-IoT connected to 5GC in their specifications.
3. Date of Next TSG RAN WG2 Meetings:

TSG RAN WG2 Meeting #107
26 – 30 August 2019
 Prague, Czech Republic

TSG RAN WG2 Meeting #107bis
14 – 18 October 2019
 TBD, China
