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TBD 
1
Impacts 
{ For Normative work, identify the anticipated impacts. For a Study, identify the scope of the study.}
	Affects:
	UICC apps
	ME
	AN
	CN
	Others (specify)

	Yes
	
	X
	X
	X
	

	No
	
	
	
	
	

	Don't know
	
	
	
	
	


2
Classification of the Work Item and linked work items
2.1
Primary classification
This work item is a … 
	X
	Feature

	
	Building Block

	
	Work Task

	
	Study Item


2.2
Parent Work Item 
Not applicable
2.3
Other related Work Items and dependencies
	Other related Work Items (if any)

	Unique ID
	Title
	Nature of relationship

	820006
	Study on User Plane integrity protection
	Implements study recommendations for LTE


3
Justification

TR 33.853 identifies that User Plane integrity protection is required to protect user data from modification over 3GPP networks.  

User Plane Integrity protection is included in 5G specifications but not currently in LTE.  This WID introduces the new feature: User Plane Integrity protection into the following network setups:
- Option 1 - eUTRA with EPC

- Option 3 - EPC based Dual Connectivity of eUTRA and NR RAT

- Option 4 - 5G Core based Dual Connectivity (NR master - eUTRA secondary)

- Option 5 - 5G Core with eUTRA 

- Option 7 - 5G Core based Dual Connectivity (eUTRA master - NR secondary.

4
Objective

To create a CR that adds User Plane Integrity Protection into LTE in a similar way to the currently specified 5G mechanism for the following options:
- Option 1 - eUTRA with EPC

- Option 3 - EPC based Dual Connectivity of eUTRA and NR RAT

- Option 4 - 5G Core based Dual Connectivity (NR master - eUTRA secondary)

- Option 5 - 5G Core with eUTRA 

- Option 7 - 5G Core based Dual Connectivity (eUTRA master - NR secondary.

5
Expected Output and Time scale
	Impacted existing TS/TR {One line per specification. Create/delete lines as needed}

	TS/TR No.
	Description of change 
	Target completion plenary#
	Remarks

	33.401
	Addition of User Plane Integrity Protection feature
	SA#86
	


6
Work item Rapporteur(s)
Evans, Timothy, Vodafone, tim.evans1@vodafone.com
7
Work item leadership

SA3
8
Aspects that involve other WGs
None identified yet
9
Supporting Individual Members
	Supporting IM name

	Vodafone

	

	

	

	

	




