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**** START OF CHANGES ****
2
References

[x]
3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[y]
3GPP TS 38.305: "Stage 2 functional specification of User Equipment (UE) positioning in NG-RAN".
**** NEXT CHANGES ****
X
Security and privacy in 5G system location services 

X.1
General
For security and privacy in 5GS LCS (5G System Location Services), the mechanisms defined in 3GPP TS 23.273 [x], 3GPP TS 38.305 [y], and the present document apply.
X.2
WLAN positioning

For the positioning modes that require the UE to send WLAN measurements to the network (e.g., UE-assisted), the network should provide a WLAN_LIST to UE. When provided, this WLAN_LIST shall contain a list of WLAN AP data that are to be measured by UE including the BSSID_INFO and/or the SSID_INFO. 

If the UE receives the WLAN_LIST from the network, the UE shall send only those WLAN measurements to the network whose BSSIDs and/or SSIDs match the ones indicated in the received WLAN_LIST. 

If the UE does not receive the WLAN_ LIST from the network, the UE shall send only those WLAN measurements to the network whose BSSIDs and/or SSIDs match the ones in DEFAULT_WLAN_LIST. This DEFAULT_WLAN_LIST shall contain DEFAULT_BSSID_INFO and DEFAULT_SSID_INFO. 

Editor's Note:
The current text is a summarized version based on the solution #3 from TR 33.814 as a starting point. Further details are FFS. Further, it is FFS if we require that the network "shall" provide WLAN_LIST, in which case, DEFAULT_WLAN_LIST will not be required. 

X.3
Bluetooth positioning

For the positioning modes require the UE to send Bluetooth measurements to the network (e.g., UE-assisted), the network should provide BT_LIST to UE. When provided, this BT_LIST shall contain a list of Bluetooth AP data that are to be measured by UE including the PUB_ADDR_INFO and/or the DEV_NAME_INFO. 
If the UE receives the BT_LIST from the network, the UE shall send only those Bluetooth measurements to the network whose Bluetooth public-addresses and/or Bluetooth device-names match the ones indicated in the received BT_LIST. 

If the UE does not receive the BT_LIST from the network, the UE shall send only those Bluetooth measurements to the network whose Bluetooth public-addresses and/or Bluetooth device-names match the ones in DEFAULT_BT_LIST. This DEFAULT_BT_LIST shall contain DEFAULT_PUB_ADDR_INFO and DEFAULT_DEV_NAME_INFO.

Editor's Note:
The current text is a summarized version based on the solution #1 from TR 33.814 as a starting point. Further details are FFS. Further, it is FFS if we require that the network "shall" provide BT_LIST, in which case, DEFAULT_BT_LIST will not be required. 
**** END OF CHANGES ****

