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1
Decision/action requested

This document proposes to add a clause about storing AUSF instance ID in UDM. SA3 is kindly requested to approve this doc.
2
References

 [1]
3GPP TS 33.535, v 0.3.0.
[2]
3GPP TS 29.503, v 16.2.0.
3
Rationale

Acording to TS 29.503[2], the parameter ausfinstanceid is contained in the Nudm_UEAuthentication_Get Request message as follows: 
6.3.6.2.2
Type: AuthenticationInfoRequest

Table 6.3.6.2.2-1: Definition of type AuthenticationInfoRequest
	Attribute name
	Data type
	P
	Cardinality
	Description

	servingNetworkName
	ServingNetworkName
	M
	1
	See 3GPP TS 33.501 [6] clause 6.1.1.4

	resynchronizationInfo
	ResynchronizationInfo
	O
	0..1
	Contains RAND and AUTS; see 3GPP TS 33.501 [6] clause 7.5

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.3.8

	ausfInstanceId
	NfInstanceId
	M
	1
	NF Instance Id of the AUSF


This contribution proposes to add clause 4.2.X [1] about storing AUSF instance ID in UDM.
4
Detailed proposal

***
BEGIN CHANGES
***
4.2.X
UDM
UDM is defined in TS 23.501[3] with the additional functions:

· During the primary authentication, UDM shall store the AUSF instance ID.
***
END CHANGES
***
