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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

NA
3
Rationale

The last requirement reads like a solution, so we propose to change it to a requirement-like sentence.
Besides, an Editor’s Note was added because in the coference call, it seems to agree that 3GPP will not specify the procedure on KAF refresh. If it is agreed finally, the already defined explicit lifetime of the KAF can be removed, because we can trust AF will handle this based on any scheme defined by itself. Then we can address the Editor’s Note by adding a NOTE or a sentence to explain the expired lifetime is defined by the AF.
4
Detailed proposal

4.3.1
Requirenments on Ua* Reference point

The Ua* reference point is application specific. The generic requirements for Ua* are:

· Ua* protocol shall be able to carry AKMA Key Identifier (A-KID); 

· the UE and the AKMA AF shall be able to secure the reference point Ua* using the AMKA AF specific shared key derived from AKMA key;

NOTE: The exact method of securing the reference point Ua* depends on the application protocol used over reference point Ua*.
· 
· KAF shall be refreshed when the KAF is expired.
Editor’s Note: Whether the the expired time is defined by 3GPP or by the AF is FFS.
Editor’s Note: Further requirements (including the need to specify Ua* protocol identifier) are FFS.

