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6.3
Provision of Intercept Related Information

Intercept Related Information (Events) are necessary at the Begin and End of the call, for all supplementary services during a call and for information which is not call associated, e.g. Serving System. There are call related events and non call related events.
Serving System event reporting is a national option.
Figure 15 shows the transfer of intercept related information to the DF2. If an event for / from a mobile subscriber occurs, the 3G MSC Server or the Home Location Register (HLR) sends the relevant data to the DF2.
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Figure 15: Provision of Intercept Related Information

6.3.1
X2-interface

The following information needs to be transferred from the 3G MSC Server or the HLR to the DF2 in order to allow a DF2 to perform its functionality:

-
target identity (MSISDN, IMSI or IMEI);

-
in case of location dependent interception, the IAs and/or target cell ID shall be provided.

-
events and associated parameters as defined in subclauses 6.3.3 and 6.3.4 may be provided.

The IRI should be sent to DF2 with a reliable transport mechanism.

6.3.2
Structure of the events

The information sent to DF2 is triggered by different call related and non-call related events. Details are described in following subclause. The events for interception are configurable (if they are sent to DF2) in the 3G MSC Server or the HLR and can be suppressed in the DF2. The events are listed as follows:

Call Related Events:

-
Call Establishment

-
Answer

-
Supplementary Service

-
Handover

-
Release

Non Call Related Events:

-
SMS

-
Location Update

· Subscriber Controlled Input
The following event is applicable to the HLR:

-
Serving System.
Table 1 below shows the set of information that is used to generate the events. The events transmit the information from the 3G MSC Server or the HLR to DF2. This set of information can be extended in the 3G MSC Server or the HLR, if this is necessary in a specific country. DF2 can extend this information if this is necessary in a specific country e.g. a unique number for each surveillance warrant.

Table 1: Information Elements for Circuit Event records

	Observed MSISDN

          Target Identifier with the MSISDN of the target subscriber (monitored subscriber).

	Observed IMSI

          Target Identifier with the IMSI of the target subscriber (monitored subscriber).

	Observed IMEI

          Target Identifier with the IMEI of the target subscriber (monitored subscriber),

          It shall be checked for each call over the radio interface

	event type

          Description which type of event is delivered: Establishment, Answer, Supplementary service, 

          Handover, Release, SMS, Location update, Subscriber controlled input, Serving System.

	event date

          Date of the event generation in the 3G MSC Server or the HLR.

	event time

          Time of the event generation in the  3G MSC Server or the HLR.

	dialled number

          Dialled phone number before digit modification, IN-modification etc.

	Connected number

          Number of the answering party

	other party address

          Directory number of the other party for MOC

          Calling party for MTC

	call direction

          Information if the monitored subscriber is calling or called e.g. MOC/MTC or originating/ terminating 

          In or/out

	Correlation number

          Unique number for each call sent to the DF, to help the LEA, to have a correlation between each  

          Call and the IRI

	Network Element Identifier

          Unique identifier for the element reporting the ICE.

	Location Information

          Location information is the service area identity and/or location area identity that is present at the 3G MSC Server at the time of event record production

	basic service

          Information about Tele service or bearer service.

	Supplementary service

          Supplementary services used by the target e.g. CF, CW, ECT

	Forwarded to number

          Forwarded to number at CF

	call release reason

          Call release reason of the target call

	SMS initiator

          SMS indicator whether the SMS is MO, MT, or undefined

	SMS Message

          The SMS content with header which is sent with the SMS-service

	Redirecting number

          The number which invokes the call forwarding towards the target. This is provided if available. 

	SCI

          Non call related Subscriber Controlled Input (SCI) which the 3G MSC Server receives from the ME

	Serving System Address

          Information about the serving system (e.g. serving 3G MSC Server number, serving SGSN number or serving SGSN address)



6.3.4
Non Call Related events

6.3.4.1
SMS

For MO-SMS the event is generated in the 3G MSC Server. Dependent on national requirements, event generation shall occur either when the 3G MSC Server receives the SMS from the target MS or when the 3G MSC Server receives notification that the SMSC successfully receives the SMS; for MT-SMS the event is generated in the 3G MSC Server. Dependent on national requirements, event generation shall occur either when the 3G MSC Server receives the SMS from the SMSC or when the 3G MSC Server receives notification that the target MS successfully received the message. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	event type

	event date

	event time

	Network Element Identifier

	Location Information

	SMS initiator

	SMS Message


6.3.4.2
Location update

For location updates a Location update-event is generated, with the new location information. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	observed IMSI 

	event type

	event date

	event time

	Network Element Identifier

	Location Information


6.3.4.3
Subscriber Controlled Input (SCI)

SCI includes subscriber initiated changes in service activation and deactivation. SCI does not include any information available in the CC. For subscriber controlled inputs - a SCI-event is generated with information about the SCI. This information will be delivered to the DF2 if available:

	observed MSISDN 

	observed IMSI 

	event type

	event date

	event time

	Network Element Identifier

	Location Information

	SCI


6.3.4.4
Serving System

The Serving System report event is generated at the HLR, when the HLR has detected that the intercept subject has changed network operator / service provider. The fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed IMEI

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Serving System Address



7.3
Provision of Intercept Related Information

Intercept Related Information (Events) are necessary at the Mobile Station Attach, Mobile Station Detach, PDP Context Activation, Start of intercept with PDP context active, PDP Context Deactivation, RA update and SMS events.
Serving System event reporting is a national option.
Figure 21 shows the transfer of intercept related information to the DF2. If an event for / from a mobile subscriber occurs, the 3G GSN sends the relevant data to the DF2.

See section 7A for multi-media Intercept Related Information produced at the CSCF.
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Figure 21: Provision of Intercept Related Information

7.3.1
X2-interface

The following information needs to be transferred from the 3G GSN  to the DF2 in order to allow a DF2 to perform its functionality:

-
target identity (MSISDN, IMSI, IMEI);

-
events and associated parameters as defined in section 7.3.2 and 7.4 may be provided;

-
the target location (if available) or the IAs in case of location dependent interception;
-
Correlation number;

-
Quality of Service (QoS) identifier.
The IRI should be sent to DF2 using a reliable transport mechanism.

7.3.2
Structure of the events

There are different events in which the information is sent to the DF2 if this is required. Details are described in the following section. The events for interception are configurable (if they are sent to DF2) in the 3G GSN and can be suppressed in the DF2.

The following events are applicable to 3G SGSN:

-
Mobile Station Attach;

-
Mobile Station Detach;

-
PDP context activation;

-
Start of intercept with PDP context active;

-
PDP context modification;

-
PDP context deactivation;

-
RA update;

-
SMS.

NOTE:
3G GGSN interception is a national option. Location information may not be available in this case.

The following events are applicable to the 3G GGSN:

-
PDP context activation;

-
PDP context modification;

-
PDP context deactivation;

-
Start of interception with PDP context active.



A set of fields as shown below is used to generate the events. The events transmit the information from 3G GSN to DF2. This set of fields as shown below can be extended in the 3G GSN, if this is necessary as a national option. DF2 can extend this information if this is necessary as a national option e.g. a unique number for each surveillance warrant.

Table 2: Information Events for Packet Data Event Records

	Observed MSISDN

MSISDN of the target subscriber (monitored subscriber).

	Observed IMSI

IMSI of the target subscriber (monitored subscriber).

	Observed IMEI

IMEI of the target subscriber (monitored subscriber),it shall be checked for each activation over the radio interface.

	Event type

Description which type of event is delivered: MS attach, MS detach, PDP context activation, Start of intercept with PDP context active, PDP context deactivation, SMS,  Cell and/or RA update.

	Event date

Date of the event generation in the 3G GSN.

	Event time

Time of the event generation in the 3G GSN. Timestamp shall be generated relative to GSN internal clock.

	PDP address

The PDP address of the target subscriber. Note that this address might be dynamic.

	Access Point Name

The APN of the access point. (Typically the GGSN of the other party).

	Location Information

Location Information is the Service Area Identity (SAI), RAI and/or location area identity that is present at the GSN at the time of event record production.

	PDP  Type

The used PDP type.

	Correlation Number

The  correlation number is used to correlate CC and IRI.

	SMS

The SMS content with header which is sent with the SMS-service. The header also includes the SMS-Centre address.

	Network Element IdentifierUnique identifier for the element reporting the ICE.

	Failed attach reason

Reason for failed attach of the target subscriber.

	Failed context activation reason

Reason for failed context activation of the target subscriber.

	IAs 

The observed Interception Areas.

	Session Initiator

The initiator  of the PDP context activation, deactivation or modification request either the network or the 3G MS.

	Initiator

SMS indicator whether the SMS is MO or MT.

	Deactivation / termination cause

The termination cause of the PDP context.

	QoS

This field indicates the Quality of Service associated with the PDP Context procedure.
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