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Abstract

Subject to Change PN-4465-RV1

This Standard defines the interfaces between a telecommunication service
provider (TSP) and a Law Enforcement Agency (LEA) to assist the LEA in
conducting lawfully authorized el ectronic surveillance. A TSP, manufacturer,
or support service provider that isin compliance with this Standard will have
a“safe harbor” under Section 107 of the Communications Assistancefor Law
Enforcement Act (CALEA), Public Law 103-414: “a[TSP] shall be found to
be in compliance with the assi stance capability requirements under [CALEA]
Section 103, and a manufacturer of telecommunication transmission or
switching equipment or a provider of telecommunication support services
shall be found in compliance with [CALEA] Section 106.”

JSTD-025A provides the enhancements necessary to support FCC 99-230,
CC Docket No. 97-213, Third Report and Order and FCC 02-108, CC Docket
No. 97-213, Order on Remand.

iii Abstract

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

Subject to Change

Document Revision History

Aug 13, 2003

Revision Date Remarks
0 November 1997 Initial
A Apri-2000 Revised to meet the requirements defined in FCC 99-230, CC
February 2003 Docket No. 97-213 and FCC 02-108, CC Docket No. 97-213.
B

Document Revision History

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



Aug 13, 2003

Subject to Change PN-4465-RV1

Contents

N 41 1 - o SRR iii
Document REVISION HISIOMY ..ottt e st iv
(O] 1 1 £ S SRUSR \Y
(TS o 1o =SSOSO Xi
LISt OF FIQUIES .ottt st sttt et b bbb e b e et se et st seebestete Xiii
[ 0T C= Y11 (o PSR XV
oo [WTox 1 o o S 1
O R €= 1= - TSSOSO 1
O 1 1 = SO 1
R T o0 o= PP ORTUPTORR PR 2
O @ o =g T (o o E PSR 2
REFEIBNCES ..ttt b bbbt bbb b bbb et b et st e b e s et et n e b e b enes 3
DefinitioNS @N0 ACIONYIMIS ....ovivirieiirieiiriei sttt b sttt sttt s et na s be e snenes 5
Stage 1 Description: USEr PErSPECHIVE ....cc.iiiiiiiieeeeet ettt s e e 16
R © V= oV = TSP 16
N | 1o o [0 [ o o OSSO SRPRPTR 16
421 ASSUMPLIONS .viieeieeeciceeeeceecteste sttt et e e e se e sseesesseseesresreseeseensenennensennens 16
422  General BackgroUnd .......cccoeoveririiiniineeeeee e e 18
423 Cal Content Channels and Call Data Channels .........cccoeeeveevnennenneneneneenes 19

4.3  Non-Call Associated Information Surveillance Service Description—Serving System IAP
............................................................................................................................................. 21

4.4  Call Associated Information Surveillance Service Description—Call-ldentifying Informa-
LU0 T8 N TS 21
70 A o 1 0T U Tox 1 o o SRR 21
442 BaSiCCIrCUIt CallS ...cciiciieciieiice et s ne e e 22
4.4.3  Conference Call Party Changes .........ccccoereirieininiere et 22
45 Call Associated and Non-Call Associated Information Surveillance Service Description 23
451 INOTUCLION oottt bbb bbb 23
452  Intercept Subject SIgNaling AP ..o s 23
45.21  Subject-initiated Dialing and SIgNaling ......ccccvveeevenieviesevene s, 23
45.22 Dided Digit EXIraCtion ......ccccceevierieriesieseseneseeseesesesseseseeseeseeseens 24
453  Network SIgnaling AP ..ot enens 24
4531 In-band and Out-of-band SIgNaling .......ccccecvevreinnineeee 24
4.6  Content Surveillance Service DESCIIPLION ......ccvveeierererereseeee s seee e see e seeeenees 24
30 A T (o 1 12 = ST R 25
4.6.2  Conference Circuit IAP - Content of Subject-initiated Conference Calls ......... 29
4.6.3  PaCKEl DAATAP ..o 30
A7 TimiNg INFOMMELION ..ot e e eneas 34
T =S [ 1) RS SPSS 35
481 Lack of CDC and CCC Synchronization .........cccccceeeeveeeeseseseseseseessseenessennens 35
4.8.2  CDC CONGESHION ..ocueeuieeeeieeeeetisieseestesteseesaeseseeeesesesesseesessessessessesseseessssessessensens 35
4.8.3  CCC EXNAUSHION .ectiiieiieierieesieesieeie et 35
8 0 A O @ O 0o o[ 1 o] o RS 35

v Contents

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1 Subject to Change Aug 13, 2003

4.9  Packet Mode TEChNOIOQY ...eiveveereririiiriesiieesieeesese et es et e s see e se e aese s e eneesenresnesnens 36

4.9.1  Introduction @nd SCOPE ......coverueriiriinieie ittt sb e see et se et seeneas 36

4.9.2  cdma2000 PaCket Daa .......cccccovrueririeirieirieisieeseesees st es 37

4.9.21  cdma2000 Packet Data System Reference Model ........cocooeveieeee 37

4.9.22  General PriNCIPIES ....cocooiiiereiiieee ettt e 39

49.2.3 Applicability to Telecommunications SErvices ..........ccoeeveeeeene. 40

4.9.24  Normal Operation - Intercept Events for Lawful Interception ....... 40

4.9.3  GPRSIUMTS ..ottt sttt se st sttt nestenessanes 41

4.9.4 Voiceover Packet Technologies in Wireline Telecommunications Networks 42

5 Stage 2 Description: Network PErgpectiVe .........ccoocerinenine et 43

30 A 1 01 (oo [N 1 o o [PPSR 43

SIS v='o (30220 V1= 1 10 (o] o ' 1Y/ USRS 43

53  Network Reference MOUEl ... e 14

531  FUNCtional ENLILIES ....occoeiieiieiiiece et e e 44

5311  AcCess FUNCLION (AF) e 44

5312  Delivery FUNCtion (DF) ..o 45

5313  Collection FUNCLION (CF) ..c.oooviiiiieieeeeeeeene e 46

5314  ServiceProvider Administration Function (SPAF) ......ccoeieieene 46

5315 Law Enforcement Administration Function (LEAF) ... 46

532 Interface Reference POINLS ........cociiiiiiiiiiiiieeeeee e 46

5321  ReferenCePOINt @ ...cccoociiiiiiiiieeeceeeee s 46

5322  Reference POINt D ...ooooiiiieiee e 46

5323  ReferenCePOINt C ..ocooveveeiiieee s 47

5324  Reference POINt d ......ccocooiiiiiiieieere e 47

5325  ReferenCePOINt € ....ooooiiiiieiiee s 47

54 MeSSa0e DESCIIPLIONS ..ottt sttt sttt b e st e et 47

541 ANSWEL oo e e e 47

B2 CCCIOSE ..oiviiiieiiieeierie ettt ettt et sttt st sttt ettt et et e e ebe e ebe e 48

L3 G T O @ = o S 49

N O 1 7 o |- S 50

545  ConferencePartyChange .......cccvcevermieririeeneesse s e e eese s 51

546 CONNECLION ..ottt ettt sttt ebe st sttt st st st se e neene e 53

547  CONNECLONBIEAK ....ccooiveiiiieieieieteise ettt et 53

54.8 DialedDIgItEXIraCtioN ...ccccccocoieereieeccre e 54

549  NEWOIKSIGNA ..ocoeiececeeece et ene e 55

o330 0 T @ T4 o 1 g o o S 58

5411 PaCKEetENVEIOPE ..ocvoieeececece st s 59

5412 REIFECHION .ooiviiiieiieeieieeie ettt et st st st et s 60

BA13  REIEASE ..ooiiiiriiieisieete ettt bbbttt et 61

5414  SEIVINGSYSIEM oecieieeeceeeeee sttt sttt sre e e e se e e e e e nne e 62

5.4.15 SUDJECISIONAl ..oooveciececceece e ene s 63

54.16 TerminatioNAMEMPL ....ooviiiicee e s ere e sre e nens 64

55 Message descriptions for cdma2000 packet data ..........ccocevereereieeneeieeieseeesese e see s 65

551  cdma2000PacketDataSessionEStablishment .........ccovvevvinnennenseneeseeieens 66

552  cdma2000PacketDataSessionTermination .........ccccoceveievnernenseseseseee e 67

55.3  cdma2000PacketDatal NterCEPtSIart .........ccocevrreereeeriererese e e s e 68

55.4  cdma2000PacketDataServingSYSIEM ......ccccviereereeerreee s e e eene s 69

555  cdma2000PacketDataPacketFilter ........ocooviiireiinniiee e 70

55.6  ¢cdma2000InterceptioNOf CONtENt ......c.cceeeeeeererere e 71

6 Stage 3 Description: Implementation PErspective ..o 73

6.1 ProtoCOl DEFINITION ....oouiiiiieeiieeeeie e et e et 73
Contents Vi

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003

Subject to Change PN-4465-RV1

6.2  CDC ProtoCOl DEfINITION  ....ocovviiiiiieiiieieieee et 73
6.21 CDC Underlying Data TranSmiSSION ......c.cccereieireenieieerenesesesesie e e seeeeseenene 73

6.2.2  CDC Parameter Encoding ODJECHIVES .......oceiieiiiieiireereee e 73

6.2.3  CDC Syntax DEfiNItIONS ........ccoieririiireresiee e e e 74

6.3 CDC MeSSage DEfiNITIONS .....oiuiiiiiiiieeiiieeee et e e 74
6.3. 1  ANSWEN MESSAE ....ooiiiiiieiiiriiirie ettt ettt st e e e bbb s ae e b e sasesbe e e e saesnnesaeannen 76

65.3.2  CCCIOSEMESSAGE ..oueiierueeiriiriisierie ittt sttt e st st be bt s be e be b e ne e e e e ne e 76

6.3.3  CCOPEN MESSAOE ...ueiivieiiriiisiieieenie ettt et e bbb beeae e s seesneseesnesaeeseesnnens 77

6.3 4  ChangB IMESSAgR ...ecovirieeeirieie ettt sttt sttt be bbb bbb e e e e e 77

6.3.5 ConferencePartyChange MESSA0E .......ccccceererieriresie e saens 78

6.3.6  CONNECLION MESSAGE ....eiviieeieieeiiriereete sttt st se et se et e e sae e s ene st see e 79

6.3.7  ConnectionNBreak MESSAgE ......cceieruirierierierieee et sie st see st se e e s 79

6.3.8  DialedDigitEXtraction MESSA0E ......ccccoeeieruererierieniesie e e 79

6.3.9  NetWOrkSignal MESSAgE .....ccveceeerereriererie sttt ettt s e 80

6.3.10  Origination MESSAE ....cecvieerereeeereeeetesestestetesreeeeeseesessesse e ssessesseseeseensesesnsens 81

6.3.11 PacketENVElOPE MESSAgE ...cecceeeeeierieciesie et et ee et st 81

6.3.12 RedIreCtioN MESSA0E ....ccveveeeeiecierieeieetestesee e eesteseeeese s e sse e e e sae e neeseeneeneeneens 83

6.3.13 REIEASE MESSAPE ..oivevireeiereeeceetere st ste et e e et ere e e s sre st s ae e e teae e eneenenneens 83

6.3.14  ServingSyStEM MESSAgE ....ecvveeeererrertesieseestetesteeeteseesessessessessessessesreseenseseensens 84

6.3.15 SUDJECISIgNAl MESSAE ..cvveveceerierieriesieiesieee et st e e seeaene e nnesnens 84

6.3.16 TerminatioNAHEMPL MESSAGE ..ocvvvverieeerieeeire e st e e se e ere e nnesnens 85

6.4  CDC Parameter DEfiNITIONS .....ocviieiiiriieeieee ettt sttt 86
B6.4.1  AlErtingSIignal ....oooe i e s 86

6.4.2  AUdIDIESIGNEl ....coeoeeeicee e s 86

6.4.3  BearerCapability .....ccccceoieierricere e 87

(3 O 11 o = (] Y/ 87

L T 0= = o = ]S 87

L G OO 01 1o = 1] TR 88

6.4.7  TAPSYSIEMIAENTILY .ocveeeecee et e 88

L3 B I o 1 o o [P 88

6.4.9  Partyldentity ..o e e 89

L O I 1 I/ oSS 90

6.4.11 RedirectedFromIinfOrmMation .........cccooeerrenneneienee e 90

6.4.12 TerminaDisplaylnfo ... 91

L2 T T 0= - o R 91

6.4.14 TransitCarrierldentity .....cccccceeereeeces e 91

6.5 ¢cdma2000 Abstract Syntax for Packet Data Cll DElIVEIY ......ccocoveieriniieerereeeseeiee i
6.6 CCC PrOOCOIS ...ttt bttt e b et b e s bt sae b e s be e et e e e e e 95
6.6.1 CCC Encoding for Circuit-Mode SErVICES ........cccevreriererienenenie e 95

6.6.2 CCC Encoding for Packet-Mode SErVICES .......ccccererirenenenese e e 95

6.6.21  cdma2000 Abstract Syntax Notation for Packet Data CC Delivery 95

6.7 LAESP Compatibility GUIAEIINES .......cccoeiveieireeerecere e 96
6.7.1  Guidelines For Forward Compatibility .......ccccoovivvierernieiriecce e 97

6.7.2  Guidelines For Backward Compatibility ........ccccocvvieiernieninicnise e 97

6.7.21  EXIiStiNg MESSAPES ....ovvevvereenierieeetesterieses e steseesteee s e eesse e s sne s 97

6.7.22  Parametersin EXisting MeSSages .......c.cccovvvvvrerienneenenesieseeseeniens 98

6.7.2.3  NEW MESSAZES ...occveveeeeeeriiriesieeeeieeesteeseeseeseeseesee e enaessesseessessenes 98

6.7.24  NeW Parameters ... 98

6.7.25  New Parameter FieldS ......cocoiviiniineeeese e 98

6.7.2.6  New Parameter VAIUES ......cccovveirieinieieee e 99

Annex A Deployment EXAMPIES ...ttt e ene s 100
A.1 Possible Network Deployment Of TAPS ... 100

Vii Contents

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

Contents

A.2
A3
A4
A5
A.6

Annex B
B.1
B.2
B.3

B.4

B.5

B.6

B.7
B.8
B.9
B.10

Subject to Change Aug 13, 2003

Access and Delivery Function Equipment Configuration ..........cccccveeevvevievesenieseesennens 102
Implementation of the d-INLErface ..o 106
Implementation of the e-INterface ..o 108
Possible CDC ProtoCOl SEACKS .....civiieeieieeieieieeeees et s e s 110
POSSible CCC ProtoCOl SLACKS ....ccoviveeeerieierieie e e e 111
(O(O O D= T1Y= VA /1= { oo P 114
Circuit-Mode VS. PaCKet-MOOE .........couiiieerieieceere e e 114
OVEIVIBIV <.ttt ettt h et s h et e bese e e e R e e reeaeeaeebe e et sae et e besee s aneenseneeneebeennans 115
Dedicated Circuit CCC DEIIVEIY ...ocueiiiiieeieeereeeeeeeee et 116
B.3.1 Obtain Network Address of Destination ..........cccoceeerererenenenenenee e 117
[STCTZANNNS (0] o L G(O(OR (o] BI= S 1117 1 o] o R 117
B.3.3 Destination Acceptance or Refusal of aCCC  .....oocvvvevveveveecreseceee e 118
B.3.4 CCC Continuity VENfiCaON ......ccovveririirerises e seseeseses e 118
B.3.5 Associate Intercept Subject and Call Identity tothe CCC ........ccocvevvvvveienene 119
B.3.6  Call Content TranSfer ......cccoeveireireier e e 119
B.3.7 Early CCC Release by the DeStiNation .........cccceeveeenienieniesieneseeseesesseene e 120
B.3.8  DiSaSSOCIAE CCC ...ccoiriiiiririereeie sttt st 120
B.3.9 Norma CCC Release by the SOUrCE. .......cccoeoieeeeveci e 120
Trunk Group CCC DEIIVEIY ...ocviceiecesie et see e et sse et sne e see e 121
B.4.1 Obtain Network Address of Destination ..........cccocevererereennerrereee e 122
B.4.2  Setup CCC O DESLINGLION ...cc.eoiiieiiiiieiee ittt 122
B.4.3 Dedtination Acceptance or Refusal of aCCC  .....ooeieiiieievieeireneeeeee 123
B.4.4 CCC Continuity VerifiCation .........ccocooiririiiniineie e 126
B.45 Associate Intercept Subject and Call Identity tothe CCC .......ccoocvveiiieienens 126
B.4.6  Call Content TranSfEr .....ccocoeiiiiiiie ettt 127
B.4.7 Early CCC Release by the DeStination ..........ccccocvereneneniesienieneese e 127
B.4.8  DiSassOCIAE CCC ....cccoiiiirieiereeiete ettt sttt st be b s sae e 128
B.4.9 Norma CCC Release by the SOUICE ...t 128
Static Directory NUmMbBber CCC DEIIVENY ..ottt 129
B.5.1 Obtain Network Address of Destination ..........ccccoeverenereennerneneeeseee e 130
B.5.2 Setup CCC O DESHINALION ....c.eoiiieiiiirieeie ittt 130
B.5.3 Dedtination Acceptance or Refusal of aCCC  .....oooveviieiiiieeiieneceee e 131
B.5.4 CCC Continuity VerifiCation .........ccocooeririiinieneie e 131
B.5.5 Associate Intercept Subject and Call Identity tothe CCC .......ccoovviiiieienens 131
B.5.6  Call Content TranSfEr .....oocooiiiieiee ettt e 131
B.5.7 Early CCC Release by the Destination. ..........ccoeveieerenniecinenieneeesie e 131
B.5.8  DiSasSOCIAE CCC ....cciiiieiieiereeiete ettt sttt st be b sae e 132
B.5.9 Norma CCC Release by the SOUICE .........ccoocoeiiriiininie e 132
Packet Data CCC DEIIVENY ....oovceceeeecere sttt st se e s nes 132
B.6.1 Obtain Network Address of Destination ..........cccoevevereneenenenenese e 133
[SHCTZANS (0] o L G(OXOR (o] BI= S 1117 1 o] o 133
B.6.3 Destination Acceptance or Refusal of aCCC  .....oocvvvevvevevneecrenecece e 133
B.6.4 CCC Continuity VENfiCaION ......ccovveeririererisesee s 133
B.6.5 Associate Intercept Subject and Call Identity tothe CCC .......ccocvvivvvvenenene 134
B.6.6  Call Content TranSfer .......ccoeveirieireirere e e 134
B.6.7 Early CCC Release by the DeStiNation .........cccceevveevereresienieneeseeresseeneenenens 134
B.6.8  DiSaSSOCIAE CCC ...ccoeviiiiririereeie ettt sttt et 134
B.6.9 Norma CCC Release by the SOUIrCE .......ccccveeeeeeerece e 134
D RV Y 2= = Lot 134
Separated Content DEIIVENY ... et 135
Combined Content DEIIVENY .......coiiiiiiieiree et s e 135
Signaling for SWitched DElIVENY ..o e 136
viii

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003

B.11
B.12
B.13

Annex C
C1l
C2
C3

Annex D
D.1
D.2
D.3
D.4
D.5
D.6
D.7

D.8

D.9
D.10

D.11
D.12
D.13
D.14
D.15
D.16
D.17
D.18
D.19
D.20
D.21
D.22
D.23
D.24
D.25

Annex E
E.1

E.2

Subject to Change PN-4465-RV1

Call Content DElIVENY DElAY ....ccoereereeireeire e se st se e stesee s e e sse s s e sre e seesrensesseneens 136
Call Content DiStrDULION .....c..oiuiiiiiieiieeece et sbe s s ee 137
DTMF C-Tone Signaling ProCEAUIES ........cociuiririeiireee ettt 137
CDC DEiVEry MENOUS ......cvieeceiiierecere e et e et sre st s sre e 139
Dedicated Data CircUit CDC DEIIVENY ....ocvvvviieesiee et st e e ene s 139
Dedicated Data Link CDC DEIVEIY ....ocvvereriiveeieeeseeeeeeresese st s se e s enesnes 140
Call Data DiStrTDULION .....cuoiuieiiiieeeeeetee e e e s ebe e 140
INfOrMation ACCESS SCENAIIOS ...cueiuerieriiiierieieeiete ettt st sae st e e e sse e sesaeebe e e 141
Simple Abandoned Call AEMPL .....cocieieirecee e e s 145
Partial Dial ADANAON ......ciiiiiee e e e 145
Pre- ANSWEr ADANAON ....oouiieece e e e e 146
SIMPle OULGOING Call ...t ettt s se e e e 147
LSS @ Lo T (o o OSSR 148
SIMPIE INCOMING Call ..o e st 149
Call Waiting and RECaAll .......ccoooveeeicecese st 150
D.7.1  Call Waiting and Recall with aSingle Call Identity ........ccccoveveeiecvivenene 151
D.7.2 Call Waiting and Recall with Separate Leg Identities .........c.ccocvvvvecvevreennnnn, 152
D.7.3 Call Waiting and Recall with Separate CallS .......cccceveveveeivriniesesere e 153
Call Waiting with Talking Party DiSCONNECT .........ccoeieiierireeereeeee e 154
D.8.1 Call Waiting with Talking Party Disconnect and a Single Call Identity ......... 155
D.8.2 Call Waiting with Talking Party Disconnect and Separate Leg Identities ...... 156
D.8.3 Call Waiting with Talking Party Disconnect and Separate Cals .................... 157
Call HEld and REIHEVE .......c.oiieeeiiee e 158
Three-Way Calling, Plus Call TUrEed AWaY ......cccovvceeeeeresee et 159
D.10.1 Three-Way Calling, Plus Call Turned Away with a Single Call Identity ....... 159
D.10.2 Three-Way Calling, Plus Call Turned Away with Separate Leg Identities ....161
D.10.3 Three-Way Calling, Plus Call Turned Away with Separate Calls .................. 162
Call Forwarding—No Answer on a Single SYSteM  ....ccccveeeeiveeeece e 164
Call Forwarding—No Answer on Different SyStems ........cccooeveverireienneeireeeene 165
Two Bearer Channels, Plus Call Transfer ..o 166
S0 1=c o O 1 1T o USSR 167
Multiple Translations 0N SINGIE SYSLEM  .....ccvciecereeere e 168
MUItiple Call SCENAITO ...cueivieeee e st srens 169
Simple Call Delivery to aMobile Station ........cccceveveveeeieeee e 170
Password Call Acceptance and Flexible Alerting .......ccoooieiiiineieneeeeeeee 172
Password Call Acceptance and Call FOrwarding ........ccceoeeeeerenene e 173
Completed Call To BUSy SUDSCITDEY .....oooeieeeee e 174
Dialed Feature Code DIgitS .......ccviviiireierireeieseeseete st st se e esnesnennas 175
Call REEESETO PIVOL ...ttt sttt sttt 175
Intrasystem Handoff .........coooiiiieie e s 177
Handoff to a Third System without Path Minimization ... 177
Connected Party ModifiCation .........ccooiiiiiiiie e e e 179
Information Access Scenarios - JFSTD-025A  ....ocvvieirienereiesere e 180
CONFErENCE Call ...veeeeee et sbene s 180
E.1.1 Conference Cal (ConferencePartyChange using Partyldentities) .................. 180
E.1.2 Conference Call (ConferencePartyChange using Callldentities) ................... 185
E.1.3 Conference Call (Connection/ConnectionBreak using Partyldentities) .......... 189
Call WAITING ettt st st se et e aeeae b seesee e e 192
E.21 Call Waiting with Recall (NetworkSignal and SubjectSignal) ........ccccceeeeeeee. 193

ix Contents

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1 Subject to Change Aug 13, 2003

E.3 Multi-stage Dialing (DialedDigitEXtraction) .......ccccceviereereeerere e see e 196

ANNEX F OPLtioNal IMESSAgES .....ciueeuiiieiie ittt sttt bttt see e et se e e eae e e saeenesreeeas 198

F.1  CONNECLIONTESE MESSA0E ...c.veiveeereeieieeieieeteete st eee et ste st be e e esee e se e e b e e saesresbesaeseeanan 198

AnMnex G LAES AdMINIStrative INEIfACcES .......covvvrrereirrereeerreseee e 199

Annex H Possible e-Interface Delivery Methods for Packet Mode Telecommunications Services ..
200

H.1 Data Stream Framing Protocol Delivery Method ..., 200

[ 100 0 R 1 oo [F o o I TSV 200

H.1.2  APPrOBCR ..o e s 200

H.L2. 1 PUMPOSE ettt sttt e 200

H.L3  FOMMEL ..ottt bttt b e e sae e e e e e sne e e 200

H.L4  RUIES ettt et st bbbt 201

H.1.5  Re-SYNChroNIiZation ........ccooeoieiieeciseee et 202

H.1.6  Short AppliCation MESSAgES .....cccceereeeeerererisiesesieseeeeseseeessese e sresseseeseeneas 202

Annex | JSTD-025 ADSITACE SYNEAX  .veeeveeeeereeisese e seeeseesesseeeeeseeresse e s se e seensenaeseennenens 203

Contents X

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



Aug 13, 2003

Subject to Change PN-4465-RV1

List of Tables

Table 1:
Table 2:
Table 3:
Table 4:
Table 5:
Table 6:
Table 7:
Table 8:
Table 9:

Table 10:
Table 11:
Table 12:
Table 13:
Table 14:
Table 15:
Table 16:
Table 17:
Table 18:
Table 19:
Table 20:
Table 21:
Table 22:
Table 23:
Table 24:
Table 25:
Table 26:
Table 27:
Table 28:
Table 29:
Table 30:
Table 31:
Table 32:
Table 33:
Table 34:
Table 35:
Table 36:
Table 37:
Table 38:
Table 39:
Table 40:
Table 41:
Table 42:
Table 43:
Table 44:
Table 45:
Table 46:
Table 47:
Table 48:
Table 49:
Table 50:

Definitionsand ACrONYMS MatriX . ... ... .ottt e e 41
Answer Message Parameters ... ... 48
CCClose Message Parameters ... ... u i e e 49
CCOpen Message Parameters .. ......oou it e 50
Change Message Parameters . ... ..ot e 51
ConferencePartyChange Message Parameters . ... ... ..o 52
Connection Message Parameters . ... ...t 53
ConnectionBreak Message Parameters . ..., 54
DialedDigitExtraction Message Parameters. .. ... ...t 55
NetworkSignal Message Parameters ... 58
Origination Message Parameters .. ... ..ot e 59
PacketEnvelope Message Parameters ...t i 60
Redirection Message Parameters . ...t e 61
Release Message Parameters ... .ovv vttt et et 62
ServingSystem Message Parameters . ... e 62
SubjectSignal Message Parameters . ... e 64
TerminationAttempt Message Parameters .. ... i 65
cdma2000PacketDataSessionEstablishment Message Parameters ............... 67
cdma2000PacketDataSessionTermination Message Parameters .. ............... 68
cdma2000PacketDatal nterceptStart Message Parameters . ..........oovvivvnn.. 69
cdma2000PacketDataServingSystem Message Parameters ... .............ovn.. 70
cdma2000PacketDataPacketFilter Message Parameters ....................... 71
cdma2000 CLICHeader Parameters . ... ...ttt 72
IAPPrimary LOCatioNS . . .. ..ttt et et e e ettt e 100
Simple Switch ConNECtions . . ... ..ot e e e 142
Simple Abandoned Call Attempt Scenario ...............cciiiiiiiinnn.n. 145
Partial Dial Abandon Scenario . ... 145
Pre-Answer Abandon Scenario ... 146
SimpleOutgoing Call SCENANO .. ... vv it e e e 147
Alternate StepsforenblocSending . ... i 147
Re-origination Call Scenario ............ciiiiiiiii et 148
Alternate Re-origination Call ScenarioSteps . ..., 149
Simplelncoming Call Scenario ...t 149
Call Waiting with Recall Scenario witha Single Call Identity ................. 151
Call Waiting with Recall with Separate Leg IdentitiesScenario .. .............. 152
Call Waiting with Recall with Separate CallsScenario ....................... 153

Call Waiting with Talking Party Disconnect and a Single Call Identity Scenario .. 155
Call Waiting with Talking Party Disconnect and Separate Leg |dentitiesScenario . . 156

Call Waiting with Talking Party Disconnect and Separate Calls Scenario ........ 157
Cal Held and Retrieved SCenario . .........oviiiiiiiii i, 158
Three-Way Calling with a Single Call Identity Scenario . ..................... 159
Three-Way Calling Scenario with Separate Leg Identities .................... 161
Three-Way Calling with Separate Call Scenario .............. ...t 162
Call Forwarding—No Answer ona Single System Scenario . ................. 164
Call Forwarding—No Answer on Different Systems Scenario ................. 165
Two Bearer Channels, Plus Call Transfer Scenario ................ ..., 166
Speed Caling SCeNario . ......iii i 167
Multiple TranslationsonaSingle System Scenario . .. ........covi it 168
Multiple Call Scenario ...t e e 169
Simple Call Delivery SCeNario . .......ovvii et e 170

Xi List of Tables

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

Table 51:
Table 52:
Table 53:
Table 54:
Table 55:
Table 56:
Table 57:
Table 58:
Table 59:
Table 60:
Table 61:
Table 62:
Table 63:
Table 64:
Table 65:

List of Tables

Subject to Change Aug 13, 2003

Password Call Acceptance and Flexible Alerting Scenario ................... 172
Password Call Acceptance and Call Forwarding Scenario .................... 173
Completed Call ToBusy Subscriber ... 174
Dialed Feature Code DigitSSCeNario . .......c.oviiiinei i 175
Cal Releaseto PIVOt SCENANio .. ..ot i 175
Intrasystem Handoff Scenario . ...........ccoo i e 177
Handoff to a Third System without Path Minimization Scenario .. ............. 177
Connected Party ModificationScenario ..., 179
Conference Call (ConferencePartyChange using Partyldentities) Scenario .. ..... 181
Conference Call (ConferencePartyChange using Callldentities) Scenario ........ 185
Conference Call (Connection/ConnectionBreak using Partyldentities) Scenario ... 189
Call Waitingwith Recall Scenario ........... .. oo 193
Multi-stage Dialing (DialedDigitExtraction) Scenario . ...................... 196
ConnectionTest Message Parameters ...t 198
Format of DSFP ... ... 200
Xii

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



Aug 13, 2003

Subject to Change PN-4465-RV1

List of Figures

Figure 1:
Figure 2:
Figure 3:
Figure 4:
Figure 5:
Figure 6:
Figure 7:
Figure 8:
Figure 9:

Figure 10:
Figure 11:
Figure 12:
Figure 13:
Figure 14:
Figure 15:
Figure 16:
Figure 17:
Figure 18:
Figure 19:
Figure 20:
Figure 21:
Figure 22:
Figure 23:
Figure 24:
Figure 25:
Figure 26:
Figure 27:
Figure 28:
Figure 29:
Figure 30:
Figure 31:
Figure 32:
Figure 33:
Figure 34:
Figure 35:
Figure 36:
Figure 37:
Figure 38:
Figure 39:
Figure 40:
Figure 41:
Figure 42:
Figure 43:
Figure 44:
Figure 45:
Figure 46:
Figure 47:
Figure 48:
Figure 49:
Figure 50:

Electronic SurveillanceModel .. ... .o 18
Call Content Channelsand Call DataChannels ... .......... ... 20
Circuit AP for aTwo-Way Communication .. ............viuiiiiinnenaan.. 26
Circuit IAP for aMulti-Party Communication . .. ......... ... .. oo, 27
Circuit IAPforanincoming Call ........ ... . i 28
Circuit IAPforaRedirected Call . ... ... ... i 29
Packet Data | AP to a Separated CCC (appropriateto al data services). ... ........ 32
Packet Data | AP to a Combined CCC (connectionless data servicesonly) ......... 33
Packet Data |lAPto a CDC (for selected packet types). . ..., 34
cdma2000 Wireless IP Network Accessarchitecture. ......................... 38
Network Reference Model . ... 44
Land Line LA PS . . oo 100
Mobile Intercept Subject sHome SystemIAPS . . ... ...t 101
Mobile Intercept Subject’s Serving System IAPS. . . ... .. i 101
Mobile Intercept Subject’s Redirecting System IAPs. .. ............ ...t 102
External Delivery FUNCLiON. . .. ... .. o e 102
Integrated Delivery Function with a Non-Distinct Administration Interface. ... ... 103
Integrated Delivery Function with a Distinct Administration Interface........... 103
Mobile Telephone Systemswith TWOTSPS. . ...t 104
Independently Administered External Pivoted Delivery ...................... 105
A possible functional model for CALEA in Voice over Packet scenario. ......... 106
Bridged ACCESS . . . ottt 107
LO0PEA ACCESS . o v it vttt e 108
Possible Transmission Schemes for thee-Interface ... ........ ... ... ... ... 109
Possible CDC Protocol Stacks ... ... 110
Possible Circuit-Mode CCC Protocol Stacks . . ..o 112
Possible Packet-Mode CCC Protocol Stacks .. ... oo v 113
Dedicated Circuit CCC DElIVEIY. . ..ot e 116
Setup CCC Using Dedicated CirCuits. . ... ... oo 117
Associate CCC Using Dedicated Circuits. . . ... ..o v v e i 119
Transfer Call Content Using Dedicated Circuits. . ...........ocovinino... 119
Disassociate CCC Using Dedicated Circuits . .......cooviivinein i 120
Dedicated CircUit CCCRElEASE . . .. oo vt 121
Trunk Group CCC DElIVEIY . ..ot e e e e 121
Setup CCCsUsingaTrunk fromaTrunk Group . . ... ..o v i 122
Acceptance of CCCsUsingaTrunk of aTrunk Group .. ..........covvv... 123
DF Timed Refusal of aCCC UsingaTrunk of aTrunk Group . ... ............. 124
CF Timed Refusal of aCCC UsingaTrunk of aTrunk Group .. ............... 124
DF Refusal of aCCC UsingaTrunk of aTrunk Group. ... ..oovvieivnenn.n. 125
CF Refusal of aCCC UsingaTrunk of aTrunk Group . ... ..o oo v i e us 125
CCC ContiNUItY TeSt. . vt ittt et et e et et et 126
Transfer Call Content UsingaTrunk inaTrunk Group. . ..................... 127
Early Release of CCC UsingaTrunk inaTrunk Group . ........covvivvnenn.n. 127
Release CCC UsingaTrunk inaTrunk Group . ..o vvvvvi et ieeee e 128
Static Directory Number CCCDelivery . ... 129
Setup Trunk to DEStiNGtioN . . . ..o oot 130
Packet Data CCC DElIVENY . ..ot e e et e e 133
Separated Content DElIVENY ... .o e 135
Combined Content DeElivery . ...t e e e 135
Call Content Distribution .. ... 137

Xiii List of Figures

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

Figure 51:
Figure 52:
Figure 53:
Figure 54:
Figure 55:
Figure 56:
Figure 57:

List of Figures

Subject to Change Aug 13, 2003

Pivoted Delivery with Distribution ............ .. ... ... i i 137
Digit to DTMF TONEMappiNg. .« v v oe ettt et ettt eas 138
DTMF C-tone Signaling. . . ..o oo v ettt e e et e e 138
Dedicated Data Circuit CDC Delivery. . ....oovii e 139
Dedicated DataLink CDC DElIVErY. . ..o oo e e 140
Switch Connection Diagram Conventions. . . .......ovvi vt ii i 142
LAES OB ECt Tree . oottt e e e e e 203
Xiv

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43
a4
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59

Aug 13, 2003

Foreword

Subject to Change PN-4465 -RV1

Thisforeword is not part of this Standard.

The specification of interface compatibility requirements between telecom-
munication service providers (TSPs) and law enforcement agencies (LEAS)
was developed as a Joint Standards Project between ANSI accredited
Telecommunications Industry Association Committee TR-45 and ANSI
accredited Committee T1-Telecommunications.

This Standard defines the interfaces between a telecommunication service
provider (TSP) and a Law Enforcement Agency (LEA) to assist the LEA in
conducting lawfully authorized el ectronic surveillance. A TSP, manufacturer,
or support service provider that isin compliance with this Standard will have
a“safe harbor” under Section 107 of the Communications Assistancefor Law
Enforcement Act (CALEA), Public Law 103-414: “a[TSP] shall be found to
be in compliance with the assistance capability requirementsunder [CALEA]
Section 103, and a manufacturer of telecommunication transmission or
switching equipment or a provider of telecommunication support services
shall be found in compliance with [CALEA] Section 106.”

There are eight seven annexes in this Standard. All annexes are informative
and are not considered part of this Standard

JSTD-025A provides the enhancements necessary to support FCC 99-230,
CC Docket No. 97-213, Third Report and Order and FCC 02-108, CC Docket
No. 97-213, Order on Remand.

The enhancements to J-STD-025B are identified by underlined text.

Information contained in Annexes A through D, F and-G through H does not
reflect additional terms, concepts, requirements, messages or parameters for
capabilities added in JSTD-025A as mandated in FCC 99-230, CC Docket
No. 97-213 and FCC 02-108, CC Docket No. 97-213, Order on Remand.
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1.1

General

1.2

Purpose

This Standard defines the interfaces between a telecommunication service
provider (TSP) and a Law Enforcement Agency (LEA) to assist the LEA in
conducting lawfully authorized el ectronic surveillance. A TSP, manufacturer,
or support service provider that isin compliance with this Standard will have
a“safe harbor” under Section 107 of the Communications Assistancefor Law
Enforcement Act (CALEA), Public Law 103-414: “a[TSP] shall be found to
be in compliance with the assi stance capability requirements under [CALEA]
Section 103, and a manufacturer of telecommunication transmission or
switching equipment or a provider of telecommunication support services
shall be found in compliance with [CALEA] Section 106.”

JSTD-025A provides the enhancements necessary to support FCC 99-230,
CC Docket No. 97-213, Third Report and Order and FCC 02-108, CC Docket
No. 97-213, Order on Remand.

Asused in this Standard, electronic surveillance refersto the interception and
monitoring of communications (i.e., call content), call-identifying infor-
mation, or both, for a particular telecommunication subscriber as lawfully
authorized. In this Standard intercept subject, or more simply a subject, is a
telecommunication service subscriber whose communications, call-identi-
fying information, or both, have been authorized by a court to be intercepted
and delivered to an LEA. Theidentification of the subject islimited to identi-
fiers used to access the particular equipment, facility, or communication
service (e.g., network address, terminal identity, subscription identity).

Asaprecondition for a TSP sassistance with Lawfully Authorized Electronic
Surveillance (LAES), an LEA must serve a TSP with the necessary legal
authorization identifying the intercept subject, the communications and infor-
mation to be accessed, and service areas where the communications and
information can be accessed. Once this authorization is obtained, the TSP
shall perform the access and delivery for transmission to the government’s
procured equipment, facilities, or services.

LEASs recognize that in many instances the telecommunication services
subscribed to by certain intercept subjects may permit a TSP to access and
deliver communications and call-identifying information without the TSP
having to modify its networks or systems. In these instances, the TSP may be
fully compliant with the assistance capability requirements set forth in
CALEA. For example, aTSP could effect acentral office- or local |oop-based
interception using conventional methods of access and delivery and fully
meet an LEA’ s electronic surveillance needs.

The purpose of this Standard is to facilitate a TSP's compliance with the
assistance capability requirements defined in Section 103 of CALEA. This

1 1 Introduction
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1.3 Scope

Subject to Change Aug 13, 2003

Standard defines services and features to support LAES and the interfaces to
deliver intercepted communications and call-identifying information to an
LEA when authorized. This Standard also defines a protocol for delivering
specific information elements to LEAs. Compliance with this Standard
satisfies the “safe harbor” provisions of Section 107 of CALEA and helps
ensure efficient and industry-wide implementation of the assistance
capability requirements.

1.4 Organization

The scope of this Standard is to define the services to support LAES and the
interface between a TSP and an LEA.

1 Introduction

Section 2 “References’ is alist of references used in the preparation of this
Standard.

Section 3 “Definitions and Acronyms” defines words and acronyms that are
used in this Standard.

Section 4 “ Stage 1 Description: User Perspective” definesthe LAES services
from the user point of view. The user in this caseisthe LEA.

Section 5 “ Stage 2 Description: Network Perspective” defines the network
entities and information flows to implement L AES services from a network
point of view.

Section 6 “Stage 3 Description: Implementation Perspective” defines the
messages and information elements to implement LAES services from an
implementation point of view.
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2 References

The documents that are referenced herein are for the sole purpose of identi-
fying related normative reference sources and were used in the formulation of
this standard. There are no direct or indirect claims regarding the property

© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

rights, legal or regulatory status of those documents listed.

103rd Congress

Communications Assistance for Law Enforcement
Act, Public Law 103-414, 108 STAT. 4279 (Oct. 25,

1994).

International Telecommunications Union (ITU) standards:

[G.711] ITU-T Recommendation G.711, Pulse Code
Modulation (PCM) of Voice Frequencies.

[X.208] ITU-T Recommendation X.208, Specification of
Abstract Syntax Notation One (ASN.1).

[X.209] I TU-T Recommendation X.209, Specification of Basic
Encoding Rules for Abstract Syntax Notation One
ASN.1).

[Q.931] ITU-T Recommendation Q.931, ISDN User-network
Interface Layer 3 Specification for Basic Call Control.

[X.25] ITU-T Recommendation X.25, Interface Between

American National

Data Terminal Equipment (DTE) and Data Circuit
Terminating Equipment (DCE) for Terminals
Operating in the Packet Mode and Connected to
Public Data Networks by Dedicated Circuit.

Standards Institute (ANSI) T1l and TIA

standards:

[T1.607] ANSI T1.607, Integrated Services Digital Network
(ISDN)—Layer 3 Sgnaling Specification for Circuit-
Switched Bearer Service for Digital Subscriber
Sgnaling System Number 1 (DSS1).

[ANSI-41] ANSI/TIA/EIA-41-D, Celular Radiotelecommunic-
tions Intersystem Operations, Telecommunications
Industry Association, 1997.

[T1.678] ANSI T1.678-2003, American National Sandard for

Telecommunications - Lawfully Authorized Electronic
Surveillance (LAES) for Voice over Packet Technol-
ogies in Wireline Telecommuni cations Networks.
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Federal Communications Commission (FCC):

[99-230] FCC 99-230, CC Docket 4/11/02.No. 97-213, Third
Report and Order, Released 8/31/99.

[02-108] FCC 02-108, CC Docket No. 97-213, Order on
Remand, Released 4/11/02.

Telcordia Publications:

[GR-506] GR-506-CORE, LSSGR: Sgnaling for Analog Inter-
faces (A Module of the LATA Switching Systems
Generic Requirements [LSSGR], FR-64, January 1,
1999), Issue 1, June 1996, Revision 1, November
1996.

[GR-268] GR-268-CORE, ISDN Basic Rate Interface Call
Control Switching and Sgnaling Generic Require-
ments, Issue 1, July 1998.

[TR-444] TR-NWT-000444, Switching System Requirements
Supporting 1SDN Access Using the ISDN User Part,
Issue 3, May 1993.

| - ards tngtitute ETSH):

3rd Generation Partnership Project (3GPP):

[GSM 02.40] GSM 02.40, Digital cellular telecommunications
system (Phase 2+); Procedure for call progress
indications, Release 1998.

[3G TS33.106] 3rd Generation Partnership Project; Technical
Soecification Group Services and System Aspects; 3G
Security; Lawful Interception Requirements.

[3G TS 33.107] 3rd Generation Partnership Project; Technical
Soecification Group Services and System Aspects; 3G
Security; Lawful Interception Architecture and
Functions.

[3G TS 33.108] 3rd Generation Partnership Project: Technical
Foecification Group Services and System Aspects: 3G
Security; Handover interface for Lawful |nterception.

Internet Engineering Task Force (IETF):

[1P] RFC791, Internet Protocol, 09-01-1981.

[PPP] RFC1661, Point-to-Point Protocol, 07-1994.
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3 Definitions and Acronyms

abandoned: acall attempt that isreleased by the originating party before
it is answered.

access. thetechnical capability to interface with acommunications facil-
ity, such as a communications line or switch, so that intercepted call-
identifying information and call content can be delivered to an LEA.

AF: Access Function.

agent: a network-based service or device that acts on behalf of a sub-
scriber to send or receive communications (e.g., an interactive screening
service, areminder service, adelayed transmission service).

AMPS: Advanced Mobile Phone System, one of several wireless access
methods.

ANSI: American Nationa Standards Institute.

answering party: the party answering acall. This party may be different
from the called party (e.g., a called number may alert a number of sta-
tions and the answering party may be any one of the aerting stations).

ASN.1: Abstract Syntax Notation One.

associate: atelecommunication user whose equipment, facilities, or ser-
vices are communicating with a subject.

ATM: Asynchronous Transfer Mode.
B-channel: a56- or 64-kbps ISDN Bearer channel.
BER: Basic Encoding Rules.

BRI: ISDN Basic Rate Interface consisting of two 64-kbps B-channels
and one 16-kbps D-channel.

CALEA: Communications Assistance for Law Enforcement Act.

call: asequence of events beginning with aninitial connection or facility
reguest and ending with thefinal release of all facilitiesused. A call may
have one or more legs.

call appearance: an instance of a possible call with direct subscriber
control. A party with three call appearances may beinvolved in and con-
trol three calls simultaneously. Some services, such as call forwarding,
do not consume call appearances, because the subscriber cannot directly
control the call.

call content: see content.

call content channel (CCC): the logical link between the device per-
forming an electronic surveillance access function and the LEA that pri-
marily carries the call content passed between an intercept subject and
one or more associates.

5 3 Definitions and Acronyms
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call data channel (CDC): the logical link between the device perform-
ing an electronic surveillance access function and the LEA that prima-
rily carries call-identifying information.

call deflection: allows the called party to interactively refuse an incom-
ing call and send that call to another directory number, to voice mail, or
to an announcement.

call delivery: redirects an incoming call to a mobile subscriber.

call diversion: is similar to call forwarding, except that the condition
may be more complex and dynamic (e.g., its routing decisions may be
based upon calling party number, calling party entry of a valid pass-
word, time-of-day, day-of-week, day-of-year, calling party location).

call forwarding: any of several featuresthat redirect a call to another di-
rectory number (or voice mail), if acertain condition is met.

call-identifying information: defined in CALEA Section 102 (2) to be
“dialing or signaling information that identifies the origin, direction,
destination, or termination of each communication generated or re-
ceived by a subscriber by means of any equipment, facility, or service
of a[TSP].” Call-identifying information is “reasonably available’ to a
TSPif itispresent at an intercept access point and can be made available
without the carrier being unduly burdened with network modifications.

Asdefined in FCC 02-108, CC Docket 97-213: destination isa party or

place [(e.g. network switch)] to which a call is being made (e.g., called
party); direction is a party or place to which acall isre-directed or the
party or place from which it came, either incoming or outgoing (e.g., re-
directed-to party or redirected-from party); origin is a party initiating a
cal (e.g., calling party) or aplacefromwhich acall isinitiated; and ter-
mination isa party or place at the end of the communication path (e.g.,
the called or call-receiving party, or the switch of a party that has placed
another party on hold).

call management server (CMS): a core network functional entity

whose function includes sending and receiving signaling and call con-
trol information (e.g., H.323 and SIP m es) for the management of
acal to and from endpoints (e.g.. Mobile Station.)

call transfer: allowsacontrolling subscriber to connect two other parties
and then the controlling subscriber leaves the call.

called party: the destination party of acall.

calling party: the originating party of acall.

CCC: call content channel.

CCIR: International Telecommunications Union—Radio Sector.

CCITT: International Telecommunications Union—Telecommunica-
tions Standardization Sector.

CCT: Composite CDOMA/TDMA, one of several wireless access meth-
ods.
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CDMA: Code Division Multiple Access, one of several wireless access
methods.

CDC: cdl datachanndl.

cell: in awireless system, the sub-area to which a set of radio resources
is allocated.

CF: Callection Function.
channel: an independent path for communicating between two points.
CIAP: Circuit Intercept Access Paint.

circuit: aswitchable bi-directional path between two locations. A circuit
may be all or part of achannel. On an end-to-end circuit, separate phys-
ical facilities may be used for each segment of the circuit.

circuit-mode: a communication using bi-directional paths switched or
connected when the communication is established. The entire commu-
nication uses the same path.

CMS: Call Management Server.

collection function: defined in FCC 99-230, CC Docket No. 97-213 to
be “thelocation where lawfully authorized intercepted communications
and call-identifying information is collected by alaw enforcement agen-
cy (LEA).”

Commission: defined in CALEA Section 102 (3) to be “the Federa
Communication Commission.”

communication: in this Standard, communication refers to any wire or
electronic communication, as defined in 18 USC 2510.

communication-identifying infor mation: see call-identifying informa-
tion.

communication intercept: see intercept.

communication session: aperiod of time over which the authorized in-
tercept subject is allowed to use service provider network resources for
the purpose of sending or receiving packets.

complete: acall attempt that is answered.

connection: arelationship between two or more parties of acall to allow
communication between them.

content: defined in 18 USC 2510 (8) to be “when used with respect to
any wire or electronic communications, includes any information con-
cerning the substance, purport, or meaning of that communication.”

content of subject-initiated conference calls: defined in FCC 99-230,
CC Docket No. 97-213 to be the capability that permitsan LEA to mon-
itor the content of conversations by all parties connected via a confer-
ence call when the facilities under surveillance maintain a circuit
connection to the call.

controlling party: the party invoking afeature.

7 3 Definitions and Acronyms
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core network: A portion of the delivery system composed of networks,
system equipment, and infrastructures, connecting the service providers
to the access network?.

CSU: Channel Service Unit.
cut-through, full: completion of a connection in both directions.

cut-through, partial: completion of a connection in one direction, usu-
aly to dlow the calling party to monitor call progress tones from the
caled end.

D-channel: a 16- or 64-kbps ISDN channel carrying control and signal-
ing information and, optionally, packetized information and telemetry.

DC: direct current; a signaling method for representing the switchhook
state of an instrument to the other end of acall using voltage or current
on metallic interfaces or the“ A” signaling bit on a DS-0 interface.

destination: see call-identifying information.
DF: Delivery Function.

dialed digit extraction: defined in FCC 99-230, CC Docket No. 97-213
to bethe capability that permitsan LEA to receive on the call data chan-
nel digits dialed by a subject when acall is connected to another TSP's
service for processing and routing.

direction: see call-identifying information.

disconnect: arequest from one of the parties of the call to release all or
part of a connection.

DN: Directory Number

DSU: Data Service Unit.
DTMF: Dual-Tone Multi-Frequency.

electronic communications: defined in 18 USC 2510 (12) to be “any
transfer of signs, signals, writing, images, sounds, data, or intelligence
of any nature transmitted in whole or in part by awire, radio, electro-
magnetic, photoelectric, or photo-optical system.”

electronic messaging services: definedin CALEA Section 102 (4) to be
“software-based services that enable the sharing of data, images, sound,
writing, or other information among computing devices controlled by
the senders or recipients of the messages.”

electronic storage: defined in 18 USC 2510 (17) to be “(A) any tempo-
rary, intermediate storage of a wire or electronic communication inci-
dental to the el ectronic transmission thereof; and (B) any storage of such
communication by an el ectronic communication service for purposes of
backup protection of such communication.”

1. ITU-T Y.101 [2000, page 24].

3 Definitions and Acronyms

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003

Subject to Change PN-4465-RV1

electronic surveillance: the statutory-based legal authorization, process,
and associated technical capabilities and activities of LEASs related to
the interception of wire, oral, or electronic communications while in
transmission. As used herein, also includes the acquisition of call-iden-
tifying information. As used in this Standard, surveillance refers to a
single communication intercept, pen register, or trap and trace. Itsusage
in this Standard does not include administrative subpoenas for obtaining
a subscriber’ s toll records and information about a subscriber’ s service
that an LEA may employ before the start of acommunication intercept,
pen register, or trap and trace.

ESN: Electronic Serial Number.
feature code: the digits used to invoke or access a feature.

FG-D: Feature Group D
EFQDN: Fully Qualified Domain Name

fully qualified domain name: the full name of a system, consisting of
its local hostname and its domain name, including a top-level domain
(tld). For example, “venera” is a hostname and “veneraisi.edu” is an
FQDN. An FQDN should be sufficient to determine a unigue Internet
address for any host on the Internet.

functional entity: asystem or subsystem capable of providing a defined
service. A functional entity may be implemented as a separate physical
entity or it may be incorporated with other functional entitiesin a com-
mon physical entity.

gover nment: defined in CALEA Section 102 (5) to be “the government
of the United States and any agency or instrumentality thereof, the Dis-
trict of Columbia, any commonwealth, territory, or possession of the
United States, and any State or political subdivision thereof authorized
by law to conduct electronic surveillance.”

GSM: Global System for Mobile Communications.

handoff: in a wireless system, the switching of the transmission means
used by a cal in progress without disruption of this call. Within this
Standard handoff is synonymous with handover.

HDLC: High-level Data Link Control.
HLR: Home Location Register.

Home Location Register (HLR): the location register to which a user
identity is associated with subscriber information (e.g. equipment iden-
tification, directory number, profile information, current Serving Sys-
tem, validation period). The HLR may serve more than one MSC. The
HLR may be distributed over more than one physical entity.

Home System: the TSP system where a subscriber’ s subscription infor-
mation is retained.

Hz: Hertz or cycles per second.

| AP: Intercept Access Point.

9 3 Definitions and Acronyms
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IDIAP: Call-ldentifying Information Intercept Access Paint.

idle state: a state in which there is no active communication path be-
tween a subscriber and the network (e.g., while on-hook).

IMEI: International Mobile Equipment Identifier.

IMSI: International Mobile Station Identifier.

IN: intelligent network.

in-band and out-of-band signaling: defined in FCC 99-230, CC Dock-
et No. 97-213 to be the capability that permits an LEA to be informed
when a network message that provides call-identifying information
(e.g., ringing, busy, call waiting signal, message light) is generated or
sent by the IAP switch to a subject using the facilities under surveil-
lance. Excludes signals generated by customer premises equipment
when no network signal is generated.

incomplete: acall attempt that cannot be routed to its destination (or an-
swered).

information service: defined in CALEA Section 102 (6) to be “(A) the
offering of a capability for generating, acquiring, storing, transforming,
processing, retrieving, utilizing, or making available information via
telecommunication; and (B) includes—(i) a service that permits a cus-
tomer to retrieve stored information from, or fileinformation for storage
in, information storage facilities; (ii) electronic publishing; and (iii)
electronic messaging services; but (C) does not include any capability
for a[ TSP g internal management, control, or operation of itstelecom-
munication network.” see telecommunication service provider.

intercept: defined in 18 USC 2510 (4) to be “the aural or other acquisi-
tion of the content of any wire, electronic, or ora communication
through the use of any electronic, mechanical, or other device.”

I nter cept Access Point (IAP): apoint within atelecommunication sys-
tem where some of the communications or call-identifying information
of an intercept subject’ s equipment, facilities and services are accessed.

intercept agent: see agent.

inter cept subject: atelecommunication service subscriber whose com-
munications, cal-identifying information, or both, have been autho-
rized by a court to be intercepted and delivered to an LEA. The
identification of the subject is limited to identifiers used to access the
particular equipment, facility, or communication service (e.g., network
address, terminal identity, subscription identity).

I P: Internet Protocol.

| SDN: Integrated Services Digital Network.
I SLP: Inter-System Link Protocol.

ISUP: ISDN User Part.

ITU-R: International Telecommunications Union - Radio Sector (for-
merly CCIR).

10
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ITU-T: International Telecommunications Union - Telecommunications
Standardization Sector (formerly CCITT).

kbps: kilobits (1000 bits) per second.

LAES: Lawfully Authorized Electronic Surveillance.
LAESP: LAES Protocaol.

LAPB: Link Access Protocol—Balanced.

LAPD: Link Access Protocol—D-channel.

Law Enforcement Agency (LEA): a government entity with the legal
authority to conduct electronic surveillance (e.g., the Federal Bureau of
Investigation or alocal police department).

LE: Law Enforcement.
LEA: Law Enforcement Agency.
LEAF: Law Enforcement Administration Function.

leg: abi-directional call path associated with each network facility usage
attempt and subsequent usage.

L PP: Lightweight Presentation Protocol.
MF: Multi-Frequency.
MIN: Mobile Identification Number.

mobile station (MS): The MS s atelephone set using aradio link with
apublic or non-public base station to access tel ephone network services.

Mabile Switching Center (MSC): The MSC is an automatic system
which constitutestheinterface for user traffic between the wireless (cel-
lular or PCS) network and other public switched networks, or other
MSCsin the same or other wireless networks.

MS: Mobile Station.

MSC: Mobile Switching Center.

M SISDN: Mobile Station International Subscriber Directory Number.
MTP: Message Transfer Part.

NAMPS: Narrow AMPS, one of severa wireless access methods.

network address: an address appropriate to a particular network, e.g., a
directory number for the PSTN, an X.121 address for an X.25 network,
or an IP address for the Internet.

off-hook: the state of a telephone instrument indicating a readiness for
service; the DC signaling of the readiness for service state.

on-hook: the state of atelephone instrument indicating arequest for ser-
vice disconnect, release, or service idleness; the DC signaling for ser-
vice disconnect, release, or service idleness.

origin: see call-identifying information.

11 3 Definitions and Acronyms

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

3 Definitions and Acronyms

Subject to Change Aug 13, 2003

origination: an outgoing call attempt.

packet-mode: a communication where individual packets or virtual cir-
cuits of a communication within aphysical circuit are switched or rout-
ed by the accessing telecommunication system. Each packet may take a
different route through the intervening network(s).

PACS: Personal Access Communications System, one of several wire-
less access methods.

party hold, join, drop on conference calls: defined in FCC 99-230, CC
Docket No. 97-213 to be the capability that permits an LEA to identify
the parties to a conference call conversation at all times.

PCM: pulse code modulation.

PCS: Personal Communications Service.

PCS1900: one of several GSM-based wireless systems.
PDIAP: Packet Data Intercept Access Point.

PDU: Protocol Data Unit.

pen register: defined in 18 USC 3127 (3) to be “adevice which records
or decodes electronic or other impulses which identify the numbers di-
aled or otherwise transmitted on the tel ephone line to which such device
isattached, but such term does not include any device used by a provider
or customer of awire or electronic communication service for billing,
or recording as an incident to billing, for communications services pro-
vided by such provider or any device used by a provider or customer of
awire communication service for cost accounting or other like purposes
in the ordinary course of its business.”

per sonal mability: the ability of auser to access telecommunication ser-
vices at any terminal on the basis of a personal identifier, and the capa-
bility of the network to provide those services according to the user’s
service profile. Personal mobility involves the network capability to lo-
cate theterminal associated with the user for the purposes of addressing,
routing, and charging of the user’s calls.

POTS: Plain Old Telephone Service. This usually refers to loop start
lineswith DTMF (tone) dialing or decadic (rotary) dialing.

PPP: Point-to-Point Protocol.

PRI: ISDN Primary Rate Interface consisting of twenty-three 64-kbps
B-channels and one 64-kbps D-channel.

PSTN: Public Switched Telephone Network.

pulse code modulation (PCM): a method for communicating audio in-
formation using a 56 or 64 kbps digital bit stream. In the United States
most PCM is encoded using the plaw rules.

Redirecting System: the TSP system where incoming calls bound to a
subscriber arrive for redirection instruction. Thisis called an Originat-
ing System in TIA/EIA-41, athough the calls may be originated on an-
other system.

12
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recall: thealerting of aparty in responseto apreviouscal (e.g., hold re-
call alertsthe controlling party after leaving a party on hold for a period
of time, transfer recall aerts the controlling party when the transfer at-
tempt has not been answered, automatic recall aertsthe calling party of
aprevious cal attempt).

registration: in wireless systems, the process that informs the Home
System of the location and presence of a mobile station.

release: to place facilities used for a connection in the idle state where
they can be used for other connections.

roaming: in awireless system, the movement of a mobile station within
or between wirel ess service areas where the mobil e station can be locat-
ed and can receive service.

Serving System: the TSP system currently providing telecommunica-
tion service to a subscriber, especially a roaming mobile subscriber.

short message service (SMS): a packet-mode data service, intended for
transmission of small data messages, for wirel ess subscribers.

SLIP: Serial Link Internet Protocol.

SM S: short message service.

SPAF: Service Provider Administration Function.

SPID: Service Profile Identifier.

SSIAP: Serving System Identification Intercept Access Point.
subject: see intercept subject.

subject-initiated dialing and signaling information: defined in FCC
99-230, CC Docket No. 97-213 to be the capability that permitsan LEA
to be informed when a subject using the facilities under surveillance
uses services that provide call-identifying information, such as call for-
warding, call waiting, call hold, and three-way calling. Excludes signals
generated by customer premises equipment when no network signal is
generated [ (i.e., when no subject-initiated signal is generated to the net-
work)].

surveillance: within this Standard surveillance refers to electronic sur-
veillance; see electronic surveillance.

SV C: Switched Virtua Circuit.
TCP: Transmission Control Protocol.

TDMA: Time Division Multiple Access, one of several wireless access
methods.

TEI: Terminal Equipment Identity.

13 3 Definitions and Acronyms
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telecommunication service provider! (TSP): defined from CALEA
Section 102 (8) to be, “aperson or entity engaged in the transmission or
switching of wire or el ectronic communications asacommon carrier for
hire, and includes 1) a person or entity engaged in providing commer-
cial mobile service, or 2) a person or entity engaged in providing wire
or electronic communications switching or transmission service to the
extent that the Commission finds such service is a replacement for a
substantial portion of local telephone exchange service and that itisin
the public interest to deem such a person or entity to be a[TSP] for pur-
poses of thistitle. This does not include 1) persons or entities insofar as
they are engaged in providing information services, and 2) any class or
category of [TSPs] that the Commission exempts by rule after consulta-
tion with the U. S. Attorney General.”

telecommunication support services: defined in CALEA Section 102
(7) to be“aproduct, software, or service used by a[TSP] for theinternal
signaling or switching functions of its telecommunication network.”

terminal mobility: the ability of a terminal to access telecommunica-
tions services from different locations and while in motion, and the ca-
pability of the network to identify, locate, and communicate with that
terminal. Terminal mobility while not on a call may involve roaming,
or while on a call may involve handoff.

termination: an incoming call attempt. see aso call-identifying infor-
mation.

timing information: defined in FCC 99-230, CC Docket No. 97-213 to
bethe capability that permits an L EA to associate call-identifying infor-
mation with the content of a call. A call-identifying message must be
sent from the carrier's IAP to the LEA’s Collection Function within
eight seconds of receipt of that message by the AP at least 95% of the
time, and with the call event timestamped to an accuracy of at least 200
milliseconds.

transmission: the act of transferring communications from one location
or another by awire, radio, electromagnetic, photoelectronic, or photo-
optical system.

transparent: end-to-end transmission without insertion or loss of infor-
mation.

trap and tracedevice: defined in 18 USC 3127 (4) to be “adevicewhieh

“adevice or process which captures the incoming electronic or other im-
pulses which identify the originating number or other dialing, routing,
addressing, and signaling information reasonable likely to identify the
source of awire of electronic communication, provided, however, that
such information shall not include the contents of any communication”.

1. This Standard usesthe term telecommunication service provider instead of the CALEA term telecommu-

nication carrier.

3 Definitions and Acronyms
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T SP: telecommunication service provider.

unobtrusive: not undesirably noticeable or blatant; inconspicuous; with-
in normal call variances.

URL : Uniform Resource Locator.
USC: United States Code.

user-to-user signaling: a bi-directional packet-mode data service for
wireline subscribers.

UTC: Coordinated Universal Time (as defined by the CCIR (ITU-R)).

virtual circuit: a packet-mode connection between two end-points. A
virtual circuit may be permanent (with only a data transfer phase) or
switched (with setup, data transfer, and rel ease phases).

VoP: Voice over Packet.

WCDMA: Wideband Code Division Multiple Access, one of several
wireless access methods.

wire communications. defined in 18, USC 2510 (1) to be “any aural
transfer made in whole or in part through the use of facilities for the
transmission of communications by the aid of wire, cable, or other like
connection between the point of origin and the point of reception (in-
cluding the use of such connection in a switching station) furnished or
operated by any person engaged in providing or operating such facilities
for the transmission of interstate or foreign communications or commu-
nications affecting interstate or foreign commerce and such term in-
cludes any electronic storage of such communication.”

wireless: refersto cellular or personal communication service (PCS).

wireline: refers to traditional wire-based telephone service.

15 3 Definitions and Acronyms
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Stage 1 Description: User Perspective

4.1

Overview

This section describes the features and services of LAES from a user's
perspective. In this case the user is the LEA and its monitoring equipment.
The features and services are described with enough detail to let LEAS know
what information can be collected and when it can be collected.

4.2

Introduction

This Standard defines the means to access communications as an intercept
access service. The servicesfall into four categories:

e non-cal associated services to provide information about
intercept subjects that is not necessarily related to acall (see 4.3);

» call associated services to provide cal-identifying information
about callsinvolving the intercept subjects (see 4.4);

» call associated and non-call associated servicesto provide subject
and network signaling call-identifying information (see 4.5); and

 content surveillance services to provide access to an intercept
subject’ s communications (see 4.6).

Timing information requirements are defined for call-identifying messages
(see 4.7).

Restrictions are defined for exceptions (see 4.8).

421

Assumptions

LAES capabilities allow a TSP to deliver the intercepted call content (e.g.,
voice, packet data, modem data) and call-identifying information to an autho-
rized LEA.

Content: isdefined in 18 USC 2510 (8) to be “when used with respect to any
wire or electronic communications, includes any information concerning the
substance, purport, or meaning of that communication.”

Call-identifying information: is defined in CALEA Section 102 (2) to be
“dialing or signaling information that identifies the origin, direction, desti-
nation, or termination of each communication generated or received by a
subscriber by means of any equipment, facility, or service of a[TSP].”

Asdefined in FCC 02-108, CC Docket 97-213: destination isaparty or place
[(e.g. network switch)] to which a call is being made (e.g., called party);
direction isaparty or placetowhich acall isre-directed or the party or place
from which it came, either incoming or outgoing (e.g., redirected-to party or
redirected-from party); origin isaparty initiating acall (e.g., calling party) or
aplace from which a call isinitiated; and termination is a party or place at

4 Stage 1 Description: User Perspective 16
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the end of the communication path (e.g., the called or call-receiving party, or
the switch of a party that has placed another party on hold).

Call-identifying information is reasonably available if the information is
present at an Intercept Access Point (IAP) for call processing purposes. With
respect to the matters before the FCC in FCC 99-230, CC Docket No. 97-213,
the commission has provided the following additional guidance: call-identi-
fying information is “reasonably available’ to a TSP if it is present at an
intercept access point and can be made available without the TSP being
unduly burdened with network modifications. Network protocols (except
LAESP) do not need to be modified solely for the purpose of passing call-
identifying information. The specific elementsof call-identifying information
that are reasonably available at an IAP may vary between different technol-
ogies and may change as technology evolves.

The terms call content and call-identifying information are used throughout
this Standard. Theterm call in this Standard isintended to be used in ageneric
sense to denote a communication and is not limited to circuit-mode or
connection-oriented communications.

Not al information delivered to law enforcement is call-identifying infor-
mation or call content.

Call identities are used to correlate call-identifying information and call
content.

For interception to occur at an IAP, each intercept subject under surveil-
lance must be readily identifiable within the network by identifiers ap-
propriate and available to that IAP for that technology (e.g., | P address,
URL s). For interception of acommunication involving an intercept sub-
ject, the communi cation must be reasonably available at the |AP. There-
fore, a call involving an intercept subject can be intercepted at an
Intercept Access Point if and only if that intercept subject is reasonably
identifiable at that 1AP.

Synchronization of network element time-of-day clocksis not required.

There is no requirement to provide message integrity to ensure that the
message has not been altered in transmission.

There is no requirement to provide message sender authentication to ensure
the integrity of message sender identification.

Reporting of network signaling applied toward the associate is not required.

Whenever a capability is described in this Standard, it is assumed that LEAS
shall order and acquire adequate capacity in a timely manner for the
capability to be performed.

It is recognized that the interception of packet data to meet CALEA require-
ments may require more or different physical and logical resources than are

17 4.2.1 Assumptions
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required for circuit switched interception. The amount of resources required
to meet LE capacity needs may not be the same as the circuit switched
solution.

The call-identifying and call content information can only be delivered by a
system for activities on that system (e.9., home system, serving system).

This document defines reguirements and capabilities to support lawfully
authorized electronic surveillance of packet-mode telecommunications
services asrequired by CAL EA in order to serve as a standardized method to
meet CALEA obligations for such services. References in this document to a
specific packet-mode data protocol or technology do not imply that any
person or entity utilizing the referenced protocol or technology is or is not a
Telecommunications Carrier nor do such references imply implicitly or
explicitly the applicability of assistance capability reguirements set forth in
Section 103 of CALEA to such person or entity.

The requirements of the Communications Assistance for Law Enforcement
Act (CALEA), Public Law 103-414, Section 103, Subsection a (Capability
requirements) do not apply to information services.

4.2.2 General Background

The intercept function is viewed as five broad categories. access, delivery,
collection, service provider administration, and law enforcement adminis-
tration. These functions are discussed functionally without regard to their
implementation. The relationships between these functional categories are
shown in Figure 1.

D

Lawful
Authorization

Telecommunication
Service Provider Access

Service Provider !
g Administration Delivery
~—_|
] Law Enforcement collection
Administration

Law Enforcement Agency

PN-4465-RV 1

Figure 1: Electronic Surveillance Model

The Access Function, consisting of one or more Intercept Access Points
(IAPs), isolates an intercept subject’s communications or call-identifying

4 Stage 1 Description: User Perspective 18
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information unabtrusively. The |APs may vary between TSPs and may not be
available on al systems.

To address the requirements in FCC 99-230, CC Docket No. 97-213, new
| APs have been defined (i.e., Intercept Subject Signaling, Network Signaling,
Conference Circuit). In general, these | APs indicate new, additional intercept
functionality, and not specific implementations. Vendor and TSP implemen-
tations may satisfy these requirements by consolidating the various |IAP
functionalities.

The Delivery Function is responsible for delivering intercepted communica-
tions to one or more Collection Functions. The Delivery Function delivers
information over two distinct types of channels: Call Content Channels
(CCCs) and Call Data Channels (CDCs). The CCCs are generaly used to
transport call content, such as voice or data communications. The CDCs are
generally used to transport messages which report call-identifying infor-
mation, such as the calling party identities and called party identities.

The Collection Function is responsible for collecting and analyzing inter-
cepted communications and call-identifying information. The Collection
Function is the responsibility of the LEA. It is assumed that the LEA
collection equipment maintains current state information concerning the
associations between call identities and party identities and between call
identities and CCC identities based on the messages delivered to the
Collection Function. The collection equipment assumes that the last reported
association remains in effect until a subsequent LAES message explicitly
changes that association.

The Service Provider Administration Function is responsible for controlling
the TSP Access and Delivery Functions.

The Law Enforcement Administration Function is responsible for controlling
the LEA Collection Function. The Law Enforcement Administration
Function is the responsibility of the LEA.

The lawful authorization, while neither a network entity nor an interface
reference point, is an important part of LAES. No intercepts shall take place
without specific lawful authorization.

Call Content Channels and Call Data Channels

A TSP isrequired to provide access to the communications and call-identi-
fying information for particular intercept subjects.

A subject’ s call content is generally transported to the LEA over one or more
CCCs. The actual number of CCCs will vary with each electronic surveil-
lance according to the number of CCCs ordered by the LEA. Factors influ-
encing this number are the subject’s bearer capabilities, the subject’s call
capabilities, the type of communication being intercepted, the type and
capacity of individual CCCs, the number of possible call appearances, and the
subject’ s call-related activities. CCCs shall be provisioned as combined (i.e.,

19 4.2.3 Call Content Channels and Call Data
Channels
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carrying both the transmit and receive paths on one channel) or separated
(i.e., using independent channels for the transmit and receive paths). Each
CCC for an electronic surveillance must be capable of transporting one or
more of the subject’ s intercepted bearer services. For some types of applica-
tions used by the subject (e.g., short message service), the call content may be
transported over the CDC.

Additional CCCsshall be used (up to the number provisioned for a particular
electronic surveillance) when the CCCs currently open are incompatible with
the bearer services being intercepted. An example of this situation could be
when a subject initiates a voice call, optionally places that call on hold, and
initiates a second call using a different bearer service (e.g., fax or data).

The type of CCC delivered to an LEA may be influenced by the subject’s
bearer services, the manner in which the subject’ scall content isaccessed, the
preferences of the TSP, and the preferences of the LEA conducting the
electronic surveillance. Communicationsthat inherently use separate transmit
and receive communications paths require separated CCCs. Other communi-
cations inherently combine the transmit and receive paths (or assume that the
paths may be combined), so combined CCCs may be appropriate.

Call-identifying information is formatted into discrete messages using a
specialized protocol called the Lawfully Authorized Electronic Surveillance
Protocol (LAESP). The LAESP messages shall betransported to an LEA over
a CDC. As defined in this Standard, a single CDC may support the delivery
of LAESP messages for one or more electronic surveillances to a particular
LEA collection facility.

The CDCs and CCCs shall use separate logical channels as shown in Figure
2. The CDC and CCC(s) may be transported to an LEA over separate or
common physical facilities. The CDCs may be multiplexed onto one or more
physical facilities.

CDCs::

Delivery

CCCs

Collection

Figure 2:

Call Content Channels and Call Data Channels

Rare circumstances dictate that the call-identifying information, call content,
or both, associated with a particular subject need to be delivered to more than
one LEA Caollection Function simultaneously. Thiswill occur when different
LEAs are conducting independent investigations on the same subject. The
Delivery Function shall duplicate the call content, call-identifying infor-
mation, or both, and deliver only authorized information. No more than five

4 Stage 1 Description: User Perspective 20
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Collection Functions are required to be supported for any single intercept
subject. Separate circuits should be used to deliver the call content and call-
identifying information to each LEA. The delivery options may be different
for each path between an Access Function and a Collection Function.

Each CCC has auniqueidentity that is mutually agreed upon by the TSP and
the LEA. The identity may be for a particular dedicated nailed up circuit, a
dynamically allocated trunk member, or a directory number used for a
switched connection. Each CCC may use a variety of physical implementa-
tions between the TSP and the LEA, but each CCC shall be uniquely
identified.

Non-Call Associated Information Surveillance Service
Description—Serving System IAP

Non-call associated information surveillance services access information
within telecommunication systems. Information may be retrieved from
existing messages and signaling or it may be derived from other information.

The Serving System ldentification IAP (SSIAP) is the only non-call
associated information IAP identified. The SSIAP shall report with a
ServingSystem message the identification of the TSP providing service to a
subject using aterminal or personal mobility service.

The serving system identification information includes the identity of the
current system assigned to provide service for the mobile. Information
regarding the occurrence of the event (e.g., identification of the system
providing the intercept access, time, date) should be included. In some situa-
tions the Serving System may be identified with a directory number (e.g.,
when a mabile station registers to a personal base station).

In FSTD-025A, SSIAP is an identified non-call associated information IAP.
See section 4.5 “Call Associated and Non-Call Associated Information
Surveillance Service Description” on page 23.

4.4 Call Associated Information Surveillance Service
Description—Call-Identifying Information IAP
441 Introduction

Call associated information surveillance services access information
pertaining to call and service processing. This may span several functional
entities.

The Call-Identifying Information AP (IDIAP) is the only call associated
information AP identified. It provides expeditious access to the reasonably
available call-identifying information for calls made by an intercept subject
or for calls made to an intercept subject. Thisincludes abandoned and incom-

21 4.3 Non-Call Associated Information Surveillance
Service Description—Serving System IAP
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plete call attempts and calls that are redirected (e.g., diverted, forwarded, or
deflected) by the intercept subject’s equipment, facilities, or services.

A call eventisauser action or signal that may cause acall state change. These
events are not intended to reflect a particular technology, but to describe the
event in general.

Thel AP shall accessthe call-identifying information for the intercept subject
unobtrusively. Accessto call-identifying information shall not deny the avail-
ability of any service to either the subject or associates.

In JSTD-025A, the IDIAP is an identified call-identifying IAP. See section
45 “Call Associated and Non-Call Associated Information Surveillance
Service Description” on page 23.

Basic Circuit Calls

4.4.3

The following call events are defined for circuit-mode calls only:

Answer

A party has answered the call attempt.

Change

The identity(ies) of a call has been merged with the identity(ies) of
other call(s) or split into multiple call identities.

Origination

The system has routed a call dialed by the subject or the system has
translated a number for the subject.

Redirection

A call has been redirected (e.g., forwarded, diverted, or deflected).

Release

Thefacilities for the entire call have been released.

TerminationAttempt

A call attempt to an intercept subject has been detected.

Conference Call Party Changes

With respect to the matters before the FCC in FCC 99-230, CC Docket No.
97-213, the following has been added to this Standard:

4 Stage 1 Description: User Perspective 22
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The IDIAP provides conference call party change call-identifying infor-
mation through the Party Hold, Join, Drop On Conference Calls service. This
service permitsan LEA to identify the partiesto asubject-initiated conference
call conversation at al times. The Party Hold, Join, Drop On Conference
Calls capability is not required for two-party calls.

The IDIAP shall provide conference call party change call-identifying infor-
mation of intercept subject callsto an On-demand Multi-Party (i.e., Meet Me)
conference bridge, as it would be presented to the intercept subject (i.e., ina
two-way communication) because no network signal would be generated to
indicate intercept subject access and control of the conference feature.

Call Associated and Non-Call Associated I nformation Surveillance Service Description

451

Introduction

452

The Intercept Subject Signaling IAP (ISSIAP) and the Network Signaling
IAP (NSIAP) provide access to call and non-call associated information
surveillance services within a telecommunications system. They provide
expeditious access to call and non-call associated signaling information. The
ISSIAP provides access to intercept subject-initiated dialing and signaling
information used to access features and services in a cal or non-call
associated form, including post cut-through digits dialed by the subject when
acall is connected to another TSP’ s service for processing and routing. The
NSIAP provides accessto call-identifying network signaling information sent
by the IAP to the subject to apply network signals (e.g., busy tone, reorder
tone, call waiting tone).

The |APs shall continue to access the signaling information for the intercept
subject unobtrusively. Access to signaling information shall not deny the
availability of any service to either the subject or associates.

Inter cept Subject Signaling |AP

4521

The following two subsections define call or non-call associated events for
circuit-mode communications only.

Subject-initiated Dialing and Signaling

With respect to the matters before the FCC in FCC 99-230, CC Docket No.
97-213, the following has been added to this Standard:

Thisservice permitsan L EA to beinformed when a subject using thefacilities
under surveillance uses services that provide call-identifying information,
such as call forwarding, call waiting, call hold, and three-way calling. It
excludes signals generated by customer premises equipment when no
network signal is generated [(i.e, when no subject-initiated signal is
generated to the network)].

23 4.5 Call Associated and Non-Call Associated Infor-
mation Surveillance Service Description
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Dialed Digit Extraction

With respect to the matters before the FCC in FCC 99-230, CC Docket No.
97-213, the following has been added to this Standard:

Thisservice permitsan LEA to receive, on the call datachannel, digitsdialed
by a subject when acall is connected to another TSP's service for processing
and routing. However, this service does not require a TSP to assure that a
connection is with another TSP’ s service.

With respect to the matters before the FCC in FCC 02-108, CC Docket
Number 97-213 (released 4/11/02), the following has been added to this
Standard:

TSPs must have the equipment and software to support a dialed digit
extraction capability with atoggle feature.

Network Signaling |AP

The following subsection defines call or non-call associated events for
circuit-mode communications only.

In-band and Out-of-band Signaling

With respect to the matters before the FCC in FCC 99-230, CC Docket No.
97-213, the following has been added to this Standard:

This service permits an LEA to be informed when a network message that
provides call-identifying information (e.g., busy, reorder, ringing, alerting,
message waiting tone or visual indication, call waiting, calling or redirecting
name/number information, displayed text) is generated or sent by the IAP
switch to a subject using the facilities under surveillance. It excludes signals
generated by customer premises equipment when no network signal is
generated.

Content Surveillance Service Description

The IAPs for content surveillance are used to access the communications of
an intercept subject. The content extracted by a content surveillance |AP shall
be delivered over a CCC or CDC. The IAPs may be dynamically added or
dropped as necessary to access the communications of the intercept subject.

Thefollowing categories of content | APs have been defined (for a discussion
of circuit-mode vs. packet-mode see Annex B.1):

 Circuit IAP;
» Conference Circuit IAP; and
» Packet Data |AP.

4 Stage 1 Description: User Perspective 24
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The IAPs for content surveillance shall access the transmissions to and from
the intercept subject unobtrusively. Access to call content shall not deny the
availability of any serviceto either the subject or associates.

Content surveillance services provide access to cals at the IAP. Abandoned
or incompl ete calls may also be accessed.

A TSP shall not be responsible for decrypting, or ensuring the government’s
ability to decrypt, any communication encrypted by a subscriber or customer,
unless the encryption was provided by the TSP and the TSP possesses the
information necessary to decrypt the communication.

The call-identifying information associated with the circuit-mode content
surveillance is provided on the CDC by an IDIAP.

The Circuit IAP (CIAP) shall accessthe call content of circuit-mode commu-
nications to or from the equipment, facilities, or services of an intercept
subject. This may include incoming calls to an intercept subject before they
are answered and calls to an intercept subject that are redirected to another
party. Loss of any portion (i.e., the beginning, middle, or end) of call content
should not occur between call completion (answer) and call release. Call
content may be delivered before answer and may include call progress tones
or announcement.

Multiple CIAPs may be necessary for intercept subjects with multiple
terminals or for terminals or services supporting multiple call appearances.

An idle CCC shall be selected from the CCCs available for this intercept
subject and the selected destination. The selection criteria should use all
CCCson aregular basis.

25 4.6.1 Circuit IAP
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Figure 3 shows the basic CIAP to access a two-way communication.t
Other
Party
[_] Circuit
0";::é)::::::::::::::::::::::: '''''''''''''''''''''''
ccc Collection
B e B >
|| ccc
[:] Circuit
Intercept
Subject
Figure 3: Circuit IAP for a Two-Way Communication

1. Thesymbolsused in Figure 3 represent generic telecommunication terminals and services. The symbols
should not be taken to exclude any particular technology.

4 Stage 1 Description: User Perspective
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The Circuit IAP (CIAP) shall access a multi-party circuit-mode communi-
cation (e.g., Three-Way Calling, Conference Calling, or Meet Me Confer-
ences) as it would be presented to the intercept subject. This is depicted in
Figure 4t

Party Party Party Party
A B C D

Circuit Circuit Circuit

Collection

] CCC
[ ] Circuit

Intercept
Subject
Controlling
Party

Figure 4:

Circuit IAP for a Multi-Party Communication

In JSTD-025A, the Circuit IAP (CIAP) shall access the call content of On-
demand Multi-Party (i.e., Meet Me Conference) circuit-mode communica-
tions as it would be presented to the intercept subject (i.e., two-way commu-
nication) because no network signal would be generated to indicate intercept
subject access and control of the conference feature. Otherwise, Meet Me
Conference calls are outside the scope of this standard. Figure 4 depicts how
a CIAP may access the call content of multi-party circuit-mode communica-
tions.

1. Thesymbolsused in Figure 4 represent generic telecommunication terminals and services. The symbols
should not be taken to exclude any particular technology.

27 4.6.1 Circuit IAP
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The CIAP may access a call to the intercept subject before the intercept

subject answers, as shown in Figure 5. This may provide access to call
progress tones or announcements played toward the calling party. Normally
the calling party is not cut-through and is not accessible until the cal is
answered. This access may beindependent of the intercept subject, in that the
intercept subject may be engaged in other services or communicating with
other parties while the incoming call is accessed.

If the call is answered by the network for user interaction; (e.g., to request a
personal identification number (PIN), password, or extension number), both
the transmit and receive communication paths should be accessed.

Other
Party

J Circuit

.(0 ......................... )) Collection

Intercept
Subject
Called
Party

Figure 5: Circuit IAP for an Incoming Call

1. Thesymbolsused in Figure 5 represent generic telecommunication terminals and services. The symbols
should not be taken to exclude any particular technology.
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The CIAP shall access a call redirected by the intercept subject. Redirection
includes any rerouting of a call, for example, call delivery, call forwarding,
call deflection, or call diversion. This access is independent of the intercept
subject, as the intercept subject may engage in another communication or
service at any timewhilearedirected call isin progressas shownin Figure 6.1

Party
A
L—J Circuit
Q-1 < yoo 3
cce Collection
| @y yo- 3
[ ccc
Party Intercept
B Subject
Controlling
Party
Figure 6: Circuit IAP for a Redirected Call
4.6.2 Conference Circuit AP - Content of Subject-initiated Conference Calls

With respect to the matters before the FCC in FCC 99-230, CC Docket No.
97-213, the following has been added to this Standard:

The Conference Circuit IAP (CCIAP) shall provide the Content of Subject-
Initiated Conference Calls service (i.e, Three-Way Calling, Multi-Way
Calling). This multi-party service permits an LEA to monitor the content of
conversations by all parties connected to a subject-initiated conference call
when the facilitiesunder surveillance maintain acircuit connection to thecall.
Figure 4 depicts how a CCIAP may access the call content of multi-party
circuit-mode communications.

The CCIAP shall continueto deliver content on subject-initiated multi-party
conference callswhen the subject has placed the conference call on hold. Call
content for a single party on hold is not required to be delivered to law
enforcement.

1. Thesymbolsused in Figure 6 represent generic telecommunication terminals and services. The symbols
should not be taken to exclude any particular technology.

29 4.6.2 Conference Circuit IAP - Content of Subject-
initiated Conference Calls

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

Subject to Change Aug 13, 2003

Packet Data IAP

A Packet Datal AP (PDIAP) shall access data packets sent or received by the
equipment, facilities, or services of an intercept subject when a packet-mode
data service is provided. PDIAPs may be on the Serving System or on the
Redirecting System. An AP on the Redirecting System isonly able to access
some packets delivered to the intercept subject (and possibly none of the
packets originated by the intercept subject).

If lawful interceptionisactivated when apacket dataserviceisaready in use,
interception should be initiated expeditiously. If lawful interception is deacti-
vated during a packet data service, interception should be discontinued in an
expeditious manner.

Packets shall be sent to the Collection Function when they are intercepted.
The intercepted packets shall be delivered without interpretation or modifi-
cation, except for possible re-framing, segmentation, or enveloping required
to transport the information to the Collection Function or except to remove
information that is not authorized.

A TSP shall not be responsible for interpreting the protocols beyond those
protocols being processed by the TSP. A TSP shall not be responsible for
decrypting or decompressing, or ensuring the government’ s ability to decrypt
or decompress, any communication encrypted or compressed by a subscriber
or customer, unless the encryption or compression was provided by the TSP
and the TSP possesses the information necessary to decrypt or decompress
the communication. A TSP that provides the government with information
about how to decrypt or decompress a communication (e.g., identifying the
type of compression software used to compress the communication, directing
the government to the appropriate vendor that can provide decryption or
decompression equipment, or providing the encryption key used to encrypt
the communication) fully satisfies its obligation under the preceding
sentence.

The access includes all packet-mode data transmissions regardless of their
outcome. Interception of packet communications does not constitute a
guarantee that the intercepted packets were also received by the terminating
system (i.e., subject, associate). For example, when an SMS packet to a
Mobile Station (MS) is intercepted, it is not known whether the packet was
actually received by the MS.

When using the CCC delivery method (see Annex B “CCC Dedlivery
Methods’ on page 114) only the packets transmitted to, or received from the
intercept subject under surveillance shall be delivered to the LEA.

4 Stage 1 Description: User Perspective 30
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A Packet Data |AP (PDIAP) provides access to one or more of the following
packet-mode data services:
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» |SDN user-to-user signaling;
» ISDN D-channel X.25 packet services;

* Short Message Services (SMS) for cellular and Personal Commu-
nication Services (e.g., NAMPS, TIA/EIA-41, PCS1900, or GSM-
based technologies);

* wireless packet-mode data services (e.g., Cellular Digital Packet
Data (CDPD), CDMA, TDMA, PCS1900, or GSM-based packet-
mode data services);

* X.25 services,

* IPservices,

« paging (one-way or two-way); and

* packet-mode data services using traffic channels.

31 4.6.3 Packet Data IAP
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Separated CCCs may be used to transport packet data to the Collection
Function as shown in Figure 7.1

PN-4465-RV 1

Other Party
ol
[’“] Channel
L 2 < j::::::::::::::::::::::::::)r--)
cce Collection
| @ by ::()::::::::::::::::::::::::::):'"P
ccc
[:] Channel
ol
Intercept
Subject
Figure 7: Packet Data IAP to a Separated CCC (appropriate to all data services)

1. Thesymbolsused in Figure 7 represent generic telecommunication terminals and services. The symbols
should not be taken to exclude any particular technology.
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Connectionless data services may use separated delivery as shown above or
they may use combined delivery as depicted in Figure 8.l
Other Party
ol
[’“] Channel
_.x
‘;'"*"';::(j::::::::::::::::::::::::::):." Collection
[ ] cce
1 Channel
ol
Intercept
Subject
Figure 8: Packet Data IAP to a Combined CCC (connectionless data services only)

1. Thesymbolsused in Figure 8 represent generic telecommunication terminals and services. The symbols
should not be taken to exclude any particular technology.
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Certain intercepted packets may be delivered over a CDC using PacketEn-
vel ope messages as shown in Figure 91!

Other Party

[’“] Channel

.\.

‘.._..A ....... O. .......................... }..» Collection

[ ] CDC
1 Channel

Intercept

Subject

Figure 9: Packet Data IAP to a CDC (for selected packet types)

4.7 Timing Information

With respect to the matters before the FCC in FCC 99-230, CC Docket No.
97-213, the following has been added to this Standard:

This capability permits an LEA to associate call-identifying information with
the content of acall. A cal-identifying message must be sent from the TSP's
IAP to the LEA Collection Function within eight seconds of receipt of that
message by the IAP at least 95% of the time, and with the call event time-
stamped to an accuracy of at least 200 milliseconds.

This capability places timing requirements on call-identifying message
generation after triggering events that shall be met for these messages. It also
requires time stamp accuracy for call events.

1. Thesymbolsused in Figure 9 represent generic telecommunication terminals and services. The symbols
should not be taken to exclude any particular technology.
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4.8 Restrictions

4.8.1 Lack of CDC and CCC Synchronization

The CDC and CCC information will not necessarily be synchronized when
received by an LEA. The call content and call-identifying information are
delivered to an LEA using the independent services of the CCCs and CDCs
respectively, and these services can be provided on independent networks
(e.g., dedicated circuitsfor the CCC and switched packet network delivery for
the CDC).

4.8.2 CDC Congestion

When the call-identifying information intercept communication resources
(e.g., CDCs) are limited, the communications are accessed on afirst-in, first-
out, non-queued basis. If a particular CDC is congested and the associated
buffers (if any) are full, messages destined to that CDC may be discarded by
the originating end. Unavailability or congestion of a CDC shall not affect
other CCCs or CDCs.

4.8.3 CCC Exhaustion

When the call content intercept communication resources (e.g., CCCs) are
limited, the communications are accessed on afirst-come, first-served, non-
gueued basis. In other words, CCCs are assigned asthey are needed. If aCCC
isneeded and noneis available, that request isignored, even if a CCC should
subsequently become available during the communication pertaining to that
request. The CCC may remain unused until the next request for a CCC for the
subject is received. Unavailability of a CCC shall not affect other CCCs or
CDCs.

Channels dedicated to a particul ar subject shall not be used for other subjects.

4.8.4 CCC Congestion

For CCCs used for packet-mode delivery, the bandwidth available depends
upon the communication facilities and also upon concurrent traffic. If a
packet-mode CCC toward the Collection Function becomes congested, inter-
cepted packets may be discarded. Congestion of a CCC shall not affect other
CCCsor CDCs.

35 4.8 Restrictions
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4.9 Packet Mode Technology

Reguirements specified in sections 1-4 of this document apply to packet
based communications except where expressy stated otherwise.

4.9.1 Introduction and Scope

Packet Datal AES service shall providethefoll owing interception functions:

Call-identifying information only;

Both call content and call-identifying information.

In cases where the TSP that provides an intercept subject’ s physical interface
to the packet network is separated from the TSP that provides the packet-
based communi cations service for which the intercept subject isunder LAES,
the capability to provide lawful access to communications content and
communication-identifying information resides with the TSP that offers the
packet-based communi cations service to the intercept subject for that service.
This is based on the assumption that the TSP described here has been
provided with lawful authorization and would have access to the appropriate
identifiers for the intercept subject.

The material in this subsection is intended to provide a set of requirements
covering packet-based telecommunications independent of technology or
architecture. However, specific requirements might not apply to all of the
technologies or services discussed in subseguent subsections of 4.9,
depending on the characteristics of the technology or service and availability
within the interception architecture.

The TSP shall provide LEAs with communication-identifying information
for communications generated by or destined to the intercpet subject,
regardless of whether or not those communications are successful.

When authorized, the TSP shall provide L EAs with communications content
for communications generated by or destined to the intercept subject,
including communications that have been redirected or have multiple
communication recipients, when known by the TSP.

For interception to occur at an |AP, each intercept subject under surveillance
must be readily identifiable within the network by identifiers appropriate and
available to that IAP for that technology (e.q.. |P address, URLS).

For interception of a communication involving an intercept subject, the
communication must be reasonably available at the [AP.

Therefore, a call involving an intercept subject can be intercepted at an
Intercept Access Point if and only if that intercept subject is reasonably
identifiable at that I1AP.

4 Stage 1 Description: User Perspective 36

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003

4.9.2

Subject to Change PN-4465-RV1

When the information is reasonably available at the IAP, the packet data
LAESP shall indicate to the L EA the characteristi cs negotiated with the user
(e.q..codec, compression, bandwidth, type of session) for a call or session.

Packet data LAES service shall address packet mode services in which: (1)

packet communication sessions are established by a Call Management Server
(CMS), and (2) packet communication sessions established without a CMS.

The establishment, change, or release of a communication session across the
accessing system or_network from the subject’s device to another network

(not the endpoint) may be reported. Specific information describing these
events may be reported on a technology specific basis.

cdma2000 Packet Data

This section describes the architecture and functional requirementsfor lawful
interception of packet datawithin athird generation wirel ess system based on
cdma2000 technology. An interception service is defined for a cdma2000
packet data system that provides support for the lawful interception of Cll and
CC for cdma2000 packet data services.

cdma2000 Packet Data System Reference Model

This section defines an interception service for a cdma2000 packet data
system. The cdma?2000 packet data system is described in TIA/EIA/IS-835,
“cdma2000 Wireless |P Network Standard”. The standard specifies three |P
access services. Simple 1Pv4, Simple IPv6 and Mobile I1Pv4. The cdma2000
wireless IP architecture is shown in Figure 10 below. The Home Agent (HA)
is not used for Simple |Pv4 and Simple |Pv6 access.

37 4.9.2 cdma2000 Packet Data
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cdma2000 Wireless IP Network Access architecture

The LAES service, as provided by the standard L AES reference model
(Section 4.2.2) is applicable to the cdma2000 packet data system. The
following functional entities described by the LAES model may be applicable
to the cdma?000 packet data system:

Adf: The Service provider Administrative Function
AF: The Access Function
DF: The Delivery Function.

These functional entities are described in Section 5.3.1.1 “Access Function
(AF)”, Section 5.3.1.2 “Delivery Function (DF)”, and Section 5.3.1.4
“ Service Provider Administration Function (SPAF)” of thisdocument and are
shown in Figure 1.

Simple IP and Mobile IP

The three types of |P access services, namely Simple |Pv4, Simple |Pv6 and
Mobile |Pv4, can be described as follows:

Simple | Pv4 access: the user establishes a Point-to-Point (PPP) link with the
Packet Data Serving Node (PDSN) and uses alocal |Pv4 address provided by
the PDSN to accessthe IPv4 network following successful authentication and
authorization by the home network. The MS retainsits assigned | Pv4 address
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for the lifetime of the PPP session. If the user movesto anew PDSN, the MS
must initiate a new PPP connection with the new PDSN and the user will not
be able to maintain the IPv4 address.

Simple | Pv6 access: the user establishes a Point-to-Point (PPP) link with the
Packet Data Serving Node (PDSN). Following successful authentication and
authorization by the home network, the MS creates alink local 1Pv6 address
from the interface identifier that was syuccesssfully negotiated with the
PDSN. The M S also creates aglobal scope IPv6 address with the /64 globally
unique prefix that the PDSN assigned for that PPP link. The MS retains its
assigned /64 globally unigue prefix for the lifetime of the prefix as indicated
in the Router Advertisement from the PDSN. If the user moves to a new
PDSN, the MS must initiate a new PPP connection with the new PDSN and
the user may not be able to maintain the |Pv6 address.

Mobile |Pv4 access. The user establishes a PPP link with the PDSN and
registers with the HA in the home network following successful user authen-
tication and authorization by the home network. The user uses a home |Pv4
address to access the |Pv4 network. The HA maintains the Mobile IPv4
binding information for the M S and forwards data packetsto the PDSN where
the MSiis currently registered.

The user uses either a static or dynamic |Pv4 address belonging to its home
|Pv4 network. That is, the M S maintains a persistent | Pv4 address even when
handing off between radio networks connected to different PDSNs. This

allows the usersto sustain outgoing applications while roaming between | Pv4
networks.

Based on the required Cll, different network elements in the cdma2000
wireless | P network may be used as IAPs.

General Principles

The cdma2000 wireless network shall provide access to the intercepted CC
and ClI of the intercept subject on behalf of LEAS.

An intercept subject in a given cdma2000 network can be a subscriber of that
cdma2000 network, or a user roaming from another cdma2000 network or
from any other network capable of using that cdma2000 network. The inter-
cepted CC and the ClI can only be delivered for activities on that given
cdma2000 network.

For interception, there needs to be a means of identifying the intercept
subject. Subscriber identities used in the cdma2000 packet data system for
interception of packet data shall be based on the intercept subject’s identity
(e.g.. IMSIL, Network Access Identifier (NAI), assigned |Pv4 address, or
assigned /64 globally unique prefix for |Pv6 access).

1. |IMSlisavailablefor IX RTT access.

39 4.9.2 cdma2000 Packet Data
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If the IAP is multicast aware, then the |AP reports multicast packets trans-
mitted to or from an intercept subject if reasonably available at the IAP.

If the IAP is multicast aware, then the AP reports multicase packets trans-
mitted to or from an intercept subject i f reasonable available at the IAP.

49.2.3 Applicability to Telecommunications Services

The requirement for LAES service is that all telecommunications services
using the CDM A 2000 packet data standards should be capabl e of meeting the
requirements within this section.

49.2.4 Normal Operation - Intercept Events for Lawful Interception

In general, the lawful interception service in a cdma2000 packet data system
should be invoked when the |AP detects the following events that involves

the intercept subject (e.g., the establishment of a packet data session, the

transmission of CC).

The IAP shall report Cll for the following cdma2000 packet data service
events within a cdma2000 packet data system:

1. Successful or Unsuccessful (as defined in Table 18) packet data
session establishment. If successful - reports the establishment of
Simple IPv4 or Smple |Pv6 or Mobile |Pv4 packet data session.
If unsuccessful - reports the reason for the failure of the packet

data establishment attempt.

2. Packet data sessions are terminated - reports the end of a Simple
IPv4 or Simple |Pv6 or Mobile |Pv4 packet data session.

3. Interception is started and at least one packet data session has

previously been established - reports the start of interception for

each established packet data session when at |east one packet data
session is aready established, if the information is reasonably

available at the IAP. There may be cases (e.g., handoff) where it
may not be possible to report this event due to the lack of infor-
mation at the IAP.

4. Serving system is changed - reports the identity of the system
currently serving the intercept subject.

5. Packet filter event - reports the setupl/change/release of a
particular packet filter.

The IAP shall report CC, when authorized, for the following cdma2000
packet data service events within a cdma2000 packet data system:

PN-4465-RV 1

1. The Packet filter is a container that carries information to uniquely identify an |P flow. These fields are
popul ated by extracting some of the parameters from |P/UDP headers of the packets for a particular flow.
These parameters are used in the cdma2000 network to classify IP flows received from the Internet
destined for a mobile station.
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* User data packets are detected - reports data packets transmitted
to or received from an intercept subject.

4.9.3 GPRS/UMTS
See 3rd Generation Partnership Project (3GPP) in the references section for
information on lawful interception for GPRS/UMTS. Lawful intercept
solutions for packet data and |P Multi-Media services, which includes VoP
services, are defined in the specifications.
Table 1: Definitions and Acronyms matrix
J-STD-025B 3GPP specs.
- Call Content CcC Content of Communication
CCC |Call Content Channel - Handover Interface port 3
CDC |Call Data Channel - Handover Interface port 2
CF |Collection Function LEMF Law Enforcement Monitoring Facility
- Call-identifying Information IRI Intercepted Related Information
- Call-identifying message - IRI record
DF |Delivery Function - Delivery Function/Mediation Function
- a-interface - X1_1 interface
- b-interface - HI1 interface
- c-interface - X1_2 and X1_3 interfaces
- d-interface - X2 and X3 interfaces
- e-interface HI Handover Interface (HI2 and HI3)
IAP |Intercept Access Point ICE+INE | Intercepting Control Element + Intercepting
Network Element
- Intercept Subject - Target
LAES |Lawfully Authorized Electronic Surveillance LI Lawful Intercept
- Caseldentity LIID Lawful Intercept IDentifier
LEAF |Law Enforcement Administration Function ADMF Administrative Function
SPAF |[Service Provider Administrative Function ADMF Administration Function
- Systemldentity NID Network IDentifier
TSP |Telecommunication Service Provider NVO/AP/ | Network Operator/Access Provider/Service
SvP Provider

41 4.9.3 GPRS/UMTS
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494 Voice over Packet Technologies in Wireline Telecommunications
Networks

PN-4465-RV 1

Editor's Note - Depending upon the reality that exists at the
conclusion of the ballot, text option 1 or 2 will be included by
the secretariat for publication. Option 1 text is to be included if
the specification in preparation within T1S1 is complete and
available for publication, while option 2 text isto be included if
the specification is not yet ready for publication. Note 1

Option 1:

Specification of the unique aspects (i.e., those not common to all technol-
ogies, which is covered elsewherein J-STD-025-B) of lawful interception for
voice over packet technologies in wireline telecommunications networks is
found in [T1.678].

Option 2:

Specification of the unigue aspects (i.e., those not common to all technol-
ogies, which is covered elsewherein J-STD-025-B) of lawful interception for
Voice over Packet Technologies in Wireline Telecommunications Networks
is under development by Technical Subcommittee T1S1 of the ATIS
sponsored Standards Committee T1-Telecommunications, accredited by
ANSI.
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5 Stage 2 Description: Network Perspective

51 Introduction

This section describes the information flows between the Access, Delivery,
and Collection Functionsto support LAES. Theinformation flowsare usually
described as messages and information carried by a message.

5.2 Stage 2 Methodology

This section describes the methodol ogy and organi zation for the devel opment
of the Stage 2 network perspective descriptions. A network reference model
is developed and then information flows between functional entities over
reference points are described.

Information is described in terms of a causing event and information
associated with that event. Within each service description there is a set of
events to support the particular service and a data dictionary to define a set of
information elements to support the events.

Stage 2 for LAES CDCs deal swith the movement of information between the
Access, Delivery, and Collection Functions. The CDC Stage 2 description
focuses on the information being transferred, rather than the transfer
mechanism.

CCCsshall be delivered to LEASs using protocols as specified in Section 6.6.

43 5 Stage 2 Description: Network Perspective
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53 Network Reference Model

The Network Reference model, as shown in Figure 11, consists of a set of
functional entities and interface reference points between some of those
functional entities. The functional entities provide the functions of the
system, and an interface reference point allows information to be exchanged
between the two functional entities connected by the interface reference
point.

Telecommunication
Service Provider

Service Provider

Administratiion
Function

Access
Function

c Delivery
Function

The Scope of this
Standard is limited to

the e reference point.

Law Enforcement
Administration
Function

Law Enforcement Agency

| b I Collection
I Function

Figure 11: Network Reference Model
5.3.1 Functional Entities
5.3.1.1 Access Function (AF)

PN-4465-RV 1

The Access Function, through its constituent Intercept Access Points (IAPs),
isresponsible for providing access to an intercept subject’ s communications,
call-identifying information, or both.
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The Access Function typically includes the ability:

* to accessintercept subject’s call-identifying information unobtru-
sively and make the information available to the Delivery
Function;

* toaccessintercept subject call content unobtrusively and makethe
call content available to the Delivery Function; and

* to protect (e.g., prevent unauthorized access, manipulation, and
disclosure) intercept controls, intercepted call content and call-
identifying information consistent with TSP security policies and
practices.

Delivery Function (DF)

The Delivery Function is responsible for delivering intercepted communica-
tions and call-identifying information to one or more Collection Functions.

The Délivery Function typically includes the ability:

* to accept call content for each intercept subject over one or more
channels from the Access Function(s);

* to deliver call content for each intercept subject over one or more
CCCsto a Callection Function;

* to accept call-identifying or packet-mode content information for
each intercept subject over one or more channels and deliver that
information to the Collection Function over one or more CDCs,

* to ensure that the cal-identifying information and call content
delivered to a Collection Function is authorized for a particular
LEA;

* to duplicate and deliver authorized call-identifying information
and content for the intercept subject to one or more Collection
Functions (up to atotal of five); and

* to protect (e.g., prevent unauthorized access, manipulation, and
disclosure) intercept controls, intercepted call content and call-
identifying information consistent with TSP security policies and
practices.

45 5.3.1 Functional Entities
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5.3.1.3

Collection Function (CF)

53.14

The Collection Function is responsible for collecting lawfully authorized
intercepted communications (i.e., call content) and call-identifying infor-
mation for an LEA. The Collection Function isthe responsibility of the LEA.

The Collection Function typically includes the ability:

* to receive and process call content information for each intercept
subject; and

» to receive and process information regarding each intercept
subject (e.g., call associated or non-call associated).

Service Provider Administration Function (SPAF)

5.3.15

The Service Provider Administration Function is responsible for controlling
TSP electronic surveillance functions.

The functions of the SPAF are beyond the scope of this Standard.

Law Enforcement Administration Function (LEAF)

5.3.2

The Law Enforcement Administration Function is responsible for controlling
LEA electronic surveillance functions. The Law Enforcement Administration
Function is the responsibility of the LEA.

The functions of the LEAF are beyond the scope of this Standard.

Interface Reference Points

53.2.1

Reference Point a

5.3.2.2

Reference point a, or the a-interface, is the interface between the Service
Provider Administration Function and the Access Function.

Reference point a is beyond the scope of this Standard.t

Reference Point b

Reference point b, or the b-interface, is the interface between the Law
Enforcement Administration Function and the Collection Function.

Reference point b is beyond the scope of this Standard.

PN-4465-RV 1

This reference point is required to protect (e.g., prevent unauthorized access, manipulation, and
disclosure) 1) the privacy and security of communications and call-identifying information not autho-
rized to be intercepted; and 2) information regarding the government’ s interception of communications
and accessto call-identifying information.
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5.3.2.3 Reference Point ¢
Reference point ¢, or the c-interface, is the interface between the Service
Provider Administration Function and the Delivery Function.
Reference point ¢ is beyond the scope of this Standard.®
53.24 Reference Point d
Reference point d, or the d-interface, is the interface between the Access
Function and the Delivery Function.
Reference point d is beyond the scope of this Standard.t
5.3.25 Reference Point e
Reference point e, or the e-interface, is the interface between the Delivery
Function and the Collection Function.
Reference point e is defined by this Standard.t
54 Message Descriptions
The call events described in Stage 1 convey the basic information for
reporting the disposition of a call. This section describes those events and
supporting information.
Each message is described as consisting of a set of parameters. Each
parameter is either:
» mandatory (M)—required for the message,
« conditional (C)—required in situationswhere acondition (defined
in the usage column of the table where it occurs) is met, or
» optional (O)—provided at the discretion of the implementation.
Theinformation to be carried by each parameter isidentified. Please note that
both optional and conditional parameters at Stage 2 are considered to be
OPTIONAL syntactically in ASN.1 Stage 3 descriptions. The Stage 2
inclusion requirements take precedence over the Stage 3 syntax.
541 Answer
The Answer message reports when a circuit-mode call or call leg has been
answered. Transmission is usually cut-through in both directions to the
intercept subject or its agent.
1. This reference point is required to protect (e.g., prevent unauthorized access, manipulation, and

disclosure) 1) the privacy and security of communications and call-identifying information not autho-
rized to be intercepted; and 2) information regarding the government’s interception of communications
and accessto call-identifying information.

47 5.4 Message Descriptions
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The Answer message shall be triggered when:
* the intercept subject answers a call or call leg that has not been
previously answered by the intercept subject;
e an agent of the intercept subject (e.g., by voice mail or for
password screening) answers acall or call leg;
* anassociate answers an outgoing call from the intercept subject as
detected by the accessing functional entity;
» acdl redirected by the intercept subject is answered as detected
by the accessing functional entity; or
« the intercept subject or its agent answers a recalling associate
(e.g., hold recall, transfer recall, or attendant recall).
The Answer message includes the following parameters:
Table 2: Answer Message Parameters
Parameter MOC Usage

Caseldentity M Identifies the Intercept Subject.

IAPSystemldentity C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.

Callldentity M Uniquely identifies a call, call appearance, or call
leg within a system.

Answering Partyldentity C Include, when known, to identify the answering
party or agent.

Location C Include, when a call terminating to the intercept
subject’s mobile terminal is answered, the location
information is reasonably available at the IAP and
delivery is authorized, to identify the location of an
intercept subject’s mobile terminal.

BearerCapability C Include, when known (or presumed), to indicate
the granted bearer service.

542 CCClose

See 6.3.1 “Answer Message” on page 76 for the Stage 3 description.

The CCClose message reports the end of call content delivery.

The CCClose message shall be triggered when the CCC is released, such as

when:

« theintercepted circuit-mode call is released,;
« theintercepted circuit-mode call leg is released;

* the intercepted circuit-mode call is merged with another inter-
cepted circuit-mode call; or

« theintercepted circuit-mode call leg is merged into another inter-
cepted circuit-mode call.

5 Stage 2 Description: Network Perspective
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The CCClose message may be triggered when:

 an early release of the circuit-mode or packet-mode CCC by the
Collection Function or intervening network is detected (e.g., see
B.4.7);

 adelivery channel for packet datais no longer required;
« the monitored packet-mode call is released; or

» aconference call isretrieved from a hold condition.

One CCClose message is required for each delivered combined CCC,
separated CCC pair, or individual CCC.

The CCClose message includes the following parameters:

Table 3: CCClose Message Parameters

Parameter

MOC Usage

Caseldentity

M Identifies the Intercept Subject.

IAPSystemldentity

C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.
CCCldentity M Identifies the CCC(s) used to deliver a particular

call leg (e.g., a trunk identity, telephone number, or
a data network address).

5.4.3 CCOpen

See 6.3.2 “CCClose Message” on page 76 for the Stage 3 description.

The CCOpen message associates a circuit-mode CCC with a particular call
instance.

The CCOpen message shall be triggered when circuit-mode call content
delivery begins. This should occur after a call is initiated (as an intercept
subject origination or termination attempt), but prior to the cut-through of
communi cations between the subject and associate (usually indicated with an
answer).

The CCOpen message may be triggered when a conference call is placed on
hold.

The CCOpen message may be triggered when a delivery CCC isrequired for
packet-mode data. The CCOpen is required when intercepted packets are to
be delivered over a circuit or over a packet switched data network. Packet-
mode delivery uses asingle packet datanetwork serviceto deliver intercepted
packets to a single address per Collection Function. Packet-mode delivery is
differentiated from a circuit-mode intercept by including a PDUType
parameter instead of a Callldentity parameter. Circuit-mode delivery CCCs
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may deliver packet-mode content as identified by the BearerCapability
parameter or by an agreement between the TSP and LEA.

One CCOpen message is required for each delivered combined CCC,
separated CCC pair, or individual CCC.

Delivery of call content is dependent upon appropriate provisioning of call
content channels.

The CCOpen message includes the following parameters:

Table 4: CCOpen Message Parameters

Parameter

MOC Usage

Caseldentity

M Identifies the Intercept Subject.

IAPSystemldentity

C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.
ContentType M
One of:

Callldentity Include for circuit-mode calls to identify a particular
circuit-mode call for the CCC. A unique call identity
may be generated for the CCOpen message which
is used to correlate other messages with the deliv-
ered call content.

PDUType Include for packet-mode calls to identify the type of
packet data units being intercepted (e.g., IP, PPP,
X.25 LAPB, ISDN D-channel).

CCCldentity M Identifies the CCC(s) used to deliver a particular

call leg (e.g., a trunk identity, telephone number, or

a data network address).

544 Change

See 6.3.3 “CCOpen Message” on page 77 for the Stage 3 description.

The Change message reports a change in circuit-mode call identity(ies),
especially when merging or splitting calls.

The Change message shall be triggered when:

* two or more call identities are merged into one call identity;
 an additional call identity is associated with an existing call,
 acall identity is split into two or more call identities; or

« acall identity is changed to another call identity.
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The Change message includes the following parameters:

Table 5: Change Message Parameters

Parameter MOC Usage

Caseldentity M Identifies the Intercept Subject.

IAPSystemldentity C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.

Previous Calls M Identifies all of the existing calls to be affected. Any
call identity that is mentioned as a previous call
identity, but is not mentioned as a resulting call
identity is released and may be reassigned to other
calls.

Resulting Calls M Identifies the Callldentity(ies) and CCCldentity(ies)
in each of the resulting calls. New unique call
identities may be generated for the Change
message which is used to correlate subsequent

messages with the delivered call content.

See 6.3.4 “Change Message” on page 77 for the Stage 3 description.

545 ConferencePartyChange

The ConferencePartyChange message reports a change in circuit-mode call
identity(ies), party identity(ies) or both when independently or in any combi-
nation reporting:

» achangein communicating parties;

e a previousy communicating party(ies) is removed (e.g., hold
service);

e anew party isjoining the communicating parties; or

* a previously communicating party(ies) is dropped from the
conference call.

The ConferencePartyChange message shall be triggered when there is a
change in communicating parties, as:

* anew party joins the communicating parties;

e a previously communicating party(ies) is removed (e.g., hold
service); or

 a previously communicating party(ies) or a removed party(ies)
(e.g., hold service) is dropped from the conference call.

Whenever one or more Callldentity(ies) are grouped together with one or
more Partyldentity(ies) and a CCCldentity(ies), it means that al Partyl-
dentity(ies) are connected and communicating on the call represented by the
group of Callldentity(ies), and can be monitored (heard) on the CCCldentity,
with the exception of the removed or dropped groups.
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In the Removedidentity(ies) or Droppedidentity(ies) case, the grouping of
Partyldentity(ies) with a Callldentity(ies) means that the identified Partyl-
dentity(ies) is disassociated with that Callldentity(ies) and can not be
monitored (heard) on the associated CCCldentity.

Any Callldentity(ies), Partyldentity(ies), and CCCldentity(ies) not connected
to the same communi cations would be reported as separate groups within the
Communicatingldentity(ies), Removedidentity(ies), or Joinedldentity(ies).

This message shall not be used to open or close a CCC, to create a new call
identity, or to release an existing call identity.

This message is not required when the information reported would be
redundant with the information reported by other LAES call event messages.

The ConferencePartyChange message includes the following parameters:

ConferencePartyChange Message Parameters

MOC Usage

Caseldentity

M Identifies the Intercept Subject.

IAPSystemldentity

C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.
Communicatingldentity(ies) C Included when known, to identify all communi-

cating call identity(ies), party identity(ies), or both
on the identified conference call established by the
intercept subject’s service. This parameter may
appear independently or in combination with other
parameters.

DroppedIdentity(ies)

C Included when known, to identify a previously
communicating call identity(ies), party identity(ies),
or both on the identified conference call estab-
lished by the intercept subject’s service; the
dropped identity(ies) is no longer participating in
the call. This parameter may appear independently
or in combination with other parameters.

Removedldentity(ies)

C Included when known, to identify a previously
communicating call identity(ies), party identity(ies),
or both on the identified conference call estab-
lished by the intercept subject’s service; the
identity(ies) is removed (e.g., hold service) from a
call. This parameter may appear independently or
in combination with other parameters.

Joinedldentity(ies)

C Included when known, to identify a new communi-
cating call identity(ies), party identity(ies), or both
on the identified conference call established by the
intercept subject’s service; the joined identity(ies)
has begun communicating on the call. This param-
eter may appear independently or in combination
with other parameters.
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See 6.3.5 “ConferencePartyChange Message” on page 78 for the Stage 3
description.

The Connection message reports the addition of one or more participants to
an existing call (i.e., alegis connected to the call so that communications can
occur). The Connection message reports the participants to a subject-initiated
conference call.

The Connection message shall be triggered when:

« the intercept subject’s service changes connections to allow
participants to be added to a call under surveillance; or

« there are party hold, drop, join changesto a conference communi-
cation during a subject-initiated conference call.

This message, either alone or in combination with the ConnectionBreak
message, can be used to satisfy the requirement to report the participantsto a
subject-initiated conference call. When the Connection message is used
alone, it identifies all participants able to communicate with each other in a
cal.

This message is not required when the information reported would be
redundant with the information reported by other LAES call event messages.

The Connection message includes the following parameters:

Table 7: Connection Message Parameters

Parameter

MOC Usage

Caseldentity

M Identifies the Intercept Subject.

IAPSystemldentity

C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.
Callldentity M Uniquely identifies a call, call appearance, or call

leg within a system.

Connectioninformation
One or more of:

Identifies parties able to communicate to each

ConnectedParties :
other in a call.
NewParties Identifies one or more parties added to a call.
See 6.3.6 “Connection Message” on page 79 for the Stage 3 description.
5.4.7 ConnectionBreak

The ConnectionBreak message reports when one or more participants are
removed from an existing cal (i.e.,, a leg is removed from a call so that
communi cations can not occur). The ConnectionBreak message reports when
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participants to a subject-initiated conference call are removed (e.g., tempo-
rarily or permanently).

The ConnectionBreak message shall be triggered when:
* the intercept subject’s service changes connections to remove
participants from a call under surveillance; or
« there are party hold or drop changes to a conference communi-
cation during a subject-initiated conference call.
This message, in combination with the Connection message, can be used to
satisfy the requirement to report the participants to a subject-initiated
conference call.
This message is not required when the information reported would be
redundant with the information reported by other LAES call event messages.
The ConnectionBreak message includes the following parameters:
Table 8: ConnectionBreak Message Parameters
Parameter MOC Usage

Caseldentity

M Identifies the Intercept Subject.

IAPSystemldentity

C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.
Callldentity M Uniquely identifies a call, call appearance, or call

leg within a system.

ConnectionBreakInformation
One or more of:
RemovedParties

RemainingParties
DroppedParties

Identifies parties removed (e.g., hold service) from
a call.

Identifies parties remaining in a call.

Identifies parties permanently disconnected from a
call.

See 6.3.7 “ConnectionBreak Message” on page79 for the Stage 3
description.

5.4.8 DialedDigitExtraction

The DialedDigitExtraction message reports intercept subject-dialed digits
when acall is connected to another TSP’ s service for processing and routing.
The dialed digit extraction capability shall be provided with atoggle feature
that can activate and deactivate this ccapability, as defined in FCC 02-108,
CC Docket Number 97-213 (released 4/11/02). The post-cut through digits
aredigits dialed or signaled by the intercept subject after theinitial call setup
is completed and the call path is cut-through in both directions at the IAP
switch. The digits may be reported on adigit-by digit basis, accumulated until
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abuffer isfilled, accumulated until atimer expires, or accumulated until the
call isreleased.

A TSP may report dialed digits other than those that are call completing and
has no obligation to determine which dialed digits actually complete acall.

The DialedDigitExtraction message shall be triggered only for circuit-mode
callswhen:

« digit-by-digit reporting is performed and a digit is detected; or

« digit accumulation is performed and the first of the following
occurs.

i. amaximum of 32 digits have been accumulated in the buffer;

ii. 20 seconds have elapsed since detection of the first digit in the
buffer; or

iii. thecdl isreleased.
The DialedDigitExtraction message includes the following parameters:

Table 9: DialedDigitExtraction Message Parameters

Parameter

MOC Usage

Caseldentity

M Identifies the Intercept Subject.

IAPSystemldentity

C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the triggering
event was detected.

Callldentity M Uniquely identifies a call, call appearance, or call
leg within a system.

Digits M Identifies the DTMF-tones transmitted by the inter-

cept subject after the call is cut-through in both
directions.

5.4.9 NetworkSignal

See 6.3.8 “DialedDigitExtraction Message” on page 79 for the Stage 3
description.

The NetworkSignal message reports signals generated or sent by the IAP
switch to the intercept subject using the facilities under surveillance. The
network signals reported by the NetworkSignal message are signals origi-
nated and applied by the accessing system | AP towards the intercept subject.

The NetworkSignal message istriggered when anetwork signal that provides
call-identifying information is originated and applied by the AP switch to an
intercept subject.

Thefollowing triggering events are defined (referenced from LSSGR, ANSI-
41 and GSM 02.40):
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Dial tone is applied indicating an intercept subject has gone off-hook
and the IAP is ready to accept address information from the intercept
subject.

Recall dial tone is applied indicating that an IAP is ready to accept
address information or other information from an intercept subject.

Expensive route warning toneis applied indicating an intercept subject
has accessed the Automatic Flexible Routing (AFR) feature and the
IAP switch selected outgoing route is designated as an expensive
route.

Busy toneis applied indicating an intercept subject-originated incom-
plete call attempt.

Reorder tone or Congestion tone is applied indicating an intercept
subject-originated incompl ete call attempt.

Receiver Off-Hook (ROH) tone is applied indicating the intercept
subject has left the phone receiver off hook and the line is receiving
permanent signal treatment. Thistoneis also used in place of ringing
when an operator system needs to alert an off-hook line.

Special Information Tone (SIT) is applied indicating an intercept
subject-originated call has been routed to an announcement. SIT tones
precede |AP switch generated announcements to permit the user and
network equipment to detect the type of recorded announcement that
follows the tone.

Ringback tone or Audible alerting is applied indicating an intercept
subject-originated call attempt has progressed and the called party is
being alerted.

Barge-intoneis applied indicating someoneis about to barge-in on the
intercept subject’ s active call.

Call-associated out-of-band signal that is normally perceivable (seen
or heard) by the intercept subject, such as tone commands (i.e., tones
off) or visual call statusindicator.

Alerting tone is applied indicating an incoming call attempt to the
intercept subject.

Distinctive alerting tone is applied to allow classification of incoming
calls to the intercept subject based on the called number or based on
the calling number.

Reminder ring is applied to notify the intercept subject when atermi-
nating call has been redirected.

Call waiting toneis applied indicating an incoming call to theintercept
subject while the subject is in the communications state with another
call.

Digtinctive call waiting tone is applied to alow classification of
incoming calls to the intercept subject, while the subject is in the
communications state with another call, based on the called number or
based on the calling number.

Confirmation tone is applied indicating the IAP has received infor-
mation and has processed the request, such as the activation or deacti-
vation of afeature or service.

Message waiting indicator tone is applied indicating message waiting
services are available. Thistone also indicates that the IAP isready to
accept address information or other information.
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Denial tone (single 2.0 seconds burst of 480 Hz tone added to a 620 Hz
tone) is applied towards the intercept subject indicating denial of a
feature request.

Signaling information is delivered to the intercept subject identifying
calling name and number and redirecting party name and number.

Alphanumeric information associated with a circuit-mode call is
delivered to the intercept subject, such as text provided in the Q.931
display information element (e.g., calling name, redirecting name).

Intercept tone or Mobile Reorder tone (alternating 440Hz and 620 Hz
tones each on for 250 ms.) is applied toward the intercept subject.

Answer tone is applied toward the intercept subject.
Tones off. All tones off.

Pip tone (four bursts (0.1 second on, 0.1 second off) of 480 Hz tone,
and then off) is applied toward the intercept subject.

Abbreviated Intercept tone (4 seconds of Intercept tone) is applied
toward the intercept subject.

Abbreviated Congestion tone (4 seconds of Congestion tone) is
applied toward the intercept subject.

Warning tone (a single 0.1 second burst of 480 Hz tone) is applied
toward the intercept subject.

Dial tone burst tone (asingle 2.0 seconds burst of Dial tone) is applied
toward the intercept subject.

Standard announcement is applied toward the intercept subject as
applicable per ANSI-41.

Number Unobtainable tone is applied toward the intercept subject
indicating that the dialed number isinvalid or unobtainable.

Authentication Failure tone is applied toward the intercept subject
indicating that an authentication attempt has failed.
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The NetworkSignal message includes the following parameters:
Table 10: NetworkSignal Message Parameters
Parameter MOC Usage
Caseldentity M Identifies the Intercept Subject.
IAPSystemldentity C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.
TimeStamp M Identifies the date and time that the event was
detected.
Callldentity C Included when the network signal is associated
with a particular call.
Signal M Identifies the audio signals, visual signals, or

AlertingSignal
SubjectAudibleSignal

TerminalDisplaylnfo

One or more of the following:

displayed text applied by the accessing system
that would normally be sensed by the intercept
subject.

Included when alerting is applied to the intercept
subject’s terminal to indicate its type.

Included when audible signal is applied toward the
intercept subject.

Included when messages that may be displayed
on the intercept subject’s terminal are sent by the
IAP including display messages, called number,
calling party numbers, redirecting numbers, etc.

Other Included as an alternative means of reporting the
signaling information.
See 6.3.9 “NetworkSignal Message” on page 80 for the Stage 3 description.
5.4.10 Origination

The Origination message reports circuit-mode call origination attempts by the

intercept subject, or number translations performed by the accessing system
for the purpose of routing. More than one Origination message is possible for

asingle call attempt when numbers are expanded or translated.

The Origination message shall be triggered when:

e acal or cal leg originated by the intercept subject is routed
toward a destination within the accessing system;

» acal or cal leg originated by the intercept subject is routed
toward a destination on an external public or private network;

* the destination number for a call or call leg originated by the
intercept subject istrandated from one set of digitsto another. For
example, speed number expansion or 800-number tranglation;

« acall was attempted that was partially dialed, or that could not be
completed by the accessing system; or

» afeature code was dialed or otherwise transmitted.

5 Stage 2 Description: Network Perspective
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The Origination message includes the following parameters:

Table 11: Origination Message Parameters

Parameter

MOC

Usage

Caseldentity

M

Identifies the Intercept Subject.

IAPSystemldentity

C

Include to identify the system containing the I1AP
when the underlying data carriage does not imply
that system.

TimeStamp

Identifies the date and time that the event was
detected.

Callldentity

Uniquely identifies a call, call appearance, or call
leg within a system. A unique call identity may be
generated for the Origination message which is
used to correlate other messages. An exception is
possible when such an attempt is considered part
of an on-going call (e.g., three-way calling or
conference calling for some systems).

Calling Partyldentity

Include, when more specific than the intercept
subject identity associated with the Caseldentity,
to identify the originating party.

Called Partyldentity

Include, when known to identify the called party.
This shall not be present for calls that were partially
dialed or could not be completed by the accessing
system.

Input

Identifies specific user or translation input including
when a call is attempted without input (e.g., hot
line).

Location

Include, when the location information is reason-
ably available at the IAP and delivery is authorized,
to identify the location of an intercept subject’s
mobile terminal.

TransitCarrierldentity

Include, when the transit network selection is
known, to identify the transit carrier.

BearerCapability

Include, when known (or presumed), to indicate
the requested bearer service for the origination.

See 6.3.10 “Origination Message” on page 81 for the Stage 3 description.

54.11 PacketEnvelope

The PacketEnvel ope message i s used to convey data packets over the CDC as
they are intercepted. (Packet-mode communications delivered over CCCs or
packet-mode communications using circuit-mode facilities do not use the

PacketEnvelope.)

The PacketEnvelope message shall be triggered for the appropriate types of
packet data services when:

» a packet-mode user communication intended for the intercept
subject is detected; or

* apacket-mode user communication from the intercept subject is

detected.
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The PacketEnvel ope message includes the following parameters:
Table 12: PacketEnvelope Message Parameters
Parameter MOC Usage
Caseldentity M Identifies the Intercept Subject.
IAPSystemldentity C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.
TimeStamp M Identifies the date and time that the event was
detected.
Callldentity C Include when the packet is associated with a
particular call, call appearance, or call leg.
Location C Include, when the location information is reason-
ably available at the IAP and delivery is authorized,
to identify the location of an intercept subject’s
mobile terminal.
Packet Information M

One of:

ISDN- or ISUP-based user-to-user
signaling information

TIA/EIA-41-based short message
service

GSM-based short message service

Wireless IP-based service

Information pertaining to ISDN or ISUP user-to-
user signaling messages.

Information pertaining to TIA/EIA-41 short
message service messages.

Information pertaining to GSM short message
service messages.

Information pertaining to wireless IP-based service
messages (e.g., CDPD). This parameter may also
be used to information pertaining to non-wireless
IP-based services.

See 6.3.11 “ PacketEnvel ope Message” on page 81 for the Stage 3 description.

5.4.12 Redirection

The Redirection message reports the redirection of a circuit-mode call.

The Redirection message shall be triggered when:

» an incoming call attempt to the intercept subject is forwarded
(e.g., call forwarding or call diversion);

 anincoming call attempt to the intercept subject is deflected (e.g.,
call waiting deluxe or call deflection); or

» anincoming call attempt to an intercept subject with terminal or
personal mobility is redirected to the intercept subject’s current
location (e.g., call delivery).

5 Stage 2 Description: Network Perspective
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The Redirection message includes the following parameters:
Table 13: Redirection Message Parameters
Parameter MOC Usage
Caseldentity M Identifies the Intercept Subject.
IAPSystemldentity C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.
TimeStamp M Identifies the date and time that the event was
detected.
Callldentity M Uniquely identifies a call within a system.
Redirected-to Partyldentity M Identifies the redirected-to party.
TransitCarrierldentity C Included when the transit network selection is
known to identify the transit carrier.
BearerCapability C Included when known (or presumed) to indicate
the requested bearer service for the redirection.
System Identity C Included when a call to a wireless subscriber is
redirected to another TSP and that identity is
reasonably available.

5.4.13 Release

See 6.3.12 “Redirection Message” on page 83 for the Stage 3 description.

The Release message reports the release of the resources used for a circuit-
mode call, call appearance, or call leg.

The Release message shall be triggered when;

* acircuit-mode call attempt is abandoned by the calling party; or
» acompleted circuit-mode call is released.

The Release message may be triggered when a call leg or call appearanceis

released.

61 5.4.13 Release
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The Rel ease message includes the following parameters:

Table 14: Release Message Parameters
Parameter MOC Usage

Caseldentity M Identifies the Intercept Subject.

IAPSystemldentity C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.

Callldentity M Uniquely identifies a call, call appearance, or call
leg within a system. The call identity is released.

Location C Include, when the location information is reason-
ably available at the IAP and delivery is authorized,
to identify the location of an intercept subject’s
mobile terminal.

System Identity C Include, when a handed-off wireless call is
released while being served by another TSP, to
identify the last known TSP serving the subject.

5.4.14  ServingSystem

See 6.3.13 “Release Message” on page 83 for the Stage 3 description.

The ServingSystem message reportsthe TSP providing service to an intercept
subject with terminal mobility, when the terminal is authorized for service.

A ServingSystem report shall be triggered when a mobile terminal is autho-

rized for service with another TSP or in another service area.

The ServingSystem message includes the following parameters:

See 6.3.14 “ ServingSystem Message” on page 84 for the Stage 3 description.

5 Stage 2 Description: Network Perspective

Table 15: ServingSystem Message Parameters
FH Parameter MOC Usage
Caseldentity M Identifies the Intercept Subject.
IAPSystemldentity C Included to identify the system containing the IAP
when the underlying data carriage does not imply
@é that system.
I TimeStamp M Identifies the date and time that the event was
@ detected.
Systemldentity C Include, when authorizing service to a TSP, to
@ identify the TSP.
NetworkAddress C Include, when available, to identify the redirect-to
%}j number of the base station (e.g., a personal or
residential base station) providing service to the
%}j intercept subject.
0
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SubjectSignal

Subject to Change PN-4465-RV1

The SubjectSignal message reports subject-initiated signal's used to control a
feature or service operation (e.g., call forwarding, call waiting, call hold and
three-way calling). The user input may be uninterpretable and would result in
no change in the control of a call, but a SubjectSignal message may still be
generated.

The signal may be in-band or out-of-band and may be call-associated or non
call-associated. However, digits dialed post cut-through as defined in section
5.4.8 “DiadedDigitExtraction” are not detected by this function and are thus
not provided in a SubjectSignal message.

The SubjectSignal message shall be triggered when:

« the intercept subject, using the facilities under surveillance, dials
or signalsto control services provided by the serving system;

« sufficient input has been received (e.g., thereceiving |AP network
element acts on the subject-initiated input); or

« thecall attempt is abandoned with partial input (e.g., theinterdigit
timer expires or a subject abandons the call).

This message is not required when the information reported would be
redundant with the information reported by other LAES call event messages.

63 5.4.15 SubjectSignal
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The SubjectSignal message includes the following parameters:

Table 16: SubjectSignal Message Parameters
Parameter MOC Usage
Caseldentity M Identifies the Intercept Subject.
IAPSystemldentity C Included to identify the system containing the IAP

when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.

Callldentity C Included when known to uniquely identify a call,
call appearance, or call leg within a system.

Signal M Identifies the signal or dialing the IAP detects as

originating from the intercept subject. Include to
report specific subject-initiated input when
detected at the 1AP.

One or more of the following:

SwitchhookFlash Included when the user requests a switchhook
flash.

DialedDigits Included when digits are dialed.

FeatureKey Included when a patrticular feature key was
pressed.

OtherSignalinginformation Included when other signaling information is initi-

ated by the intercept subject.

See 6.3.15 “ SubjectSignal Message” on page 84 for the Stage 3 description.

5.4.16 TerminationAttempt

The TerminationAttempt message reports an incoming circuit-mode call
attempt to the intercept subject. This message shall be sent regardless of the
disposition of the cal (e.g., busy, answered, redirected).

The TerminationAttempt message shall be triggered when:

» anincoming call to an intercept subject is detected; or

» arecall attempt involving the intercept subject is detected (e.g.,
hold recall, transfer recall, or attendant recall).

5 Stage 2 Description: Network Perspective 64
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The TerminationAttempt message includes the following parameters:
Table 17: TerminationAttempt Message Parameters

Parameter

MOC Usage

Caseldentity

M Identifies the Intercept Subject.

IAPSystemldentity

C Included to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.
Callldentity M Uniquely identifies a call, call appearance, or call

leg within a system. A unique call identity is gener-
ated for the TerminationAttempt message which is
used to correlate other messages. An exception is
possible when such an attempt is considered part
of an on-going call (e.g., call waiting for some

systems).
CallingPartyldentity M Identifies the calling party to the extent known.
CalledPartyldentity C Include, when more specific than the subject

identity associated with the Caseldentity, to
identify the called party.

BearerCapability C Include, when known (or presumed), to identify the
requested bearer service.
RedirectedFromInformation C Include when the incoming call has information

about previous redirection.

See 6.3.16 “TerminationAttempt Message” on page 85 for the Stage 3
description.

5.5 Message descriptions for cdma2000 packet data

Asin Section 5.4 the cdma2000 packet data session events described in the
Stage 1 convey the basic information for reporting the disposition of a packet
data session. This section describes those events and supporting information.

Each message is described as consisting of a set of parameters. Each
parameter is either:

mandatory (M) - required for the m €

conditional (C) - required in situations where a condition (defined
in the usage column of the table where it occurs) is met; or

optional (O) - provided at the discretion of the implementation.

The information to be carried by each parameter isidentified. Please note that
both optional and conditional parameters at Stage 2 are considered to be
OPTIONAL syntactically in ASN.1 Stage 3 descriptions. The Stage 2
inclusion requirements take precedence over the Stage 3 syntax.

The IPv4 Address and the NAI of the intercept subject shal be used to
uniquely identify a packet data session of the intercept subject in the event of

a successful packet data session establishment for Simple 1Pv4 or Mobile

65 5.5 Message descriptions for cdma2000 packet
data
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|Pv4. When the subject isusing Simple | Pv6 thefirst 64 bits (globally unique
prefix) shall be used to uniquely identify the packet data session of the

intercept subject.

55.1 cdma2000PacketDataSessionEstablishment

The cdmaPacketDataSessi onEstablishment message reports the successful or

unsuccessful establishment of a packet data session. The following infor-
mation associated with the Cll eventsis reported to the LEA.

The cdma2000PacketDataSessionEstablishment message shall be triggered
upon the following events at an IAP:

Successful PPP negotiation for Simple |Pv4;

Unsuccessful PPP negotiation for Simple |Pv4, Simple IPv6, and
Mobile IPv4;

Successful or Unsuccessful registration for Mobile |Pv4.

Router Advertisement with the /64 globally unique prefix that is
assigned to the subject after successful PPP negotiation for Simple
|Pv6.

Router Advertisement with the /64 globally unique prefix that is
assigned to the subject in response to a Router Solicitation from
the subject for Simple |Pv6.

The cdma2000PacketDataSessionEstablishment message includes the
following parameters:

5 Stage 2 Description: Network Perspective 66
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cdma2000PacketDataSessionEstablishment Message Parameters

Parameter

Usage

Caseldentity

Identifies the Intercept Subject.

IAPSystemldentity

<
(elIE4 @)
O

Include to identify the system containing the IAP
when the underlying data carriage does not imply

that system.

TimeStamp

=

Identifies the date and time that the event was
detected.

SubjectIPAddress

=

Provide the IP address assigned for the session:

- The IPv4 address allocated by the PDSN for
Simple IPv4 access, or,

-the /64 globally unique prefix assigned to the
subject by the PDSN for Simple IPv6 access, or;

- The Home IPv4 address assigned by the Home

Agent.
If establishment fails. a NULL value is provided.

Subjectidentity

(@]

Observed identity or identities of the subject.
Provide known identities.

IPAssignment

(@)

Provide when known to indicate a static or dynamic

IP assignment:
- Static or dynamic assignment for Simple IPv4.

- Static or dynamic assignment of a /64 globally
unique prefix for Simple IPv6,

- Static or dynamic assignment for Mobile IPv4.

HalPAddress

(@]

IPv4 address of the HA, only provided for Mobile
IPv4 access.

FaCoA

(@]

Foreign Agent provided Care of Address. only
provided for Mobile IPv4 access.

CorrelationNumber

(@]

Unique number for each established packet data
session for correlating CC and Cll when Cll and
CC are both reported.

LocationInformation

(@]

Provide for established packet data sessions,
when authorized, to identify location information for
the intercept subject's MS.

SessionEstablishmentFailure

(@]

Provide when session establishment fails and
include the reason for failure when known.

Examples include:

- Mobile 1Pv4 rejected by the PDSN;

- Mobile 1Pv4 rejected by the HA;

- Access rejected by the home network;
- PPP establishment unsuccessful.

CCAddress

(@]

Provide when content is being delivered, to identify
the particular IP_address and port number of the
LEA used to deliver contents for a packet data
session.

5.5.2 cdma2000PacketDataSessionTermination

The cdma?2000PacketDataSessionT ermination message reports the end of a
Simple |Pv4, Simple |Pv6, or Mobile | Pv4 packet data session.

67 5.5.2 cdma2000PacketDataSessionTermination
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The cdma2000PacketDataSessionTermination message shall be triggered
upon the following events at an IAP:

* Release of PPP;

* Router advertisement lifetime expiry for Simple | Pv6;

¢ MIP de-registration;

* MIP Registration-Revocation.; or

* MIPBinding Removal;
The cdma2000PacketDataSessionTermination message includes the
following parameters:

Table 19: cdma2000PacketDataSessionTermination Message Parameters

Parameter MOC Usage

Caseldentity M Identifies the Intercept Subject.

IAPSystemldentity C Include to identify the system containing the IAP.
when the underlying data carriage does not imply
that system.

TimeStamp M Time and date that the event was detected.

SubjectIPAddress M Provide the IP address assigned for the session:

- The IPv4 address allocated by the PDSN for
Simple IPv4 access, or,

-the /64 globally unique prefix assigned to the
subject by the PDSN for Simple IPv6 access, or;
- The Home IPv4 address assigned by the Home
Agent.

HalPAddress C IPv4 address of the HA, only provided for Mobile
IPv4 access.

FaCoA C Foreign Agent provided Care of Address. only
provided for Mobile IPv4 access.

CorrelationNumber C Unique number for each packet data session for
correlating CC and Cll when CIl and CC are both
reported.

LocationInformation C Provide, when authorized, to identify location infor-
mation for the intercept subject's MS.

SessionTerminationReason C Provide the reason (e.q., release indicator or Acct-

Term cause) for closing the packet data session,
when known.

553 cdma2000PacketDatalnterceptStart

The cdma2000PacketDatal nterceptStart message reports the start of inter-

ception for each established packet data session when at |east one packet data

sessionisaready established, if theinformation is reasonably available at the
IAP. There may be cases (e.q., handoff) where it may not be possible to report

this event due to the lack of information at the [AP.

The cdmaPacketDatal nterceptStart message shall be triggered upon the

following event at an IAP:

5 Stage 2 Description: Network Perspective
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¢ A sessionis aready established and an intercept is started.
The cdma?000PacketDatal nterceptStart message includes the following
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parameters:
Table 20: cdma2000PacketDatalnterceptStart Message Parameters
Parameter MOC Usage

Caseldentity M Identifies the Intercept Subject.

IAPSystemldentity C Include to identify the system containing the IAP
when the underlying data carriage does not imply
that system.

TimeStamp M Time and date that the event was detected.

SubjectIPAddress M Provide the IP address assigned for the session:
- The IPv4 address allocated by the PDSN for
Simple IPv4 access:; or
-the /64 globally unique prefix assigned to the
subject by the PDSN for Simple IPv6 access:; or
- The Home IPv4 address assigned by the Home
Agent.

Subjectldentity C Observed identity or identities of the subject.
Provide known identities.

IPAssignment C Provide when known to indicate a static or dynamic
IP assignment:
- Static or dynamic assignment for Simple IPv4;
- Static or dynamic assignment of a /64 globally
unique prefix for Simple IPv6;
- Static or dynamic assignment for Mobile IPv4.

HalPAddress C IPv4 address of the HA, only provided for Mobile
IPv4 access.

FaCoA C Foreign Agent provided Care of Address, only
provided for Mobile IPv4 access.

CorrelationNumber C Unique number for each packet data session for
correlating CC and Cll when CIl and CC are both
reported.

LocationInformation C Provide, when authorized, to identify location infor-
mation for the intercept subject’s MS.

CCAddress C Provide when content is being delivered, to identify
the particular IP_address and port number of the
LEA used to deliver contents for a packet data
session.

554 cdma2000PacketDataServingSystem

The cdma2000PacketDataServingSystem message reports the identity of the

system currently serving the intercept subject.

The cdma2000PacketDataServingSystem message shall be triggered upon

the following events at an |AP:
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« the reception of an Access Request or Accounting Request (start)
at the Home AAA; or

* thereception of an MIP RRQ at the HA.

The cdma2000PacketDataServingSystem message includes the parametersin
Table 21.

Either SubjectlPAddress or the Subjectidentity must be included in the

message.
Table 21: cdma2000PacketDataServingSystem Message Parameters
Parameter MOC Usage

Caseldentity M Identifies the Intercept Subject.

IAPSystemldentity C Include to identify the system containing the IAP.
when the underlying data carriage does not imply
that system.

TimeStamp M Time and date that the event was detected.

SubjectIPAddress C Provides the IPv4 address assigned for the
session:
-The Home IPv4 address used for the Mobile IPv4
session;
- The Dynamic IPv4 address allocated by the
PDSN for Simple IPv4 access, or;
-The /64 globally unigue prefix assigned to the
subject by the PDSN for Simple |IPv6 access.

Subjectldentity C Observed identity or identities of the subject.
Provide known identities.

ServingSystemldentity M Identifies the entity that is currently serving the
intercept subject.

HalPAddress C IPv4 address of the HA, only provided for Mobile
IPv4 access.

FaCoA C Foreign Agent provided Care of Address, only
provided for Mobile IPv4 access.

555 cdma2000PacketDataPacketFilter

The cdma?000PacketDataPacketFilter message reports the setup/change/
release of a particular packet filter.

The packet filters are used in the cdma2000 packet data network to identify
specific IP flows. The cdma2000PacketDataPacketFilter message shall be
triggered upon the following events at an |AP:

5 Stage 2 Description: Network Perspective 70
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¢ signaling from the MS for a new packet filter;
* signaling from the M S for modification in packet filter:
* signaling from the MS for release or removal of a packet filter;
* therelease of an auxiliary service instance with associated packet
filters.
The cdma?000PacketDataPacketFilter message includes the following
parameters:
Table 22: cdma2000PacketDataPacketFilter Message Parameters
Parameter MOC Usage
Caseldentity M Identifies the Intercept Subject.
IAPSystemldentity C Include to identify the system containing the I1AP
when the underlying data carriage does not imply
that system.
TimeStamp M Time and date that the event was detected.
SubjectIPAddress M Provide the IP address assigned for the session:
- the IPv4 address allocated by the PDSN for
Simple IPv4 access;
-the /64 globally unique prefix assigned to the
subject by the PDSN for Simple IPv6 access:; or
- the Home IPv4 address assigned by the Home
Agent.
Subjectldentity C Observed identity or identities of the subject.
Provide known identities.
HalPAddress C IPv4 address of the HA, only provided for Mobile
IPv4 access.
FaCoA C Foreign Agent provided Care of Address. only
provided for Mobile IPv4 access.
PacketFilterInformation M Provide packet filter information. TET option for the
subject IP address as signaled by the MS. See
TIA-835 Rev. C standards.
CorrelationNumber C Unique number for each packet data session for
correlating CC and Cll when CIl and CC are both
reported.

5.5.6 cdma2000interceptionofContent

The content of communications is delivered to the LEA using the cdma2000
lawful interception correlation (CLIC) header. The CLIC header is prepended
to each intercepted packet before the intercepted packet is transported to the
LEA. Examples of the transport mechanism include TCP and UDP.

The CLIC header is followed by the “payload” information element, which

contains the intercepted packet. Only one payload® informaiton element is
allowed per CLIC header (see section 6.6 on page 95).

1. CLIC parameters are per |P packet.

71 5.5.6 cdma2000InterceptionofContent
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CLIC header isdefined in ASN.1 ((see section 6.6 on page 95) and isencoded
according to BER (X.209). It contains the following attributes:

Table 23: cdma2000 CL ICHeader Parameters

Parameter MOC Usage

cdma2000CCPSModulelD M Module identifier for cdma2000 communication
content

CLICHeaderVersion M Identifies the version number of the CLIC header

Caseldentity M Identifies the intercept subject

CorrelationNumber C Unique number for each established packet data
session for correlating CC and Cll when Cll and
CC are both reported. Required when intercepted
sessions may be aggregated over the same CC
Address (LEA IP_Address and Port Number).

TimeStamp M Time and date that the event was detected.

SequenceNumber C Sequence Number is an increasing sequence
number for the interception of IP packets. At a
minimum, the sequence number should be unique
per packet data session. Not required when TCP is
the transport protocol.

IPPacketDirection (@] Indicated the direction of the IP packet (from the

intercept subject or to the intercept subject).

5 Stage 2 Description: Network Perspective
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6 Stage 3 Description: Implementation Perspective

6.1 Protocol Definition

A protocol is defined in three basic aspects:

a. Transfer Syntax,
b. Transfer Semantics, and
c. Procedures.

The transfer syntax defines the messages passed between two functional
entities. Thisdefinition may include various structures, but eventually defines
the entire message structure down to the bit level. The syntax specifies the
ways in which bits of messages are encoded for exchanging information
between two functional entities.

The transfer semantics assigns meanings to the bits, bytes and structures of
the transfer syntax. The exchanges of meanings allows the functional entities
to share information and to act upon that information.

Procedures define the behavior of the functiona entities. Procedures define
which functional entities are allowed to initiate a particular transaction.
Procedures define the possible responses to a given stimulus especially when
dependent upon prior exchanges.

6.2 CDC Protocol Definition

6.2.1

CDC Underlying Data Transmission

6.2.2

The CDC messages defined by this Standard are an Open System Intercon-
nection (OSl) Layer 7 or Application Layer protocol. The protocol for the
CDC messages is called the Lawfully Authorized Electronic Surveillance
Protocol (LAESP). The LAESP messages shall be delivered over CDCs
employing a Standard or widely used data communication protocol.

CDC Parameter Encoding Objectives

The following are the objectives of the parameter encoding:

a. Allow flexible usage of the LAESP to transport a variety of infor-
mation.

b. Provide aconsistent and complete syntax for transferring information.

c. Facilitateimplementation of message encoding and decoding software
by using standardized techniques.

d. Allow asmuch syntactical checking as practical to be performed by the
message parsers rather than deferring to the application.

e. Allow for parameter extension and modification throughout the life of
the protocol.

73 6 Stage 3 Description: Implementation Perspective
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6.2.3 CDC Syntax Definitions

PN-4465-RV 1

6.3

The transferred information and messages shall be encoded to be binary
compatible with X.208 Abstract Syntax Notation One (ASN.1) and the X.209
Basic Encoding Rules (BER).

These recommendations use precise definitions of the words type, class,
value, and parameter. Those definitions are paraphrased below for clarity.

A type; in the context of the abstract syntax or transfer syntax, is a set of all
possible values. For example, an INTEGER is a type for al negative and
positive integers.

A class, inthe context of the abstract syntax or transfer syntax, isaone of four
possible domains for uniquely defining atype. The classes defined by ASN.1
and BER are: UNIVERSAL, APPLICATION, CONTEXT, and PRIVATE.
The UNIVERSAL classisreserved for international standards such as X.208
and X.209. Most parameter type identifiers in the LAESP are encoded as
CONTEXT specific class. Users of the LAESP may extend the protocol with
PRIVATE class parameters without conflict with this Standard, but risk
conflict with other users' extensions. APPLICATION class parameters are
reserved by the LAESP Standard for future extensions.

A valueis a particular instance of atype. For example, five (5) isa possible
value of the type INTEGER.

A parameter in this Standard is a particular instance of the transfer syntax to
transport avalue consisting of atag to identify the parameter type, alength to
specify the number of octetsin the value, and the value.

In the BER a tag (a particular type and class identifier) may either be a
primitive or a constructor. A primitive is a pre-defined type (of class
UNIVERSAL) and a constructor consists of other types (primitives or other
constructors). A constructor type may either be IMPLICIT or EXPLICIT. An
IMPLICIT typeisencoded with the constructor identifier alone. Both ends of
a communi cation must understand the underlying structure of the IMPLICIT
types. EXPLICIT types are encoded with the identifiers of all the contained
types. For example, an IMPLICIT Number of type INTEGER would be
tagged only with the “Number” tag, where an EXPLICIT Number of type
INTEGER would have the “INTEGER” tag within the “Number” tag. This
Standard uses IMPLICIT tagging for more compact message encoding.
Parameters of the CHOICE type are encoded EXPLICIT to ensure compati-
bility with various ASN.1 versions and compilers.

CDC Message Definitions

The LAESMessage parameter defines the LAES messages.

Laesp-j-std-025-b {iso(1l) nenber-body(2) us(840) ti(113737) laes(2) tr45(0) j-std-
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025(0) j-std-025-b(2) version-1(0)}?!

Laesp DEFINITIONS | MPLICI T TAGS :: =

PN-4465-RV1

-- For J-STD- 025-A solutions the LAESMessage choi ce shoul d be

-- The LAESMessagePl us choice is recommended for solutions for

BEG N

LAESPr ot ocol ::= CHA CE {
| AESMessage LAESMessage,
| AESMessagePl us LAESMessagePl us

-- selected .
-- revisions beyond J-STD- 025-A.

}

LAESMessagePl us :: = SEQUENCE {
protocol I dentifier OBJECT | DENTIFI ER Laesp-j-std-025-b,

-- assigned for each protocol syntax
| AESMessage LAESMessage

}

LAESMessage ::= CHO CE {
answer [1] Answer,
ccd ose [2] CCd ose,
ccOpen [3] CCOpen,
change [ 4] Change,
origination [5] Oigination,
packet Envel ope [ 6] Packet Envel ope,
redirection [7] Redirection,
rel ease [ 8] Rel ease,
servingSystem [9] ServingSystem
termAtt enpt [10] Termi nationAttenpt,

-- connTest [11] ConnectionTest, - - see Annex
conf Part yChange[ 12] Conf er encePart yChange,
connecti on [13] Connecti on,
connect Br eak [ 14] Connecti onBreak,

di al edDgt Extrn [ 15] Di al edDi gi t Extracti on,
net wor kSi gnal [ 16] Networ kSi gnal ,
) subj ect Signal [17] SubjectSi gnal

1. Annex | containsthe LAES Object Tree.
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6.3.1 Answer Message

The Answer message is used to report that a connection-oriented call or leg
has been answered.

Answer ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSysteml dentity OPTI ONAL,

-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system

[2] TinmeStanp,

[3] Callldentity,

answeri ng [4] Partyldentity OPTI ONAL,
-- include, when known, to identify the answering party or agent
[5] Location OPTI ONAL,
-- Include, when a termnating call is answered, the |ocation

-- information is reasonably available to the I AP and delivery is
-- authorized, to identify the |location of an intercept subject’s
-- nmobile termnal.

[6] EXPLICIT BearerCapability OPTI ONAL
-- include, when known (or presuned), to indicate the granted bearer
-- capability.

See 5.4.1 “Answer” on page 47 for the Stage 2 description.

6.3.2 CCClose Message

The CCClose messageis used to report the end of call content delivery on the
CCC.

CCd ose ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
system
[2] TinmeStanp,
[3] EXPLICIT CCCldentity

See 5.4.2 “CCClose” on page 48 for the Stage 2 description.
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6.3.3 CCOpen Message

The CCOpen message is used to report the beginning of call content delivery
on the CCC.

CCOpen :: = SEQUENCE ({
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that

-- system

[2] TinmeStanp,

CHO CE {
[3] SEQUENCE OF Callldentity, -- for circuit-nbde intercepts
[4] PDUType -- for packet-node intercepts

}
[5] EXPLICIT CCCldentity
See 5.4.3“CCOpen” on page 49 for the Stage 2 description.

6.3.4 Change Message

The Change message is used to report merging or splitting of connection-
oriented call identities.

Change ::= SEQUENCE ({
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,

-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that

-- system
[2] TinmeStanp,
previ ous [3] SEQUENCE OF -- previous call(s)
SEQUENCE OF Callldentity, -- identity(ies) of a previous call
resul ting [4] SEQUENCE OF SEQUENCE { -- resulting call(s)

[0] SEQUENCE OF Callldentity,

-- identity(ies) of resulting call

[1] EXPLICIT CCCldentity OPTI ONAL

-- included when the content of the resulting call is
-- delivered to identify the CCC(s).

See 5.4.4 “Change” on page 50 for the Stage 2 description.
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6.3.5 ConferencePartyChange Message

The ConferencePartyChange message reports a change in the parties to a
subject initiated conference call communication.

Conf erencePart yChange ::= SEQUENCE {

conmuni cat i ng

dr opped

renoved

j oi ned

[0] Caseldentity,
[1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] SEQUENCE OF SEQUENCE{
-- include to identify parties participating in the communication.
[0] SEQUENCE OF Callldentity OPTI ONAL,
-- identifies comunicating call identities.
[1] SEQUENCE OF Partyldentity OPTI ONAL,
-- identifies comunicating party identities.

[2] EXPLICIT CCCldentity OPTI ONAL
-- included when the content of the resulting call is
-- delivered to identify the associ ated CCC(s).

} OPTI ONAL,

[4] SEQUENCE OF SEQUENCE{
-- include to identify parties dropped fromthe comrunication.
[0] SEQUENCE OF Callldentity OPTI ONAL,
-- identifies previously comunicating, now dropped call
-- identity(ies).
[1] SEQUENCE OF Partyldentity OPTI ONAL,
-- identifies previously comunicating, now dropped party
-- identity(ies).
[2] EXPLICIT CCCldentity OPTI ONAL
-- included when a party(ies) to an existing conmunication
-- is dropped, to identify the associated CCC(s).
} OPTI ONAL,
[5] SEQUENCE OF SEQUENCE{
-- include to identify parties renoved (e.g., hold service) fromthe
-- communi cati on.
[0] SEQUENCE OF Callldentity OPTI ONAL,
-- identifies renoved call identity(ies).
[1] SEQUENCE OF Partyldentity OPTI ONAL,
-- identifies removed party identity(ies).
[2] EXPLICIT CCCldentity OPTI ONAL
-- included when a party(ies) to an existing conmunication
-- is renmoved, to identify the CCC(s).
} OPTI ONAL,
[6] SEQUENCE OF SEQUENCE{
-- include to identify parties newy added to the communi cati on.
[0] SEQUENCE OF Callldentity OPTI ONAL,
-- identifies newy added call identity(ies) to an existing
-- comuni cati on.
[1] SEQUENCE COF Partyldentity OPTI ONAL,
-- identifies newy added party identity(ies) to an existing
-- comuni cati on.
[2] EXPLICIT CCCldentity OPTI ONAL
-- included when a party to an exi sting comunication
-- is added, to identify the associ ated CCC(s).
} OPTI ONAL

See 5.4.5 “ConferencePartyChange” on page 51 for the Stage 2 description.
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6.3.6 Connection Message

The Connection message reports parties to a call under surveillance.

Connecti on 1= SEQUENCE {
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,
-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] SEQUENCE OF Callldentity,
-- Connection Information
-- The followi ng two paraneters are considered Connection
-- Information.
-- Include at |east one of the follow ng.

connect edParti es [ 4] SEQUENCE OF Partyldentity OPTI ONAL,
newParti es [ 5] SEQUENCE OF Partyldentity OPTI ONAL
}
See 5.4.6 “Connection” on page 53 for the Stage 2 description.
6.3.7 ConnectionBreak Message

The ConnectionBreak message reports parties removed from a call under
surveillance.

Connecti onBreak: : = SEQUENCE {

[0] Caseldentity,

[1] 1 APSystem dentity OPTI ONAL,
include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] SEQUENCE OF Callldentity,
-- ConnectionBreak | nformation
-- The following three paraneters are consi dered Connecti onBreak
-- Information. Include at |east one of the follow ng.

renovedParti es [ 4] SEQUENCE OF Partyldentity OPTI ONAL,
remai ni ngParties [ 5] SEQUENCE OF Partyldentity OPTI ONAL,
droppedParties [ 6] SEQUENCE OF Partyldentity OPTI ONAL

See 5.4.7 “ConnectionBreak” on page 53 for the Stage 2 description.

6.3.8 DialedDigitExtraction Message

The DialedDigitExtraction message reports post cut-through digits dialed by
the intercept subject.

79 6.3.6 Connection Message
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Di al edDi gi t Extraction ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] Callldentity,
digits [4] VisibleString (SIZE (1..32))
-- e.g., “12345" or “*123" or “#345"

See 5.4.8 “DidedDigitExtraction” on page 54 for the Stage 2 description.

6.3.9 NetworkSignal Message

The NetworkSignal message reports network signals sent to the intercept
subject.

Net wor kSi gnal ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] Callldentity OPTI ONAL,
-- Signal
-- The follow ng four paranmeters are considered network-generated
-- signals. Include at |east one of the follow ng four paraneters to
-- identify the signal being applied by the |IAP.

al erti ngSi gnal [4] AlertingSignal OPTI ONAL,

subj ect Audi bl eSi gnal [ 5] Audi bl eSi gnal OPTI ONAL,

t er mi nal Di spl ayl nfo [6] Term nal Di spl ayl nfo OPTI ONAL,

ot her [7] VisibleString (SIZE (1..128)) OPTI ONAL
-- e.g., standard announcenent or nane of an announcenent as
-- per ANS|-41.

}

See 5.4.9 “NetworkSignal” on page 55 for the Stage 2 description.
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6.3.10  Origination Message

The Origination message reports authorized connection-oriented call origi-
nation attempts or number translations for the intercept subject performed by
the Access Function.

Oigination ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] Callldentity,

calling [4] Partyldentity OPTI ONAL,
-- include, when nore specific than the subject identity associated
-- with the Caseldentity, to identify the calling party

call ed [5] Partyldentity OPTI ONAL,
-- include if known
i nput CHO CE {
user | nput [6] VisibleString (SIZE (1..32)),
-- use if input is known to be fromthe user
-- e.g., “” (hot line), “12025551234" or “*123"
transl ati onl nput [7] VisibleString (SIZE (1..32))
-- use for inputs to translation
-- e.g., “” (hot line), “12025551234" or “*123"
1
[8] Location OPTI ONAL,

-- Include, when the location information is reasonably available to
-- the AP and delivery is authorized, to identify the |ocation of
-- an intercept subject’s nobile term nal

[9] TransitCarrierldentity OPTI ONAL,
-- include if known
[10] EXPLICIT BearerCapability OPTI ONAL

-- include if known (or presuned)
See 5.4.10 “Origination” on page 58 for the Stage 2 description.

6.3.11 PacketEnvelope Message

The PacketEnvel ope message deliversintercepted packets to an LEA.

Packet Envel ope ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the Intercept
Access
-- Function when the underlying data carriage does not inply
-- that system
[2] TinmeStanp,
[3] Callldentity OPTI ONAL,
[4] Location OPTI ONAL,
-- Include, when the location information is reasonably

81 6.3.10 Origination Message
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avail abl e
-- to the 1AP and delivery is authorized, to identify the
-- location of an intercept subject’s nobile term nal
packet I nf or mat i on CHO CE {
i sdnUser ToUser Si gnal i ng [ 5] SEQUENCE {
callldentity [0] Callldentity,
sendi ng [1] Partyldentity,
i nt er cept edUUPacket [2] OCTET STRING (SIZE (1..128)) OPTI ONAL
-- Encoded according to T1.607 User-to-user
-- information element starting with Cctet 4.
8
ti aEi a41Short MessageService [6] SEQUENCE {
original Oiginati ngAddr ess [0] Partyldentity,
ori gi nal Desti nati onAddr ess [1] Partyldentity,
ori gi nati ngAddr ess [2] Partyldentity OPTI ONAL,

-- include if known and different than the
-- original Oiginati ngAddress

destinati onAddr ess [3] Partyldentity OPTI ONAL,
-- include if known and different than the
-- original destinationAddress

snsTel eservi cel dentifier [4] I NTEGER (-32768.32767),--see TIAEIA-41

i nt er cept edl SSMsPacket [5] OCTET STRING (S| ZE (1.255)) OPTI ONAL
}s

gsnSMshor t MessageSer vi ce [ 7] SEQUENCE {

sender Addr ess [0] Partyldentity,

recei ver Addr ess [1] Partyldentity,

i nt er cept edGSMSMSPacket [2] OCTET STRING (S| ZE (1..255)) OPTI ONAL
}s

wi rel essl PServi ce [ 8] SEQUENCE {

-- This paranmeter may al so be used for
-- information pertaining to non-wreless
-- | P-based services.

ori gi nati ngAddr ess [0] Partyldentity,
destinati onAddress [1] Partyldentity,
i nt er cept edl PPacket [2] OCTET STRING (SIZE (1..70000)) OPTI ONAL
}
}
}

See 5.4.11 “PacketEnvelope” on page 59 for the Stage 2 description.
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6.3.12 Redirection Message

The Redirection message indicates that an incoming connection-oriented call
attempt, originaly directed toward a subject, has been redirected by the
subject.

Redi rection ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] Callldentity,
redi rect edTo [4] Partyldentity,

[5] TransitCarrierldentity OPTI ONAL,
-- include if known
[6] EXPLICIT BearerCapability OPTI ONAL,
-- include if known (or presuned)

system dentity [7] VisibleString (SIZE (1..15)) OPTI ONAL

-- include when a call to a wireless subscriber is redirected to
anot her

-- TSP and that identity is reasonably avail abl e.

-- e.g., “MsCID 12345-123" or “2025551234"

See 5.4.12 “Redirection” on page 60 for the Stage 2 description.

6.3.13 Release Message

The Release message s used to report that aconnection-oriented call has been
released.

Rel ease ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] Callldentity,
[4] Location OPTI ONAL,
-- Include, when the location information is reasonably available to
-- the AP and delivery is authorized, to identify the |ocation of
-- an intercept subject’s nobile term nal

system dentity [5] VisibleString (SIZE (1..15)) OPTI ONAL
-- include, when a handed-off wireless call is released while being
-- served by another TSP to identify the last known TSP serving the
-- subject, e.g., “MSCI D 12345-123" or “2025551234"

See 5.4.13 “Release” on page 61 for the Stage 2 description.
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6.3.14  ServingSystem Message

The ServingSystem message is used to report a change in the current TSP or
service areafor terminal or personal mobility.

Servi ngSystem :: = SEQUENCE {
[0] Caseldentity,
[1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,

system dentity [3] VisibleString (SIZE (1..15)) OPTI ONAL,
-- include, when authorizing service to a TSP, to identify the TSP
-- e.g., “MsClID 12345-123" or “2025551234”

net wor kAddress [4] VisibleString (SIZE (1..15)) OPTI ONAL
-- include if the serving TSP can only be identified by
-- aredirect-to number e.g., a personal or residential base station
-- directory nunmber “2025551234”

See 5.4.14 “ ServingSystem” on page 62 for the Stage 2 description.

6.3.15  SubjectSignal Message

The SubjectSignal message reports al signaling input by the intercept
subject.

Subj ect Si gnal :: = SEQUENCE {
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,
-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] Callldentity OPTI ONAL,

si gnal [ 4] SEQUENCE {
-- signal
-- The follow ng four paraneters are considered subject-initiated
-- signaling information. Include at |east one of the follow ng four
-- paraneters to identify the subject-signaling information being

-- reported.

swi t chhookFl ash [0] VisibleString (SIZE (1..128)) OPTI ONAL,
-- e.g, “FLASH

dialedDigits [1] VisibleString (SIZE (1..128)) OPTI ONAL,
-- e.g. “12013452367", “*123",

f eat ur eKey [2] VisibleString (SIZE (1..128)) OPTI ONAL,
-- e.g. "“KEY1", “HOLD', “CONFERENCE" or any

ot her
-- function key.

ot her Si gnal i ngl nformati on [3] VisibleString (SIZE (1..128)) OPTI ONAL

-- e.g., “HOME

}

See 5.4.15 “ SubjectSignal” on page 63 for the Stage 2 description.

6 Stage 3 Description: Implementation Perspective 84

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change PN-4465-RV1

6.3.16  TerminationAttempt Message

The TerminationAttempt message is used to report a connection-oriented call
termination attempt.

Term nati onAttenpt ::= SEQUENCE {
[0] Caseldentity,
[1] 1 APSystem dentity OPTI ONAL,

-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
[2] TinmeStanp,
[3] Callldentity,

calling [4] Partyldentity,

cal |l ed [5] Partyldentity OPTI ONAL,
-- include, when nore specific than the subject identity associated
-- with the Caseldentity, to identify the called party.
[6] EXPLICIT BearerCapability OPTI ONAL,
-- included when known (or presuned)
[ 7] RedirectedFrom nformation OPTI ONAL
-- include if this termnation attenpt is a result of a redirected
-- call.

See 5.4.16 “TerminationAttempt” on page 64 for the Stage 2 description.
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CDC Parameter Definitions

6.4.1 AlertingSignal
The AlertingSignal parameter defines the pitch and cadence of the alerting
(ringing) signal. The AlertingSignal parameter shall be encoded as follows:
Al ertingSignal ::= ENUVERATED {
not Used (0),
al ertingPattern0 (1), -- normal alerting
al ertingPatternl (2), distinctive alerting - Intergroup
al ertingPattern2 (3), distinctive alerting: Special/Priority
al ertingPattern3 (4, El ectroni c Key Tel ephone Service
al ertingPattern4 (5), rem nder ring
cal l Wi tingPatternl (6), basic call waiting tone
cal | Wai tingPattern2 (7), i ncom ng additional call tone
cal | Wai tingPattern3 (8), priority additional call tone
cal Il Wi tingPattern4 (9), distinctive call waiting tone
bar gel nTone (10)
}
See “NetworkSignal Message” on page 80.
6.4.2 AudibleSignal
The AudibleSignal parameter is used to report the type of audibletonethat is
generated by the IAP switch and applied to the intercept subject. The
AudibleSignal parameter shall be encoded as follows:
Audi bl eSi gnal ::= ENUMERATED {
not Used (0),
di al Tone (1),
recal | Di al Tone (2),
ri ngbackTone (3), -- RingbackTone or AudibleAlerting
reor der Tone (4), -- Reorder Tone or CongestionTone
busyTone (5),
confirmati onTone (6),
expensi veRout eTone (7),
messageWai ti ngTone (8),
recei ver O f HookTone (9),
speci al | nf oTone (10),
deni al Tone (11),
i nt ercept Tone (12), --InterceptTone or Mbbil eReorder
answer Tone (13),
tonesOF f (14),
pi pTone (15),
abbrevi at edl ntercept (16),
abbr evi at edCongestion (17),
war ni ngTone (18),
di al ToneBur st (19),
nunber UnQobt ai nabl eTone ( 20),
aut hent i cati onFai |l Tone(21)
}

See “NetworkSignal Message” on page 80.
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6.4.3 BearerCapability

The BearerCapability parameter indicates a requested or granted bearer

service.
Bearer Capability ::= CHO CE {
speech [0] NULL,
f 3100HzAudi o [1] NULL,

bear er Capl nfoEl emrent [2] OCTET STRING (S| ZE (1..64))
-- encoded according to T1.607 Bearer Capability information
-- elenent starting with octet 3

6.4.4 Callldentity

The Callldentity parameter is used to uniquely identify a particular call, call
appearance, or call legs within the context of a single system. The CCOpen
and Change messages can correlate the Callldentity to one or more CCCs
when content is delivered. A Callldentity may be created with a CCOpen,
Origination, TerminationAttempt, NetworkSignal or Change message. A
Callldentity may be released for other uses with a Release or Change
message. Callldentity shall not be immediately re-used. HLRs and similar
systems that do not correlate messages with Callldentity(ies) do not need to
release the Callldentity.

Callldentity ::= SEQUENCE {
sequenceNunber [0] VisibleString (SIZE (1..25)),
system dentity [1] VisibleString (SIZE (1..15)) OPTI ONAL

-- include when the systemissuing the sequenceNunber is

-- different than the accessing system

-- e.g., CLLI code, “MsClID 12345-123" or “2025551234” (E. 164
-- address of node)

6.4.5 Caseldentity

The Caseldentity parameter contains a case identity assigned by the LEA for
a particular electronic surveillance. The Caseldentity will be designated by
the LEA and provided to a TSP at the time of provisioning of an electronic
surveillance.

Caseldentity ::= VisibleString (SIZE (1..25))
-- e.g., “FBI-12345" or “NYPD-12345"

87 6.4.3 BearerCapability
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6.4.6 CCCldentity
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The CCCldentity parameter identifies the CCC or pair of CCCs used for
conveying call content. Each CCC is identified with a VisibleString which
may contain adirectory number (e.g., “202-555-1111"), atrunk identity (e.g.,
“FBITG-001" or “LAES-999"), an IP network address (e.g., “IP:
101.012.103.104:100") or an X.25 network address (e.g., “X121: 1234-
5678901234").

CCCldentity ::= CHO CE {
conbCCC [0] VisibleString (SIZE (1..20)), -- conbi ned CCC
sepCCCpai r [1] SEQUENCE { -- separated CCC
sepXmi t CCC [0] VisibleString (SIZE (1..20)), -- transmt path
-- (fromthe intercept subject or redirected-to party)
sepRecvCCC [1] VisibleString (SIZE (1..20)) -- receive path
-- (to the intercept subject or redirected-to party)
}
i ndXm t CCC [2] VisibleString (SIZE (1..20)), -- individual transmt path
-- (fromthe intercept subject or redirected-to party)
i ndRecvCCC [3] VisibleString (SIZE (1..20)), -- individual receive path
-- (to the intercept subject or redirected-to party)
i ndCCC [4] VisibleString (SIZE (1..20)) -- individual CCC without

-- a specified direction. Use only in CCC ose nmessages.

}

6.4.7 IAPSystemlidentity

The IAPSystemlidentity parameter identifies the system of the Intercept
Access Point and should not imply the specific location of an intercept

subject.

| APSystem dentity ::= VisibleString (SIZE (1..15))

-- e.g., CLLI code,
node)

6.4.8 Location

“MSCl D- 12345- 123" or “2025551234” (E. 164 address of

Location ::= VisibleString

The Location parameter identifies the cell of the subject’s mobile terminal. A
toggle capability must be provided on a per surveillance basis.

(SIZE (1..32))  -- e.g., “VESTGATE’ or “CELLO17”
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6.4.9 Partyldentity

Partyldentity ::

esn

i nei
tei
spi d

i NBi

m n
dn

user Provi ded

appear ancel d

cal I i ngCar dNum
i pAddr ess

x121

trunkld

subaddr ess

generi cAddress

genericDigits

generi cName

port

cont ext

The Partyldentity parameter identifies a party to a call or call attempt.

= SEQUENCE {

-- include those identification el enents necessary to

-- uniquely identify the party known at the point in call and
-- are authorized. At |east one of the followi ng paraneters
-- i s required.

[0] VisibleString (SIZE (8)) OPTI ONAL,
-- AWPS- based El ectronic Serial Nunber
-- a hexadecimal string e.g., “82ABCDEF"

[1] VisibleString (SIZE (1..15)) OPTI ONAL,
-- GSM based International Mbile Equi pnent ldentity
[2] VisibleString (SIZE (1..15)) OPTI ONAL,
-- | SDN-based Term nal Equi pnent ldentity

[3] VisibleString (SIZE (3..20)) OPTI ONAL,
-- | SDN-based Service Profile Identifier

[4] VisibleString (SIZE (1..15)) OPTI ONAL,

-- International Mbile Station Identity
-- E. 212 nunber beginning with Mbile Country Code

[5] VisibleString (SIZE (10)) OPTI ONAL,

-- AWPS-based Mbile Identification Nunber

[6] VisibleString (SIZE (1..15)) OPTI ONAL,

-- e.g., called directory nunber or network provided calling
-- nunber.

[7] VisibleString (SIZE (1..15)) OPTI ONAL,

-- user provided calling number as supplied

[8] VisibleString (SIZE (1..15)) OPTI ONAL,

-- include for instrunents or services with nultiple line,
-- station, or call appearances

[9] VisibleString (SIZE (1..20)) OPTI ONAL,

[10] VisibleString (SIZE (1..32)) OPTI ONAL,

-- I Pv4 addressing with deci mal quad notation e.g.,

-- "123.123.123.123" (not a URL)

[11] VisibleString (SIZE (1..15)) OPTI ONAL,
-- begin with DNIC
[12] VisibleString (SIZE (1..32)) OPTI ONAL,

-- indicate trunk group, trunk nunmber or both

-- This is usually used to identify an associ ate when ot her
-- identifying information is not avail abl e.

-- This may also identify a subject’s agent (e.g., screening
-- service).

[13] OCTET STRING (SIZE (2..21)) OPTI ONAL,

-- encoded according to T1. 607 Subaddress infornation el enent
-- starting with octet 3.

[14] SEQUENCE OF VisibleString (SIZE (1..32)) OPTI ONAL,

-- indicate use of the generic address

[15] SEQUENCE OF VisibleString (SIZE (1..32))OPTI ONAL,

-- indicate use of the generic digits

[16] SEQUENCE OF VisibleString (SIZE (1..48))OPTI ONAL,

-- indicate use of the generic name

[17] VisibleString (SIZE (1..32)) OPTI ONAL,

-- identify a particular equi prment port.

-- This is used to identify an associate when ot her

-- identifying information is not avail able.

[18] VisibleString (SIZE (1..64)) OPTI ONAL,

-- when none of the other identities are known or to

-- identify the context and special considerations of the
-- supplied identifier(s), especially when the identifier(s)
-- is (are) abnornal (e.g., international, private,
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restricted,

-- operator, no address, hotel/notel, coin, etc.)

i sdnH ghLayer [19] OCTET STRING (Sl ZE (2..14)) OPTI ONAL,
-- include if known
-- encoded according to T1.607 Hi gh Layer Conpatibility
-- information element starting with octet 3

i sdnLowlLayer [20] COCTET STRING (SIZE (2..14)) OPTI ONAL
-- include if known
-- encoded according to T1.607 Low Layer Conpatibility
-- information element starting with octet 3

6.4.10 PDUType

The PDUType parameter indicates the intercepted packet type on a CCC
(e.g., see Annex B.1). Negative values are reserved for bilateral agreement or
protocol extension.

PDUType ::= ENUVERATED ({
i sdnBchannel (0), -- see BearerCapability paraneter
i sdnDchannel (1), -- intermxed Q 931, Q 932, and X 25
ip (2), -- Internet protocol packets
ppp (3), -- Internet point-to-point protocol packets
x25 (4) -- X. 25 LAPB packets
}

See “CCOpen Message” on page 77.

6.4.11 RedirectedFromInformation

The RedirectedFrominformation parameter is used to report information
about the last redirecting party and the original redirecting party on calls that
are redirected to the subject.

Redi rect edFrom nformation ::= SEQUENCE {

| ast Redi recting [0] Partyldentity OPTI ONAL,
-- include if known

original Call ed [1] Partyldentity OPTI ONAL,
-- include if known

nunRedi recti ons [2] INTEGER (1..100) OPTI ONAL

-- include if known

}
See “TerminationAttempt Message” on page 85.
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6.4.12 TerminalDisplaylInfo

The TerminalDisplaylnfo parameter is used to report information that is
displayed on the intercept subject’s terminal. The TerminalDisplaylnfo
parameter shall be encoded as follows:

Ter mi nal Di spl ayl nfo 11 = SEQUENCE {
gener al Di spl ay [0] VisibleString (Sl ZE(1..80)) OPTI ONAL,
cal | edNurber [1] VisibleString (SIZE(1..40)) OPTI ONAL,
cal I i ngNunber [2] VisibleString (SIZE(1..40)) OPTI ONAL,
cal I i ngNane [3] VisibleString (Sl ZE(1..40)) OPTI ONAL,
original Call edNunber [4] VisibleString (SIZE(1..40)) OPTI ONAL,
| ast Redi recti ngNunber [5] VisibleString (SIZE(1..40)) OPTI ONAL,
redi recti ngNane [6] VisibleString (SIZE(1..40)) OPTI ONAL,
redi recti ngReason [7] VisibleString (SIZE(1..40)) OPTI ONAL,
messageWai ti ngNot i f [8] VisibleString (SIZE(1..40)) OPTI ONAL

See “NetworkSignal Message” on page 80.

6.4.13  TimeStamp

The TimeStamp parameter identifies the date and time of access.

TimeStanp ::= GeneralizedTine

6.4.14  TransitCarrierldentity

The TransitCarrierldentity parameter identifies an interexchange carrier.

TransitCarrierldentity ::= VisibleString (SIZE (3..7))
-- the carrier access code (if applicable) and carrier
identification
-- code e.g., “123” or “10123" or “1012345" or “9501234”
END

6.5 cdma2000 Abstract Syntax for Packet Data Cll Delivery

CDMVA2000CI | Modul e {iso(1) nenber-body(2) us(840) ti(113737) laes(2) tr45(0)
cdna2000(1) cii(0) version-1(0)}

DEFINITIONS | MPLICIT TAGS :: =

BEG N

| MPORTS
Caseldentity, Tinestanp

FROM Laesp-j - st d- 025-b{i so(1) nenber-body(2) us(840) ti(113737) laes(2) tr45(0) j-
std-025(0) j-std-025-b(2) version-1(0)};
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CDVA2000LAESMessage: : = SEQUENCE

cdnma2000Mbdul el d

[0]

Subject to Change

CDVA2000CI | Modul e,

cdnma2000LAESMessageType[ 1] CDMA2000LAESMessageType

Aug 13, 2003

3
CDMA2000LAESMessageType: : =CHO CE
{
cdna2000Packet Dat aSessi onEst abl i shnent [ 0]
CDMA2000Packet Dat aSessi onEst abl i shnent ,
cdma2000Packet Dat aSessi onTerm nation [1]
CDVA2000Packet Dat aSessi onTer ni nati on,
cdma2000Packet Dat al nt er cept St ar t [2]
CDVA2000Packet Dat al ntercept Start,
cdma2000Packet Dat aSer vi ngSyst em [3]
CDMA2000Packet Dat aSer vi ngSyst em
cdma2000Packet Dat aPacket FilterInfo  [4]
CDVA2000Packet Dat aPacket Fil terl nfornation
3
-- nessage definitions
CDMA2000Packet Dat aSessi onEst abl i shnent :: = SEQUENCE
{
casel dentity 0] Caseldentity,
i apSystenidentity 1] Systenidentity OPTI ONAL,
ti meSt anp [2] TinmeStanp,
subj ect | PAddr ess 3] | pAddress,
subj ectldentity 4] Subjectld OPTI ONAL,
i pAssi gnnent [5] | pAssignnment OPTI ONAL,
hal PAddr ess 6] | pAddress OPTI ONAL,
f aCoA 7] | pAddress OPTI ONAL,
correl ati onNunber [8] Correlati onNumber OPTI ONAL,
| ocati onl nfornation 9] Location OPTI ONAL,
failureReason 10] Sessi onEst abl i shrment Fai | ur eOPTI ONAL,
ccAddress [11] CCAddress OPTI ONAL
3
CDMA2000Packet Dat aSessi onTerm nati on ::= SEQUENCE
{
casel dentity [0] Caseldentity,
i apSystem dentity 1] System dentity OPTI ONAL,
ti meSt anp 2] TineStanp,
subj ect | Paddr ess [3] | pAddress,
hal Paddr ess 4] | pAddress OPTI ONAL,
f aCoA 5] | pAddress OPTI ONAL,
correl ati onNunber [6] Correlati onNumber OPTI ONAL,
| ocati onl nfornation 7] Location OPTI ONAL,
t er mi nati onReason 8] SessionTerm nati onReason OPTI ONAL
3
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CDMA2000Packet Dat al ntercept Start ::= SEQUENCE
{
casel dentity Casel dentity,
i apSystenidentity System dentity OPTI ONAL,
ti meSt anp [2] TinmeStanp,
subj ect | Paddr ess 3] | pAddress,
subj ectldentity Subj ectld OPTI ONAL,
i pAssi gnnent [5] | pAssignnment OPTI ONAL,
hal Paddr ess 6] | pAddress OPTI ONAL,
f aCoA | pAddr ess OPTI ONAL,
correl ati onNunber [8] Correlati onNumber OPTI ONAL,
| ocati onl nfornation 9] Location OPTI ONAL,
ccAddress 10] CCAddress OPTI ONAL
3
CDMA2000Packet Dat aSer vi ngSyst em : : = SEQUENCE
{
casel dentity [0] Caseldentity,
i apSystem dentity Systeml dentity OPTI ONAL,
ti meSt anp Ti neSt anp,
subj ect | Paddr ess ] | pAddress OPTI ONAL,
subjectldentity Subj ectld OPTI ONAL,
servi ngSystem dentity System dentity,
hal Paddr ess [6] IpAddress OPTI ONAL,
faCoA [7] 1 pAddress OPTI ONAL
3
CDMA2000Packet Dat aPacket Fil terl nformati on ::= SEQUENCE
{
casel dentity 0] Caseldentity,
i apSystenidentity 1] Systenidentity OPTI ONAL,
ti meSt anp [2] TinmeStanp,
subj ect | Paddr ess 3] | pAddress,
subj ectldentity 4] Subjectld OPTI ONAL,
hal Paddr ess 5] | pAddress OPTI ONAL,
f aCoA 6] | pAddress OPTI ONAL,
packet Filterl nformation 7] SET OF PacketFilterlnformation,
correl ati onNunber [8] Correlati onNumber OPTI ONAL
3

93 6.5 cdma2000 Abstract Syntax for Packet Data ClI
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--paraneter definitions

CCAddr ess : : =SEQUENCE

{
| eal PAddr ess [0] | pAddress,
| eaPor t Nunber [1] Port Nunber
3
--The CCAddress (LEA I P Address and Port Nunber) for delivery of content
--associated with the packet data conmuni cati on session is pre-provisioned
--based on nmutual agreenment between the LEA and the carrier for the
--Caseldentity.
--A single CCAddress may be used to deliver content for all packet data
--sessions (associated with a caseldentity) or a uni que CCAddress may be
--used for each packet data session.
Correl ati onNunber ::= OCTET STRI NG
| pAddress ::= CHO CE
{
i pv4 1] | Pval ue,
i pV6 2] | Pval ue,
none 3] NULL
3
| pAssi gnnent :: = ENUMERATED
{
static (1),
dynam c (2),
unknown (3)
3
| Pval ue ::= OCTET STRI NG (S| ZE(4..16))
--this field will be coded in bhinary.
Locationlnformation ::= OCTET STRI NG
-- The Location infornation shall be encoded with Cell
-- ldentifier information as specified in TIA/IS-2001.
Packet Filterlnformation ::= OCTET STRI NG
-- Formatted as defined by Packet Filter Content SubOption in
-- TIA-835-C
Port Nunmber ::=I NTEGER
--the value of the port nunber nmay be chosen fromthe
-- “epheneral” range.
Sessi onFai |l ureReason ::= VisibleString
Sessi onTerm nati onReason ::= VisibleString
Subjectld ::= SET
{
nai [1] OCTET STRING
nsi d [2] OCTET STRI NG
--The MBI D shall be encoded with an IMSI as specified in
-- TIA 1S 2001.
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System dentity ::= CHO CE
{
i pV4
i pV6
fgdn
3
END --of

Subject to Change PN-4465-RV1

1] | Pval ue,

2] | Pval ue,
[3] OCTET STRING

CDVA2000C1 | Mbdul e

6.6 CCC Protocols

The transferred information and messages shall be encoded to be binary
compatible with X.208 Abstract Syntax Notation One (ASN.1) and the X.209
Basic Encoding Rules (BER). For information on these encoding rules please
see section 6.2.3 on page 74.

6.6.1 CCC Encoding for Circuit-Mode Services

Call content shall be encoded on CCCs using a standard or widely used
network bearer services. The intercepted content shall be delivered without
modifying the content within the quality objectives for the intercepted
network bearer service. Speech and 3.1 kHz audio bearer servicesintercepted
and delivered over circuit-mode digital facilities shall use the p-law encoding
of ITU-T Recommendation G.711, Pulse Code Modulation (PCM) of voice
frequencies.

Signaling on the CCC or out-of-band signaling may be used to inform the
LEA when call content is being delivered.

6.6.2 CCC Encoding for Packet-Mode Services

Intercepted packet-mode data communications shall be delivered to an LEA
when a CCC is used by forwarding the intercepted Protocol Data Units
(PDUs) employing a standard or widely used protocol. Theintercepted PDUs
shall include sufficient addressing information to associate the PDU with the
parties of the communication. The intercepted PDUs shall be delivered
without modification, except for possible re-framing, segmentation, or envel-
oping required to transport the information to the Collection Function.

The choice of packet delivery protocol is determined at the time that the
intercept is provisioned. Thisdelivery method remainsin effect until changed
by subsequent provisioning.

6.6.2.1 cdma2000 Abstract Syntax Notation for Packet Data CC Delivery

CDMVA2000CCWhdul e {iso(1) nenber-body(2) us(840) ti(113737) laes(2) tr45(0)
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cdnma2000(1) cc(1) version-1(0)}

DEFINITIONS | MPLICI T TAGS :: =

BEG N

| MPORTS

Caseldentity, TineStanp

FROM Laesp-j -std-025-b {iso(1) nenber-body(2) us(840) ti(113737)

Aug 13, 2003

|l aes(2) tr45(0) j-

std- 025-b(2) version-1(0)}

Correl ati onNunber

FROM CDMA2000CI | Modul e {iso(1) menber-body(2) us(840) ti(113737) laes(2) tr45(0)

cdna2000(1) cii(0) version-1(0)};

CCl PPacket Header : : =SEQUENCE

{
cl i cHeader 1] CLI Cheader,
payl oad 2] OCTET STRI NG

b

CLI Cheader ::= SEQUENCE

{
cdna2000ccpsnodul el D 0] OBJECT | DENTI FI ER,
ver sion 1] Versi on,
caseldentity [2] Caseldentity,
correl ati onNunber 3] Correl ati onNunber
ti meSt anp 4] Ti neSt anp,
sequenceNunber [5] I NTEGER (0..65535),
i PPacket Di rection [6] | PPacketdirection

b

Ver si on ::= ENUMERATED

L .
versionl(1)

b

| PPacket di rection ::= ENUVERATED

{
f r onBubj ect 1],
t oSubj ect 2],
unknown 3]

b

END --of CDMA2000CCMbdul e

6.7 LAESP Compatibility Guidelines

CPTI ONAL,

CPTI ONAL,

The guidelines ensure that there is no long term impediment to the evolution

of networks and the implementation of significant new functionality.
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6.7.1

Subject to Change PN-4465-RV1

Guidelines For Forward Compatibility

6.7.2

When developing a new protocol or enhancing an existing protocal, it is
important to remember that a node using one version of protocol may, in the
future, need to communicate with nodes using the enhanced version of the
basic protocol. Hence, the protocol should be easy to enhance (e.g., easy to
add new optional parameters). In addition, procedures should be built into the
existing protocol to handle the situations when new messages, known
messages with unknown parameters, or known parameters with unknown
codes are received.

All revisions of this Standard shall contain amechanism for forward compat-
ibility. The following list contains the basi ¢ requirements of the mechanism:

a. When the LAESP message is received and it contains all the required
parameters, the additional parametersin the received message, known
or unknown, may be ignored. The received message should not be
rejected because of the unknown parameters in it. In cases that the
received message should be relayed to another node, the additional
parameters should be passed unchanged.

b. For existing protocols, state the action to be taken on receipt of spare
or reserved values of defined parameters (e.g., treat as appropriate
default values, transmit them unchanged at the intermediate nodes, and
ignore them at the end nodes).

c. Statethat all new messages shall have the ability to add new optional
fields.

d. Unallocated codes of defined fields should be examined and handled
as either spare codes or a default code.

Guidelines For Backward Compatibility

6.7.2.1

When enhancing an existing protocol, it is important to keep in mind that a
node using one version of a protocol may need to communicate with nodes
using older versions of the same protocol. Hence, the protocol should not be
changed abruptly into aform which the earlier protocol versions cannot even
interpret. For example, one should not change a fixed length mandatory
parameter to an optional parameter in an existing message.

All revisions of this Standard shall contain a mechanism for backward
compatibility. The following list contains the basic guidelines to be included.

Existing Messages

a. Theability of receiving any existing messages shall be possible, since
the removal of a message implies the removal of afunction.

b. Theeffect of receiving any existing message, parameter, or functionin
a new version, must be the same as that in previous versions. The
effects of new parameters or parameter values will thus be purely
additive.

97 6.7.1 Guidelines For Forward Compatibility
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6.7.2.2 Parameters in Existing Messages
M essage parameters in the Parameter Set consist of 2 basic types, mandatory
and optional, and need not occur in a pre-defined order. All mandatory and
optional parameters have variable length, although some parameters may
have their length restricted.
The following guidelines shall apply:

a. Optional parameters shall not become mandatory.

b. Mandatory parameters shall not become optional.

c. Additional mandatory parameters shall not be added to an existing
message.

d. Additional optional parameters can be added to an existing message.

e. Existing mandatory parameters shall not be removed from existing
messages.

f. The range of any parameter for an existing message shall not be
reduced.

0. The meaning of any defined parameter value shall not be changed on
an existing message.

h. There are no restrictions on the parameters for new messages.

i. The sequence of parametersin an existing SEQUENCE type shall not
be changed.

j- New parameters may be added to the end of an existing SEQUENCE
type. (The value of the parameter identifiers used may bein any order
to allow addition of existing parameters to an existing SEQUENCE
type.)

k. New parameters may be added to an existing CHOICE type, unlessthe
CHOICE is mandatory.

6.7.2.3 New Messages
New messages may be added after a Standard has been published; however,
nodes that do not recognize these new messages will ignore them, internally
indicating that the information was not recognized.

6.7.2.4 New Parameters
New optional parameters can be added to existing messages after a Standard
has been published; however, nodes that do not recognize these new param-
eters may ignore them.

6.7.2.5 New Parameter Fields

New fields may be added to, or spare fields may be used in existing param-
eters; however, nodes that do not recognize these new fields may ignore these

fields.

6 Stage 3 Description: Implementation Perspective 98
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New Parameter Values

Previoudy spare, reserved, or unallocated parameter values can be used.
These will be treated at the receiving node as defined in Item b of Section
6.7.1.

99 6.7.2 Guidelines For Backward Compatibility
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Annex A Deployment Examples

This Annex isinformative and is not considered part of this Standard.

A.1  Possible Network Deployment of IAPs

| APs may beimplemented at a variety of points within a network, depending
on the particular telecommunication equipment’s architecture, the features
and services that are being monitored, and the impact the monitoring at the
selected point may have on normal call operation. Generally, it may be
assumed that the primary location of the major IAPs are located in the
network equipment shown in Table 24.

Table 24:IAP Primary Locations

IAP Primary Equipment Location

CIAP Circuit-mode switch

IDIAP Circuit-mode or packet-mode switch

PDIAP Packet-mode switch

SSIAP | Home Location Register

Itis, however, possible to locate these | APs within other types of equipment.
It should be understood that an AP placed in anode not corresponding to the
primary type of equipment may provide reduced functionality.

For land line subscribers Figure 12 depicts a possible deployment where the
access points are in several different pieces of equipment.

Wireline Network
Voice Switch Packet Switch
<] IDIAP <] IDIAP
<« CIAP <« PDIAP
IDIAP Call-Identifying Information Intercept Access Point
CIAP Circuit Intercept Access Point
PDIAP Packet Data Intercept Access Point
<] Information Intercept Access Point

> | Call Content Intercept Access Point

Figure 12: Land Line IAPs

Annex A Deployment Examples

Mobile telephony is more complex. The IAPs for a given intercept subject
may be spread across several different clusters of equipment. There is a
cluster of equipment at the intercept subject’s home and there is another
cluster of eguipment around the system providing service to the intercept
subject. These two clusters may be one and the same, but the more general

100
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problem is when they are separate. Indeed for some TSPs, these clusters are

Subject to Change

always separated.

Figure 13 shows possible | APs deployed in amobileintercept subject’ s home

equipment cluster.
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Home System

HLR

IDIAP
SSIAP

AN

Packet Switch

<] IDIAP
< rPDIAP

<] IDIAP

MSC

-« ciAP

IDIAP Call-Identifying Information Intercept Access Point
SSIAP Serving System Intercept Access Point

CIAP Circuit Intercept Access Point

PDIAP Packet Data Intercept Access Point

< Information Intercept Access Point
S| Call Content Intercept Access Point

Figure 13:

Mobile Intercept Subject’s Home System IAPs

Figure 14 shows possible IAPs deployed in a mobile intercept subject’s

Serving System equipment cluster.

Serving System

MSC

<« rDIAP
<] IDIAP <« CIAP

Packet Switch

<] IDIAP
<« rDIAP

Figure 14:

Mobile Intercept Subject’s Serving System IAPs
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When the Redirecting System is a system other than the intercept subject’s
Home System, it may be desirable to access all of these Redirecting Systems
to gain access to the call content of calls intended for the intercept subject.
Figure 15 shows possible |APs.

Redirecting System

MSC

<] IDIAP <« cirP

Figure 15: Mobile Intercept Subject’s Redirecting System IAPs

A.2  Access and Delivery Function Equipment Configuration

There are several switching equipment configurations possible for intercept
functions.

One method isto use an external Delivery Function as shown in Figure 16.

Telecommunication System
Service
Provider

Access

Service

Provider c Delivery
Admin-
istration

Law En-
forcement b Collection
Admin-
istration

Figure 16: External Delivery Function

The Delivery Function may be integrated into the switch itself. There are two
basic variations on this theme dealing with how separate and distinct the
administration interfaces remain. These are shown in Figure 17 and Figure
18.

Annex A Deployment Examples 102
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Telecommunication

Service
Provider

Service
Provider

Sy

stem

Access

Delivery

Admin-
istration

Law En-
forcement

Collection

Admin-
istration

Figure 17:

Integrated Delivery Function with a Non-Distinct Administration Interface

Telecommunication

Service
Provider

Service
Provider
Admin-
istration

System

Access

Delivery

Law En-
forcement
Admin-
istration

Collection

Figure 18:
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Integrated Delivery Function with a Distinct Administration Interface
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M obile tel ephone systems may involve separate home and serving TSPs. This

situation is shown in Figure 19.

Aug 13, 2003

Telecommunication Telecommunication
Service Serving System Home System Service
Provider Provider
Access Access
a a
d d
Service Service
Provider c Delivery Delivery c Provider
Admin- Admin-
istration istration
e e
Law En-
Collection forcement
Admin-
istration
Figure 19: Mobile Telephone Systems with Two TSPs

Annex A Deployment Examples

Mobile telephony may elect to use pivoted delivery when a single TSP
controls the Home and Serving Systems, where the CDCs and CCCs are
centralized in aDelivery Function before interfacing the Collection Function.
This allows a single point to control the information delivered to the

Collection Function.
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Figure 20 shows pivoted delivery where two totally independent systems are

used. (Note: g, is an e-interface protocol used between two delivery boxes.)
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Telecommunication
Service ;
Provider Serving System Home System
Access Access
d d
Service Service
Provider Delivery €his Delivery Provider
Admin- Admin-
istration istration
e
Law En-
Collection forcement
Admin-
istration
Figure 20: Independently Administered External Pivoted Delivery
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In the functional model shown in Figure 21, the Access and Delivery
Functions are split into two separate functional blocks with interfaces
between those functional blocks to communicate with each other.

Telecommunication call- call
Service . .
Provider Information Content
Access a a Access
d Service
Provider d
Admin-
istration
a
Call- Call
identifying Content
Information Delivery
Delivery
[S] [S]
Law En-
Collection b forcement
Admin-
istration
Figure 21: A possible functional model for CALEA in Voice over Packet scenario

A.3 Implementation of the d-interface

Annex A Deployment Examples

The CDC should support al of the IAPs within the interfaced Access
Functions. This means that if something is required for a particular Access
Function, it should be provided on the corresponding d-interface. For
example, if an Access Function supports a Call-ldentifying Information IAP
(IDIAP) for an HLR, only the incoming calls and originating calls known to
the HLR need to be reported. Even though the IDIAP alows for the reporting
of al user signaling, the HLR IDIAP need only report the signaling to which
it has access.

Any given Delivery Function need only provide one CCC delivery method.
The delivery method chosen depends upon local economic, policy, and
technical factors. For example, using dedicated circuits is appropriate to
installations already having them and for smaller systems in future installa-
tions. A trunk group offers some efficiencies which may reduce costs on
larger systems. A static directory number, although it may have questionable
complexity, may technically provide the interface.

The Délivery Function should not generate call-identifying data and call
content on its own, so there islittle difference in the call associated and non-
call associated messages from the IAPs. All of the call content should come
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across the d-interface. The Delivery Function may resolve interface differ-
ences between d- and e-interfaces, so it may need to handle different CCC
delivery methods.

If the d-interface for the CCC is within the premises of a TSP, the need for
transmission devices and intervening networks may be eliminated and
simpler non-error handling protocols may be appropriate.

Accesses may be either bridged or looped. In abridged access, the communi-
cation is accessed directly (e.g., in atime slot interchanger or with abridging
circuit) within the Access Function. Separate circuits are brought out for the
transmit and receive paths of the accessed communication, as shown in
Figure 22.

Access

Receive Path
Delivery

Transmit Path

Transmit Circuit

Y

i
LS

Circuit

Figure 22:

Bridged Access

In looped access the accessed communication is switched out of the Access
Function as acircuit, looped through the Delivery Function and back into the
Access Function, asshown in Figure 23. The Delivery Functionisresponsible
for accessing the communication from the looped circuit and not disrupting
the looped communication.

The bridged and |ooped access methods are considered to be logically equiv-
alent, even though they have different physical implementations. They both
access the intercept subject’ s transmit and receive communication paths.

If asubscriber’ s communications are combined, then combined delivery from
the Access Function is sufficient. Even though some communications (e.g.,
speech and 3.1 kHz audio) are fully separated, combined delivery may still be
appropriate since the communications must work even when communicating
with an interface that supports only combined delivery. Even though
combined delivery issufficient, separated delivery istechnically possible, but
may not be economically viable.

Separated delivery on the d-interface allows the combining to take place in
the Delivery Function. Combined delivery may be provided on the d-
interfaceif all communications accessed by the |AP are by nature combined.
There is some middle ground for the decision to be made on a per call basis
using the negotiated bearer capability. The Combining can take place on

107 A.3 Implementation of the d-interface
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L 1 Circuit
[ J
b SR R L L L L T T
e R
. e ¢
Circuit v
V | :| Delivery
~
Access | TERPEES P Receive Path
9 """" P Transmit Path
A i
v
b B A e J
) CPPPF S - o-coooocoososoomo’ )
Circuit
:J Circuit
Figure 23: Looped Access

either the Access or Delivery Function, provided that the communications
that require separated delivery are not combined.

The bottom line for the choices is that they are subject to implementation
decisions based on economic and TSP policy. It is likely that large systems
may have different implementations than small systems.

A.4  Implementation of the e-interface

Annex A Deployment Examples

Any given Delivery Function need only provide one CCC delivery method.
The delivery method chosen depends upon local economic, policy, and
technical factors. For example, using dedicated circuits is appropriate to
installations already having them and for smaller systems in future installa-
tions. Static directory numbers allows for some savings in the number of
trunks required on the Delivery Function and Collection Function. Trunk
groups may offer some savings for some installations.

When the e-interface is implemented between the Delivery Function and the
Collection Function, there may be a number of different protocols used in the
interface. Thisis because there may be intervening networks and specialized
transmission devices (e.g., modems, DSUs, CSUs). The intervening network
allowsthe LEA to procure its communication services from a TSP other than
the TSP providing the Access Function. Transmission devices allow carriage
of information which may not otherwise be possible (e.g., using a modem to
carry dataover an analog facility).

108
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Figure 24 shows a few possibilities of the use of different transmission
schemes on the e-interface. In general, the interface protocol provided by a
Delivery Function (at the e-interface) need not be the same as the interface at
the Collection Function (at the e4-interface). The interface protocol stack for
each interface is chosen at the agreement of the two ends of the transmission
line. Only when there is a direct physical connection between the Delivery
Function and the Collection Function should the interface protocols be the
same.
A | Delivery 1 ; 1 : Collection
Function | ; 1 : Function
B Delivery : ] m : : Collection
Function | ! w | ' Function
C | Delivery | Trans- | : Trans- : Collection
. : mission ; ‘ mission : )
Function | Device | ! Device : Function
D | Delivery | | Trans- 1 } Trans- : Collection
. ‘ mission ‘ mission . .
; ! I Trans- ! Trans- ! :
E Dellvgry ] mission ] mission . CoIIecFlon
Function | ! Device | Device | Function
e e, e, e,
Figure 24: Possible Transmission Schemes for the e-Interface
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Figure 25illustrates possible CDC Protocol Stacks. These are not meant to be

definitive or exhaustive, but rather illustrative.

LAESP Application
Presentation
LPP LPP S
(optional) (optional) Session
TCP TcP Transport
IP
Network
Q.932 X.25 P X.25
SLIP or ;
LAPD LAPB PPP LAPB Link
V.32
Physical
ISDN DS-0 or ISDN B-channel y
D-Channel Analog
Facility
a b c d f g h i j
LEAs have expressed a preference for e and j.
LAESP Application
Presentation
LPP LPP | —
Session
TCP Transport
TCP N
1P
Q.932 X 25 P Network
LAPD LAPB Link
Frame Relay .
Physical
ISDN DS-0 or ISDN B-channel
D-Channel
k | m n p q r S t
LEAs have expressed a preference for e and j.
Figure 25: Possible CDC Protocol Stacks (Sheet 1 of 2)

Annex A Deployment Examples
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LAESP Application
LPP LPP Presentation
Session
TCP TCP Transport
IP
Q.932 X 25 P Network
LAPD LAPB Link
ATM .
Physical
ISDN DS-0 or ISDN B-channel
D-Channel
u Y w y z aa bb cc dd
LEAs have expressed a preference for e and j.
Figure 25: Possible CDC Protocol Stacks (Sheet 2 of 2)

Dedicated data circuits should be used when delivery delay is of utmost
importance.

Dedicated data links should be used where communication resources may be
combined for asingle destination.

Packet switched links should be used where communication services may be
combined and packet switching services are available.

A.6 Possible CCC Protocol Stacks

Figure 26 illustrates possible CCC Protocol Stacks. This is not meant to be
definitive or exhaustive, but rather illustrative.

Dedicated circuits are used when no call content delivery delay can be
tolerated and in traditional intercept arrangements. Dedicated circuits may
require along lead timeto establish a connection. Additional subscribers may
not be added to adedicated circuit, although dedicated circuits may be provi-
sioned before they are needed.

Trunk groups may be used when some call content delivery delay can be
tolerated and there is a high volume of call content deliveries between two
points. A trunk group with excess capacity may be used by a new intercept
subject without additional provisioning. Circuits may be added to a trunk
group as necessary. Each intercept subject may be assigned a minimum
number to reserve an intercept capacity for the intercept subject. The sum of
the minimums should not exceed the capacity of the trunk group. Each
intercept subject may also be assigned a maximum to limit the number of
circuits that an intercept subject may use. This requires the trunk group to

111 A.6 Possible CCC Protocol Stacks
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L Application
Circuit-mode CCC
Presentation
Session
Transport
Q.931 Q.931 ISUP | FG-D Network
LAPD LAPD MTP MF | DTMF Link
ATM I;ralme
elay Analog Physical
DS-0 L
Facility
ISDN B-channel or DS-0
a c d e f g h i j
LEAs have expressed a preference for f and j.

Figure 26:

Possible Circuit-Mode CCC Protocol Stacks

Annex A Deployment Examples

have some excess capacity. This engineering is the same on both sides of the
trunk group.

Static directory numbers may be used when some call content delivery delay
can be tolerated and a high flexibility for provisioning intercepts is desired.
Static directory numbers on the source side use a common trunk group.
Adding atrunk to a source is independent of adding a trunk to a destination.
Trunks may be added at will. Intercepts may also be added provided thereis
enough excess capacity. Each intercept subject may be assigned a minimum
number to reserve an intercept capacity for theintercept subject on the source
side. This same number should be reserved on the destination side. The sum
of the minimums should not exceed the capacity of the trunk group. Each
intercept subject is assigned a maximum number of circuits. The number of
circuits on the destination side should at least be equal to the sum of the
minimums, and the maximum should allow for whatever excess capacity is
desired to prevent blocking. The engineering is different on source and desti-
nation sides. Blocking may occur on other side.

Packet-mode content may be delivered over the CDC (for a small number of
packet types). Other packet-mode content should be delivered using CCCs,
possibly over apacket data network, as shown Figure 27. Dedicated facilities
or subnetworks may be used between the PDIAP and the LEA to provide
appropriate levels of security and throughput.

112

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change PN-4465-RV1
Packet-mode CCC Application
Presentation
Session
TCP TCP Transport
X.25 P X.25 IP Network
LAPB ISLP | HDLC LAPB Link
Data network
PSTN ISDN B-channel or DS-0 _
ISDN B-channel or DS-0 optionally using ATM, Physical
optionally using ATM, Frame Relay, or a modem Frame Relay, or a
modem
a b c d e f g
LEAs have expressed a preference for b and f without ATM or Frame Relay™.

Figure 27: Possible Packet-Mode CCC Protocol Stacks

1. The packet delivery rate of IP encapsulated in X.25 and run over an X.25 network may not provide

adequate throughput.
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Annex B CCC Delivery Methods

This Annex isinformative and is not considered part of this Standard.

B.1 Circuit-Mode vs. Packet-Mode

Annex B CCC Delivery Methods

Circuit-mode communications move call content either as a metallic analog
electrical signal or as a constant rate stream of bits. The stream of bits can be
conveyed by various mechanisms including an ISDN B-channel, a DS-0, or
an ATM circuit (even though ATM has the characteristics of packet-mode
communication, it is essentialy providing a circuit-mode communication
when constant bandwidth is requested). Circuit-mode communications may
carry apacketized data service, but that istransparent to the switching system.
Digital circuit-mode switches route bit streams to their destination. Digital
circuit-mode intercepts route intercepted bit streams to the authorized LEA.

Packet-mode communications move call content as a variable rate stream of
bits conveyed by packets. Packet-mode switches route individual packets to
their destination. Packet-mode intercepts route intercepted packets to the
authorized LEA.

A circuit-mode communication can be intercepted and delivered only over
circuit-mode delivery. This delivery may use dedicated channels (using a
channel number) or it may use channels established on demand (using a
directory number). Any directory number assigned by an LEA can only be
used by one AP to avoid conflicts and busy treatment.

A packet-mode communication can be delivered over a packet-mode delivery
using the same or a different packet delivery protocol. This delivery can use
a connectionless service, a permanently established connection-oriented
service, or a connection-oriented service established on demand. All packet-
mode delivery services require individual network addresses at the LEA to
separate call content from various subjects and intercept access points.

A packet-mode communication can also be delivered using a circuit-mode
delivery to convey packetized information. The circuit-mode connection may
use dedicated channels or it may establish channels on demand. Once the
circuit-mode channel is established, the packet-mode contents can be
delivered using a packet protocol on top of the circuit-mode channel. This
packet delivery protocol can be defined by mutual agreement between the
LEA and the TSP or the protocol can be identified by the Bearer Capability
in the SETUP message when ISDN is used end-to-end. The same delivery
channel can be used for both circuit-mode and packet-mode delivery as
indicated by the presence of Callldentity or PDUType parameters in the
CCOpen message.

In all cases of packet-mode intercepts, the type of packet-mode communi-
cation being intercepted is communicated by the PDUType parameter in the
CCOpen message. Circuit-mode intercept of packet communications are
identified by the BearerCapability parameter in various L AESP messages.
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B.2 Overview

This annex describes the CCC delivery service as a set of mechanisms,
characteristics, and options that may be considered when selecting a CCC
delivery method:

a. A CCC delivery method defining the overall signaling protocol:
* Dedicated Circuit (see B.3);
* Trunk Group (see B.4);
« Static Directory Number (see B.5); or
* Packet Data (see B.6).

The Access Function and the Collection Function shall support at |east
one delivery method. More than one technique may be supported for
implementation richness or for failure backup and for handling of
overloads of individual intercepts.

b. Bearer service for the call content itself (e.g., analog or digital) (see
B.7).

c. Delivering an intercepted communication as separated channels (see
B.8) or as a combined channel (see B.9).

d. Délivery signaling for the CCC (see B.10).

e. Theamount of acceptable end-to-end delay for the particular intercept
(see B.11).

f. Distributing the CCC to more than one Collection Function, each with
its own delivery method and options (see B.12).

Intervening functional entities may convert the basic bearer service or the
signaling method and may add additional delay.

Call content is delivered between the Access Function (or its IAPs) and the
Delivery Function and between the Delivery Function and the Collection
Function. The interface for both transfers is sufficiently similar to warrant
only asingle description. Within this section call content is described gener-
ically as being transferred from a source to a destination.

Thedélivery of intercepted call content information has several phases. These
phases are as follows:

a Obtain anetwork address of destination. Select the destination for the
call content as either a destination directory number or a specific
directly connected trunk.

b. Setup the CCC to destination. Establish a channel to the destination to
be used for the delivery of call content.

c. Degtination acceptance or refusal of a CCC. The destination is given
the option, in some cases, to accept or refuse the CCC.

d. CCC continuity verification. Verify that the CCC has reached the
destination and that it is capable of reliably transferring call content
information.

115 B.2 Overview
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e. Associate intercept subject and call identity to the CCC. Establish the
association of the CCC with the intercept subject, an intercepted call,
and an IAP. Recording of the call content by the destination should
begin at this point.

f. Cal content transfer. Transfer the intercepted call content. This phase
lasts as long as necessary. Information identifying the call content is
sent separately.

g. Early CCC release by the destination. Some delivery methods allow
the destination to release the delivery CCC.

h. Disassociate CCC. Free up the association of the CCC to a particular
call and intercept subject to allow it to be used for other purposes.

i. Norma CCC release by the source.

The information flows described in this section are written for asingle CCC.
These procedures should be repeated for each CCC used (e.g., for separated
delivery).

B.3 Dedicated Circuit CCC Delivery

Dedicated circuit delivery uses one or more circuitsto convey the call content
for asingleintercept subject as shown in Figure 28. Each circuit is dedicated
to a particular intercept subject, so that circuit cannot be used for any other
purpose. The circuit may be switched through the intervening network(s), but
this switching istransparent to the usage of the circuit as the switching occurs
when the circuit is provisioned. Theintercept subject and the call content are
identified with their association to a particular dedicated circuit.

Source A »l Destination A
E R
Subject C A~
Source B |FIIIIIiIiiiIiiiiiiiiiiiiiiiiiiBY Destination B
-V
s .«
ot
Source C Destination C
Figure 28: Dedicated Circuit CCC Delivery

Annex B CCC Delivery Methods

Dedicated circuits are circuits between two functions using dedicated
equipment on both the source and destination. These circuits may be switched
through an intervening network, although call setup procedures do not apply.
Dedicated circuits are used in cases where no delivery delay istolerable.
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Dedicated circuits used for CCCs are assumed to have the following charac-
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a

DC signaling is not available end-to-end as intervening switches may
ignore and not passalong DC signaling. (DC signaling may be used for
direct connections.)

DTMF C-tone may be used to convey DC signaling (i.e., off-hook, on-
hook, decadic digits).

A particular dedicated circuit has only one intercept subject assigned
toit.

An intercept subject may have one or more circuits available for deliv-
ering its call content.

Separate dedicated circuits are required for each intercept subject and
destination pair.

The number of dedicated circuits to each Collection Function need not
be equal.

Obtain Network Address of Destination

Select an idle circuit from the circuits available for this intercept subject and
the selected destination. The selection criteria should use all circuits on a
regular basis.

Setup CCC to Destination

No call setup is necessary.

Seize the selected dedicated circuit as shown in Figure 29.

a

b.

Subject IAP DF CF1 CF2
Subject’s
B ) a
....... L% N A b
............ Se'ze//,,, e c
............ Seize - . d
Figure 29: Setup CCC Using Dedicated Circuits )

The IAP is enabled and it detects that the intercept subject is commu-
nicating (e.g., an origination or termination attempt).

The dedicated circuit is seized to the Delivery Function. This may be
indicated with a DC signaling off-hook (when directly connected), by
dropping DTMF C-tone, or with a CCOpen message.

117 B.3.1 Obtain Network Address of Destination
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c. If applicable, the Delivery Function forwards the seizure indication to
the dedicated circuit associated with the intercept subject to the
Collection Function. The seizure may beindicated withaDC signaling
off-hook (when directly connected), by dropping DTMF C-tone, or
with a CCOpen message.

d. Optionally, the Delivery Function may seize dedicated circuits
associated with the intercept subject to one or more additional autho-
rized Collection Function.

B.3.3 Destination Acceptance or Refusal of a CCC

There is no mechanism defined for a destination to accept or refuse a
dedicated circuit CCC.

B.3.4 CCC Continuity Verification

Annex B CCC Delivery Methods

While dedicated circuits are idle, DTMF C-tone may be applied to them. The
presence of DTMF C-tone may be used to indicate circuit continuity,
although it does not verify the source of the circuit or its association with any
intercept subject.
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B.3.5 Associate Intercept Subject and Call Identity to the CCC

The intercept subject is associated with a dedicated circuit for the life of the
intercept order, so al that is required is to select the particular dedicated
circuit or trunk as shown in Figure 30. The CCOpen message may be used to
associate a particular call with the dedicated circuit. The CCOpen is particu-
larly required when multiple dedicated circuits for a given intercept subject

are used.
Subject IAP DF CF1 CF2
Subject’s
AN . a
........ Lascoper,
............ . ﬂ» o c
............ CCOpen > d

Figure 30: Associate CCC Using Dedicated Circuits

B.3.6 Call Content Transfer

The TSP duplicates the intercepted call content and deliversit to the selected
Collection Functions over the CCCs identified in the CCOpen message
associated with the intercepted communications as shown in Figure 31.

Subject IAP DF CF1 CF2

Subject’s

Communications
................................ ca
___________ Comtent gyl b
............ CogeSentent o]
............ | l...Gontent | SR d

Figure 31: Transfer Call Content Using Dedicated Circuits

a. ThelAPisenabled and it detects that the intercept subject is commu-
nicating (e.g., an origination or termination attempt).

b. The intercept subject’s communications are intercepted and dupli-
cated, and sent to the Delivery Function.

119 B.3.5 Associate Intercept Subject and Call Identity
to the CCC
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c. If authorized, the Delivery Function passes the call content on to the
Collection Function.

d. Optionally, the Delivery Function may duplicate the call content and
deliver it to one or more additional authorized Collection Functions.

Early CCC Release by the Destination

Dedicated circuits may not be released early by the destination.

B.3.8 Disassociate CCC
The intercept subject is associated with a dedicated circuit for the life of the
intercept, however the association for a particular call or intercept may be
released with a CCClose message as shown Figure 32.
Subject IAP DF CF1 CF2
Subject’s
. ,,,,,,',D,‘?},‘E,t,',){,',t)/,,,,,;y//,,,, ..................... a
........ LSCClese . L
............ CCCIose>_______ c
............ e CCClose 3 d
Figure 32: Disassociate CCC Using Dedicated Circuits
B.3.9 Normal CCC Release by the Source.

Annex B CCC Delivery Methods

When a dedicated circuit is released, continuous DTMF C-tone may be
applied. The circuit is free for subsequent intercepts of the same intercept
subject.

The association of a dedicated circuit to a particular intercept subject and
destination is only released when the intercept order is removed or expires as
shown in Figure 33.

a. ThelAPisenabled and it detects that the intercept subject has stopped
communicating (e.g., the call was released or a party has been
dropped).

b. Thededicated circuit isreleased to the Delivery Function. Thismay be
indicated with a DC signaling on-hook (when directly connected), by
applying DTMF C-tone, or with the CCClose message.

c. If applicable, the Delivery Function releases the dedicated circuit
associated with the intercept subject to the Collection Function with a
DC signaling on-hook (when directly connected), by applying DTMF
C-tone, or with the CCClose message.
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Subject IAP DF CF1 CF2
Subject’s
Release 3
Release
>

Figure 33:

B.4

Dedicated Circuit CCC Release

d. Optionally, the Delivery Function may release the dedicated circuits

associated with the intercept subject to one or more additional autho-

rized Collection Functions.

Trunk Group CCC Delivery

Trunk group delivery uses a set of circuits between two functions to convey

call content for a set of subscribers with a common destination as shown in

Figure 34. These circuits may be switched on demand through an intervening
network at the time of need. A given circuit in atrunk group may be used for

any appropriate intercept subject. A line side interface may be part of atrunk

group, although that is outside of the classical definition of atrunk group.

Source A

Source B

Source C

Subject A Subject A
Subject B Subject B
_Subjectc ] /N
B - - Subject ¢
_ Subject | Subject C___
""""" S

SubiectP
Subject E Subject E
Subject F Subject F

Destination A

Destination B

Destination C

Figure 34:

Trunk Group CCC Delivery
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Circuitsin atrunk group are assumed to have the following characteristics:

a. Seize, answer, disconnect and release signals are available using end-
to-end (e.g., DC signaling possibly using the DS-0 A signaling bits,
ISUP out-of-band signaling, ISDN PRI out-of-band signaling, BRI
out-of-band signaling, loop start line signaling). The particular type of
signaling used need not be end-to-end aslong asit isinterworked end-
to-end.

b. There is a one-to-one correspondence between both ends of a trunk
group to identify individual trunks within the trunk group.

c. DTMF C-tone may be used, but it is ignored for the purpose of
signaling.

d. A particular trunk circuit is shared by several intercept subjects.

e. Anintercept subject may use one or more trunk circuits for delivering
its call content. The maximum number of circuits may be specified for
agiven intercept subject.

f. A trunk group goes to only one destination.

g. Thenumber of trunk circuits to each Collection Function need not be
equal.

Obtain Network Address of Destination

Select the trunk group based on the assigned destination. Select an idle trunk
within the trunk group for the particular intercept. The selection criteria
should use all trunksin the trunk group on aregular basis.

Setup CCC to Destination

Seize the trunk using appropriate trunk signaling (e.g., signal off-hook with
the DS-0 A bits, off-hook on aloop start line, send a SETUP message for an
ISDN PRI or BRI, send an Initial Address Message for an ISUP trunk) as
shown in Figure 35.

Subject IAP DF CF1 CF2

Subject’s
Activity ;

K7
MtrrrrsrrreresrrriZisrrrrrss /////,

LSz T .. b

Seize Trunk
..... B R I : . C

_____ | | Seize Trunk - d

Figure 35:

Setup CCCs Using a Trunk from a Trunk Group

Annex B CCC Delivery Methods

a. ThelAP detects that the intercept subject is communicating.
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The |AP sends asignal to seize the trunk to the Delivery Function.

If authorized, the Delivery Function sendsasignal to seizethetrunk to
the Collection Function.

Optiondly if authorized, the Delivery Function may send a trunk
seizure signal to one or more additional Collection Functions.

Destination Acceptance or Refusal of a CCC

A trunk may be accepted by answering the trunk setup signaling (e.g., return
an off-hook with the DS-0 A bits, go off-hook on a loop start line, send a
Connect message for an ISDN PRI or BRI, send an Answer Message for an
ISUP trunk) as shown in Figure 36.

Subject IAP DF CF1 CF2
............ o laghoswerTounk a
____________ | (,////lkAnswerTrunk b
....... ,////A”SWEVTr””k R .

Figure 36: Acceptance of CCCs Using a Trunk of a Trunk Group

a

When the trunk is seized at the Collection Function, it may accept the
call by returning an answer indication.

Each additional Collection Function trunk seized may return an answer
indication.

If thecall isaccepted by the Delivery Function, it may return an answer
indication to the |AP.

A trunk may be refused by not answering the seize signal as shown in Figure
37 and Figure 38. If the expected answer signal does not arrive in time, the
source assumes that the call was refused and proceeds to release the trunk
circuit. A refusal by one Collection Function shall not prevent the delivery of
call content to other Collection Functions.

a
b.

When atrunk is seized by the IAP, an answer timer is started.
The answer timer expires, indicating that the call was refused, and...
...the AP releases the trunk toward the Delivery Function.

When atrunk is seized by the Delivery Function, an answer timer is
started.

The answer timer expires, indicating that the call was refused, and...

...the Delivery Function releases the trunk toward the Collection
Function.

123 B.4.3 Destination Acceptance or Refusal of a CCC
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Subject

IAP

LSezZe Tk .

( Answer Time-out) -

Release Trunk
tr220s1200100012000 000000000 Y

DF

CF1

CF2

Figure 37:

DF Timed Refusal of a CCC Using a Trunk of a Trunk Group

Subject

IAP

DF

Seiz )
vrrrzrrsrszrisses /””””/"/////,

( Answer Time-out) -

unk

Release Trunk
,,,,,,,,,,,,,,,,,,,,,,,,mm”////,,

CF1

CF2

Figure 38:

Annex B CCC Delivery Methods
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A trunk may be refused by some out-of-band signaling sending a release
signal (e.g., ISDN or ISUP) as shown in Figure 39 and Figure 40. A refusal
by one Collection Function shall not prevent the delivery of call content to
another Collection Function that accepts the call content.

Subject IAP DF CF1 CF2
SezeTnk, . ... ... a
Release Trunk
//////,,,,,,,,,,,,,,,,,,,,,,,,,,,,, . . . o .. . b
Figure 39: DF Refusal of a CCC Using a Trunk of a Trunk Group
a. A trunk isseized by the IAP.
b. The Delivery Function refuses the call by sending arelease signal.
Subject IAP DF CF1 CF2
Release Trunk
,/////,,,,,,,,,,,,,,,,,,,,,,,,,,,,, o .. . b
Figure 40: CF Refusal of a CCC Using a Trunk of a Trunk Group

a. A trunk isseized by the Delivery Function.
b. The Collection Function refuses the call by sending arelease signal.

125 B.4.3 Destination Acceptance or Refusal of a CCC
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B.4.4 CCC Continuity Verification

Immediately upon acceptance of the seizure, the destination may loop around
the CCC. The source may apply atest signal (or the call content itself) and
verify that the signal returned is the same as the signal that was sent. This
continuity test may have to account for various transmission and switching
delays. Since a CCC could be looped around and delayed anywhere, this test
does not confirm that the call content was actually delivered to its intended
destination. CCC continuity verification is shown Figure 41.

Subject IAP DF CF1 CF2

Subject’s

Communications
................................ a
___________ Coment gyl b
.................. Content gyl .| e
_____________ oy Test
............. e SR e P,
_____________ ‘antinuity'l_'est _ _ ' .

Figure 41: CCC Continuity Test

c.,e. WhenaCCCisseized; atone, test pattern, or the call content isapplied
to the CCC by the source.

d., f. At the destination of the CCC, the received call content is looped
around to the transmit path of the CCC. This loop around should
remain in place for the duration of the call content delivery. The desti-
nation may detect a preambletone or test pattern to verify that the CCC
is valid from the source. The source shall verify continuity before
delivering call content. the source should continuously or periodically
verify that the looped around call content is as expected through the
duration of call content delivery.

B.4.5 Associate Intercept Subject and Call Identity to the CCC

The CCOpen message associates the intercept subject and a particular call
with a particular circuit in atrunk group.

The CCOpen message is communicated in the same manner as dedicated
connections (see B.3.5).

Annex B CCC Delivery Methods 126
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B.4.6 Call Content Transfer

The TSP duplicates the intercepted call content and deliversit to the selected
Collection Functions over the CCCs identified in the CCOpen message
associated with the intercepted communications as shown Figure 42.

Subject IAP DF CF1 CF2

Subject’s

Communications
................................ a
........... Coment gyl b
___________________ Content gy ... c
.................. Content SR SSu

Figure 42: Transfer Call Content Using a Trunk in a Trunk Group

a. ThelAPisenabled and it detects that the intercept subject is commu-
nicating.

b. The intercept subject’s communications are intercepted and dupli-
cated, and sent to the Delivery Function.

c. If authorized, the Delivery Function passes the call content on to the
Collection Function.

d. Optionally, the Delivery Function may duplicate the call content and
deliver it to one or more additional authorized Collection Functions.

B.4.7 Early CCC Release by the Destination

A trunk in atrunk group may be released early by the destination with the
appropriate trunk release signaling (e.g., on-hook indication with the DS-0 A
bits, on-hook on aloop start line, aDISCONNECT message for an ISDN PRI
or BRI, aRelease for an ISUP trunk) as shown Figure 43. The circuit is free
for subsequent intercepts for any intercept subject. Once a CCC is released,
the call content delivery may not be re-established.

Subject IAP DF CF1 CF2

Release Trunk

............ L ///////A,///””””””””””””n 5 o o o o o o o oa
Release Trunk

............ . ,% b

....... ,%,BEJ,93§S,II,BD,T Y A

Figure 43: Early Release of CCC Using a Trunk in a Trunk Group
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a The Collection Function determines that the call content is not of
interest and it signalsto release the trunk.

b. Additionally other Collection Functions may indicate that they are not
interested in the call content and they independently signal to release
the trunk.

c. When the Delivery Function determines that the call content is not of
interest to any Collection Function, the Delivery Function may send a
signal to release the trunk to the IAP.

If the destination is not provisioned for early release, the delivery of call
content to the destination may be re-established by the source after an
unintended early release.

B.4.8 Disassociate CCC

The CCClose message disassociates the intercept subject and a particular call
with a particular trunk in atrunk group.

The CCClose message is used in the same manner as dedicated connections
(see B.3.8).

B.4.9 Normal CCC Release by the Source

A trunk in atrunk group is normally released by the source with the appro-
priate trunk release signaling. (e.g., on-hook indication with the DS-0 A hits,
on-hook on aloop start line, a DISCONNECT message for an ISDN PRI or
BRI, a Release for an ISUP trunk) as shown in Figure 44. The circuit is free
for subsequent intercepts for any intercept subject.

Subject IAP DF CF1 CF2
Subject’s
A o . a
Release Trun b

....... . e

Release Truné

............ R 0 ////,, P . . C

Release Trunk .
............ - Y d

Figure 44: Release CCC Using a Trunk in a Trunk Group

a. ThelAP detectsthat the intercept subject is no longer communicating.
b. ThelAP sendsasignal to release the trunk to the Delivery Function.

c. The Delivery Function sends a signal to release the trunk to the
Collection Function.
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d. Optionally if authorized, the Delivery Function may send a trunk
release signal for each additional seized trunk to one or more
Collection Functions.

Static Directory Number CCC Delivery

Static directory number delivery uses one or more switched connections to
convey the call content for a particular intercept subject as shown in Figure
45, Each intercept subject is assigned one or more directory numberswith one
number assigned for each CCC that may be delivered. The intercept subject
is identified by its association with the directory number. The call content
should be separately identified.

Source A

Source B

Source C

SubjectA [/ \...._. Subject A
Subject B S
_SubjectC __of A .. Subject B _ Destination A
- Wbject
_Subject C o Subject C -
IIIIiiiiiiz Circuit oIIIiiiiiiis Destination B
Switched [~ 7777777
Network SU?\?CS—? -
Subject D
Subject E .
Subject . _§y_b_1§_qt_ E.
Sotoiotios IIIIIIIiiiiii Destination C
Subject F

Figure 45:

Static Directory Number CCC Delivery

A dstatic directory number uses a circuit from a general set of circuits inter-
facing a telephone network. These circuits are switched through an inter-
vening network. A given circuit may be used for any appropriate intercept
subject. Thecircuit may be aline or atrunk and the type of circuit may change
as the circuit is switched and interworked through the network from the
source to the destination.

Only one call may be delivered to a static directory number at atime. No hunt
groups may be used. This ensures that the call may be associated by using
only the directory number for identification. One directory number should be
assigned for the number of calls expected from each enabled |AP or Delivery
Function.

Circuits used for static directory numbers are assumed to have the following
characteristics:
a. Seize, setup, answer, disconnect and release signalsare available using

end-to-end (e.g., DC signaling possibly using the DS-0 A signaling
bits and in-band tones, |SUP out-of-band signaling, ISDN PRI out-of -
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band signaling, BRI out-of-band signaling, loop start line signaling).
The particular type of signaling used need not be end-to-end aslong as
it isinterworked end-to-end.

b. There is a one-to-one correspondence between a static directory
number, an intercept subject and the CCC.

c. DTMF C-tone may be used, but it is ignored for the purpose of
signaling.

d. A particular circuit is not dedicated to a particular intercept subject.

e. Anintercept subject may use one or more circuitsfor delivering its call
content. The maximum number of circuits may be specified for agiven
intercept subject for each destination.

f. Capacity for the CCCs may be reserved in each functional entity for
each intercept subject.

g. Capacity for the CCCs may or may not be reserved in the network to
reduce network blockage.

h. The number of circuitsto each Collection Function need not be equal.

Obtain Network Address of Destination

Select an idle static directory number based on the intercept subject identity
and destination. The selection criteria should use all directory numbers on a
regular basis.

Setup CCC to Destination

Seize the trunk and setup the call to the destination as shown in Figure 46
using appropriate trunk signaling (e.g., signal off-hook with the DS-0 A bits
followed by appropriate MF outpulsing, off-hook on aloop start linefollowed
by appropriate DTMF outpulsing, send a SETUP message with the appro-
priate called number for an ISDN PRI or BRI, send an Initial Address
M essage with the appropriate called number for an ISUP trunk).

Subject IAP DF CF1 CF2
Subject’s
y,,,,”'A,\,gE,I,\,/,I,EX,,,,,,,,)"////,,, ..................... .. oa
Setup Trunk .,

....... ,,,,,,,,,,,,p,,,,,,,,,,,,,,,,/////,, Lo Lo . b
Setup Trunk.,

............ B e < o . C
Setup Trunk .,

............ p Y 24 d

Figure 46: Setup Trunk to Destination
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The CCC for a static directory number is established using normal call setup
procedures (e.g., loop start line, ISDN, MF trunk or ISUP trunk).

a. |APisenabled to the Delivery Function.
b. AP setsup a CCC to Delivery Function.
c. Delivery Function setsup a CCC to an authorized Collection Function.

d. Additionaly the Delivery Function may setup CCCs to other autho-
rized Collection Functions.

B.5.3 Destination Acceptance or Refusal of a CCC

The CCC is accepted by answering the delivered call. The CCC may be
refused by not answering the delivered call within a period of time (mutually
agreed upon between the TSP and LEA) or by refusing the connection
directly.

The acceptance or refusal is communicated in the same manner as trunked
connections (see B.4.3).

B.5.4 CCC Continuity Verification

Circuit continuity should be verified upon call setup since the connection
between the source and the destination is unknown without this test.

CCC continuity verification is done in the same manner as trunked connec-
tions (see B.4.4).

B.5.5 Associate Intercept Subject and Call Identity to the CCC

The intercept subject is associated with a static directory number for the life
of the intercept. The CCOpen message associates a particular call with the
static directory number.

The CCOpen message is communicated in the same manner as dedicated
connections (see B.3.5).

B.5.6 Call Content Transfer

The TSP duplicates the intercepted call content and deliversit to the selected
Collection Functions over the CCCs identified in the CCOpen message
associated with the intercepted communications as shown Figure 42 (see
B.4.6).

B.5.7 Early CCC Release by the Destination.

CCCsmay bereleased early by the destination in the same manner astrunked
connections (see B.4.7).

Releasing the CCC frees the static directory number for subsequent inter-
cepts.
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If the destination is not provisioned for early release, the delivery of call
content to the destination may be re-established by the source after an
unintended early release.

B.5.8 Disassociate CCC

The CCClose message disassociates the intercept subject and a particular call
with the static directory number.

The CCClose message is used in the same manner as dedicated connections
(see B.3.9).

B.5.9 Normal CCC Release by the Source

CCCs are released normally by the source in the same manner as trunked
connections (see B.4.9).

Releasing the CCC frees the static directory number for subsequent inter-
cepts.

B.6  Packet Data CCC Delivery

The text in this section may not apply to an IP network.

Packet data delivery uses one or more packet-switched connectionsto convey
the call content for a particular intercept subject as shown in Figure 47. Either
connection-oriented or connectionless packet data services may be used.
Each intercept subject is assigned one or more data network addresses with
one number assigned for each CCC that may be delivered. The intercept
subject isidentified by its association with the data network address. The call
content is separately identified with the PDU Type parameter of the CCOpen

message.

Only one communication may be delivered to a given data network address
at atime. A unique address shall be used. This ensures that the communi-
cation may be associated by using only the data network address for identifi-
cation. One data network address should be assigned for each of the number
of communications expected from each enabled |AP or Delivery Function.

Channels used for packet data CCC delivery are assumed to have the
following characteristics:

a. Therelationship between theintercept subject, aparticular |AP and the
CCCisuniquely identified by the data network address.

b. A particular physica channel may be shared by several intercept
subjects.

c. One or more channels may deliver the call content of any particular
intercept subject. The maximum number of channels may be specified
for agiven intercept subject for each |AP and destination.
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) Subject A
Subject A TIIIiiiiiiiiiiiio
Subject B TS
Source A Subject C __._Subject B_ Destination A

. Sub/e(-‘l‘ C

Subject C o
Source B oIIIIIiii: Packet oIIoiiiiiis Destination B
Switched TS

Network 5ut}\

Subject D ___Subject E_
SourceCc | SubjectE Sooooioooooe- Destination C
_S_l:IpJ?QE_F__ Subject F
Figure 47: Packet Data CCC Delivery

d. Capacity for the CCCs may be reserved in each functional entity for
each intercept subject.

e. Capacity for the CCCs may or may not be reserved in the network to
reduce network blockage.

f.  Thenumber of channelsto each Collection Function need not be equal.

B.6.1 Obtain Network Address of Destination

Select a data network address based on the intercept subject identity and
destination.

B.6.2 Setup CCC to Destination

If necessary, setup a connection-oriented data call to the destination (e.g., an
X.25 SETUP).

B.6.3 Destination Acceptance or Refusal of a CCC

The CCC is accepted by answering the delivered connection-oriented data
call. The CCC may be refused by not answering the delivered call within a
period of time (mutually agreed upon between the TSP and LEA) or by
refusing the connection directly.

Connectionless CCC delivery channels cannot be refused.

B.6.4 CCC Continuity Verification

Data circuit continuity may be verified using normal link or end-to-end
acknowledgments appropriate to the selected packet data service.
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B.6.5 Associate Intercept Subject and Call Identity to the CCC

The intercept subject is associated with a network data address for the life of
the intercept. The CCOpen message associates a particular call with the data
network address in the same manner as dedicated connections.

The CCOpen message is communicated in the same manner as dedicated
connections (see B.3.5).

B.6.6 Call Content Transfer

Call content is transferred using the data transfer appropriate to the selected
packet data service.

B.6.7 Early CCC Release by the Destination

Connection-oriented CCCs may be released early by the destination.
Releasing the CCC frees the data network address for subsequent intercepts.
Connectionless CCCs are not released.

If the destination is not provisioned for early release, the delivery of call
content to the destination may be re-established by the source after an
unintended early release.

B.6.8 Disassociate CCC

The CCClose message disassociates the intercept subject and a particular call
with the data network address.

The CCClose message is used in the same manner as dedicated connections
(see B.3.8).

B.6.9 Normal CCC Release by the Source

A connection-oriented channel is released normally by the source.
Connectionless CCCs are not released.

Releasing the CCC frees the data network address for subsequent intercepts.

B.7  Delivery Bearer Service

Circuit-mode call content may be delivered with analog or digital circuits
(DS-0 or ISDN B-channels) when voi ce (speech) or audio bearer services are
delivered. Circuit-mode digital data bearer services require digital circuits.
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Packet-mode communications may be delivered using circuit-mode CCCs,
packet-mode CCCs, or aCDC (for certain packets).

B.8 Separated Content Delivery

The transmit and receive paths of the call content are kept separated. This
type of delivery is appropriate for digital bearer services and some voice
(speech) or audio services that take advantage of end-to-end separated
communications. It may also be used to avoid the introduction of distortion
in the delivery of the call content.

Call-identifying information is delivered over a separate data channel as
shown in Figure 48.

Delivery Collection
Call-ldentifying ... g==r=mrr) g @ - (Frmm =) Il CDC
Information Channel Channel
Transmit Path N*b Transmit CCC

Circuit Circuit
Receive Path <->04-> Receive CCC
Circuit Circuit

Figure 48:

Separated Content Delivery

B.9 Combined Content Delivery

The transmit and receive paths of the call content is combined and delivered
over asinglecircuit for the communications of an intercept subject. Thistype
of delivery isappropriate for voice (speech) and audio bearer service commu-
nications, especialy when one of the partiesis on a two-wire loop start line.
Since the bridging device may cause signal distortion, this type of delivery
may not be appropriate for digital bearer services.

Call-identifying information is delivered over a separate data channel as
shown in Figure 49.

Information

Call-Identifying _

Delivery Collection
- T - - o+~ - = - - ] CDC
Channel Channel

Transmit Path -
< H
Circuit A ‘-b Combined CCC

Receive Path Y Circutt
- ) Bridging

Circuit Device

Figure 49:

Combined Content Delivery
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B.10 Signaling for Switched Delivery

Switched circuits may use any signaling method including the following:

* MF signaling (to access switching networks or to convey the
directory number to the Collection Function upon network

egress);
» ISUPsignaling;
» ISDN signaling; or
» metallic signaling methods (e.g., analog facility signaling).

B.11 Call Content Delivery Delay

Annex B CCC Delivery Methods

Call content may be delayed in some situations so that a channel can be setup
and switched through a network and not lose any important call content (i.e.,
any call content after answer and before release).

The strategies for managing switched circuits is beyond the scope of this
Standard. It isthe responsihility of the Access or Delivery Function to ensure
that a CCC is available or connected to the downstream Delivery or
Collection Function for thetimely delivery of the call content. Such strategies
may include, but not be limited to, the following (in no particular order):

* delayed or
e anticipatory.

Delayed sets up a CCC delivery circuit connection to the downstream
function upon demand. The call content is delayed by any time differencein
the availability of cal content and the acceptance by the downstream
function(s).

Anticipatory sets up acircuit connection to the downstream function in antic-
ipation of call content availability. Call content should not belost or delayed.
One or more circuits are set up when the intercept is provisioned. As circuits
are used, additional circuit connections may be set up in anticipation of
additional demand. The additional circuit connections may be dropped asthe
additional demand ceases.

136
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B.12 Call Content Distribution

Call content may be distributed to more than one Collection Function as
shown in Figure 50. The call content must be screened to ensure that only
authorized content is delivered. The characteristics of each delivery may be
different for each destination Collection Function.

IAccess —3»1 Delivery —»{ Collection
_\_

Collection

B

fl Collection

Figure 50: Call Content Distribution

Call content may be delivered through an intervening Delivery Function,
called a Pivoted Delivery Function, to allow a TSP to centralize its screening
and distribution of intercepted information as shown in Figure 51.

Collection
Access
\
Delivery | Collection
/
Access Delivery
Collection
| Access
Figure 51: Pivoted Delivery with Distribution

B.13 DTMF C-Tone Signaling Procedures

Some call eventsdescribed in Stage 1 and Stage 2 can be signaled using tones.
This method has been used for electronic surveillance circuits for years.

Tone signaling allows Plain Old Telephone Service (POTS) switchhook
signaling of the intercepted communication to be sent over a CCC and yet
allow the CCC to useits Direct Current (DC) loop signaling to communicate
its switchhook signaling. While the intercept subject’s telephone instrument
ison-hook, aDTMF C-toneissent. Thisallowsfor simplesignaling for origi-
nation attempts, cal controls (DTMF or decadic bursts for digits and
switchhook flashes), answer, disconnect and release. The signals are differ-
entiated by timing in the same manner as traditional DC signaling, that is:

a C-tone off is off-hook or aseizure.

137 B.12 Call Content Distribution
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=)

10 msC-tone on followed by 10 ms C-tone off (£10%) isadecadic dial
pulse.

100 ms C-tone off separates the individual decadic digits. A digit
consists of 1 to 10 pulses (with 10 pulses representing the digit 0).

DTMF digits (0-9, * and #) are sent normally.

200 to 1500 ms C-tone on followed by C-tone off is a switchhook
flash.

f. 2000 ms C-tone on is a disconnect or on-hook.

o

o

o

Figure 52 shows the frequency pairs used for each DTMF digit.

697

Sl B e

770

d B EE

852

Tl L)L

941

g B E e
1209 | 1336 | 1477 | 1633
Hz Hz Hz Hz

Figure 52: Digit to DTMF Tone Mapping

Figure 53 shows an example of normal DC and DTMF signaling converted to
DTMF C-tone signaling.

DC Switchhook Signaling

-

Seize Decadic Digit DTMF Dlgits Flash Disconnect

)

C-Tone Signaling

Figure 53: DTMF C-tone Signaling

Out-of -band signaling conveys additional information and is used for modern
telephone services, such as ISDN and wireless.
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Annex C CDC Delivery Methods

This Annex isinformative and is not considered part of this Standard.

This Annex describes the CDC delivery services as a set of mechanisms,
characteristics, and options that may be considered when selecting adelivery
method.

CDCs may be delivered using one of the following delivery methods:

a Dedicated data circuit, or
b. Dedicated datalink.

Normally call-identifying information is sent as the events occur. Call-identi-
fying information may be delayed to be synchronized with delayed call
content.

C.1 Dedicated Data Circuit CDC Delivery

Call data is delivered over a data circuit that is dedicated to a particular
intercept subject as shown in Figure 54.

Subject A
e _,
Source A | _SubjectB ] Destination A
Ubject o
T
Subject C
Source B [mrmrm T T 1 Destination B
R
sub\_ef‘.?-—-"”" B
) Subject E _)
Source C Destination C
Subject F
o _>
Figure 54: Dedicated Data Circuit CDC Delivery
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C.2 Dedicated Data Link CDC Delivery

Aug 13, 2003

Call dataisdelivered over adata circuit that is dedicated to a particular desti-
nation, but is shared with the intercept subjects monitored by the destination

as shown in Figure 55.

Source A

Subject A
Subject B

Source B

Subject C

Source C

subiect O -

- Subject E
Subject F

e e _,

Destination A

e e _)

Destination B

e _,

Destination C

Figure 55:

Dedicated Data Link CDC Delivery

C.3 Call Data Distribution

Annex C CDC Delivery Methods

Call data may be distributed to more than one Collection Function. Theinfor-

mation delivered to each Collection Function must be duplicated and

screened to ensure that only authorized information is delivered.

The delivery options may be different for each path between a Delivery and

a Collection Function.
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Information Access Scenarios

This Annex isinformative and is not considered part of this Standard.

Several basic circuit-mode call scenarios are described in this section. The
intent of this section isto provide representative examples of reported events
over a CDC and changes in connections for the CCC. This section is not an
exhaustive set of examples. Each specific scenario applies to a particular
service and configuration, but should be considered to be applicable to other
similar services and configurations. TSPs may provide access using configu-
rations and accesses not shown and systems are not obligated to implement
particular services or accesses in the way illustrated. There may also be
implementation differences providing different numbers of Callldentity per
scenarios. (The scenarios assume that there is one Callldentity used for each
CCC, unless noted otherwise.)

The Sep column provides a reference number for a scenario step.

The Action column describes a particular action by the intercept subject or by
another party.

The Reported Event column describes the event messages sent over the CDC.
The Interface Access Point (IAP) is depicted as “XXXIAP>." Following the
AP isthe party/channel involved in the event and then the event.

These scenarios show the CCOpen occurring at the earliest opportunity. The
CCOpen is required before the call is answered. The CCOpen and CCClose
may not occur at all in scenarioswhere the call is not answered. The CCOpen
may be delayed until answer, such asstep 5inD.4 and step 3in D.6.

In scenariosinvolving multiple systems, the |APsfor asystem are subscripted
to indicate a particular system. If al of the indicated intercepts are not
activated, some information loss is possible. If al of the indicated intercepts
are activated, some information may be duplicated.

The Connection Diagram column depicts the connections at the end of a
particular action.

Figure 56 depicts the connection diagram convention used in this Standard to
describe a switch connection for asingle intercept call of a switching system.

The switch symbol represents a system which has been presented with the
electronic surveillance court order.

The switch control symbol represents that part of the system that detects and
processes any applicable signaling information.

The CCCs may use any content delivery service using one or more circuits
(see Annex B).
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Two-Way Switch One-Way
Connection Connection Connection
Intercept
Subject Other
Party (S Party (A
Y (S) s J A % Y (A)
Switch
B -| —— Other
Switch _— Parties (B)
Control
CCC1 i
Switch Control -~ 7 A DF lg)ehvt?ry
Connection unction
Call Content Call Content
Channel Channel Number
Figure 56: Switch Connection Diagram Conventions
Call and telecommunication services are built from one or more of the
following simple switch connections as shown in Table 25. Actual accesses
may be accomplished with one or more of these simple switch connections.
Table 25: Simple Switch Connections (Sheet 1 of 3)
Switch
Connection Switch Connection Description Diagram
Name
Idle The call connections for the IAP are idle. s
Intercept The intercept subject is suspended. No other party is
Subject connected. Announcements or tones may be applied toward S u
Suspended the intercept subject.
.. CCCLDF
Intercept The switch control is collecting digits from the intercept
Subject subject. No other party is connected to the intercept subject. | S
Collect Announcements or tones may be applied toward the inter-
cept subject.
The call content connection may be logical, ratherthan | . CCClpE
physical, provided that the information characterizes the
system prompts to the subject and the responses from the
subject.
Intercept The intercept subject is waiting for the other party (A) to S<
Subject answer. The intercept subject may be able to hear call = A
Awaiting progress tones from the partially cut-through circuit.
Answer
. S8 pE
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Table 25: Simple Switch Connections (Sheet 2 of 3)
Switch
Connection Switch Connection Description Diagram
Name
Intercept The intercept subject is connected and fully cut-through to o
Subject the other party (A) (at least from the switch perspective). A
Connected If the intercept subject was previously cut-through, this may
also be used to indicate a change in parties (i.e., a new party
added, an existing party dropped, an existing party split off). .SCC O
Other Partial | The other party (A) is partially cut-through to allow it to s
Cut-through monitor call progress announcements or tones. The inter- B> A
cept subject may be alerting for party (A).
WSS DE
Other Collect | The other party (A) is fully cut-through to allow it to monitor N
announcements and tones. Call control monitors in-band [ A
signaling tones from the other party (A). B
...... CCClpE
Other The other party (A) is fully cut-through to allow it to monitor s
Suspended announcements or tones. B1A
WSS b
Other Held The other party (A) is placed on hold, but is not monitored. N =1 A
WSCCpE
Redirection A call between a party (A) and the intercept subject is
Alerting redirected to one or more other parties (B). The call is only S A
partially cut-through to allow party (A) to monitor call B
progress tones. One or more other parties (B) may be
alerting, but none has answered. ..SCCl OE
Redirection A call between a party (A) and the intercept subject is
Await answered and redirected to one or more other parties (B). S A
Answer The call is only partially cut-through to the other parties (B) d-B
to allow party (A) to monitor call progress tones. One or
more other parties (B) may be alerting, but none has . CCCL OE
answered. or
Monitored on the A leg, the call has been answered and cut-
through. S A
< B
WCCC b
Redirection A call between a party (A) and the intercept subject is s A
Connected redirected to one or more parties (B). The call is fully cut-
through to allow party (A) and the other parties (B) to B
communicate.
...CCCL bF
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Table 25: Simple Switch Connections (Sheet 3 of 3)
Switch
Connection Switch Connection Description Diagram
Name
Multi-Party The intercept subject is attempting a call to party A and one
Awaiting or more other parties (B). The paths are only partially cut- “A
Answer through to allow the intercept subject to monitor call d-B
progress announcement and tones. Only the intercept
subject leg is monitored. L SCC b
Multi-Party The intercept subject has cut-through a call to party (A) and
Connected is attempting a call to one or more parties (B). The paths to A
and Awaiting | the other parties (B) is only partially cut-through to allow the Jd-B
Answer intercept subject to monitor call progress announcement
and tones. Only the intercept subject leg is monitored. ..CCCl e
Multi-Party The intercept subject has cut-through a call to party (A) and
Connected one or more other parties (B). Only the intercept subject leg A
is monitored. B
The intercept subject with an existing multi-party connection
has a change in parties (i.e., one or more parties joining, one . CCCL D

or more parties dropped, one or more parties split off).
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D.1  Simple Abandoned Call Attempt

An intercept subject at (202) 555-0000 goes off-hook. Without dialing any
digits, the intercept subject goes back on-hook.

Table 26: Simple Abandoned Call Attempt Scenario
Step Action Reported Event Connection Diagram
1 Anintercept subjectat (202) | CIAP> CCOpen (CCC1)
555-0000 goes off-hook. S |
=
CCCLhp
2 Without dialing any digits, IDIAP> Origination
the intercept subject goes (User Input =) S
back on-hook. IDIAP> Release
CIAP> CCClose (CCC1)

D.2 Partial Dial Abandon

An intercept subject at (202) 555-0000 goes off-hook and dials a few digits
(123). The intercept subject goes back on-hook.

Table 27: Partial Dial Abandon Scenario
Step Action Reported Event Connection Diagram
1 Anintercept subjectat (202) | CIAP> CCOpen (CCC1)
555-0000 goes off-hook S |
and dials a few digits (123). n
CCCL e

2 The intercept subject goes | IDIAP> Origination
back on-hook. (User Input = “123") S

IDIAP> Release

CIAP> CCClose (CCC1)
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D.3 Pre-Answer Abandon

An intercept subject at (202) 555-0000 goes off-hook and dials Party A at
(202) 555-1111. The call is extended to Party A. The intercept subject goes
back on-hook before the call is answered.

Table 28: Pre-Answer Abandon Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen (CCC1)
(202) 555-0000 goes off- S
hook to initiate a call. n
..... CCClpF
3 The intercept subject dials No change.
Party A at (202) 555-1111.
4 The callis extended to Party | IDIAP> Origination o
A. (User Input="2025551111", = A
Called Party=2025551111)
SCCpE
5 The intercept subject IDIAP> Release S
abandons the call. CIAP> CCClose (CCC1)
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D.4

Subject to Change

Simple Outgoing Call

PN-4465-RV1

Theintercept subject (S) at (202) 555-0000 goes off-hook toinitiate acall and

dials Party A at (202) 555-1111. After the call is completed, the intercept
subject dialsmore digits. L ater the intercept subject disconnectsto release the

call.
Table 29: Simple Outgoing Call Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen (CCC1)
(202) 555-0000 goes off- S
hook to initiate a call. n
CCClhe
3 The intercept subject dials No change.
Party A at (202) 555-1111.
4 The callis extended to Party | IDIAP> Origination o
A. (User Input="2025551111", N A
Called Party=2025551111)
CCCLpp
5 Party A answers. IDIAP> Answer () < A
ccClpye
6 The intercept subject dials No change.
more digits, 1234567.
7 The intercept subject IDIAP> Release S
releases. CIAP> CCClose (CCC1)
For system using en bloc sending (such as ISDN or wireless), steps 2, 3, and
4 may be combined into a single step.
Table 30: Alternate Steps for en bloc Sending
Step Action Reported Event Connection Diagram
2 The intercept subject at CIAP> CCOpen (CCC1) o
3 (202) 555-0000 initiates a IDIAP> Origination = A
4 | calltoParty Aat(202) 555- |  (User Input="2025551111",
1111 using en bloc Sendlng. Called Party:2025551111)
CCCLpp
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D.5

Re-Origination

Subject to Change

Aug 13, 2003

Theintercept subject (S) at (202) 555-0000 goes off-hook toinitiate acall and
dials Party A at (202) 555-1111. After the call is completed, Party A hangs
up. The intercept subject re-originates a call to Party B at (202) 555-2222.
Later the intercept subject disconnects to release the call.

Table 31: Re-origination Call Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen (CCC1)
(202) 555-0000 goes off- S13
hook to initiate a call. i
..... CCClpE
3 The intercept subject dials No change.
Party A at (202) 555-1111.
4 The callis extended to Party | IDIAP> Origination o
A. (User Input="2025551111", N A
Called Party=2025551111)
CCC b
5 Party A answers. IDIAP> Answer () < A
SCCpE
6 Party A disconnects. IDIAP> Release S
CIAP> CCClose (CCC1)
7 The intercept subject CIAP> CCOpen (CCC1)
initiates another call with re- S |
origination to Party B at i
(202) 555-2222.
SCCbE
8 The callis extended to Party | IDIAP> Origination o
B. (User Input="2025552222", < B
Called Party=2025552222)
CCCpE
9 Party B answers. IDIAP> Answer () < 5
CCCpE
10 | The intercept subject IDIAP> Release S
releases. CIAP> CCClose (CCC1)
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Alternatively steps 6 and 7 may be as follows for some switching systems:

Table 32: Alternate Re-origination Call Scenario Steps
Step Action Reported Event Connection Diagram
6 Party A disconnects. IDIAP> Release s
|
=
CCCL e
7 The intercept subject
initiates another call with re- S |
origination. i
CCCLp

D.6 Simple Incoming Call

The intercept subject (S) at (202) 555-0000 receives a voice call from Party
A at (202) 555-1111. The intercept subject answers the call. The cal is

released.
Table 33: Simple Incoming Call Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at IDIAP> TerminationAttempt
(202) 555-0000 receives a (2025551111) S B> A
voice call from Party A at CIAP> CCOpen (CCC1)
(202) 555-1111.

L8 pE
3 The intercept subject IDIAP> Answer <
answers the call. (2025550000) A
ccClpye
4 The call is released. IDIAP> Release

CIAP> CCClose (CCC1)
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D.7  Call Waiting and Recall

PN-4465-RV 1

The intercept subject (S) at (202) 555-0000 receives a voice call from Party
A at (202) 555-1111. The intercept subject answers the call. Later, a second
call arrivesto alert the intercept subject from Party B at (202) 555-2222. The
intercept subject answers the second call with Call Waiting. The intercept
subject toggles back to the original call. The intercept subject ends that call
by hanging up causing the held party to recall the intercept subject. The
intercept subject answers the call. The second call is released.

This sequenceis shown with three separate scenariosto show some variations
of managing the Callldentity parameter. It is shown with asingle Callldentity
for the entire multiparty call, with a separate Calll dentity for each leg of acall
merged into one Callldentity, and with a Callldentity for separate calls. The
value of the Callldentity is shown within square brackets, e.g., [1]. Separate
calls are separated by commas, e.g., [1,2], and a call with multiple identities
is shown with dots joining the constituent identities, e.g., [1+2].
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Aug 13, 2003

D.7.1

Subject to Change

PN-4465-RV1

Call Waiting and Recall with a Single Call Identity

Table 34: Call Waiting with Recall Scenario with a Single Call Identity
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at IDIAP> TerminationAttempt s
(202) 555-0000 receives a (2025551111 [1]) =P A
voice call from Party A at CIAP> CCOpen (CCC1 [1])
(202) 555-1111.
LCC b
3 The intercept subject IDIAP> Answer (2025550000 | _
answers the call. [1Dn A
CCCLpp
4 Later, a second call arrives | IDIAP> TerminationAttempt <
to alert the intercept subject (2025552222 [2]) A
fzrggnzParty B at (202) 555- | clAP> CCOpen (CCC2 [2]) =B
| .S2C2 e
ccelpye
5 The intercept subject IDIAP> Answer (2025550000 | _
answers the _s_econd call [2]) A
with Call Waiting. IDIAP> Change ([1,2 to 1]) B
CIAP> CCClose (CCC2) .cccie
6 The intercept subject o
toggles back to the original A
call. -5
e SCC DE
7 The intercept subject ends | IDIAP> TerminationAttempt s
that call by hanging up (2025552222 [1]) BB
causing the held party to
recall the intercept subject.
L8 pE
8 The intercept subject IDIAP> Answer (2025550000 | _
answers the call. [1D B
ccClpye
9 The second call is released. | IDIAP> Release ([1]) S
CIAP> CCClose (CCC1)
151 D.7.1 Call Waiting and Recall with a Single Call
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D.7.2

Subject to Change

Aug 13, 2003

Call Waiting and Recall with Separate Leg Identities

Table 35: Call Waiting with Recall with Separate Leg Identities Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle.
2 The intercept subject at IDIAP> TerminationAttempt
(202) 555-0000 receives a (2025551111 [1]) =P A
voice call from Party A at CIAP> CCOpen (CCC1 [1])
(202) 555-1111.
LCCbE
3 The intercept subject IDIAP> Answer (2025550000
answers the call. [1Dn A
CCC b
4 Later, a second call arrives | IDIAP> TerminationAttempt
to alert the intercept subject (2025552222 [2]) A
fzrggnzParty B at (202) 555- | claP> CCOpen (CCC2 [2]) =B
| .S2C2 e
ccelpye
5 The intercept subject IDIAP> Answer (2025550000
answers the _s_econd call [2]) A
with Call Waiting. IDIAP> Change ([1,2 to 1+2]) B
CIAP> CCClose (CCC2) .cccie
6 The intercept subject
toggles back to the original A
call. -5
e SCC DE
7 The intercept subject ends | IDIAP> Release ([1]) =
that call by hanging up IDIAP> TerminationAttempt 1
causing the held party to (2025552222 [2])
recall the intercept subject.
L8 pE
8 The intercept subject IDIAP> Answer (2025550000
answers the call. [2]) B
SCCIpE
9 The second call is released. | IDIAP> Release ([2])
CIAP> CCClose (CCC1)
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D.7.3

Aug 13, 2003

Subject to Change

Call Waiting and Recall with Separate Calls

IAP are idle.

Table 36: Call Waiting with Recall with Separate Calls Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the

2 The intercept subject at IDIAP> TerminationAttempt
(202) 555-0000 receives a (2025551111 [1])
voice call from Party A at CIAP> CCOpen (CCC1 [1])
(202) 555-1111.
3 The intercept subject IDIAP> Answer (2025550000
answers the call. [1Dn
4 Later, a second call arrives | IDIAP> TerminationAttempt
to alert the intercept subject (2025552222 [2]) |CC'%1
from Party B at (202) 555- CIAP> CCOpen (CCC2 [2]) =
2222.
5 The intercept subject IDIAP> Answer (2025550000
answers the second call [2])
with Call Waiting.
6 The intercept subject
toggles back to the original ICCAC1
call.
7 The intercept subject ends | IDIAP> Release ([1])
that call by hanging up CIAP> CCClose (CCC1)
f:é‘;ﬂ%:}ﬁgig F;asfltjyb'tgct IDIAP> TerminationAttempt
PESUbIECt. | x025552222 [2])
8 The intercept subject IDIAP> Answer (2025550000
answers the call. [2])
9 The second call is released. | IDIAP> Release ([2])

CIAP> CCClose (CCC2)
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PN-4465-RV1

Subject to Change Aug 13, 2003

Call Waiting with Talking Party Disconnect

The intercept subject (S) at (202) 555-0000 receives a voice call from Party
A at (202) 555-1111. The intercept subject answers the call. Later, a second
call leg arrives to alert the intercept subject from Party B at (202) 555-2222.
The intercept subject answers the second call leg with Call Waiting. The
intercept subject toggles back to the origina call. The original caller hangsup
causing the held party to be connected to the intercept subject. The intercept
subject answers the call. The second call leg is released.

This sequenceis shown with three separate scenariosto show some variations
of managing the Callldentity parameter. It is shown with asingle Callldentity
for the entire multiparty call, with a separate Calll dentity for each leg of acall
merged into one Callldentity, and with a Callldentity for separate calls. The
value of the Callldentity is shown within square brackets, e.g., [1]. Separate
calls are separated by commas, e.g., [1,2], and a call with multiple identities
is shown with dots joining the constituent identities, e.g., [1+2].
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D.8.1 Call Waiting with Talking Party Disconnect and a Single Call Identity
Table 37: Call Waiting with Talking Party Disconnect and a Single Call Identity Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle.
2 The intercept subject at IDIAP> TerminationAttempt
(202) 555-0000 receives a (2025551111 [1]) =P A
voice call from Party A at CIAP> CCOpen (CCC1 [1])
(202) 555-1111.
LECpE
3 The intercept subject IDIAP> Answer (2025550000
answers the call. [1Dn A
CCCLpp
4 Later, a second call leg IDIAP> TerminationAttempt
arrives to alert the intercept (2025552222 [2]) A
subject from Party B at CIAP> CCOpen (CCC2 [2]) =B
(202) 555-2222.
.CCC2pE
ccelpye
5 The intercept subject IDIAP> Answer (2025550000
answers the js_econd call leg [2]) A
with Call Waiting. IDIAP> Change ([1,2 to 1]) B
CIAP> CCClose (CCC2) ..cccioc
6 The intercept subject
toggles back to the original A
call. -5
e CCCL D
7 The original caller hangs up
causing the held party to be B
connected to the intercept
subject.
CCCLpp
8 The second call leg is IDIAP> Release ([1])
released. CIAP> CCClose (CCC1)
155 D.8.1 Call Waiting with Talking Party Disconnect
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D.8.2 Call Waiting with Talking Party Disconnect and Separate Leg Identities
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Table 38: Call Waiting with Talking Party Disconnect and Separate Leg IdentitiesScenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at IDIAP> TerminationAttempt s
(202) 555-0000 receives a (2025551111 [1]) B A
voice call from Party A at CIAP> CCOpen (CCC1 [1])
(202) 555-1111.
LCCIpE
3 The intercept subject IDIAP> Answer (2025550000 | _
answers the call. [1D A
.SCCpE
4 Later, a second call leg IDIAP> TerminationAttempt <
arrives to alert the intercept (2025552222 [2]) A
subject from Party B at CIAP> CCOpen (CCC2 [2]) s} B
(202) 555-2222.
WCCC2
........ CCClpE
5 The intercept subject IDIAP> Answer (2025550000 |
answers the second callleg | [2]) A
with Call Waiting. IDIAP> Change ([1,2 to 1+2]) B
CIAP> CCClose (CCC2)
- SCCDE
6 The intercept subject o
toggles back to the original A
call. -5
e SCC DE
7 The original caller hangs up | IDIAP> Release ([1]) o
causing the held party to be B
connected to the intercept
subject.
.CCC pE
8 The second call leg is IDIAP> Release ([2]) s
released. CIAP> CCClose (CCC1)
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D.8.3 Call Waiting with Talking Party Disconnect and Separate Calls
Table 39: Call Waiting with Talking Party Disconnect and Separate Calls Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle.
2 The intercept subject at IDIAP> TerminationAttempt
(202) 555-0000 receives a (2025551111 [1]) A
voice call from Party A at CIAP> CCOpen (CCC1 [1])
(202) 555-1111.
L8 pE
3 The intercept subject IDIAP> Answer (2025550000
answers the call. [1D A
ccClpye
4 Later, a second call leg IDIAP> TerminationAttempt
arrives to alert the intercept (2025552222 [2]) CCACl
subject from Party B at CIAP> CCOpen (CCC2 [2]) o DF
(202) 555-2222.
WCCC2
5 The intercept subject IDIAP> Answer (2025550000
answers the second call leg [2]) ; |ccA01
with Call Waiting. by DF
- SCC2 D
6 The intercept subject
toggles back to the original Tlccer
call. a5 PF
LCC2hE
7 The original caller hangs up | IDIAP> Release ([1]) B
causing the held party tobe | CJAP> CCClose (CCC1)
connected to the intercept
subject.
CCC2
8 The second call leg is IDIAP> Release ([2])
released. CIAP> CCClose (CCC?2)
157 D.8.3 Call Waiting with Talking Party Disconnect

and Separate Calls

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

D.9

Subject to Change

Call Held and Retrieved

Aug 13, 2003

The intercept subject (S) at (202) 555-0000 goes off-hook and calls Party A
at 555-1111. The called party answers and they converse. The intercept
subject putsthe call on hold. Theintercept subject retrievesthe held call. The

call isreleased.
Table 40: Call Held and Retrieved Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen (CCC1)
(202) 555-0000 goes off- S
hook and...
SCCpE
3 ...calls Party A at 555-1111. | IDIAP> Origination o
(User Input="5551111", N A
Called Party=2025551111)
SCCIpE
4 The called party answers IDIAP> Answer () <
and they converse. A
. SCCIDE
5 The intercept subject puts
the call on hold. S A
LCCbE
6 The intercept subject o
retrieves the held call. A
SCCIDE
7 The call is released. IDIAP> Release S
CIAP> CCClose (CCC1)
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D.10 Three-Way Calling, Plus Call Turned Away

The intercept subject (S) at (202) 555-0000 goes off-hook and calls Party A
at 555-1111. The called party answers and they converse. The intercept
subject invokes Three-Way calling to call Party B at 555-2222. Party B
answers. The three parties are joined into a conversation. Another call from
Party C at 555-3333 isrefused, because the intercept subject is busy. Party B
at 555-2222 drops out of the call, but Party A at 555-1111 remainsin the call.
The call is released.

This sequenceis shown with three separate scenariosto show some variations
of managing the Callldentity parameter. It is shown with asingle Callldentity
for the entire multiparty call, with a separate Calll dentity for each leg of acall
merged into one Callldentity, and with a Callldentity for separate calls. The
value of the Callldentity is shown within square brackets, e.g., [1]. Separate
calls are separated by commas, e.g., [1,2], and acall with multiple identities

is shown with dots joining the constituent identities, e.g., [1+2].

D.10.1 Three-Way Calling, Plus Call Turned Away with a Single Call Identity
Table 41: Three-Way Calling with a Single Call Identity Scenario (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
S
2 The intercept subject at CIAP> CCOpen (CCC1[1])
(202) 555-0000 goes off- S
hook and...
CCClpp
3 ...calls Party A at 555-1111. | IDIAP> Origination S
(User Input="5551111", N A
Called Party=2025551111
[1]) cec
'bF
4 The called party answers IDIAP> Answer ([1]) <
and they converse. A
CCClpp
5 The intercept subject
invokes Three-Way S H—A
calling...
......... CCClpr

159 D.10 Three-Way Calling, Plus Call Turned Away
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Table 41: Three-Way Calling with a Single Call Identity Scenario (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
6 ...to call Party B at 555- IDIAP> Origination
2222. (User Input="5552222", A
Called Party=2025552222 ¢ B
(L) cccl
................... DF
7 Party B answers. IDIAP> Answer ([1])
H—A
B
- SCCDE
8 The three parties are joined
into a conversation. A
B
.. CCCL DF
9 Another call from Party C IDIAP> TerminationAttempt
555-3333 is refused, (5553333 [2]) B A
because the intercept CIAP> CCOpen (CCC2 [2])
subject is busy.
LCC2pE
10 Party C abandons its call IDIAP> Release ([2])
attempt. CIAP> CCClose (CCC2)
11 Party B 555-2222 drops out
of the call, but Party A A
555-1111 remains in the
call.
SCCpE
12 | The call is released. IDIAP> Release ([1])
CIAP> CCClose (CCC1)

PN-4465-RV 1
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Three-Way Calling, Plus Call Turned Away with Separate Leg Identities

Table 42: Three-Way Calling Scenario with Separate Leg Identities (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
S
2 The intercept subject at CIAP> CCOpen (CCC1 [1])
(202) 555-0000 goes off- S
hook and... n
CCCL
3 ...calls Party A at 555-1111. | IDIAP> Origination o
(User Input="5551111", N A
Called Party=2025551111
(L] cccl
DF
4 The called party answers IDIAP> Answer ([1]) <
and they converse. A
ccClpye
5 The intercept subject IDIAP> Change ([1 to 1+2])
invokes Three-Way Sy A
calling... n
......... CCClpE
6 ...to call Party B at 555- IDIAP> Origination <
2222. (User Input="5552222", A
Called Party=2025552222 < B
(2] cccl
................... DE
7 Party B answers. IDIAP> Answer ([2]) <
A
B
- SCCIDE
8 The three parties are joined
into a conversation. S A
B
....CCCL pE
9 Another call from Party C IDIAP> TerminationAttempt ,
555-3333 is refused, (5553333 [3]) S > A
because the intercept CIAP> CCOpen (CCC2 [3])
subject is busy.
WSEC2%pF
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Table 42: Three-Way Calling Scenario with Separate Leg Identities (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
10 | Party C abandons its call IDIAP> Release ([3]) N
attempt. CIAP> CCClose (CCC2)
11 | Party B 555-2222 drops out | IDIAP> Release ([2]) <
of the call, but Party A A
555-1111 remains in the
call.
SCCpE
12 The call is released. IDIAP> Release ([1]) S
CIAP> CCClose (CCC1)
D.10.3 Three-Way Calling, Plus Call Turned Away with Separate Calls
Table 43: Three-Way Calling with Separate Call Scenario (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
s
2 The intercept subject at CIAP> CCOpen (CCC1 [1])
(202) 555-0000 goes off- S
hook and... n
..... CCClpE
3 ...calls Party A at 555-1111. | IDIAP> Origination o
(User Input="5551111", N A
Called Party=2025551111
1
4 CCCpE
4 The called party answers IDIAP> Answer ([1]) <
and they converse. A
SCCpE
5 The intercept subject CIAP> CCOpen (CCC2 [2]) < =1 .
invokes Three-Way IDIAP> Change ([1,2 to 1+2])2 I i
calling... n H Nefvieted DE
......... CC2pE

PN-4465-RV 1
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Table 43: Three-Way Calling with Separate Call Scenario (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
6 ...to call Party B at 555- IDIAP> Origination <
2222. (User Input="5552222", .TECAC1
Called Party=2025552222 Pl R
(2] CcCcc2
................... DF
7 Party B answers. IDIAP> Answer ([2]) < A
;.IE?.QE?}.DF
B
- SCC2 D
8 The three parties are joined
into a conversation. S ccAc1
............ DF
B
.CCC2 b
9 Another call from Party C IDIAP> TerminationAttempt s
555-3333 is refused, (5553333 [3]) B A
because the intercept CIAP> CCOpen (CCC3 [3])
subject is busy.
WSEC3pE
10 Party C abandons its call IDIAP> Release ([3]) s
attempt. CIAP> CCClose (CCC3)
11 | Party B555-2222 drops out | IDIAP> Release ([2]) < R
of the call, but Party A CIAP> CCClose (CCC2)
555-1111 remains in the
call.
ccClpye
12 | The call is released. IDIAP> Release ([1]) S
CIAP> CCClose (CCC1)
Table Notes

a. ThisChange message does not report the CCCs used because the call 1+2 isnot delivered onasingle

CCC, but israther delivered as separate and constituent calls 1 and 2.
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D.11 Call Forwarding—No Answer on a Single System
Anincoming call arrivesfor the intercept subject (S) at (202) 555-0000 from
Party A at 555-1111. After ringing the intercept subject for a short time, the
call is forwarded to Party B at 555-2222. The call is forwarded from that
number to Party C at 555-3333. Party C answersthe call. The call isreleased.
Table 44: Call Forwarding—No Answer on a Single System Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 An incoming call arrives for | IDIAP> TerminationAttempt

the intercept subject at (5551111) S -~

(202) 555-0000 from Party | cjap> CCOpen (CCC1)
A at 555-1111.

.............. DE
3 After ringing the intercept IDIAP> Redirection
subject for a short time, the (5552222) S »A
call is forwarded to Party B B
at 555-2222.
CCC pE
4 The call is forwarded from
that number to Party C at S A
555-3333. (Call forwarding C
is performed by Party B’s
service.) CCC pE
5 Party C answers the call. IDIAP> Answer () S A
C
CCC pE
6 The call is released. IDIAP> Release S
CIAP> CCClose (CCC1)

The next scenario repeats this scenario, but shows it happening on different
systems. Some system architectures may provide only theinformation shown
in the next scenario, even when the call occursin asingle system.

Annex D Information Access Scenarios 164

© 00 N o o b~ W N P

A A BB WWWW W W W W WWNNNDNNNDNDNDNDNDRE PR RP B P PR R R
W N P O © © N O O & WN P O © 0N O o & W N PFP O © 0N O 00 W N P O

a4
45
46
a7
48
49
50
51
52
53
54
55
56
57
58
59



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change PN-4465-RV1

D.12 Call Forwarding—No Answer on Different Systems

Anincoming call arrives for the intercept subject (S) at (202) 555-0000 from
Party A at 555-1111. After ringing the intercept subject for a short time, the
call is forwarded to Party B at 555-2222. The call is forwarded from that
number to Party C at 555-3333. Party C answersthe call. The call isreleased.

Table 45: Call Forwarding—No Answer on Different Systems Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 An incoming call arrives for | IDIAP> TerminationAttempt S
the intercept subject at (5551111) B A
(202) 555-0000 from Party CIAP> CCOpen (CCC1)
A at 555-1111.
LCCIpE
3 After ringing the intercept IDIAP> Redirection(5552222) s
subject for a short time, the A
call is forwarded to Party B
at 555-2222.
CCCL e
B B
4 The call is forwarded from s
that number to Party C at A
555-3333. (Call forwarding
is performed by Party B’s
service.) CCCl e
B
U . =1
5 Party C answers the call. IDIAP> Answer () s A >
cccl [
> )
izl @ﬁ:
—C
6 | The call is released. IDIAP> Release s %}3
CIAP> CCClose (CCC1) 0
165 D.12 Call Forwarding—No Answer on Different
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D.13 Two Bearer Channels, Plus Call Transfer

The intercept subject (S) at (202) 555-0000, an ISDN subscriber calls Party
A at 555-1111. Party A answers. Party B at 555-2222 calls the intercept
subject. The intercept subject answers the call from Party B. The intercept
subject transfers the call to Party C at 555-3333. Party C answers. Party A
releases. Parties B and C release.

This sequence uses multiple call identities of managing the Callldentity
parameter. The value of the Callldentity is shown within square brackets, e.g.,

[1].

Table 46: Two Bearer Channels, Plus Call Transfer Scenario (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
s
2 The intercept subject at IDIAP> Origination o
(202) 555-0000, an ISDN (User Input="5551111", N A
subscriber calls Party A at Called Party=2025551111
555-1111. [1])
cccl
CIAP> CCOpen (CCCl [1]) ................ DF
3 Party A answers. IDIAP> Answer ( [1]) < A
SCCpE
4 Party B at 555-2222 calls IDIAP> TerminationAttempt ,
the intercept subject. (5552222 [2)]) S i
CIAP> CCOpen (CCC2[2])
WSCC%pF
5 The intercept subject IDIAP> Answer (Called [2]) o
answers the call from Party B
B.
CC82pE
6 The intercept subject trans- | IDIAP> Origination ’
fers the call to Party C at (User Input="5553333", S ’ B
555-3333. Called Party=2025553333 —C
(2] ccc2
................... DF
7 Party C answers IDIAP> Answer ([2]) . 5
C
CCC82 pE

Annex D Information Access Scenarios 166

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change PN-4465-RV1
Table 46: Two Bearer Channels, Plus Call Transfer Scenario (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
8 Party A releases. IDIAP> Release ([1]) S
CIAP> CCClose (CCC1 [1])
9 Parties B and C release. IDIAP> Release ([2]) N
CIAP> CCClose (CCC2 [2])

D.14 Speed Calling

The intercept subject (S) at (202) 555-0000 dials Party A using a speed
number #12. The speed number is expanded to 555-1111. The cal is

abandoned.
Table 47: Speed Calling Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen (CCC1)
(202) 555-0000 goes off- S
hook...
CCCLhp
3 ...and dials Party A usinga | IDIAP> Origination o
speed number #12. The (User Input="#12", N A
number is expanded to 555- Called Party=2025551111)
1111.
ccClpye
4 The call is abandoned. IDIAP> Release S
CIAP> CCClose (CCC1)
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D.15 Multiple Translations on Single System
The intercept subject (S) at (202) 555-0000 dials Party A using a speed
number, #12. The speed number is expanded to A’ 800-555-1111. The 800
number is expanded by the switch to A" (202) 555-2222. The call is
answered. The call isreleased.
Table 48: Multiple Translations on a Single System Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen (CCC1)
(202) 555-0000 goes off- S
hook... n
S8 pE
3 | ...and dials Party A using a | IDIAP> Origination S
speed number, #12. The (User Input="#12", = A
number is expanded to A' Called Party=8005551111)
800-555-1111. This number (it
IDIAP> O t
is expanded to A" (202) (Trans| ;;%E?Agzt: CCCINE
555-2222. “8005551111",
Called Party=2025552222)
4 The call is answered. IDIAP> Answer () < A
.SCCpE
5 The call is released. IDIAP> Release S
CIAP> CCClose (CCC1)
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D.16 Multiple Call Scenario
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A cal from Party A at 555-1111 arrives and is forwarded to Party B at
555-2222. A call from Party C at 555-3333 arrives and is forwarded to Party
B at 555-2222. Thefirst call isreleased. The second call isreleased.

This sequence uses multiple call identities of managing the Callldentity
parameter. The value of the Callldentity is shown within square brackets, e.g.,

[1].

Table 49: Multiple Call Scenario
Step Action Reported Event Connection Diagram
1 A call from Party A at 555- IDIAP> TerminationAttempt ,
1111 arrives and is (5551111 [1]) S A
forwarded to Party B at IDIAP> Redirection (5552222 B
555-2222. [1])
CCCL b
CIAP> CCOpen (CCC1[1])
2 A call from Party C at 555- IDIAP> TerminationAttempt .
3333 arrives and is (5553333 [2]) S >»C
forwarded to Party B at 555- | |pjAP> Redirection (5552222 B
2222. 2])
CCC2 e
CIAP> CCOpen (CCC2[2])
3 The first call is answered. IDIAP> Answer ([1]) < A
B
CCCL hr
4 | The second call is IDIAP> Answer ([2]) - c
answered.
B
CCC2 e
5 The first call is released. IDIAP> Release .
CIAP> CCClose (CCC1 [1])
6 The second call is released. | IDIAP> Release o

CIAP> CCClose (CCC2 [2])
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D.17 Simple Call Delivery to a Mobile Station

Aug 13, 2003

A call to theintercept subject at (202) 555-0000 arrives at aroaming intercept
subject’s Home System (S') from Party A at (202) 555-1111. This call is
redirected to the system serving the intercept subject (S) using a Temporary
Local Directory Number of (202) 555-9999. The intercept subject answers
the call. The call isreleased. (Note: this scenario assumes that the electronic
surveillance order applies to both the Redirecting System (or as TIA/EIA-41
calsit, the Originating System) and the current Serving System).

Table 50: Simple Call Delivery Scenario (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The call connections for the

IAP are idle. The intercept
subject is registered on a
roaming system.

Redirecting (1)
s

Serving (2)

S

2 A call to the intercept IDIAP,> TerminationAttempt Redirecting (1)
subject at (202) 555-0000 (2025551111) s
i he intercept = A
arrives at the intercep CIAP,> CCOpen (CCC1)
subject’s Redirecting
System from Party A at
(202) 555-1111. WSCCInE
Serving (2)
S
3 This call is redirected to the | IDIAPy g> Redirecting (1)
System Serving the inter- TerminationAttempt S A
cept subject using a (2025551111)2
Temporary Local Directory | |pjAPL »> Redirection
HLR
Number of (202) 555-9999. (2025559999) cec1 .
IDIAP,> Redirection e
(2025559999) Serving (2)
S =
IDIAP,> TerminationAttempt
(2025559999 redirected by
2025550000)° WLecz e

CIAP,> CCOpen (CCC2)°
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Table 50: Simple Call Delivery Scenario (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
4 | The intercept subject IDIAP1> Answer () Redirecting (1)
answers the call. ,
S A
S8 pF
Serving (2)
S
IDIAP,> Answer
(2025550000)
ccC2 e
5 | The call is released. IDIAP> Release Redirecting (1)
CIAP,> CCClose (CCC1) s
IDIAP,> Release Serving (2)
CIAP,> CCClose (CCC2) S
Table Notes
a. TheHLR-based IDIAP may be necessary for TSPs that allow call redirection without access to the
call content.
b. Report the Temporary Local Directory Number (or equivalent) used to route the call rather than the
terminal directory number.
c. |If CCC1 and CCC2 passthrough the same Delivery Function (e.g., pivoted content delivery), one of

the CCCs should be eliminated. Before the subject answers, the CCCL1 isthe most appropriate chan-
nel. After the subject answers, CCC2 is the most appropriate channel.

171 D.17 Simple Call Delivery to a Mobile Station

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

Subject to Change
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D.18 Password Call Acceptance and Flexible Alerting

A call arrives at an intercept subject pilot number (202) 555-0000 from a
party (A) at (202) 555-1111. The system prompts the calling party to enter a
password. Party (A) enters avalid password, 123456. Flexible alerting derts
the intercept subject at 202-555-0000 and party (B) at 555-2222. The switch
monitors their call progress tones. The intercept subject answers. The call
attempt to B is automatically abandoned. The call is released.

Table 51: Password Call Acceptance and Flexible Alerting Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 A call arrives at an intercept | IDIAP> TerminationAttempt S
subject pilot number (202) (2025551111) B A
(52552';3222 fiolTla Pr?]fty (A)at | |pIAP> Answer (Trunkid)
- . The
system prompts the calling CIAP> CCOpen (CCC1) LCCCl o
party to enter a password.
3 Party (A) enters a valid s
password, 123456. [ A
»
LCCLlpE
4 Flexible alerting alerts the IDIAP> Redirection S
intercept subject at 202- (2025550000) 11 A
ggggggg a_lf‘r‘]j party %B) at | |DIAP> Redirection <
- . The switc
: ; 5552222
monitors their call progress ( ) CCCl o
tones.
5 The intercept subject IDIAP> Answer <
answers. The call attemptto (2025550000) A
B is automatically
abandoned.
..CCCpE
6 The call is released. IDIAP> Release S
CIAP> CCClose (CCC1)
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D.19 Password Call Acceptance and Call Forwarding
A call arrives at an intercept subject number (202) 555-0000 from a party (A)
at (202) 555-1111. The system answersthe call and prompts the calling party
to enter a password. Party (A) enters a valid password, 123456. The cal is
forwarded to Party (B). The call attempt is abandoned.
Table 52: Password Call Acceptance and Call Forwarding Scenario
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 A call arrives at an intercept | IDIAP> TerminationAttempt S
subject number (202) 555- (2025551111) B A
‘(320(;320) féggn flriirt¥rgA) at IDIAP> Answer (Trunkld)
- . The
system answers the call CIAP> CCOpen (CCCI) WSEClpE

and prompts the calling
party to enter a password.

3 Party (A) enters a valid N
password, 1233456. [ A
»
CCCl e
4 The call is forwarded to IDIAP> Redirection
Party (B). (5552222) S ™A
< B
.CCCL D
5 The call is abandoned. IDIAP> Release S
CIAP> CCClose (CCC1)
173 D.19 Password Call Acceptance and Call
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Subject to Change

D.20 Completed Call To Busy Subscriber

Aug 13, 2003

Previoudly the subject placed a call to busy subscriber A at 555-1111. The
subject goes off-hook, enters a feature code *333 indicating that the call
should be completed to the busy subscriber, and goes back on-hook. L ater,
subscriber A becomes available. The subject is alerted with distinctive
alerting. The subject answers. The call is extended to subscriber A. The call

isanswered. Later both parties disconnect.

Table 53: Completed Call To Busy Subscriber
Step Action Reported Event Connection Diagram
1 The call connections are
idle. Previously the subject S
placed a call to busy
subscriber A at 555-1111.
2 The subject goes off-hook, | CIAP>CCOpen (CCC1)
enters a feature code *333 IDIAP> Origination S |
indicating that the call (User Input="*333” n
should be completed to the Called Partv=2025551111
busy subscriber, and... y ) LCCCl
3 ...goes back on-hook. IDIAP> Release S
CIAP> CCClose (CCC1)
4 Later, subscriber A CIAP> CCOpen (CCC1) S =
becomes available. The IDIAP> TerminationAttempt
subject is alerted with (TrunkiD)
distinctive alerting.
...CCCLpE
5 The subject answers. Answer (2025550000) S =
...CCCLpE
6 The callis extended to Party | IDIAP> Origination o
A. (User Input="", = A
Called Party=2025551111)
SCCIpE
7 The call is answered. IDIAP> Answer () < A
SCCpE
8 Later both parties discon- IDIAP> Release S
nect. CIAP> CCClose (CCC1)
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D.21 Dialed Feature Code Digits

The intercept subject at (202) 555-0000 invokes a feature code, *222, to de-
activate Call Forwarding—Busy. The status of the changeis provided audibly
to the intercept subject. The call is released.

Table 54: Dialed Feature Code Digits Scenario
Step Action Reported Event Connection Diagram

1 The call connections for the
IAP are idle. S

2 The intercept subject at CIAP> CCOpen (CCC1) <
(202) 555-0000 invokes a IDIAP> Origination (User |
feature code, *222. The Input = “¥222”) n
status of the change is
provided audibly to the CCCl e
intercept subject.

3 The call is released. IDIAP> Release S

CIAP> CCClose (CCC1)

D.22 Call Release to Pivot

A call to intercept subject at (202) 555-0000 arrives at a roaming intercept
subject’s Home System (S') from Party A at (202) 555-1111. This call is
redirected to the system serving the intercept subject (S) using a Temporary
Local Directory Number of (202) 555-9999. The call is not answered and is
redirected again by the redirecting system to Party B at 555-2222 (using
release to pivot) to the forward-to number for an unanswered call.

Table 55: Call Release to Pivot Scenario (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The call connections for the | SSIAPy g> ServingSystem Redirecting (1)
IAP are idle. The intercept ‘
subject is registered on a S

Serving System.

Serving (2)

S
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Table 55: Call Release to Pivot Scenario (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
2 | Acalltointercept subjectat | IDIAP,> TerminationAttempt Redirecting (1)

(202) 555-0000 arrives at
the intercept subject’s
Redirecting System from
Party A at (202) 555-1111.

(2025551111)
CIAP,> CCOpen (CCC1)

S’ =P A
WSCCLDE
Serving (2)
S

CIAP;> CCClose (CCC1)

3 This call is redirected to the | IDIAP{> Redirection Redirecting (1)
system serving the intercept (2025559999) S A
subject using a Temporary 4
Local Directory Number of
(202) 555-9999.

S8 DF
o Serving (2)
IDIAP,> TerminationAttempt
(2025551111 redirected by | S =
2025550000)
CIAP,> CCOpen (CCC2) ccc
.............. DF

4 After no answer, the callis | IDIAP;> Redirection Redirecting (1)
forwarded to Party B at (5552222) S A
555-2222 using release to 4
pivot. B

S8 DF
Serving (2)
IDIAP,> Release S
CIAP,> CCClose (CCC2)
5 Party B answers the call. IDIAP,> Answer () Redirecting (1)
S’ A
B
S8 pF
6 The call is released. IDIAP,> Release Redirecting (1)

g
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D.23 Intrasystem Handoff

The intercept subject hands-off within a system.

Table 56: Intrasystem Handoff Scenario
Step Action Reported Event Connection Diagram
1 The intercept subject is in Previously: o
the conversation mode on a CIAP> CCOpen (CCC1) A
system.
CCCLpp
2 The MS is handed off to o
different cell within the A
same system.
CCCLpp

D.24 Handoff to a Third System without Path Minimization

Theintercept subject isin the conversation mode on an Anchor System. The
anchor MSC determines the call should be handed off to an adjacent system
(without path minimization). After a time, the adjacent system determines
that the call should be handed off to a third system. After a time the third
system determines that the call should be handed to the Anchor System. The

call isreleased.
Table 57: Handoff to a Third System without Path Minimization Scenario (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The intercept subject is in Previously: Anchor
the conversation mode on CIAP> CCOpen (CCC1)
S A
an Anchor System.
B 5=
2 The anchor MSC deter- Anchor
mines the call should be A
handed off to an adjacent
system.
SCCpE
Adjacent
S
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Table 57: Handoff to a Third System without Path Minimization Scenario (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
3 After a time, the adjacent Anchor
system determines that the A
call should be handed off to
a third system.
CCClbE
Adjacent
Third
4 After a time, the third Anchor
system determines that the A
call should be handed back
to the Anchor System.
SCCLDE
Adjacent
Third
Anchor
5 The call is released. IDIAP> Release Anchor
CIAP> CCClose (CCC1)
Adjacent
Third
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While the subject is in a stable call with another party A, the other party A
transfers the call to another party B at 555-2222.

Table 58: Connected Party Modification Scenario
Step Action Reported Event Connection Diagram
1 While the subjectis in a Previously: o
stable call with another CIAP> CCOpen (CCC1) A
party A,...
ccClpye
2 ...the other party A trans- o
fers the call to another party B
B at 555-2222.
ccClpe
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Annex E

Subject to Change Aug 13, 2003

Information Access Scenarios - J-STD-

025A

This Annex isinformative and is not considered part of this Standard.

Several basic circuit-mode call scenarios are described in this section. The
intent of this section isto provide representative examples of reported events
over a CDC and changes in connections for the CCC. This section is not an
exhaustive set of examples. Each specific scenario applies to a particular
service and configuration, but may be considered to be applicable to other
similar services and configurations. TSPs may provide access using configu-
rations and accesses not shown and systems are not obligated to implement
particular services or accesses in the way illustrated. There may also be
implementation differences providing different numbers of Callldentity per
scenarios. (The scenarios assume that there is one Callldentity used for each
CCC, unless noted otherwise.)

For the switch connection diagram conventions see Annex D on page 141.

E.1 Conference Call

The intercept subject individually calls another party, then invokes multi-
party service to place the newly called party in conversation with others
previously placed in communication by theintercept subject (i.e., Conference
Call).

E.1.1 Conference Call (ConferencePartyChange using Partyldentities)

In this scenario, the ConferencePartyChange message is used. CCCl
monitors the multi-party conference communication. The Subject Signal and
Network Signal messages have been omitted to focus the reader’ sattention to
the ConferencePartyChange message usage.

Note: Pay close attention to the use of commas (,) and semicolons (;).
Commas are used to separate identities (Call, Party, or CCC) within asingle
call. Semicolons are used to separate one call, with its associated identities
(Cdll, Party, and CCC), from another call and its associated identities.

Note: Messagesin italics are optional.
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Table 59: Conference Call (ConferencePartyChange using Partyldentities) Scenario
(Sheet 1 of 4)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen
(202) 555-0000 goes off- (Callidentity=[1], S
hook and... CCCldentity=CCC1)
CCClhr
3 ...calls Party A at555-1111. | IDIAP> Origination Se A
(Callldentity=[1], N
Called Party=2025551111,
User Input="5551111") CCClpe
4 The called party answers IDIAP> Answer o A
and they converse. (Callldentity=[1])
CCCLpp
5 The intercept subject CIAP> CCOpen
invokes conference calling, (Callldentity=[2], S '§_A
Party A is placed on hold, CCCldentity=CCC2) CCClpF
and...
CCC2
IDIAP>ConferenceParty— | 7T
Change
(Removed:
Callldentity=[1],
Partyldentity=2025550000,
CCCldentity= CCC1)
6 ... calls Party B at 555- IDIAP> Origination s my N
2222. (Callidentity=[2], Jeccr e
Called Party=2025552222, < 1B
User Input="5552222") | ¢ cec2
7 Party B answers and IDIAP> Answer = N
communicates with the (Callldentity=[2]) S [cec1
intercept subject. ------E;----DF
......... CC2pr

181 E.1.1 Conference Call (ConferencePartyChange using
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Table 59: Conference Call (ConferencePartyChange using Partyldentities) Scenario
(Sheet 2 of 4)

Step Action Reported Event Connection Diagram

8 The intercept subject IDIAP>Change
requests all parties to be (Previous:
added to the conference. Callidentity=[1]; B

Callldentity=[2];
(Communicating parties are Ity=[2] cccl

Parties [S, A, and B] on Resulting:
CCC1) Callldentity=[1],
CCCldentity=CCC1)

IDIAP>ConferenceParty—
Change

(Communicating:
Callldentity=[1],
Partyldentity=2025550000,
Partyldentity=2025551111,
Partyldentity=2025552222,
CCCldentity=CCC1)

or
(Joined:
Callldentity=[1],
Partyldentity=2025550000,
Partyldentity=2025552222,
CCCldentity=CCC1)

CIAP>CCClose
(CCCldentity=CCC2)

9 The intercept subject CIAP>CCOpen
invokes conference calling, (Callidentity=[3], | |: ceel

the conference is placed on ity= n
hold. and.. CCCldentity=CCC2)

(Communicating parties are IDIAP>ConferenceParty-

Parties [A and B] on CCC1.) Change o
(Communicating:

Callldentity=[1],
Partyldentity=2025551111,
Partyldentity=2025552222,
CCCldentity=CCC1)

10 ...calls party X at 555-xxxx. | IDIAP> Origination o A
(Communicating partiesare | (Callidentity=[3], |: ccel
Parties [Aand B]on CCC1.) | called Party=202555xxxX, -

User input="555xxxx") X
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Table 59: Conference Call (ConferencePartyChange using Partyldentities) Scenario
(Sheet 3 of 4)
Step Action Reported Event Connection Diagram
11 Party X answers and IDIAP> Answer
communicates with the (Callldentity=[3]) [Eém
subject. P DF
(Communicating parties are X
Parties [A and B] on CCC1 ccea
and Parties[Sand XJon | | hee.mlmdld DF
CCC2).
12 The intercept subject IDIAP>Change
requests all parties to be (Previous: A
added to the conference. Callidentity=[1]; B
L . Callldentity=[3]; X
(Communicating parties are Resulting: rolelo]
[S, A, B, and X] on CCCl.) ulti g ................. DF
Callldentity=[1],
CCCldentity=CCC1)
IDIAP>ConferenceParty—
Change
(Communicating:
Callldentity=[1],
Partyldentity=2025550000,
Partyldentity=2025551111,
Partyldentity=2025552222,
Partyldentity=202555xxxXx,
CCCldentity=CCC1)
or
(Joined:
Callldentity=[1],
Partyldentity=2025550000,
Partyldentity= 202555xxxXx,
CCCldentity=CCC1)
CIAP>CCClose
(CCCldentity=CCC2)
13 | Party B hangs up from the IDIAP>ConferenceParty—
call. Change A
(Communicating:
(Communicating parties are Callldentity=[1], X
[S.A, and X] on CCC1.) Partyldentity=2025550000, ..OCCl e

Partyldentity=2025551111,
Partyldentity=202555xxxXx,
CCCldentity=CCC1)

or
(Dropped:
Callldentity=[1],
Partyldentity=2025552222,
CCCldentity=CCC1)

183 E.1.1 Conference Call (ConferencePartyChange using

Partyl dentities)
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Table 59: Conference Call (ConferencePartyChange using Partyldentities) Scenario
(Sheet 4 of 4)
Step Action Reported Event Connection Diagram
14 Later, the subject hangs up | IDIAP>Release

and the network releases all

parties.

(Callldentity=[1])

CIAP>CCClose
(CCCldentity=CCC1)
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Conference Call (ConferencePartyChange using Callldentities)

Inthis scenario the party identities are reported only on Origination messages,
otherwise call identities are reported. The SubjectSignal and NetworkSignal
messages have been omitted to focus the readers attention to the Conference-
Party Change message usage.

Note: Pay close attention to the use of commas (,) and semicolons (;).
Commas are used to separate identities (Call, Party, or CCC) within asingle
call. Semicolons are used to separate one call, with its associated identities
(Cdll, Party, and CCC), from another call and its associated identities.

Note: Messagesin italics are optional.

Table 60: Conference Call (ConferencePartyChange using Callldentities) Scenario
(Sheet 1 of 4)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen
(202) 555-0000 goes off- (Callidentity=[1], S
hook and... CCCldentity=CCC1)
CCClhe
3 ...calls Party A at555-1111. | IDIAP> Origination Se A
(Callldentity=[1], N
Called Party=2025551111,
User Input="5551111") CCClpe
4 The called party answers IDIAP> Answer o A
and they converse. (Callldentity=[1])
CCCLpp
5 The intercept subject CIAP> CCOpen
invokes conference calling, (Callldentity=[2], S '§_A
Party A is placed on hold, CCCldentity=CCC2) HCCCl e
and...
......... CCC2pE
IDIAP>ConferenceParty—
Change
(Communicating:
Callldentity=[1],
Partyldentity=20255511112,
CCCldentity= CCC1)
6 ... calls Party B at 555- IDIAP> Origination s my N
2222. (Callidentity=[2], Jecerop
Called Party=2025552222, < 18"
User Input="5552222") | & c .9..C..2..D|:

185 E.1.2 Conference Call (ConferencePartyChange using

Callldentities)
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Table 60: Conference Call (ConferencePartyChange using Callldentities) Scenario
(Sheet 2 of 4)
Step Action Reported Event Connection Diagram

7 Party B answers and IDIAP> Answer = N
communicates with the (Callldentity=[2]) ?CCl
intercept subject. """i_':,'"'DF

......... CCC2pE

8 The intercept subject IDIAP>Change
requests all parties to be (Previous: A
added to the conference. Callldentity=[1]; B

Callldentity=[2];
(Communicating partiesare | o . .y L CCClpE
Parties [S, A, and B] on esu 'ng_'
cccl) Callldentity=[1],
Callldentity=[2],
CCCldentity=CCC1)
IDIAP>ConferenceParty—
Change
(Communicating:
Callldentity=[1],
Callldentity=[2],
Partyldentity=2025550000,
Partyldentity=2025551111,
Partyldentity=2025552222,
CCCldentity=CCC1)
CIAP>CCClose
(CCCldentity=CCC2)

9 The intercept subject CIAP>CCOpen
invokes conference calling, (Callldentity=[3], | [Eém
the conference is placed on CCCldentity=CCC2) n B DF
hold, and...

....CCC2 b

(Communicating parties are Ighl,;\rljbeConferenceParty-
Parties [A and B] on CCC1.) 9 o

(Communicating:

Callldentity=[1],

Callldentity=[2],

Partyldentity=20255511112,

Partyldentity=2025552222,

CCCldentity=CCC1)

10 ...calls party X at 555-xxxx. | IDIAP>QOrigination A
(Communicating partiesare | (Callidentity=[3], |: cCCl e
Parties [Aand B]on CCC1.) | called Party=202555xxxX, g

User input= “555xxxx”) X
£ SCC2DF
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Table 60: Conference Call (ConferencePartyChange using Callldentities) Scenario
(Sheet 3 of 4)
Step Action Reported Event Connection Diagram
11 Party X answers and IDIAP> Answer A
communicates with the (Callldentity=[3]) [Ecc1
subject. P DF
(Communicating parties are X
Parties [A and B] on CCC1 ccea
and Parties[Sand XJon | | hee.mlndl DF
CCcC2)
12 The intercept subject IDIAP>Change
requests all parties to be (Previous: A
added to the conference. Callidentity=[1] B
(Communicating parties are Callldentity=[2] X
o1l cccl
[S, A, B, and X] on CCC1.) Calllde-nt|ty_[3], ................. DE
Resulting:
Callldentity=[1],
Callldentity=[2],
Callldentity=[3],
CCCldentity=CCC1)
IDIAP>ConferenceParty—
Change®
(Communicating:
Callldentity=[1],
Callldentity=[2],
Callldentity=[3],
Partyldentity=2025550000,
Partyldentity=2025551111,
Partyldentity=2025552222,
Partyldentity=202555xxxXx,
CCCldentity=CCC1)
CIAP>CCClose
(CCCldentity=CCC2)
13 Party X hangs up from the IDIAP>ConferenceParty—
call. Change |_ A
(Communicating parties are (Communicating: —B
[S,A, and B] on CCC1.) Callldentity=[1],
Callldentity=[2], e CCCIHE

Partyldentity=2025550000°,
CCCldentity=CCC1;
Dropped:

Callidentity=[3]¢,
Partyldentity=202555xxxx)

IDIAP>Release
(Callldentity=[3])

187 E.1.2 Conference Call (ConferencePartyChange using

Callldentities)
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Table 60: Conference Call (ConferencePartyChange using Callldentities) Scenario
(Sheet 4 of 4)
Step Action Reported Event Connection Diagram
14 Later, the subject hangs up | IDIAP>Release s
and the network releases all (Callldentity=[1])
parties.
IDIAP>Release

(Callldentity=[2])

CIAP>CCClose
(CCCldentity=CCC1)

Table Notes:
a. The Partyldentities are needed to show which parties are on Hold.

b. Without Partyldentities this message is redundant with the Change
message.

¢. This parameter would further clarify that the subject is not being Released
with Callldentity 3 but is remaining on the call.

d. Thismeansthat Party X dropped with Callldentity 3 from the conversation.
However, a Release message is needed to indicate Callldentity 3 is no longer
in use and will be available for reuse at alater time.
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Conference Call (Connection/ConnectionBreak using Partyldentities)

The SubjectSignal and NetworkSignal messages have been omitted to focus
the readers attention to the Connection and ConnectionBreak messages.

Note: Pay close attention to the use of commas (,) and semicolons (;).
Commas are used to separate identities (Call, Party, or CCC) within asingle
call. Semicolons are used to separate one call, with its associated identities
(Cdll, Party, and CCC), from another call and its associated identities.

Note: Messagesin italics are optional.

Table 61: Conference Call (Connection/ConnectionBreak using Partyldentities) Scenario
(Sheet 1 of 3)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP> CCOpen
(202) 555-0000 goes off- (Callidentity=[1], S
hook and... CCCldentity=CCC1)
CCClhe
3 ...calls Party A at555-1111. | IDIAP> Origination Se A
(Callldentity=[1], N
Called Party=2025551111,
User Input="5551111") CCClpe
4 The called party answers IDIAP> Answer o A
and they converse. (Callldentity=[1])
CCCLpp
5 The intercept subject CIAP> CCOpen
invokes conference calling, (Callldentity=[2], S '§_A
Party A is placed on hold, CCCldentity=CCC2) H R
and...
IDIAP>ConnectionBreak® | i CCC2
(Callldentity=[1],
RemovedParties:
Partyldentity=2025550000;
RemainingParties:
Partyldentity=2025551111)
6 ... calls Party B at 555- IDIAP> Origination =y A
2222. (Callidentity=[2], S Teccs
Called Party=2025552222, -ra=DF
User Input="5552222") ccca e

189 E.1.3 Conference Call (Connection/ConnectionBreak

using Partyldentities)
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Table 61: Conference Call (Connection/ConnectionBreak using Partyldentities) Scenario
(Sheet 2 of 3)
Step Action Reported Event Connection Diagram
7 Party B answers and IDIAP> Answer
communicates with the Callldentity=([2]) S .' ?Cél
intercept subject. i """i_':,'"'DF
......... CCC2pE
8 The intercept subject IDIAP>Change o
requests all parties to be (Previous: A
added to the conference. Callidentity=[1]; B
L . Callldentity=[2];
(Communicating partiesare | o . .y L CCClpE
Parties [S, A, and B] on esu 'ng_'
cccl) Callldentity=[1],

CCCldentity=CCC1)

IDIAP>Connection®
Callldentity=[1],
ConnectedParties:
Partyldentity=2025550000,
Partyldentity=2025551111,
Partyldentity=2025552222)

CIAP>CCClose
(CCCldentity=CCC2)
9 The intercept subject CIAP>CCOpen o
invokes conference calling, (Callldentity=[3], | [3@01
the conference is placed on CCCldentity=CCC2) & | Lo OF
hold, and...
IDIAP>ConnectionBreak? ..ccc2

(Communicating parties are | (Callldentity=[1],
Parties [A and B] on CCC1.) RemovedParties:

Partyldentity=2025550000;
RemainingParties:

Partyldentity=2025551111,
Partyldentity=2025552222)

10 ...calls party X at 555-xxxx. | IDIAP> Origination o A
(Callldentity=[3], [Ecm oF
(Communicating parties are Called Party=202555xxxXx, —B
Parties [A and B] on CCC1.) User input= “555xxxx") X
S8 D
11 Party X answers and IDIAP> Answer o A
communicates with the (Callldentity=[3]) I:ECCI
subject. T DF
L . X
(Communicating parties are cce2
Parties [A and B] on CCC1 et DF
and Parties [S and X] on
CCcC2)
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Table 61:

Subject to Change
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Conference Call (Connection/ConnectionBreak using Partyldentities) Scenario

(Sheet 3 of 3)

Step

Action

Reported Event

Connection Diagram

12

The intercept subject
requests all parties to be
added to the conference.

(Communicating parties are
[S, A, B, and X] on CCC1.)

IDIAP>Change
(Previous:
Callldentity=[1];
Callldentity=[3];
Resulting:
Callldentity=[1],
CCCldentity=CCC1)

IDIAP>Connection®
(Callldentity=[1],
ConnectedParties:
Partyldentity=2025550000,
Partyldentity=2025551111,
Partyldentity=2025552222,
Partyldentity=202555xxxx)

CIAP>CCClose
(CCCldentity=CCC2)

13

Party B hangs up from the
call.

(Communicating parties are
[S,A, and X] on CCC1.)

IDIAP>ConnectionBreak®
(Callldentity=[1],
RemainingParties:
Partyldentity=2025550000,
Partyldentity=2025551111,
Partyldentity=202555xxxx;
DroppedParties:
Partyldentity=2025552222)

14

Later, the subject hangs up
and the network releases all
parties.

IDIAP>Release
(Callldentity=[1])

CIAP>CCClose
(CCCldentity=CCC1)

Table Notes:

a. This message can be constructed three ways: 1.) Report both Remaining
and Removed parties. 2.) Report only Remaining parties. 3.) Report only
Removed parties.

b. This message is redundant because all parties must follow their call
identities when merged, which is reported by the Change message.

¢. This message can be constructed three ways: 1.) Report both Remaining
and Dropped parties. 2.) Report only Remaining parties. 3.) Report only
Dropped parties.

191 E.1.3 Conference Call (Connection/ConnectionBreak

using Partyldentities)
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E.2

Call Waiting

Subject to Change Aug 13, 2003

Theintercept subject (S) at (202) 555-0000 originates a voice call to Party A
at (202) 555-1111. Party A answers the call. Later, a second call arrives to
alert the intercept subject from Party B at (202) 555-2222. The intercept
subject answers the second call with Call Waiting. The intercept subject
toggles back to the origina call. The intercept subject ends that call by
hanging up causing the held party to recall theintercept subject. Theintercept
subject answers the call. The second call is released.

This scenario shows each call with its own Callldentity. This scenario
contains no merging or splitting of Callldentities and therefore the Change
message is not required to be triggered. This scenario shows an example of
the use of a single CCCldentity. Therefore, CCClose and CCOpen messages
are used to maintain the association between the CCCldentity and two Calll-
dentities.

Annex E Information Access Scenarios - JSTD-025A 192
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E.21 Call Waiting with Recall (NetworkSignal and SubjectSignal)
Table 62: Call Waiting with Recall Scenario (Sheet 1 of 3)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle.
2 The intercept subject at CIAP>CCOpen -
(202) 555-0000 goes off- (Callldentity=[1]
hook and... CCCldentity=CCC1)
CCCL
. NSIAP>NetworkSignal | 7
...hears dial-tone. .
(Callldentity=[1]
AudibleSignal=1)
3 calls Party A at 555-1111 IDIAP>Origination A
and ... (Callldentity=[1],
CalledParty= 2025551111
User Input ="5551111") ccel
DF
..hears ring-back tone. NSIAP>NetworkSignal®
(Callldentity=[1]
AudibleSignal=3)
4 The called party answers IDIAP>Answer
the call and they converse. (Callldentity=[1] A
Partyldentity=2025551111)
ccClpye
5 Later, a second call arrives | IDIAP>TerminationAttempt
from Party B at (202) 555- (Callidentity=[2] A
2222 and ... Partyldentity=2025552222) b8
NSIAP>NetworkSignal
...the intercept subject © Wi)r nal CCClpr
hears call waiting tone. (Callidentity=[2]
AlertingSignal=6)
193 E.2.1 Call Waiting with Recall (NetworkSignal and

SubjectSignal)
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Table 62:

Subject to Change

Call Waiting with Recall Scenario

Aug 13, 2003

(Sheet 2 of 3)

Step

Action

Reported Event

Connection Diagram

6

The intercept subject
answers the second call
with Call Waiting.

ISSIAP>SubjectSignal
(Callldentity=[1],
Signal:
(Switchhook Flash="Flash"))

CIAP>CCClose
(CCCldentity=CCC1)

CIAP>CCOpen
(Callidentity=[2]
CCCldentity=CCC1)

IDIAP>Answer
(Callldentity=[2]
Partyldentity=2025550000)

The intercept subject
toggles back to the original
call.

ISSIAP>SubjectSignal
(Callldentity=[2],
Signal:
(SwitchhookFlash="Flash™))

CIAP>CCClose
(CCCldentity=CCC1)

CIAP>CCOpen
(Callldentity=[1]
CCCldentity=CCC1)

The intercept subject ends
that call by hanging up ...

IDIAP>Release
(Callldentity=[1])

CIAP>CCClose
(CCCldentity=CCC1)

... causing the held party to
recall the intercept subject
with alerting.

IDIAP>TerminationAttempt
(Callidentity=[2]
Partyldentity=2025552222)
NSIAP>NetworkSignal
(Callldentity=[2]
AlertingSignal=1)

CIAP>CCOpen
(Callldentity=[2]
CCCldentity=CCC1)

10

The intercept subject
answers the call.

IDIAP>Answer
(Callldentity=[2]
Partyldentity=2025550000)

Annex E Information Access Scenarios - JSTD-025A 194
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Table 62: Call Waiting with Recall Scenario (Sheet 3 of 3)
Step Action Reported Event Connection Diagram
11 | Later, the second call is IDIAP>Release
released. S

(Callldentity=[2])

CIAP> CCClose
(CCCldentity=CCC1)

Table Notes:

a. This message is used when the subject’ s switch receives a signal message
and applies ring-back tone to the subject. If ring-back toneis applied in-band
from the second TSP’ s switch then this message would not be generated by
the subject’ s switch.

195 E.2.1 Call Waiting with Recall (NetworkSignal and
SubjectSignal)
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E.3 Multi-stage Dialing (DialedDigitExtraction)
The intercept subject originates a call through a secondary TSP. The
secondary TSP answersthe call and prompts the intercept subject to enter the
destination number and calling card number. Party A answers, the two parties
converse, then the call is ended.
Table 63: Multi-stage Dialing (DialedDigitExtraction) Scenario (Sheet 1 of 2)
Step Action Reported Event Connection Diagram
1 The call connections for the
IAP are idle. S
2 The intercept subject at CIAP>CCOpen
(202) 555-0000 goes off- (Callldentity=[1], S
hook and... CCCldentity=CCC1)
..... CCClpE
hears dial-tone NSIAP>NetworkSignal
(Callidentity=[1],
AudibleSignal=1)
3 ...calls a TSP switch at 1- IDIAP> Origination S A
800-555-1111. (Callldentity=[1], D
Called Party=8005551111,
User Input="18005551111") .cec1
NSIAP>NetworkSignal®
(Callldentity=[1],
AudibleSignal=3)
4 The TSP switch answers IDIAP>Answer o TSP
and... (Callldentity=[1])
...prompts the intercept
subject to enter the destina- b CCCIhE
tion number followed by a# | (See footnote)
key, then a calling card
number followed by a # key.
5 The intercept subjectenters | ISSIAP> DialedDigitExtrac-
“404-555-1111#", then tion® S TSP
“1234-5678-9876#" within (Callidentity=[1]
20 seconds. " Y=L,
Digits="4045551111#123456 ccel
789876#1) .................... DF
6 The call is routed to Party A.
S TSP/A
(No reportable events)
......... CCClpE
7 Party A answers and
communicates with the S TSPIA
intercept subject. (No reportable events)
......... CCClpE
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Table 63: Multi-stage Dialing (DialedDigitExtraction) Scenario (Sheet 2 of 2)
Step Action Reported Event Connection Diagram
8 The call is ended. IDIAP>Release

(Callldentity=[1])

CIAP>CCClose
(CCCldentity=CCC1)

Table Notes:

a. This message is used when the subject’ s switch receives a signal message
and applies ring-back tone to the subject. If the ring-back toneis applied in-
band from the second TSP’ s switch then this message would not be generated
by the subject’ s switch.

b. No messages are provided from the intercept subject’s originating system
because these events are occurring at the secondary TSP system, which is not
performing surveillance.

c. If the intercept subject pauses more than twenty seconds or if the number
of digits exceeds 32, then multiple Dial edDigitExtraction messages would be
sent.

197 E.3 Multi-stage Dialing (DialedDigitExtraction)
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Annex F  Optional Messages

This Annex isinformative and is not considered part of this Standard.

F.1 ConnectionTest Message

The ConnectionTest message is an optional message that may be used to
verify the connectivity of the CDC. This message may be sent during the
provisioning process or at any other time.

The ConnectionTest message may be triggered when:

a. manualy invoked,
b. periodically at an implementation specific interval, or

c. automatically upon maintenance events.

The ConnectionTest message includes the following parameters:

Table 64: ConnectionTest Message Parameters
Parameter MOC Usage
Caseldentity @] Include to identify an associated Intercept Subject.
IAPSystemldentity 0] Included to identify the system containing the IAP

when the underlying data carriage does not imply
that system.

TimeStamp M Identifies the date and time that the event was
detected.
Memo 0] Include any information that may be useful for the

TSP to communicate to the LEA.

ConnectionTest ::= [11] SEQUENCE ({
[0] Caseldentity OPTI ONAL,
[1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept
-- Access

-- Function when the underlying data carriage does not inply
-- that system
[2] TinmeStanp,

meno [3] VisibleString (SIZE (1..255)) OPTI ONAL

Annex F Optional Messages 198
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Annex G LAES Administrative Interfaces

This Annex isinformative and is not considered part of this Standard.

T1M1.5 has been working on a standard for the LAES administrative inter-
faces entitled Operations, Administration, Maintenance and Provisioning
(OAM& P)—Extension to Generic Network Information Model for Interfaces
Between Service Provider Administrative System and Network Elements for
Lawfully Authorized Electronic Surveillance.

Refer to the following document or the latest version for information
regarding the Reference Point a and Reference Point c:

ANSI T1.260-1998

This document is available from:

T1 Secretariat
1200 G St. NW Suite 500
Washington, DC 20005

199 Annex G LAES Administrative Interfaces
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Annex H Possible e-Interface Delivery Methods for
Packet Mode Telecommunications
Services

This Annex isinformative and is not considered part of this Standard.

This Annex provides example Delivery Methods.

Note: This Annex is open to inclusion of or reference to other delivery
methods.

H.1  Data Stream Framing Protocol Delivery Method

H.1.1 Introduction

This contribution proposes a method to use TCP/IP as a reliable delivery
mechanism for application messages used for lawful intercept.

H.1.2 Approach

H.1.2.1 Purpose

This Data Stream Framing Protocol isdesigned to be used over areliable data
stream transport protocol (e.g. TCP) where discrete application messages are
being sent and received. Since stream-based protocols such as TCP don’t
provide an inherent method to indicate the beginning and end of application
messages, a generic “framing protocol” is defined here to met thisneed. This
DSFPis arobust generic framing protocol that is self sufficient and provides
its own validity checks. It allows for detecting errors in the synchronization
of the data stream and provides a means to re-synchronize the data stream
without requiring the underlying connection to be terminated.

H.1.3 Format

The format of the DSFP is shown below:

Table 65: Format of DSFP
Bit Number Octet
8 7 6 5 4 3 2 1 Number
1
i 2
Prefix 3
4
Version 5
Reserved 6
Length Indicator (LI) g

Annex H Possible e-Interface Delivery Methods for 200
Packet Mode Telecommunications Services
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Table 65:

Subject to Change PN-4465-RV1

Format of DSFP

Bit Number Octet

5 4 3 2 1 Number

Application Message

9

LI +8

LI+9

Suff
umx L+ 10

H.1.4

Rules

The application message is framed with Prefix and Suffix character
sequences. Theinclusion of the L ength Indicator enablesthereceiver to avoid

searching for the Suffix within the data stream and enabl es efficient detection
of synchronization problems by allowing the receiver to know where to
expect the end of amessage. The Prefix and Suffix characters are not escaped.
In this sense, the DSFP is not a true framing protocol.

The Prefix is defined to be the ASCII string of 4 asterisks: “****”,
The Suffix is defined to be the ASCII string of 2 pluses: “++".
The Version of the DSFPis set to zero.

The Reserved octet must be set to zero and must be ignored by the receiver.

As the data is read from the transport layer, the receiver performs the
following steps:

1 Validate that each message begins with Prefix.
2 Validate that a Suffix exists exactly Length Indicator bytes after the
Length Indicator.

If either Step 1 or Step 2 fails, then the receiver haslost synchronization with
the sender. The receiver may either terminate the underlying transport layer
connection or attempt to re-synchronize with the sender as described in
Section H.1.5.

The following is an example of a more detailed set of steps that could be
followed where the transport layer is TCP:

1 Read 8 bytes from the TCP socket.
Validate that the first 4 bytesisthe ASCII string “****”,

The 7th and 8th bytes comprise the Length Indicator (LI1). Read L1+2
bytes from the TCP socket.

Validatethat thelast two bytes (LI1+1 and L1+2) isthe ASCI|I string “++".

w N

If either Step 2 or Step 4 fails, then the receiver haslost synchronization with
the sender. The receiver may either terminate the underlying reliable
connection or attempt to re-synchronize with the sender as described in
Section H.1.5.

201 H.1.4 Rules
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H.1.5 Re-synchronization

PN-4465-RV 1

A host that istrying to regain synchronization with the data stream will scan
the data stream until the Prefix is detected and then use the Length Indicator
and Suffix to verify that a complete Application Message has been extracted
from the transport layer. Since the Prefix and the Suffix are not escaped, it is
important that the receiver not only attempt to locate a Prefix, but also verify
that a Suffix iswhere it is expected to be.

If the receiver has scanned 65,545 bytes (65,535 from L ength Indicator + 10
overhead) from the data stream without successfully re-synchronizing with
the sender, then the receiver should terminate the underlying transport layer
connection. A particular interface with other hard constraints (e.g. network
element buffer sizes), may terminate the underlying transport layer
connection upon reaching that lower threshold.

Additionally, if thereceiver has successfully re-synchronized with the sender,
but then immediately oses synchroni zation again (when attempting to extract
the next Application Message), then the receiver should terminate the
underlying transport layer connection.

Short Application Messages

The error detection provided by the DSFP is not complete. Specifically, this
protocol does not detect the case where there were no synchronization errors,
but the application message was still too short to contain all of the mandatory
data. This type of check is still required to be performed by the receiver in
some fashion, but this type of error does not require the underlying transport
layer connection to be terminated. The DSFP is not responsible for the
detection of malformed application layer messages.

Annex H Possible e-Interface Delivery Methods for 202
Packet Mode Telecommunications Services
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Subject to Change PN-4465-RV1

J-STD-025 Abstract Syntax

This Annex is informative and is composed of ASN.1 code ready to be
compiled. The code is a reflection from the information in Chapter 5 and
Chapter 6 with the exception of the material related to CDMA 2000 in Section
6.5 “cdma2000 Abstract Syntax for Packet Data Cll Delivery” and Section
6.6.2.1 “cdma2000 Abstract Syntax Notation for Packet Data CC Delivery”.

Note: This Annex does not include the expected convention of new text being
underlined.

Figure 57: LAES Object Tree

ti(113737)

| aes(2)

tr45(0) t1(1)

j - std- 025( 0) cdma2000( 1)

j - std-025-0(0)

j -std-025-a(1) j - std- 025-b(2)

version-1(0)

203 Annex | J-STD-025 Abstract Syntax
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Laesp-j-std-025-b {iso(1l) nenber-body(2) us(840) ti(113737) laes(2) tr45(0) j-std-

025(0) j-std-025-b(2) version-1(0)}

DEFINITIONS | MPLICI T TAGS :: =

Aug 13, 2003

BEG N
LAESPr ot ocol ::= CHA CE {
| AESMessage LAESMessage,
| AESMessagePl us LAESMessagePl us
-- For J-STD- 025- A solutions the LAESMessage choi ce shoul d be
-- selected .
-- The LAESMessagePl us choice is recomrended for solutions for
-- revisions beyond J-STD- 025-A.
}

LAESMessagePl us ::
protocol I dentifier

= SEQUENCE {

OBJECT | DENTI FI ER Laesp-j - std-025-b,

-- assigned for each protocol syntax
| AESMessage LAESMessage

}

-- The LAESMessage paraneter defines the LAES nessages.

LAESMessage ::= CHO CE {
answer [1] Answer,
ccd ose [2] CCd ose,
ccOpen [3] CCOpen,
change [4] Change,
origination [5] Oigination,
packet Envel ope [ 6] Packet Envel ope,
redirection [7] Redirection,
rel ease [ 8] Rel ease,
servingSystem [9] ServingSystem
termAtt enpt [10] Term nationAttenpt,

-- connTest [11] ConnectionTest, - - see Annex F
conf Part yChange[ 12] Conf er encePart yChange,
connection [13] Connecti on,
connect Br eak [ 14] Connecti onBreak,

di al edDgt Extrn [ 15] Di al edDi gi t Extracti on,
net wor kSi gnal [ 16] Networ kSi gnal ,
} subj ect Signal [17] SubjectSignal

Annex | J-STD-025 Abstract Syntax
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-- Answer Message

-- The Answer nessage is used to report that a connection-oriented call or leg
-- has been answered.

Answer

1= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSysteml dentity OPTI ONAL,

-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that

-- system
ti meStanp [2] TinmeStanp,
callldentifier [3] Callldentity,
answeri ng [4] Partyldentity OPTI ONAL,
-- include, when known, to identify the answering party or agent
| ocation [5] Location OPTI ONAL,
-- Include, when a termnating call is answered, the |ocation

-- information is reasonably available to the I AP and delivery is
-- authorized, to identify the location of an intercept subject’s
-- nobile term nal

bearer Capability [6] EXPLICIT BearerCapability OPTI ONAL
-- include, when known (or presuned), to indicate the granted bearer
-- capability.

-- CCO ose Message

-- The CCC ose nessage is used to report the end of call content delivery on the

-- CCC.

CCCl ose ::

= SEQUENCE ({

caseldentifier [0] Caseldentity,

i apSystem dentifier [1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that
-- system

ti meStanp [2] TinmeStanp,

cccldentity [3] EXPLICIT CCCldentity

205 Annex | J-STD-025 Abstract Syntax
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--CCOpen Message

-- The CCOpen nessage is used to report the beginning of call content delivery on

-- the CCC
CCOpen :: = SEQUENCE ({
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
ti meStanp [2] TinmeStanp,
ci rcui t ORpacket CHA CE {
callldentities [3] SEQUENCE COF Callldentity,
-- for circuit-node intercepts
pduType [4] PDUType
-- for packet-npde intercepts
1
cccldentity [5] EXPLICIT CCCldentity
}
-- Change Message
-- The Change nessage is used to report nerging or splitting of connection-oriented
-- call identities.
Change ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,
-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
ti meStanp [2] TinmeStanp,
previ ous [ 3] SEQUENCE OF -- previous call(s)
callldentities SEQUENCE OF Cal |l Identity,
-- identity(ies) of a previous call
resulting [4] SEQUENCE OF SEQUENCE { -- resulting call(s)
callldentities [0] SEQUENCE CF Callldentity,
-- identity(ies) of resulting call
cccldentity [1] EXPLICIT CCCldentity OPTI ONAL
-- included when the content of the
-- resulting call is delivered to
-- identify the CCC(s).
}
}

Annex | J-STD-025 Abstract Syntax 206
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-- Conf erencePartyChange Message

-- The ConferencePartyChange message reports a change in the parties to a subject initiated conference call
-- communication.

Conf erencePart yChange ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,

-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that

-- system
ti meSt anp [2] TinmeStanp,
conmuni cati ng [ 3] SEQUENCE OF SEQUENCE{
-- include to identify parties participating in the communication.
callldentities [0] SEQUENCE OF Callldentity OPTI ONAL,
-- identifies comunicating call identities.
partyldentities [1] SEQUENCE OF Partyldentity OPTI ONAL,
-- identifies comunicating party identities.
cccldentities [2] EXPLICIT CCCldentity OPTI ONAL
-- included when the content of the resulting call is
-- delivered to identify the associ ated CCC(s).
} OPTI ONAL,
dr opped [4] SEQUENCE OF SEQUENCE{
-- include to identify parties dropped fromthe comrunication.
callldentities [0] SEQUENCE OF Callldentity OPTI ONAL,

-- identifies previously comunicating, now dropped call
-- identity(ies).

partyldentities [1] SEQUENCE OF Partyldentity OPTI ONAL,
-- identifies previously comunicating, now dropped party
-- identity(ies).

cccldentities [2] EXPLICIT CCCldentity OPTI ONAL
-- included when a party(ies) to an existing conmuni cation
-- is dropped, to identify the associated CCC(s).

} OPTI ONAL,

r enoved [ 5] SEQUENCE OF SEQUENCE{
-- include to identify parties renmoved (e.g., hold service) fromthe
-- communi cati on.

callldentities [0] SEQUENCE OF Callldentity OPTI ONAL,
-- identifies renoved call identity(ies).

partyldentities [1] SEQUENCE OF Partyldentity OPTI ONAL,
-- identifies renoved party identity(ies).

cccldentities [2] EXPLICIT CCCldentity OPTI ONAL

-- included when a party(ies) to an existing conmuni cation
-- is renmoved, to identify the CCC(s).
} OPTI ONAL,

j oi ned [ 6] SEQUENCE OF SEQUENCE{

-- include to identify parties newWy added to the conmuni cati on.

callldentities [0] SEQUENCE OF Callldentity OPTI ONAL,
-- identifies newy added call identity(ies) to an existing
-- comuni cati on.

partyldentities [1] SEQUENCE OF Partyldentity OPTI ONAL,
-- identifies newy added party identity(ies) to an existing
-- communi cati on.

cccldentities [2] EXPLICIT CCCldentity OPTI ONAL
-- included when a party to an exi sting comunication
-- is added, to identify the associ ated CCC(s).

} OPTI ONAL
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-- Connection Message

-- The Connection message reports parties to a call under surveillance.

Connecti on 1= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,
-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
ti meSt anp [2] TinmeStanp,
callldentities [3] SEQUENCE COF Callldentity,
-- Connection Information
-- The followi ng two paraneters are considered Connection
-- Information.Include at |east one of the foll ow ng.
connect edParties [ 4] SEQUENCE OF Partyldentity OPTI ONAL,
newParti es [ 5] SEQUENCE OF Partyldentity OPTI ONAL

-- Connecti onBreak Message

-- The ConnectionBreak message reports parties removed from a call under surveillance.

Connecti onBreak: : = SEQUENCE {

caseldentifier [0] Caseldentity,

i apSystemn dentifier [1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system

ti meStanp [2] TinmeStanp,

callldentities [3] SEQUENCE COF Callldentity,
-- ConnectionBreak Information
-- The following three paraneters are consi dered Connecti onBreak
-- Information. Include at |east one of the foll ow ng.

renovedParti es [ 4] SEQUENCE OF Partyldentity OPTI ONAL,
remai ni ngParties [ 5] SEQUENCE OF Partyldentity OPTI ONAL,
dr oppedParti es [ 6] SEQUENCE OF Partyldentity OPTI ONAL

-- DialedDigit Extracti on Message

-- The DialedDigitExtraction message reports post cut-through digits dialed by the intercept subject.

Di al edDi gi t Extraction ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,

-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that

-- system
ti meSt anp [2] TinmeStanp,
callldentifier [3] Callldentity,
digits [4] VisibleString (SIZE (1..32))

-- e.g., “12345" or "*123" or “#345"
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-- Networ kSi gnal Message

--The NetworkSignal message reports network signals sent to the intercept subject.

Net wor kSi gnal ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,

-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that

--system

ti meStanp [2] TinmeStanp,

callldentifier [3] Callldentity OPTI ONAL,
-- Signal

-- The follow ng four paraneters are consi dered network-generated
-- signals. Include at |east one of the follow ng four paraneters to
-- identify the signal being applied by the | AP.

al erti ngSi gnal [4] AlertingSignal OPTI ONAL,

subj ect Audi bl eSi gnal [5] Audi bl eSi gnal OPTI ONAL,

term nal Di spl ayl nfo [6] Term nal Di splaylnfo OPTI ONAL,

ot her [7] VisibleString (SIZE (1..128)) OPTI ONAL
-- e.g., standard announcement or nane of an announcenent as
-- per ANSI-41.
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-- Oiginati on Message

-- The Origination nessage reports authorized connection-oriented call origination
-- attenpts or nunber translations for the intercept subject performed by the
-- Access Function.

PN-4465-RV 1

Oigination ::= SEQJUENCE {
caseldentifier [0] Caseldentity,
i apSystemn dentifier [1] 1 APSysteml dentity OPTI ONAL,

-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that

-- system
ti meSt anp [2] TinmeStanp,
callldentifier [3] Callldentity,
calling [4] Partyldentity OPTI ONAL,

-- include, when nore specific than the subject identity associated
-- with the Caseldentity, to identify the calling nunber

call ed [5] Partyldentity OPTI ONAL,
-- include if known

i nput CHO CE {

user | nput [6] VisibleString (SIZE (1..32)),
-- use if input is known to be fromthe user
-- e.g., “” (hot line), “12025551234” or “*123"
transl ati onl nput [7] VisibleString (SIZE (1..32))
-- use for inputs to translation
-- e.g., “” (hot line), “12025551234” or “*123"
8
| ocation [8] Location OPTI ONAL,

-- Include, when the location information is reasonably available to
-- the 1AP and delivery is authorized, to identify the |ocation of
-- an intercept subject’s nobile termninal

transitCarrierld [9] TransitCarrierldentity OPTI ONAL,
-- include if known
bearer Capability [10] EXPLICIT BearerCapability OPTI ONAL

-- include if known (or presuned)

Packet Envel ope Message

-- The Packet Envel ope nmessage delivers intercepted packets to an LEA.

Packet Envel ope ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,

-- include to identify the system containing the Intercept
-- Access Function when the underlying data carri age does not
-- inmply that system

ti meStanp [2] TinmeStanp,
callldentifier [3] Callldentity OPTI ONAL,
| ocation [4] Location OPTI ONAL,

-- Include, when the location information is reasonably
-- available to the AP and delivery is authorized,
-- to identify the location of an intercept subject’s nobile

-- termnal.
packet | nformati on CHO CE {
i sdnUser ToUser Si gnal i ng[ 5] SEQUENCE {
callldentifier [0] Callldentity,
sendi ng [1] Partyldentity,
i nt er cept edUUPacket [2] OCTET STRING (SIZE (1..128)) OPTI ONAL
-- Encoded according to T1.607 User-to-user
-- information element starting with Cctet 4.
I
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ti aEi a41Short MessageServi ce[ 6] SEQUENCE {
original Oigi nati ngAddr ess [0] Partyldentity,
ori gi nal Desti nati onAddr ess [1] Partyldentity,
ori gi nati ngAddr ess [2] Partyldentity OPTI ONAL,
-- include if known and different than the
-- original Oiginati ngAddr ess
desti nati onAddress [3] Partyldentity OPTI ONAL,
-- include if known and different than the
-- original destinationAddress
snsTel eservicel dentifier [4] I NTEGER (-32768..32767),
--see TIAEIA- 41
i nt er cept edl SSMSPacket [5] OCTET STRING (SIZE (1..255))
OPTI ONAL
8

gsnSMshor t MessageSer vi ce[ 7] SEQUENCE {
sender Addr ess [0] Partyldentity,
recei ver Addr ess [1] Partyldentity,
nt er cept edGSMSMBPacket [ 2] OCTET STRING (S| ZE (1..255)) OPTI ONAL

b

wi rel essl PServi ce [ 8] SEQUENCE {
-- This paranmeter may al so be used for
-- information pertaining to non-wreless
-- | P-based services.
ori gi nati ngAddr ess [0] Partyldentity,

desti nati onAddress [1] Partyldentity,
i nt er cept edl PPacket [2] OCTET STRING (Sl ZE (1..70000)) OPTI ONAL
}
}
}
-- Redirecti on Message
-- The Redirection nessage indicates that an incom ng connection-oriented call
-- attenpt, originally directed toward a subject, has been redirected by the
-- subject.
Redi rection ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
ti meSt anp [2] TinmeStanp,
callldentifier [3] Callldentity,
redi rectedTo [4] Partyldentity,
transitCarrierld [5] TransitCarrierldentity OPTI ONAL,
-- include if known
bearer Capability [6] EXPLICIT BearerCapability OPTI ONAL,
-- include if known (or presuned)
system dentity [7] VisibleString (SIZE (1..15)) OPTI ONAL
-- include when a call to a wireless subscriber is redirected to
-- another TSP and that identity is reasonably avail abl e.
-- e.g., “MSCID 12345-123" or “2025551234"
}
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-- Rel ease Message

-- The Rel ease nessage is used to report that a connection-oriented call has been

-- rel eased.
Rel ease ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
ti meStanp [2] TinmeStanp,
callldentifier [3] Callldentity,
| ocation [4] Location OPTI ONAL,
-- Include, when the location information is reasonably available to
-- the 1AP and delivery is authorized, to identify the |ocation of
-- an intercept subject’s nobile term nal
system dentity [5] VisibleString (SIZE (1..15)) OPTI ONAL

-- include, when a handed-off wireless call is released while being
-- served by another TSP to identify the last known TSP serving the
-- subject, e.g., “MSCID 12345-123" or “2025551234"

-- Servi ngSyst em Message

-- The ServingSystem nessage is used to report a change in the current TSP or
-- service area for termnal or personal nobility.

ServingSystem :: = SEQUENCE {

caseldentifier [0] Caseldentity,

i apSystem dentifier [1] 1 APSysteml dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system

ti meSt anp [2] TinmeStanp,

system dentity [3] VisibleString (SIZE (1..15)) OPTI ONAL,
-- include, when authorizing service to a TSP, to identify the TSP
-- e.g., “MSCID 12345-123" or “2025551234"

net wor kAddr ess [4] VisibleString (SIZE (1..15)) OPTI ONAL
-- include if the serving TSP can only be identified by
-- aredirect-to number e.g., a personal or residential base station
-- directory nunber “2025551234"
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-- Subj ect Si gnal Message

-- The SubjectSignal message reports all signaling input by the intercept subject.

Subj ect Si ghal ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,

-- include to identify the systemcontaining the Intercept Access
-- Function when the underlying data carriage does not inply that

-- system
ti meSt anp [2] TinmeStanp,
callldentifier [3] Callldentity OPTI ONAL,
si gnal [ 4] SEQUENCE {

-- signal

-- The follow ng four paranmeters are considered subject-initiated

-- signaling information. Include at |east one of the follow ng four

-- paraneters to identify the subject-signaling informtion being

-- reported.
swi t chhookFl ash [0] VisibleString (SIZE (1..128)) OPTI ONAL,
-- e.g, “FLASH
dialedDigits [1] VisibleString (SIZE (1..128)) OPTI ONAL,
-- e.g. “12013452367", “*123",
f eat ur eKey [2] VisibleString (SIZE (1..128)) OPTI ONAL,
-- e.g. “KEY1", “HOLD', “CONFERENCE" or any
-- other function key.
ot her Si gnal i ngl nf or mati on [3] VisibleString (SIZE (1..128))
OPTIl ONAL
-- e.g., “HOW
}
}
-- Term nati onAttenpt Message
-- The Term nati onAttenpt message is used to report a connection-oriented call
-- termnation attenpt.
Term nati onAttenpt ::= SEQUENCE {
caseldentifier [0] Caseldentity,
i apSystem dentifier [1] 1 APSystem dentity OPTI ONAL,
-- include to identify the system containing the |Intercept Access
-- Function when the underlying data carriage does not inply that
-- system
ti meSt anp [2] TinmeStanp,
callldentifier [3] Callldentity,
calling [4] Partyldentity,
call ed [5] Partyldentity OPTI ONAL,
-- include, when nore specific than the subject identity associated
-- with the Caseldentity, to identify the called party.
bearer Capabi lity [6] EXPLICIT BearerCapability OPTI ONAL,
-- included when known (or presuned)
redi recti onFrom [ 7] RedirectedFrom nformation OPTI ONAL
-- include if this termnation attenpt is a result of a redirected
-- call
}

-- Paraneter Definitions
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-- AlertingSi gnal

-- The AlertingSi gnal

Subject to Change Aug 13, 2003

paraneter defines the pitch and cadence of the alerting
-- (ringing) signal. The AlertingSignal

parameter shall be encoded as foll ows:

Al ertingSi gnal ::= ENUMERATED ({
not Used (0),
al ertingPattern0 (1), -- normal alerting
al ertingPatternl (2), -- distinctive alerting - Intergroup
al ertingPattern2 (3), -- distinctive alerting: Special/Priority
al ertingPattern3 (4), -- Electronic Key Tel ephone Service
al ertingPattern4 (5), -- reminder ring
cal l Wi tingPatternl (6), -- basic call waiting tone
cal | Wi tingPattern2 (7), -- incoming additional call tone
cal | Wai tingPattern3 (8), -- priority additional call tone
cal Il Wi tingPattern4 (9), -- distinctive call waiting tone
bar gel nTone (10)
}
-- Audi bl eSi gnal
-- The Audi bl eSignal paraneter is used to report the type of audible tone that is
-- generated by the AP switch and applied to the intercept subject.
-- The Audi bl eSi gnal paraneter shall be encoded as foll ows:
Audi bl eSi gnal ::= ENUMERATED {
not Used (0),
di al Tone (1),
recal | Di al Tone (2),
ri ngbackTone (3), -- RingbackTone or Audi bl eAlerting
reor der Tone (4), -- Reorder Tone or CongestionTone
busyTone (5),
confirmati onTone (6),
expensi veRout eTone (7),
messageWai ti ngTone (8),
recei ver O f HookTone (9),
speci al | nf oTone (10),
deni al Tone (11),
i nt ercept Tone (12), --InterceptTone or MNbbil eReorder
answer Tone (13),
tonesOF f (14),
pi pTone (15),
abbrevi at edl ntercept (16),
abbr evi at edCongestion (17),
war ni ngTone (18),
di al ToneBur st (19),
nunber UnQobt ai nabl eTone ( 20),
aut hent i cati onFai | Tone(21)
}

-- BearerCapability

--The BearerCapability paranet

Bearer Capability ::
speech
f 3100HzAudi o
bear er Capl nf oEl enent

= CHOI CE {

er indicates a requested or granted bearer service.

[0] NULL,
[1] NULL,
[2] OCTET STRING (S| ZE (1..64))

-- encoded according to T1.607 Bearer Capability information

-- elenent star

Annex | J-STD-025 Abstract Syntax

ting with octet 3

214

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change PN-4465-RV1

-- Callldentity
--The Callldentity paraneter is used to uniquely identify a particular call, call
-- appearance, or call legs within the context of a single system The CCOpen and

-- Change nessages can correlate the Callldentity to one or nore CCCs when content
-- is delivered. A Callldentity nay be created with a CCOpen, Oigination,

-- Term nati onAttenpt, NetworkSignal or Change nessage. A Callldentity may be rel eased
-- for other uses with a Rel ease or Change nessage. Callldentity shall not be

-- imrediately re-used. HLRs and simlar systens that do not correl ate nessages

-- with Callldentity(ies) do not need to release the Callldentity.

Callldentity ::= SEQUENCE {
sequenceNunber [0] VisibleString (SIZE (1..25)),
system dentity [1] VisibleString (SIZE (1..15)) OPTI ONAL

-- include when the systemissuing the sequenceNunber is

-- different than the accessing system

-- e.g., CLLI code, “MsClID 12345-123" or “2025551234" (E. 164
-- address of node)

}
-- Caseldentity

-- The Caseldentity paraneter contains a case identity assigned by the LEA for a
-- particular electronic surveillance. The Caseldentity will be designated by the
-- LEA and provided to a TSP at the time of provisioning of an electronic

-- surveill ance.

Caseldentity ::= VisibleString (SIZE (1..25))
-- e.g., “FBI-12345" or “NYPD- 12345"

-- CCCldentity

-- The CCCldentity paraneter identifies the CCC or pair of CCCs used for conveying
-- call content. Each CCCis identified with a VisibleString which may contain a
-- directory nunmber (e.g., “202-555-1111"), a trunk identity (e.g., “FBI TG 001" or
-- “LAES-999”), an |P network address (e.g., “IP: 101.012.103.104:100") or an X 25
-- network address (e.g., “X121: 1234-5678901234").

CCCldentity ::= CHO CE {
conbCCC [0] VisibleString (SIZE (1..20)), -- conbi ned CCC
sepCCCpai r [1] SEQUENCE { -- separated CCC
sepXm t CCC [0] VisibleString (SIZE (1..20)), -- transmt path
-- (fromthe intercept subject or redirected-to party)
sepRecvCCC [1] VisibleString (SIZE (1..20)) -- receive path
-- (to the intercept subject or redirected-to party)

}

i ndXm t CCC [2] VisibleString (SIZE (1..20)), -- individual transnmit path
-- (fromthe intercept subject or redirected-to party)

i ndRecvCCC [3] VisibleString (SIZE (1..20)), -- individual receive path
-- (to the intercept subject or redirected-to party)

i ndCCC [4] VisibleString (SIZE (1..20)) -- individual CCC without
-- a specified direction. Use only in CCC ose nmessages.

}

-- | APSystem dentity

--The | APSystenml dentity paraneter identifies the systemof the Intercept Access
-- Point and should not inply the specific location of an intercept subject.

| APSystem dentity ::= VisibleString (SIZE (1..15))
-- e.g., CLLI code, “MsClD 12345-123" or “2025551234" (E. 164 address of
-- node)
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-- Location

--The Location paraneter identifies the cell

Location ::

Subject to Change

of the subject’s nobile termnal.

= VisibleString (SIZE (1..32)) -- e.g., “VESTGATE" or “CELLO17”

-- Partyldentity

-- The Partyldentity paraneter identifies a party to a call or call

Partyldentity ::

esn

i mei
t ei
spi d

i msi

mn

dn

user Provi ded

appear ancel d

cal I i ngCar dNum
i pAddr ess
x121

trunkld

subaddr ess

generi cAddr ess
genericDigits
generi cName

port

attenpt.

= SEQUENCE {

- include those identification elenments necessary to uniquely
- identify the party known at the point in call and are

- authorized. At least one of the followi ng paraneters is

- required.

[0] VisibleString (SIZE (8)) OPTI ONAL,
-- AMWPS-based El ectronic Serial Nunmber

-- a hexadecimal string e.g., “82ABCDEF"

[1] VisibleString (SIZE (1..15)) OPTI ONAL,

-- GSM based International Mbile Equipnent ldentity

[2] VisibleString (SIZE (1..15)) OPTI ONAL,
-- | SDN-based Term nal Equi pnent ldentity

[3] VisibleString (SIZE (3..20)) OPTI ONAL,
-- | SDN-based Service Profile Identifier

[4] VisibleString (SIZE (1..15)) OPTI ONAL,
-- International Mbile Station Identity

-- E. 212 nunber beginning with Mbile Country Code

[5] VisibleString (SIZE (10)) OPTI ONAL,
-- AWPS-based Mbile Identification Nunber

[6] VisibleString (SIZE (1..15)) OPTI ONAL,

-- e.g., called directory nunber or network provided calling
-- nunber.

[7] VisibleString (SIZE (1..15)) OPTI ONAL,
-- user provided calling nunber as supplied
[8] VisibleString (SIZE (1..15)) OPTI ONAL,

-- include for instrunents or services with nultiple line,
-- station, or call appearances

[9] VisibleString (SIZE (1..20)) OPTI ONAL,
[10] VisibleString (SIZE (1..32)) OPTI ONAL,
-- I Pv4 addressing with deci mal quad notation e.g.,

-- “123.123.123.123" (not a URL)

[11] VisibleString (SIZE (1..15)) OPTI ONAL,
-- begin with DNIC

[12] VisibleString (SIZE (1..32)) OPTI ONAL,

-- indicate trunk group, trunk number or both

-- This is usually used to identify an associ ate when ot her
-- identifying information is not avail able.

-- This may also identify a subject’s agent (e.g., screening
-- service).

[ 13] OCTET STRING (SIZE (2..21)) OPTI ONAL,
-- encoded according to T1. 607 Subaddress infornmation el ement
-- starting with octet 3.

Aug 13, 2003

[ 14] SEQUENCE COF VisibleString (SIZE (1..32)) OPTI ONAL,
-- indicate use of the generic address

[15] SEQUENCE OF VisibleString (SIZE (1..32)) OPTI ONAL,
-- indicate use of the generic digits

[16] SEQUENCE OF VisibleString (SIZE (1..48)) OPTI ONAL,
-- indicate use of the generic nane

[17] VisibleString (SIZE (1..32)) OPTI ONAL,

-- identify a particular equipnment port.

-- This is used to identify an associ ate when ot her

-- identifying information is not avail abl e.
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cont ext [18] VisibleString (SIZE (1..64)) OPTI ONAL,
-- when none of the other identities are known or to
-- identify the context and special considerations of the
-- supplied identifier(s), especially when the identifier(s)

-- is (are) abnornmal (e.g., international, private,
-- restricted, operator, no address, hotel/notel, coin, etc.)
i sdnHi ghLayer [19] OCTET STRING (SIZE (2..14)) OPTI ONAL,

-- include if known
-- encoded according to T1.607 Hi gh Layer Conpatibility
-- information element starting with octet 3
i sdnLowLayer [20] OCTET STRING (Sl ZE (2..14)) OPTI ONAL
-- include if known
-- encoded according to T1.607 Low Layer Conpatibility
-- information element starting with octet 3

-- PDUType

--The PDUType paraneter indicates the intercepted packet type on a CCC (e.g., see
-- Annex B.1). Negative values are reserved for bilateral agreenent or protocol

-- extension.
PDUType ::= ENUMERATED {
i sdnBchannel (0), -- see BearerCapability paraneter
i sdnDchannel (1), -- intermxed Q 931, Q 932, and X 25
ip (2), -- Internet protocol packets
ppp (3), -- Internet point-to-point protocol packets
x25 (4) -- X. 25 LAPB packets

217 Annex | J-STD-025 Abstract Syntax
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-- RedirectedFrom nfornation

-- The RedirectedFrom nfornmati on paraneter is used to report information about the
-- last redirecting party and the original redirecting party on calls that are

-- redirected to the subject.

Redi rect edFrom nformation ::= SEQUENCE {
| ast Redi recting [0] Partyldentity OPTI ONAL,
-- include if known
original Call ed [1] Partyldentity OPTI ONAL,
-- include if known
nunRedi recti ons [2] INTEGER (1..100) OPTI ONAL
-- include if known
}
-- Term nal Di spl ayl nfo
-- The Term nal Di splaylnfo parameter is used to report information that is
-- displayed on the intercept subject’s termnal. The Term nal D spl ayl nfo paraneter
-- shall be encoded as foll ows:
Ter mi nal Di spl ayl nfo 11 = SEQUENCE {
gener al Di spl ay [0] VisibleString (SIZE(1..80)) OPTI ONAL,
cal | edNurmber [1] VisibleString (Sl ZE(1..40)) OPTI ONAL,
cal I i ngNunber [2] VisibleString (SIZE(1..40)) OPTI ONAL,
cal l i ngNane [3] VisibleString (SIZE(1..40)) OPTI ONAL,
original Cal |l edNunber [4] VisibleString (SIZE(1..40)) OPTI ONAL,
| ast Redi recti ngNunber [5] VisibleString (SIZE(1..40)) OPTI ONAL,
redi recti ngNane [6] VisibleString (SIZE(1..40)) OPTI ONAL,
redi recti ngReason [7] VisibleString (SIZE(1..40)) OPTI ONAL,
messageWai ti ngNoti f [8] VisibleString (SIZE(1..40)) OPTI ONAL
}
-- TinmeStanmp
-- The TinmeStanp paraneter identifies the date and tinme of access.
TimeStanp ::= GeneralizedTi ne
-- TransitCarrierldentity
-- The TransitCarrierldentity parameter identifies an interexchange carrier.
TransitCarrierldentity ::= VisibleString (SIZE (3..7))

-- the carrier access code (if applicable) and carrier
-- identification code e.g., “123” or “10123” or “1012345" or
-- “9501234”

END --of Laesp-j-std-025-b

Annex | J-STD-025 Abstract Syntax 218
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Symbols
p-law encoding 95
Numerics
3.1 kHz audio 95
bearer service 87, 214
800-number translation 58
scenario 168
A
ainterface 46
abandoned 5, 25, 61
abbreviated dialing
scenario 167
Abstract Syntax Notation One 74, 95
access 5
bridged 107
looped 107
Access Function 5, 18, 19, 21, 43, 44, 45, 45, 46, 47, 81, 106, 107, 108, 115, 136, 210
AF5
agent 5, 47, 48, 89, 216
answering acall scenario 172, 173
making a call scenario 174
alerting
multiple parties scenario 172
AMPS5
AMPS-based 89, 216
analog facility 108, 110, 112, 136
Anchor System 177, 178
announcement 6, 28
ANSI 5
ANSI T1.607 3
Answer 22, 47, 75, 76, 147, 148, 149, 151, 152, 153, 155, 156, 157, 158, 159, 160, 161, 162,
163, 164, 165, 166, 168, 169, 171, 172, 173, 174, 176, 181, 185, 186, 189, 190, 193, 194, 196,
204, 205
ISUP 123
answer
(action) 5, 7, 28, 64, 122, 136, 137, 142, 143, 144, 146, 149, 150, 154, 158, 159, 164, 165,
166, 168, 170, 171, 172, 173, 175
(signal) 123, 129
indication 123
LAESMessage 75, 204
timer 123
answering 123, 131, 133
Partyldentity
Answer 48, 52, 76, 205
answering party 5
Anticipatory 136
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appearanceld 89, 216
appearances 89, 216
APPLICATION 74, 74
ASN.15, 74,95
associate 5
asynchronous data 95
Asynchronous Transfer Mode 5
ATM 5, 111, 112, 113, 114
attendant recall 48, 64
automatic callback
scenario 174
automatic recall 13
scenario 174
availability 22, 25
Awaiting Answer 142
B
B-channel 5
b-interface 46
Basic Encoding Rules 74, 95
bearer channels
scenario 166
bearer service 95, 115
3.1kHz audio 87, 214
Speech 87, 214
BearerCapability 87, 90, 214, 217
Answer 48, 76, 205
circuit-mode vs. packet-mode 114
Origination 59, 81, 210
Redirection 61, 83, 211

TerminationAttempt 65, 67, 68, 69, 71, 85, 213

bearerCapl nfoElement 87, 214
BER 5, 74, 95
BRI 5
bridged access 107
busy 64
scenario 159
C
C-conditional 47
c-interface 47
CALEA iii, xv,1,5,6,7,8,9, 10, 14, 16
cal 5
busy scenario 159
simple incoming scenario 149
simple outgoing scenario 147
call abandoned
scenario 145, 146

CCXX
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call and service processing 21
call appeaances
scenario 166
call appearance 5, 19, 25, 89, 216
call appearances
scenario 166, 169
call associated and non-call associated services 16
call associated services 16
call attempt
abandoned 146
access 28
answered 7
answered by network 28
incomplete 10
unanswered 5, 6, 146
call completion to abusy suscriber scenario 174
call content 5
channel 5
delivery delay 136
distribution 137
call data
channel 6
distribution 140
call deflection 6, 22, 29, 60
call delivery 6, 29, 60
scenario 170
cal diversion 6, 22, 29, 60
call forwarding 6, 22, 29, 60
activation scenario 175
scenario 169, 173
scenario on different systems 165
single system scenario 164
call fowarding
chained scenario 169
cal hold
scenario 158
call progress tones 28
call releast to pivot scenario 175
call retrieva
scenario 158
call screening
scenario 172, 173
call transfer 6
scenario 166
call waiting
deluxe 60

cCxxi
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recall scenario 150
scenario 150, 154
caled
directory number 89, 216
party 6
Partyldentity
Origination 59, 78, 81, 207, 210
TerminationAttempt 65, 85, 213
Called Party

Aug 13, 2003

Origination 146, 147, 148, 158, 159, 160, 161, 162, 163, 166, 167, 168, 174, 181, 185, 189,

196
call-identifying information 1, 5, 6, 6, 9, 10, 16, 16, 19, 20, 21, 25, 35, 45
Intercept Access Point 10, 21
Callldentity 87, 215
Answer 48, 52, 76, 205
CCOpen 50, 77, 206
Change 51, 58, 77, 206
circuit-mode vs. packet-mode 114
correlation 17
multiple per call 141, 180
one per scenario assumption 141, 180
Origination 59, 78, 79, 80, 81, 207, 208, 209, 210
PacketEnvelope 60, 81, 82, 210
Redirection 61, 83, 211
Release 62, 83, 212
Resulting 51, 58
TerminationAttempt 65, 85, 213
callldentity
PacketEnvelope 82, 210
caling
directory number 89, 216
party 6
Partyldentity
Origination 59, 78, 80, 81, 207, 208, 209, 210
TerminationAttempt 65, 85, 213
callingCardNum 89, 216
carrier access code 91, 218
carrier identification code 91, 218
Caseldentity 87, 215
Answer 48, 52, 76, 205
CCClose 49, 76, 205
CCOpen 50, 77, 206
Change 51, 53, 54, 55, 58, 64, 77, 206
ConnectionTest 198
Origination 59, 78, 79, 80, 81, 207, 208, 209, 210
PacketEnvelope 60, 81, 210
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Redirection 61, 83, 211
Release 62, 83, 212
ServingSystem 62, 84, 212, 213
TerminationAttempt 65, 67, 68, 69, 70, 71, 72, 85, 213
CCC5, 6
channel exhaustion 35
congestion 35
exhaustion 35
lack of CDC synchronization 35
loss of content 25
synchronization with CDC 35
unique identity 21
CCCldentity 88, 215
CCClose 49, 76, 205
CCOpen 50
Change 51, 77, 206
Resulting 51
CCClose48, 75, 76, 120, 128, 132, 134, 141, 145, 146, 147, 148, 149, 151, 152, 153, 155, 156,
157, 158, 160, 162, 163, 164, 165, 167, 168, 169, 171, 172, 173, 174, 175, 176, 178, 183, 187,
190, 194, 195, 204, 205
ccClose 75, 204
CCIAP 29
CCIR 6, 10
CCITT 6, 11
CCOpen 49, 75, 77, 119, 126, 131, 134, 141, 204, 206
(CCC1) 145, 146, 147, 148, 149, 151, 152, 153, 155, 156, 157, 158, 159, 161, 162, 164,
165, 166, 167, 168, 169, 170, 172,173, 174, 175, 176, 177, 179, 181, 185, 189, 193,
196
(CCC2) 151, 152, 153, 155, 156, 157, 160, 161, 163, 166, 169, 170, 176, 193
circuit-mode vs. packet-mode 114
ccOpen 75, 204
CCT6
CDC6, 7
congestion 35
lack of CCC synchronization 35
synchronization with CCC 35
CDMA 7,31
CDPD 31, 60
cell 7
Cellular Digital Packet Data 31
CF7
Change 22, 50, 75, 77, 204, 206
call waiting 151, 152, 155, 156
change 75, 204
channel 7
channel exhaust
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CCC 35
CDC (congestion) 35
CHOICE 74, 98
BearerCapability 87, 214
CCCldentity 88, 215
CCOpen 77, 206
LAESMessage 75, 204
Origination 78, 81, 207, 210
PacketEnvelope 82, 210
CIAP 7, 25, 26, 27, 28, 29, 100
circuit 7
Circuit IAP 24, 25, 25, 27
Circuit Intercept Access Point 7

circuit-mode 7, 25, 27, 48, 49, 50, 59, 61, 64, 77, 112, 114, 206

class 74, 74
APPLICATION 74
CONTEXT 74
PRIVATE 74
UNIVERSAL 74

CLLI code 87, 215

coin 90, 217

Aug 13, 2003

Collection Function 7, 19, 20, 21, 30, 32, 35, 43, 45, 46, 46, 47, 95, 104, 108, 109, 115, 117,

120, 122, 123, 125, 127, 128, 129, 130, 131, 133, 136, 137, 140

collection function 7

combCCC 88, 215

combined 19, 20, 88, 107, 115, 135, 215
Commission 7

Communicatingl dentity 52
communication 7

communication intercept 7

Communications Assistance for Law Enforcement Act iii, xv, 1,5

compatibility guidelines 96
complete 7
completed call To busy subscriber scenario 174
conditional 47
conference calling 27
party hold, join, drop 12
Conference Circuit AP 24, 29
ConferencePartyChange 51
ConferencePartyChange message
Communicatingl dentity 52
Droppedidentity 52
Holdldentity 52
Joinedldentity 52
congestion
CCC 35

CCXXiV
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CDC 35
connected party modification scenario 179
Connection 53
connection 7
ConnectionBreaklnformation 53, 54
DroppedParties 54
RemainingParties 54
Removedldentities 53, 54
RemovedParties 53, 54
connectionless service 114
ConnectionTest 198
connnection-oriented service 114
constructor 74
content 7, 16
subject-initiated conference calls 7
surveillance service 16, 24
ContentType
CCOpen 50
CONTEXT 74, 74
context
Partyldentity 89, 217
controlling party 7
CSU 8, 108
C-tone See also DTMF C-tone
cut-through
full 8
partial 8
D
D-channel 8
d-interface 47, 106
data network 113
DC8
decadic dial pulse 138
decimal quad notation 89, 216
decryption 25
dedicated circuit 115
CCC delivery 116
dedicated data circuit CDC delivery 139
dedicated datalink CDC delivery 140
deflectionSee also call deflection
delayed delivery 136
delivery
bearer service 134
delayed 136
signaling for 136
See also call delivery

CCXXV

PN-4465-RV1

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1 Subject to Change

Delivery Function 8, 19, 43, 45, 45, 45, 47, 102, 104, 106, 107, 108, 109, 115, 119, 120, 123,

125, 127, 128, 129, 131, 132, 136, 137, 140, 171
destination 6, 8, 16
destinationAddress 82, 211
DF 8
dialed digit extraction 8
message 54
dialed digit extraction message
Digits 55
Dialed Feature Code Digits
Scenario 175
direction 6, 8, 16
directory number 89, 108, 114, 216
disconnect 8, 138
diversion See also call diversion
dn 89, 216
DNIC 89, 216
Droppedi dentity 52
DS-0110, 111, 112, 113,114
DSU 8, 108
DTMF 8, 112, 138
digits 138
DTMF C-tone 117, 118, 120, 122, 130, 137, 138
frequency pairs 138
signaling procedures 137
Dual-Tone Multi-Frequency 8
E
e-interface 47, 105, 107, 108
E.164 87, 215
E.164 address of node 88, 215
E.212 number 89, 216
electronic communications 8
electronic messaging services 8
Electronic Serial Number 89, 216
electronic storage 8
electronic surveillance 1, 9
en bloc 147
encoding
objectives 73
parameter identifier 74
encryption 25
equipment port 89, 216
esn 89, 216
existing messages 97
EXPLICIT 74, 76, 77, 81, 83, 85, 205, 206, 210, 211, 213
extend the protocol 74

CCXXVi
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extension number 28
external network 58
F
f3100HzAudio 87, 214
facsimile 95
FCC 99-230, CC Docket No. 97-213 1, 7, 8, 10, 12, 13, 14, 19, 22, 23, 24, 29, 34
feature code 9
dialed digits 81, 210
scenario 175
feature code dialed 58
Feature Group D 9
FG-D 9
FGD 112
flash 138
flexible aerting
scenario 172
forwarding See also call forwarding
framerelay 110, 112, 113
functional entity 9, 44
G
G.711 3,95
GeneralizedTime 91, 218
genericAddress 89, 216
genericDigits 89, 216
genericName 89, 216
government 9
Group 3 Fax 95
GSM-based 9, 31, 60, 89, 216
gsmSM ShortMessageService 82, 211
H
handoff 9, 14
into a system scenario 177
scenario 177
handover See also handoff
HDLC9, 113
hexadecimal string 89, 216
high layer compatibility 90, 217
HLRY9, 9, 106
hold
scenario 158
hold recall 13, 48, 64
Holdldentity 52
Home Location Register 9
Home System 9, 13, 102, 104, 170, 175
intercept access points 101
hot line 59, 81, 210
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hotel/motel 90, 217
Hz 9
|

IAP9, 10, 25, 100, 115, 116, 122, 123, 125, 127, 128, 129, 131, 132, 142, 146, 147, 148, 149,
151, 152, 153, 155, 156, 157, 158, 159, 161, 162, 164, 165, 166, 167, 168, 170, 172, 173, 175,

181, 185, 189, 193, 196
IAPs 101
|APSystemlidentity 88, 215
Answer 48, 52, 76, 205
CCClose 49, 76, 205
CCOpen 50, 77, 206
Change 51, 53, 54, 55, 58, 64, 77, 206
ConnectionTest 198
Origination 59, 78, 79, 80, 81, 207, 208, 209, 210
PacketEnvelope 60, 81, 210
Redirection 61, 83, 211
Release 62, 83, 212
ServingSystem 62, 84, 212, 213
TerminationAttempt 65, 67, 68, 69, 70, 71, 72, 85, 213
identifier encoding 74
IDIAP 10, 21, 23, 25, 100, 106
idle state 10
imei 89, 216
IMPLICIT 74, 75, 204
imsi 89, 216
IN 10
incoming calls 106
incomplete 10
call attempts 25
calls58
indCCC 88, 215
indRecvCCC 88, 215
indXmitCCC 88, 215
information service 10
input
Origination 59, 78, 81, 207, 210
INTEGER 74
PacketEnvelope 82, 211
RedirectedFromlnformation 90, 218
intercept 10

Intercept Access Function 76, 77, 78, 79, 80, 81, 83, 84, 85, 198, 205, 206, 207, 208, 209, 210,

211,212, 213

Intercept Access Point 9, 10, 88, 215
Call-Identifying Information 21
Circuit 24, 25
content surveillance 24, 25
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Home System 101
land line 100
Packet Data 24, 30
Redirecting System 102
Serving System 101
Serving System Identification 21
intercept agent 10
intercept subject 1, 10
Intercept Subject Signaling 23
Dialed Digit Extraction 24
Subject-initiated Dialing and Signaling 23
interceptedGSM SM SPacket 82, 211
interceptedl SSM SPacket 82, 211
interceptedUUPacket 82, 210
interface reference points 44, 46
international 89, 217
International Mobile Equipment Identity 89, 216
International Mobile Station Identity 89, 216
Internet Protocol 10
Inter-System Link Protocol 10
intrasystem handoff 177
IP 10, 110, 111, 113
network address 88, 215
ip 90, 217
ipAddress 89, 216
| P-based service 60
ISDN 10
-based 60, 89, 216
B-channel 110, 111, 112, 113, 114
Bearer Capability 114
D-channel 110, 111
signaling 136
User Part 10
isdnBchannel 90, 217
isdnDchannel 90, 217
isdnHighLayer 90, 217
isdnLowLayer 90, 217
isdnUserToUserSignaling
PacketEnvelope 82, 210
ISLP 10, 113
ISSIAP 23
ISUP 10, 112
Bearer Capability 114
generic address 89, 216
generic digits 89, 216
generic name 89, 216
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signaling 136
ITU-R 10
ITU-T 11
J
Joinedldentity 52
JSTD-025A 1, 21, 22, 27, 180
K
kbps 11
L
lack of CDC and CCC synchronization 35
LAES11
Protocol 11
LAESP 11, 20, 73, 110, 111
encoding objectives 73
parameter identifier encoding 74
land line intercept access points 100
LAPB 11, 90, 110, 111, 113, 217
LAPD 11, 110, 111, 112
lastRedirecting Partyldentity 90, 218

Law Enforcement Administration Function 11, 19, 46, 46

Law Enforcement Agency iii, xv, 1

law enforcement agency 11

Lawfully Authorized Electronic Surveillance 11
Protocol 20

LEA 1, 2,5, 6, 10, 11, 16, 19, 45, 46, 108

LEAF 11

LEAs 112

leg 11

Lightweight Presentation Protocol 11

line appearances 89, 216
scneario 166

Link Access Protocol—Balanced 11

Link Access Protocol—D-channel 11

Location 88, 216
Answer 48, 52, 76, 205
Origination 59, 81, 210
PacketEnvelope 60, 81, 210
Release 62, 83, 212

looped access 108

loss of content 25

low layer compatibility 90, 217

LPP11, 110, 111

M

M-mandatory 47

mandatory 47

meet me conference 27

CCXXX
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memo
ConnectionTest 198
message descriptions 47
Message Transfer Part 11
metallic signaling 136
MF 11, 112
MF signaling 136
min 89, 216
Mobile Country Code 89, 216
mobile station 11
Mobile Switching Center 11
MOC
See also mandatory, optional, and conditional 47
modem 108, 113
more than one LEA 20
MS11
MSC 11
MSCID 87, 215
MTP11, 112
mu-law encoding 95
Multi-Frequency 11
multi-party 27
awaiting answer connection 144
connected and awaiting answer connection 144
Multiple CIAPs 25
multiplexed 20
N
NAMPS 11, 31
network
answering call scenario 174
network address 11
network provided calling number 89, 216
network reference model 44
Network Signaling 24
In-band and Out-of-band Signaling 24
in-band and out-of-band signaling 10
message 55
Signal 58
AlertingSignal 58
SubjectAudibleSignal 58
Terminal Displaylnfo 58
networkAddress
ServingSystem 62, 84, 212, 213
new
messages 98
parameter fields 98
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parameter values 99
parameters 98

no address 90, 217

no input 81, 210

Non-Call Associated Information Surveillance Service Description—Serving System AP 21

non-call associated services 16
NSIAP 23
NULL 87, 214
number trandation 58
input 81, 210
scenario 167, 168
single system scenario 168
numRedirections 90, 218
@)
O-optional 47
OCTET STRING
BearerCapability 87, 214
ISDN high layer
Partyldentity 90, 217
ISDN low layer
Partyldentity 90, 217
Packet Envelope
GSM SM S packet 82, 211
TIA/EIA-41 SMS packet 82, 211
user-to-user packet 82, 210
Partyldentity subaddress 89, 216
off-hook 11, 137
one-way paging 31
on-hook 11, 138
operator 90, 217
optional 47, 97, 98
origin6, 11, 16
origina Called Partyldentity 90, 218
original DestinationAddress 82, 211
original OriginatingAddress 82, 211
originating calls 106
Originating System 12, 170
originatingAddress 82, 211

Origination 22, 58, 75, 81, 145, 146, 147, 148, 158, 159, 160, 161, 162, 163, 166, 167, 168,

174, 175, 181, 185, 189, 196, 204, 210
origination 12, 75, 148, 204
out-of-band signaling 95

P

Packet Data 115

Packet Data CCC Delivery 132

Packet Data |AP 24, 30

Subject to Change Aug 13, 2003

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change

Packet Data Intercept Access Point 12
PacketEnvelope 34, 75, 81, 204, 210
packetEnvelope 75, 204
packetlnformation
PacketEnvelope 58, 60, 82, 210
packet-mode 12, 13, 15, 30, 30, 31, 49, 50, 59, 77, 95, 114, 206
CCC 113
PACS 12
paging 31
parameter 74
encoding objectives 73
extension 73
identifier encoding 74
in existing messages 98
partial dial 58
scenario 145
Partyldentity 89, 216
Answer 76, 205
Answering 48, 52
called 59, 65
calling 59, 65
Origination 59, 78, 81, 90, 207, 210, 218
PacketEnvelope 82, 210, 211
RedirectedFrominformation 90, 218
Redirected-to 61
Redirection 61, 83, 211
TerminationAttempt 65, 85, 85, 213, 213
password 28
call acceptance scenario 172, 173
screening 48
path minimization scenario 177
PCM 12, 95
PCS12
PCS1900 12, 31
PDIAP 12, 100
PDU 12
PDUType 90, 217
CCOpen 50, 77, 206
circuit-mode vs. packet-mode 114
pen register 12
permanent 15
personal base station 21
personal identification number 28
personal mobility 12, 60, 84, 212
PIN 28
Pivoted Delivery Function 137

CCXXXiii

PN-4465-RV1

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1 Subject to Change

Plain Old Telephone Service 137
Point-to-Point Protocol 12
port 89, 216
port identity
Partyldentity 89, 216
POTS 12, 137
PPP 12, 110
ppp 90, 217
pre-answer abandon scenario 146
previous calls
Change 51, 53, 54, 55, 58, 64, 77, 206
PRI 12
Primary Rate Interface 12
primitive 74
PRIVATE 74, 74
private network 58
private number 89, 217
Procedures 73
Protocol Data Unit 12
protocol extension 74
PSTN 12, 113
Public Switched Telephone Network 12
pulse code modulation 12, 95
Q
Q.931 90, 112, 217
Q.932 90, 110, 111, 217
R
reasonably available 17
recall 13
answer 48
scenario 150, 174
trigger 64
receive 20
receive path 20, 88, 215
receiverAddress Partyldentity 82, 211
redirected 64
RedirectedFroml nformation 90, 218
scenario 176

TerminationAttempt 65, 67, 68, 69, 85, 213

redirectedTo Partyldentity
Redirection 61, 83, 211

Redirecting System 12, 30, 102, 170, 175, 176

intercept access points 102

Redirection 22, 60, 75, 83, 164, 165, 169, 170, 172, 173, 176, 204, 211

redirection 75, 204
action 29

Aug 13, 2003

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change PN-4465-RV1

alerting 143
await answer symbol 143
connected symbol 143
to party 88, 215
reference point a 46
reference point b 46
reference point ¢ 47
reference point d 47, 106
reference point e 47, 105, 107, 108
registration 13
Release 22, 61, 75, 83, 145, 146, 147, 148, 149, 151, 152, 153, 155, 156, 157, 158, 160, 162,
163, 164, 165, 167, 168, 169, 171, 172, 173, 174, 175, 176, 178, 195, 204, 212
ISUP 127, 128
release 75, 204
(action) 5, 8, 11, 13, 15, 48, 61, 83, 116, 120, 122, 123, 125, 127, 128, 129, 131, 132, 134,
136, 137, 212
to pivot scenario 175
re-origination scenario 148
restricted 90, 217
resulting cals
Change 51, 55, 77, 206
roaming 13, 14
routing 58
S
screening service 89, 216
seizure 137
senderAddress Partyldentity 82, 211
sending Partyldentity
PacketEnvelope 82, 210
separate logical channels 20
separated 20, 20, 88, 107, 115, 135, 215
sepCCCpair 88, 215
sepRecvCCC 88, 215
sepXmitCCC 88, 215
SEQUENCE 76, 77, 78, 80, 81, 82, 83, 84, 85, 87, 88, 89, 90, 98, 198, 205, 206, 207, 208, 209,
210, 211, 212, 213, 215, 216, 218
SEQUENCE OF 77, 89, 206, 216
sequenceNumber 87, 215
Seria Link Internet Protocol 13
serviceareal, 13, 62
ServingSystem 84, 212
Service Profile Identifier 89, 216
Service Provider Administration Function 13, 19, 46, 46, 47
Serving System 9, 13, 21, 30, 101, 104, 170, 175
intercept access points 101
Serving System |dentification Intercept Access Point 13, 21

CCXXXV

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1 Subject to Change

ServingSystem 62, 75, 84, 204, 212
servingSystem 75, 204
short message service 13, 20, 30, 31, 60, 82, 211
PacketEnvelope 82, 211
Signal
Subject Audible Signal 58
simple incoming call scenario 149
simple outgoing call scenario 147
SLIP 13,110
SM S See also short message service 13
smsTeleserviceldentifier 82, 211
SPAF 13
special considerations 89, 217
speech bearer service 87, 95, 107, 134, 214
Speed calling
scenario 167
speed number expansion 58
scenario 167
speed number translation
168
spid 89, 216
SSIAP 13, 21, 22, 100
static directory number 106, 115
CCC Ddlivery 129
station appearances 89, 216
subaddress 89, 216
subject 1, 13
subject’ s agent 89, 216
subject-initiated dialing and signaling information 13
SubjectSignal message 63
Signal 64
DialedDigits 64
FeatureKey 64
SwitchhookFlash 64
surveillance 9, 13
SvC13
switched 15
switchhook flash 138
synchronization of CDC and CCC 35
syntax definitions 74
System Identity
Redirection 61
System Serving 170
systemldentity
Callldentity 87, 215
Redirection 83, 211

CCXXXVi

Aug 13, 2003

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change

Release 62, 83, 212
ServingSystem 62, 84, 212
T
T1.607
High Layer Compatibility 90, 217
Low Layer Compatibility 90, 217
Subaddress 89, 216
tag 74
TCP 13, 110, 111, 113
TCP/IP services 31
TDMA 13, 31
tei 89, 216
telecommunication carrier 14
telecommunication service provider iii, xv, 1, 14, 14
telecommunication support services 14
Temporary Local Directory Number 170
termAttempt 75, 204
Terminal Equipment Identity 89, 216
terminal mobility 14, 60, 62, 84, 212
termination 6, 14, 16

PN-4465-RV1

TerminationAttempt 22, 64, 75, 85, 149, 151, 152, 153, 155, 156, 157, 160, 161, 163, 164, 165,

166, 169, 170, 172, 173, 174, 176, 182, 186, 190, 193, 194, 204, 213

three-way calling 27
scenario 159
TIA/EIA-41 12, 31, 60, 82, 170, 211
tiaEiad1ShortM essageService
PacketEnvelope 82, 211
TimeStamp 91, 218
Answer 48, 52, 76, 205
CCClose 49, 76, 205
CCOpen 50, 77, 206
Change 51, 53, 54, 55, 58, 64, 77, 206
ConnectionTest 198
Origination 59, 78, 79, 80, 81, 207, 208, 209, 210
PacketEnvelope 60, 81, 210
Redirection 61, 83, 211
Release 62, 83, 212
ServingSystem 62, 84, 212, 213

TerminationAttempt 65, 67, 68, 69, 70, 71, 72, 85, 213

timing information 14, 16

transfer recall 13, 48, 64

transfer semantics 73

transfer syntax 73

TransitCarrierldentity 91, 218
Origination 59, 81, 210
Redirection 61, 83, 211

CCXXXVii

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1 Subject to Change

trangation 58

input 81, 210

scenario 167

single system scenario 168
tranglationl nput

Origination 81, 168, 210
transmission 14
Transmission Control Protocol 13
transmission devices 108
transmit path 20, 88, 215
transparent 14
trap and trace device 14
trunk group 89, 106, 115, 216

CCC delivery 121
trunk identity 88, 215
trunk number 89, 216
trunkld 89, 216

Partyldentity

Answer 172, 173
TerminationAttempt 174

TSP 6, 10, 14, 14, 15, 16, 84, 87, 137, 212, 215
two-way

communication 26

paging 31
type 74
U
unique identity

CCC21
UNIVERSAL 74, 74
unobtrusively 15, 22, 25
URL 15
USC 15
user interaction 28
user provided calling number 89, 216
userl nput

Aug 13, 2003

Origination 78, 81, 145, 146, 147, 148, 158, 159, 160, 161, 162, 163, 166, 167, 168, 174,

175, 181, 185, 189, 196, 207, 210

userProvided 89, 216
user-to-user signaling 15, 60
UTC 15
\%
V.32 110
value 74
virtua circuit 15
VisibleString 89, 216

appearance identity

CCXXXViii

© 00 N o o b~ W N P

A B B B B B WW W W WW W W WWNNNNNNDNDNDNDNDRE PR RP B P PR PR
a b W N P O © © N O O & WN P O © 0N O O M WN PP O © 0N O 00 b W N P O

46
47
48
49
50
51
52
53
54
55
56
57
58
59



© ® N o g b~ W N P

g g o g g g g oo g A B BB DD D DD D WO WWWWWWWWNNNDNDNDNDNNRNRNDNERERPR R P RPB B PP
© ® N o O b W N P O © 0N O 0 Br ®N RO O ®N 0 OB~ ®NP O ®© 0N OO 0~ ®OWNRP O O 0 N O 0B~ ®WN PO

Aug 13, 2003 Subject to Change

Partyldentity 89, 216
calling card number

Partyldentity 89, 216
Caseldentity 87, 215
CCCldentity 88, 215
combined CCC

CCCldentity 88, 215
context

Partyldentity 89, 217
directory number

Partyldentity 89, 216
ESN

Partyldentity 89, 216
generic address

Partyldentity 89, 216
generic digits

Partyldentity 89, 216
generic name

Partyldentity 89, 216
| APSystemldentity 88, 215
IMEI

Partyldentity 89, 216
IMS|

Partyldentity 89, 216
individual CCC

CCCldentity 88, 215
individual receive path

CCCldentity 88, 215
indiviual transmit path

CCCldentity 88, 215
|P address

Partyldentity 89, 216
Location 88, 216
memo

ConnectionTest 198
MIN

Partyldentity 89, 216
NetworkAddress

ServingSystem 84, 212, 213
separated receive path

CCCldentity 88, 215
separated transmit path

CCCldentity 88, 215
sequenceNumber

Callldentity 87, 215
SPID

CCXXXIX

PN-4465-RV1

PN-4465-RV1



PN-4465-RV 1

PN-4465-RV1

Partyldentity 89, 216
Systemldentity
Callldentity 87, 215
Redirection 83, 211
Release 83, 212

ServingSystem 84, 212

TEI
Partyldentity 89, 216

TransitCarrierldentity 91, 218

tranglationl nput
Origination 81, 210
trunk identity
Partyldentity 89, 216
user provided number
Partyldentity 89, 216
userlnput
Origination 81, 210
X.121 address
Partyldentity 89, 216
voice bearer service 134
voice mail 6, 48
w
WCDMA 15
wire communications 15
wireless 15
wireless | P-based service 60
wireline 15
X
X.208 3, 74, 95
X.209 3, 74, 95
X.2590, 110, 111, 113, 217
network address 88, 215
services 31
x121 89, 216
x25 90, 217

Subject to Change

cexl

Aug 13, 2003

© 00 N o o b~ W N P

a o oo g o g g g g g H B B B B B B B BB WWWwwWwWwwWw W WWWNNNNNNDNDNDNDNDNDRE PR R B PR R R R
© 00 N O o0 b~ W N PP O © 0 N O o B~ ®WN P O © 0 N O o B~ WN P O © 0 N O g b~ wWw NN BRFP O o oo N o0 >~ w NN BB o



	Abstract
	Document Revision History
	Contents
	List of Tables
	List of Figures
	Foreword
	1 Introduction
	1.1 General
	1.2 Purpose
	1.3 Scope
	1.4 Organization

	2 References
	3 Definitions and Acronyms
	abandoned: a call attempt that is released by the originating party before it is answered.
	access: the technical capability to interface with a communications facility, such as a communica...
	AF: Access Function.
	agent: a network-based service or device that acts on behalf of a subscriber to send or receive c...
	AMPS: Advanced Mobile Phone System, one of several wireless access methods.
	ANSI: American National Standards Institute.
	answering party: the party answering a call. This party may be different from the called party (e...
	ASN.1: Abstract Syntax Notation One.
	associate: a telecommunication user whose equipment, facilities, or services are communicating wi...
	ATM: Asynchronous Transfer Mode.
	B-channel: a 56- or 64-kbps ISDN Bearer channel.
	BER: Basic Encoding Rules.
	BRI: ISDN Basic Rate Interface consisting of two 64-kbps B-channels and one 16-kbps D-channel.
	CALEA: Communications Assistance for Law Enforcement Act.
	call: a sequence of events beginning with an initial connection or facility request and ending wi...
	call appearance: an instance of a possible call with direct subscriber control. A party with thre...
	call content: see content.
	call content channel (CCC): the logical link between the device performing an electronic surveill...
	call data channel (CDC): the logical �link between the device performing an electronic surveillan...
	call deflection: allows the called party to interactively refuse an incoming call and send that c...
	call delivery: redirects an incoming call to a mobile subscriber.
	call diversion: is similar to call forwarding, except that the condition may be more complex and ...
	call forwarding: any of several features that redirect a call to another directory number (or voi...
	call-identifying information: defined in CALEA Section 102 (2) to be “dialing or signaling inform...
	As defined in FCC 02-108, CC Docket 97-213: destination is a party or place [(e.g. network switch...
	call management server (CMS): a core network functional entity whose function includes sending an...
	call transfer: allows a controlling subscriber to connect two other parties and then the controll...
	called party: the destination party of a call.
	calling party: the originating party of a call.
	CCC: call content channel.
	CCIR: International Telecommunications Union—Radio Sector.
	CCITT: International Telecommunications Union—Telecommunications Standardization Sector.
	CCT: Composite CDMA/TDMA, one of several wireless access methods.
	CDMA: Code Division Multiple Access, one of several wireless access methods.
	CDC: call data channel.
	cell: in a wireless system, the sub-area to which a set of radio resources is allocated.
	CF: Collection Function.
	channel: an independent path for communicating between two points.
	CIAP: Circuit Intercept Access Point.
	circuit: a switchable bi-directional path between two locations. A circuit may be all or part of ...
	circuit-mode: a communication using bi-directional paths switched or connected when the communica...
	CMS: Call Management Server.
	collection function: defined in FCC 99-230, CC Docket No. 97-213 to be “the location where lawful...
	Commission: defined in CALEA Section 102 (3) to be “the Federal Communication Commission.”
	communication: in this Standard, communication refers to any wire or electronic communication, as...
	communication-identifying information: see call-identifying information.
	communication intercept: see intercept.
	communication session: a period of time over which the authorized intercept subject is allowed to...
	complete: a call attempt that is answered.
	connection: a relationship between two or more parties of a call to allow communication between t...
	content: defined in 18 USC 2510 (8) to be “when used with respect to any wire or electronic commu...
	content of subject-initiated conference calls: defined in FCC 99-230, CC Docket No. 97-213 to be ...
	controlling party: the party invoking a feature.
	core network: A portion of the delivery system composed of networks, system equipment, and infras...
	CSU: Channel Service Unit.
	cut-through, full: completion of a connection in both directions.
	cut-through, partial: completion of a connection in one direction, usually to allow the calling p...
	D-channel: a 16- or 64-kbps ISDN channel carrying control and signaling information and, optional...
	DC: direct current; a signaling method for representing the switchhook state of an instrument to ...
	destination: see call-identifying information.
	DF: Delivery Function.
	dialed digit extraction: defined in FCC 99-230, CC Docket No. 97-213 to be the capability that pe...
	direction: see call-identifying information.
	disconnect: a request from one of the parties of the call to release all or part of a connection.
	DN: Directory Number
	DSU: Data Service Unit.
	DTMF: Dual-Tone Multi-Frequency.
	electronic communications: defined in 18 USC 2510 (12) to be “any transfer of signs, signals, wri...
	electronic messaging services: defined in CALEA Section 102 (4) to be “software-based services th...
	electronic storage: defined in 18 USC 2510 (17) to be “(A) any temporary, intermediate storage of...
	electronic surveillance: the statutory-based legal authorization, process, and associated technic...
	ESN: Electronic Serial Number.
	feature code: the digits used to invoke or access a feature.
	FG-D: Feature Group D
	FQDN: Fully Qualified Domain Name
	fully qualified domain name: the full name of a system, consisting of its local hostname and its ...
	functional entity: a system or subsystem capable of providing a defined service. A functional ent...
	government: defined in CALEA Section 102 (5) to be “the government of the United States and any a...
	GSM: Global System for Mobile Communications.
	handoff: in a wireless system, the switching of the transmission means used by a call in progress...
	HDLC: High-level Data Link Control.
	HLR: Home Location Register.
	Home Location Register (HLR): the location register to which a user identity is associated with s...
	Home System: the TSP system where a subscriber’s subscription information is retained.
	Hz: Hertz or cycles per second.
	IAP: Intercept Access Point.
	IDIAP: Call-Identifying Information Intercept Access Point.
	idle state: a state in which there is no active communication path between a subscriber and the n...
	IMEI: International Mobile Equipment Identifier.
	IMSI: International Mobile Station Identifier.
	IN: intelligent network.
	in-band and out-of-band signaling: defined in FCC 99-230, CC Docket No. 97-213 to be the capabili...
	incomplete: a call attempt that cannot be routed to its destination (or answered).
	information service: defined in CALEA Section 102 (6) to be “(A) the offering of a capability for...
	intercept: defined in 18 USC 2510 (4) to be “the aural or other acquisition of the content of any...
	Intercept Access Point (IAP): a point within a telecommunication system where some of the communi...
	intercept agent: see agent.
	intercept subject: a telecommunication service subscriber whose communications, call-identifying ...
	IP: Internet Protocol.
	ISDN: Integrated Services Digital Network.
	ISLP: Inter-System Link Protocol.
	ISUP: ISDN User Part.
	ITU�R: International Telecommunications Union - Radio Sector (formerly CCIR).
	ITU�T: International Telecommunications Union - Telecommunications Standardization Sector (former...
	kbps: kilobits (1000 bits) per second.
	LAES: Lawfully Authorized Electronic Surveillance.
	LAESP: LAES Protocol.
	LAPB: Link Access Protocol—Balanced.
	LAPD: Link Access Protocol—D-channel.
	Law Enforcement Agency (LEA): a government entity with the legal authority to conduct electronic ...
	LE: Law Enforcement.
	LEA: Law Enforcement Agency.
	LEAF: Law Enforcement Administration Function.
	leg: a bi-directional call path associated with each network facility usage attempt and subsequen...
	LPP: Lightweight Presentation Protocol.
	MF: Multi-Frequency.
	MIN: Mobile Identification Number.
	mobile station (MS): The MS is a telephone set using a radio link with a public or non-public bas...
	Mobile Switching Center (MSC): The MSC is an automatic system which constitutes the interface for...
	MS: Mobile Station.
	MSC: Mobile Switching Center.
	MSISDN: Mobile Station International Subscriber Directory Number.
	MTP: Message Transfer Part.
	NAMPS: Narrow AMPS, one of several wireless access methods.
	network address: an address appropriate to a particular network, e.g., a directory number for the...
	off-hook: the state of a telephone instrument indicating a readiness for service; the DC signalin...
	on-hook: the state of a telephone instrument indicating a request for service disconnect, release...
	origin: see call-identifying information.
	origination: an outgoing call attempt.
	packet-mode: a communication where individual packets or virtual circuits of a communication with...
	PACS: Personal Access Communications System, one of several wireless access methods.
	party hold, join, drop on conference calls: defined in FCC 99-230, CC Docket No. 97-213 to be the...
	PCM: pulse code modulation.
	PCS: Personal Communications Service.
	PCS1900: one of several GSM-based wireless systems.
	PDIAP: Packet Data Intercept Access Point.
	PDU: Protocol Data Unit.
	pen register: defined in 18 USC 3127 (3) to be “a device which records or decodes electronic or o...
	personal mobility: the ability of a user to access telecommunication services at any terminal on ...
	POTS: Plain Old Telephone Service. This usually refers to loop start lines with DTMF (tone) diali...
	PPP: Point-to-Point Protocol.
	PRI: ISDN Primary Rate Interface consisting of twenty-three 64-kbps B-channels and one 64-kbps D-...
	PSTN: Public Switched Telephone Network.
	pulse code modulation (PCM): a method for communicating audio information using a 56 or 64 kbps d...
	Redirecting System: the TSP system where incoming calls bound to a subscriber arrive for redirect...
	recall: the alerting of a party in response to a previous call (e.g., hold recall alerts the cont...
	registration: in wireless systems, the process that informs the Home System of the location and p...
	release: to place facilities used for a connection in the idle state where they can be used for o...
	roaming: in a wireless system, the movement of a mobile station within or between wireless servic...
	Serving System: the TSP system currently providing telecommunication service to a subscriber, esp...
	short message service (SMS): a packet-mode data service, intended for transmission of small data ...
	SLIP: Serial Link Internet Protocol.
	SMS: short message service.
	SPAF: Service Provider Administration Function.
	SPID: Service Profile Identifier.
	SSIAP: Serving System Identification Intercept Access Point.
	subject: see intercept subject.
	subject-initiated dialing and signaling information: defined in FCC 99-230, CC Docket No. 97-213 ...
	surveillance: within this Standard surveillance refers to electronic surveillance; see electronic...
	SVC: Switched Virtual Circuit.
	TCP: Transmission Control Protocol.
	TDMA: Time Division Multiple Access, one of several wireless access methods.
	TEI: Terminal Equipment Identity.
	telecommunication service provider (TSP): defined from CALEA Section 102 (8) to be, “a person or ...
	telecommunication support services: defined in CALEA Section 102 (7) to be “a product, software, ...
	terminal mobility: the ability of a terminal to access telecommunications services from different...
	termination: an incoming call attempt. see also call-identifying information.
	timing information: defined in FCC 99-230, CC Docket No. 97-213 to be the capability that permits...
	transmission: the act of transferring communications from one location or another by a wire, radi...
	transparent: end-to-end transmission without insertion or loss of information.
	trap and trace device: defined in 18 USC 3127 (4) to be “a device which captures the incoming ele...
	“a device or process which captures the incoming electronic or other impulses which identify the ...
	TSP: telecommunication service provider.
	unobtrusive: not undesirably noticeable or blatant; inconspicuous; within normal call variances.
	URL: Uniform Resource Locator.
	USC: United States Code.
	user-to-user signaling: a bi-directional packet-mode data service for wireline subscribers.
	UTC: Coordinated Universal Time (as defined by the CCIR (ITU�R)).
	virtual circuit: a packet-mode connection between two end-points. A virtual circuit may be perman...
	VoP: Voice over Packet.
	WCDMA: Wideband Code Division Multiple Access, one of several wireless access methods.
	wire communications: defined in 18, USC 2510 (1) to be “any aural transfer made in whole or in pa...
	wireless: refers to cellular or personal communication service (PCS).
	wireline: refers to traditional wire-based telephone service.

	4 Stage 1 Description: User Perspective
	4.1 Overview
	This Standard defines the means to access communications as an intercept access service. The serv...
	• non-call associated services to provide information about intercept subjects that is not necess...
	• call associated services to provide call-identifying information about calls involving the inte...
	• call associated and non-call associated services to provide subject and network signaling call-...


	4.2 Introduction
	4.2.1 Assumptions
	For interception to occur at an IAP, each intercept subject under surveillance must be readily id...

	4.2.2 General Background
	The intercept function is viewed as five broad categories: access, delivery, collection, service ...
	Figure 1: Electronic Surveillance Model


	4.2.3 Call Content Channels and Call Data Channels
	The CDCs and CCCs shall use separate logical channels as shown in Figure 2. The CDC and CCC(s) ma...
	Figure 2: Call Content Channels and Call Data Channels



	4.3 Non-Call Associated Information Surveillance Service Description—Serving System IAP
	4.4 Call Associated Information Surveillance Service Description—Call-Identifying Information IAP
	4.4.1 Introduction
	4.4.2 Basic Circuit Calls
	The following call events are defined for circuit-mode calls only:
	Answer
	Change
	Origination
	Redirection
	Release
	TerminationAttempt


	4.4.3 Conference Call Party Changes

	4.5 Call Associated and Non-Call Associated Information Surveillance Service Description
	4.5.1 Introduction
	4.5.2 Intercept Subject Signaling IAP
	4.5.2.1 Subject-initiated Dialing and Signaling
	4.5.2.2 Dialed Digit Extraction

	4.5.3 Network Signaling IAP
	4.5.3.1 In-band and Out-of-band Signaling


	4.6 Content Surveillance Service Description
	The following categories of content IAPs have been defined (for a discussion of circuit-mode vs. ...
	• Circuit IAP;
	• Conference Circuit IAP; and

	4.6.1 Circuit IAP
	Figure 3 shows the basic CIAP to access a two-way communication.
	Figure 3: Circuit IAP for a Two-Way Communication

	The Circuit IAP (CIAP) shall access a multi-party circuit-mode communication (e.g., Three-Way Cal...
	Figure 4: Circuit IAP for a Multi-Party Communication

	In J-STD-025A, the Circuit IAP (CIAP) shall access the call content of On- demand Multi-Party (i....
	Figure 5: Circuit IAP for an Incoming Call

	The CIAP shall access a call redirected by the intercept subject. Redirection includes any rerout...
	Figure 6: Circuit IAP for a Redirected Call


	4.6.2 Conference Circuit IAP - Content of Subject-initiated Conference Calls
	4.6.3 Packet Data IAP
	A Packet Data IAP (PDIAP) provides access to one or more of the following packet-mode data services:
	• ISDN user-to-user signaling;
	• ISDN D-channel X.25 packet services;
	• Short Message Services (SMS) for cellular and Personal Communication Services (e.g., NAMPS, TIA...
	• wireless packet-mode data services (e.g., Cellular Digital Packet Data (CDPD), CDMA, TDMA, PCS1...
	• X.25 services;
	• IP services;
	• paging (one-way or two-way); and

	Separated CCCs may be used to transport packet data to the Collection Function as shown in Figure 7.
	Figure 7: Packet Data IAP to a Separated CCC (appropriate to all data services)

	Connectionless data services may use separated delivery as shown above or they may use combined d...
	Figure 8: Packet Data IAP to a Combined CCC (connectionless data services only)

	Certain intercepted packets may be delivered over a CDC using PacketEnvelope messages as shown in...
	Figure 9: Packet Data IAP to a CDC (for selected packet types)



	4.7 Timing Information
	4.8 Restrictions
	4.8.1 Lack of CDC and CCC Synchronization
	4.8.2 CDC Congestion
	4.8.3 CCC Exhaustion
	4.8.4 CCC Congestion

	4.9 Packet Mode Technology
	4.9.1 Introduction and Scope
	• Call-identifying information only;
	• Both call content and call-identifying information.

	4.9.2 cdma2000 Packet Data
	4.9.2.1 cdma2000 Packet Data System Reference Model
	Figure 10: cdma2000 Wireless IP Network Access architecture
	• Adf: The Service provider Administrative Function
	• AF: The Access Function
	• DF: The Delivery Function.
	4.9.2.1.1 Simple IP and Mobile IP


	4.9.2.2 General Principles
	4.9.2.3 Applicability to Telecommunications Services
	4.9.2.4 Normal Operation - Intercept Events for Lawful Interception
	1. Successful or Unsuccessful (as defined in Table�18) packet data session establishment. If succ...
	2. Packet data sessions are terminated - reports the end of a Simple IPv4 or Simple IPv6 or Mobil...
	3. Interception is started and at least one packet data session has previously been established -...
	4. Serving system is changed - reports the identity of the system currently serving the intercept...
	5. Packet filter event - reports the setup/change/release of a particular packet filter.
	• User data packets are detected - reports data packets transmitted to or received from an interc...


	4.9.3 GPRS/UMTS
	Table 1: Definitions and Acronyms matrix
	J-STD-025B

	4.9.4 Voice over Packet Technologies in Wireline Telecommunications Networks
	Editor’s Note - Depending upon the reality that exists at the conclusion of the ballot, text opti...



	5 Stage 2 Description: Network Perspective
	5.1 Introduction
	5.2 Stage 2 Methodology
	5.3 Network Reference Model
	The Network Reference model, as shown in Figure 11, consists of a set of functional entities and ...
	Figure 11: Network Reference Model

	5.3.1 Functional Entities
	5.3.1.1 Access Function (AF)
	The Access Function typically includes the ability:
	• to access intercept subject’s call-identifying information unobtrusively and make the informati...
	• to access intercept subject call content unobtrusively and make the call content available to t...


	5.3.1.2 Delivery Function (DF)
	The Delivery Function typically includes the ability:
	• to accept call content for each intercept subject over one or more channels from the Access Fun...
	• to deliver call content for each intercept subject over one or more CCCs to a Collection Function;
	• to accept call-identifying or packet-mode content information for each intercept subject over o...
	• to ensure that the call-identifying information and call content delivered to a Collection Func...
	• to duplicate and deliver authorized call-identifying information and content for the intercept ...


	5.3.1.3 Collection Function (CF)
	The Collection Function typically includes the ability:
	• to receive and process call content information for each intercept subject; and


	5.3.1.4 Service Provider Administration Function (SPAF)
	5.3.1.5 Law Enforcement Administration Function (LEAF)

	5.3.2 Interface Reference Points
	5.3.2.1 Reference Point a
	5.3.2.2 Reference Point b
	5.3.2.3 Reference Point c
	5.3.2.4 Reference Point d
	5.3.2.5 Reference Point e


	5.4 Message Descriptions
	Each message is described as consisting of a set of parameters. Each parameter is either:
	• mandatory (M)—required for the message,
	• conditional (C)—required in situations where a condition (defined in the usage column of the ta...

	5.4.1 Answer
	The Answer message shall be triggered when:
	• the intercept subject answers a call or call leg that has not been previously answered by the i...
	• an agent of the intercept subject (e.g., by voice mail or for password screening) answers a cal...
	• an associate answers an outgoing call from the intercept subject as detected by the accessing f...
	• a call redirected by the intercept subject is answered as detected by the accessing functional ...

	The Answer message includes the following parameters:
	Table 2: Answer Message Parameters


	5.4.2 CCClose
	The CCClose message shall be triggered when the CCC is released, such as when:
	• the intercepted circuit-mode call is released;
	• the intercepted circuit-mode call leg is released;
	• the intercepted circuit-mode call is merged with another intercepted circuit-mode call; or

	The CCClose message may be triggered when:
	• an early release of the circuit-mode or packet-mode CCC by the Collection Function or interveni...
	• a delivery channel for packet data is no longer required;
	• the monitored packet-mode call is released; or

	The CCClose message includes the following parameters:
	Table 3: CCClose Message Parameters


	5.4.3 CCOpen
	The CCOpen message includes the following parameters:
	Table 4: CCOpen Message Parameters

	One of:
	CallIdentity
	PDUType


	5.4.4 Change
	The Change message shall be triggered when:
	• two or more call identities are merged into one call identity;
	• an additional call identity is associated with an existing call,
	• a call identity is split into two or more call identities; or

	The Change message includes the following parameters:
	Table 5: Change Message Parameters


	5.4.5 ConferencePartyChange
	• a change in communicating parties;
	• a previously communicating party(ies) is removed (e.g., hold service);
	• a new party is joining the communicating parties; or
	• a previously communicating party(ies) is dropped from the conference call.
	• a new party joins the communicating parties;
	• a previously communicating party(ies) is removed (e.g., hold service); or
	• a previously communicating party(ies) or a removed party(ies) (e.g., hold service) is dropped f...
	Table 6: ConferencePartyChange Message Parameters


	5.4.6 Connection
	• the intercept subject’s service changes connections to allow participants to be added to a call...
	• there are party hold, drop, join changes to a conference communication during a subject-initiat...
	The Connection message includes the following parameters:
	Table 7: Connection Message Parameters

	One or more of:
	ConnectedParties
	NewParties


	5.4.7 ConnectionBreak
	• the intercept subject’s service changes connections to remove participants from a call under su...
	• there are party hold or drop changes to a conference communication during a subject-initiated c...
	The ConnectionBreak message includes the following parameters:
	Table 8: ConnectionBreak Message Parameters

	One or more of:
	RemovedParties
	RemainingParties
	DroppedParties


	5.4.8 DialedDigitExtraction
	• digit-by-digit reporting is performed and a digit is detected; or
	• digit accumulation is performed and the first of the following occurs:
	i. a maximum of 32 digits have been accumulated in the buffer;
	ii. 20 seconds have elapsed since detection of the first digit in the buffer; or
	iii. the call is released.

	The DialedDigitExtraction message includes the following parameters:
	Table 9: DialedDigitExtraction Message Parameters


	5.4.9 NetworkSignal
	a. Dial tone is applied indicating an intercept subject has gone off-hook and the IAP is ready to...
	b. Recall dial tone is applied indicating that an IAP is ready to accept address information or o...
	c. Expensive route warning tone is applied indicating an intercept subject has accessed the Autom...
	d. Busy tone is applied indicating an intercept subject-originated incomplete call attempt.
	e. Reorder tone or Congestion tone is applied indicating an intercept subject-originated incomple...
	f. Receiver Off-Hook (ROH) tone is applied indicating the intercept subject has left the phone re...
	g. Special Information Tone (SIT) is applied indicating an intercept subject-originated call has ...
	h. Ringback tone or Audible alerting is applied indicating an intercept subject-originated call a...
	i. Barge-in tone is applied indicating someone is about to barge-in on the intercept subject’s ac...
	j. Call-associated out-of-band signal that is normally perceivable (seen or heard) by the interce...
	k. Alerting tone is applied indicating an incoming call attempt to the intercept subject.
	l. Distinctive alerting tone is applied to allow classification of incoming calls to the intercep...
	m. Reminder ring is applied to notify the intercept subject when a terminating call has been redi...
	n. Call waiting tone is applied indicating an incoming call to the intercept subject while the su...
	o. Distinctive call waiting tone is applied to allow classification of incoming calls to the inte...
	p. Confirmation tone is applied indicating the IAP has received information and has processed the...
	q. Message waiting indicator tone is applied indicating message waiting services are available. T...
	r. Denial tone (single 2.0 seconds burst of 480 Hz tone added to a 620 Hz tone) is applied toward...
	s. Signaling information is delivered to the intercept subject identifying calling name and numbe...
	t. Alphanumeric information associated with a circuit-mode call is delivered to the intercept sub...
	u. Intercept tone or Mobile Reorder tone (alternating 440Hz and 620 Hz tones each on for 250 ms.)...
	v. Answer tone is applied toward the intercept subject.
	w. Tones off. All tones off.
	x. Pip tone (four bursts (0.1 second on, 0.1 second off) of 480 Hz tone, and then off) is applied...
	y. Abbreviated Intercept tone (4 seconds of Intercept tone) is applied toward the intercept subject.
	z. Abbreviated Congestion tone (4 seconds of Congestion tone) is applied toward the intercept sub...
	aa. Warning tone (a single 0.1 second burst of 480 Hz tone) is applied toward the intercept subject.
	ab. Dial tone burst tone (a single 2.0 seconds burst of Dial tone) is applied toward the intercep...
	ac. Standard announcement is applied toward the intercept subject as applicable per ANSI-41.
	ad. Number Unobtainable tone is applied toward the intercept subject indicating that the dialed n...
	ae. Authentication Failure tone is applied toward the intercept subject indicating that an authen...
	The NetworkSignal message includes the following parameters:
	Table 10: NetworkSignal Message Parameters

	One or more of the following:
	AlertingSignal
	SubjectAudibleSignal
	TerminalDisplayInfo
	Other


	5.4.10 Origination
	The Origination message shall be triggered when:
	• a call or call leg originated by the intercept subject is routed toward a destination within th...
	• a call or call leg originated by the intercept subject is routed toward a destination on an ext...
	• the destination number for a call or call leg originated by the intercept subject is translated...
	• a call was attempted that was partially dialed, or that could not be completed by the accessing...

	The Origination message includes the following parameters:
	Table 11: Origination Message Parameters


	5.4.11 PacketEnvelope
	The PacketEnvelope message shall be triggered for the appropriate types of packet data services w...
	• a packet-mode user communication intended for the intercept subject is detected; or

	The PacketEnvelope message includes the following parameters:
	Table 12: PacketEnvelope Message Parameters

	One of:
	ISDN- or ISUP-based user-to-user signaling information
	TIA/EIA�41-based short message service
	GSM-based short message service
	Wireless IP-based service


	5.4.12 Redirection
	The Redirection message shall be triggered when:
	• an incoming call attempt to the intercept subject is forwarded (e.g., call forwarding or call d...
	• an incoming call attempt to the intercept subject is deflected (e.g., call waiting deluxe or ca...

	The Redirection message includes the following parameters:
	Table 13: Redirection Message Parameters


	5.4.13 Release
	The Release message shall be triggered when:
	• a circuit-mode call attempt is abandoned by the calling party; or

	The Release message includes the following parameters:
	Table 14: Release Message Parameters


	5.4.14 ServingSystem
	The ServingSystem message includes the following parameters:
	Table 15: ServingSystem Message Parameters


	5.4.15 SubjectSignal
	• the intercept subject, using the facilities under surveillance, dials or signals to control ser...
	• sufficient input has been received (e.g., the receiving IAP network element acts on the subject...
	The SubjectSignal message includes the following parameters:
	Table 16: SubjectSignal Message Parameters

	One or more of the following:
	SwitchhookFlash
	DialedDigits
	FeatureKey
	OtherSignalingInformation


	5.4.16 TerminationAttempt
	The TerminationAttempt message shall be triggered when:
	• an incoming call to an intercept subject is detected; or

	The TerminationAttempt message includes the following parameters:
	Table 17: TerminationAttempt Message Parameters



	5.5 Message descriptions for cdma2000 packet data
	• mandatory (M) - required for the message;
	• conditional (C) - required in situations where a condition (defined in the usage column of the ...
	• optional (O) - provided at the discretion of the implementation.
	5.5.1 cdma2000PacketDataSessionEstablishment
	• Successful PPP negotiation for Simple IPv4;
	• Unsuccessful PPP negotiation for Simple IPv4, Simple IPv6, and Mobile IPv4;
	• Successful or Unsuccessful registration for Mobile IPv4.
	• Router Advertisement with the /64 globally unique prefix that is assigned to the subject after ...
	• Router Advertisement with the /64 globally unique prefix that is assigned to the subject in res...
	Table 18: cdma2000PacketDataSessionEstablishment Message Parameters


	5.5.2 cdma2000PacketDataSessionTermination
	• Release of PPP;
	• Router advertisement lifetime expiry for Simple IPv6;
	• MIP de-registration;
	• MIP Registration-Revocation.; or
	• MIP BInding Removal;
	Table 19: cdma2000PacketDataSessionTermination Message Parameters


	5.5.3 cdma2000PacketDataInterceptStart
	• A session is already established and an intercept is started.
	Table 20: cdma2000PacketDataInterceptStart Message Parameters


	5.5.4 cdma2000PacketDataServingSystem
	• the reception of an Access Request or Accounting Request (start) at the Home AAA; or
	• the reception of an MIP RRQ at the HA.
	Table 21: cdma2000PacketDataServingSystem Message Parameters


	5.5.5 cdma2000PacketDataPacketFilter
	• signaling from the MS for a new packet filter;
	• signaling from the MS for modification in packet filter;
	• signaling from the MS for release or removal of a packet filter;
	• the release of an auxiliary service instance with associated packet filters.
	Table 22: cdma2000PacketDataPacketFilter Message Parameters


	5.5.6 cdma2000InterceptionofContent
	Table 23: cdma2000 CLICHeader Parameters



	6 Stage 3 Description: Implementation Perspective
	6.1 Protocol Definition
	A protocol is defined in three basic aspects:
	a. Transfer Syntax,
	b. Transfer Semantics, and
	c. Procedures.


	6.2 CDC Protocol Definition
	6.2.1 CDC Underlying Data Transmission
	6.2.2 CDC Parameter Encoding Objectives
	The following are the objectives of the parameter encoding:
	a. Allow flexible usage of the LAESP to transport a variety of information.
	b. Provide a consistent and complete syntax for transferring information.
	c. Facilitate implementation of message encoding and decoding software by using standardized tech...
	d. Allow as much syntactical checking as practical to be performed by the message parsers rather ...
	e. Allow for parameter extension and modification throughout the life of the protocol.


	6.2.3 CDC Syntax Definitions

	6.3 CDC Message Definitions
	The LAESMessage parameter defines the LAES messages.
	Laesp-j-std-025-b {iso(1) member-body(2) us(840) ti(113737) laes(2) tr45(0) j-std- 025(0) j-std-0...
	Laesp DEFINITIONS IMPLICIT TAGS ::=
	BEGIN
	LAESProtocol ::= CHOICE {
	lAESMessage LAESMessage,
	lAESMessagePlus LAESMessagePlus
	-- For J-STD-025-A solutions the LAESMessage choice should be
	-- selected .
	-- The LAESMessagePlus choice is recommended for solutions for
	-- revisions beyond J-STD-025-A.
	}
	LAESMessagePlus ::= SEQUENCE {
	protocolIdentifier OBJECT IDENTIFIER Laesp-j-std-025-b,
	-- assigned for each protocol syntax
	lAESMessage LAESMessage
	}
	LAESMessage ::= CHOICE {
	answer [1] Answer,
	ccClose [2] CCClose,
	ccOpen [3] CCOpen,
	change [4] Change,
	origination [5] Origination,
	packetEnvelope [6] PacketEnvelope,
	redirection [7] Redirection,
	release [8] Release,
	servingSystem [9] ServingSystem,
	termAttempt [10] TerminationAttempt,
	-- connTest [11] ConnectionTest, - - see Annex F
	confPartyChange [12] ConferencePartyChange,
	connection [13] Connection,
	connectBreak [14] ConnectionBreak,
	dialedDgtExtrn [15] DialedDigitExtraction,
	networkSignal [16] NetworkSignal,
	subjectSignal [17] SubjectSignal

	6.3.1 Answer Message
	The Answer message is used to report that a connection-oriented call or leg has been answered.
	Answer ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity,
	answering [4] PartyIdentity OPTIONAL,
	-- include, when known, to identify the answering party or agent
	[5] Location OPTIONAL,
	-- Include, when a terminating call is answered, the location
	-- information is reasonably available to the IAP and delivery is
	-- authorized, to identify the location of an intercept subject’s
	-- mobile terminal.
	[6] EXPLICIT BearerCapability OPTIONAL
	-- include, when known (or presumed), to indicate the granted bearer
	-- capability.
	}


	6.3.2 CCClose Message
	The CCClose message is used to report the end of call content delivery on the CCC.
	CCClose ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that system.
	[2] TimeStamp,
	[3] EXPLICIT CCCIdentity
	}


	6.3.3 CCOpen Message
	The CCOpen message is used to report the beginning of call content delivery on the CCC.
	CCOpen ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	CHOICE {
	[3] SEQUENCE OF CallIdentity, -- for circuit-mode intercepts
	[4] PDUType -- for packet-mode intercepts
	},
	[5] EXPLICIT CCCIdentity
	}


	6.3.4 Change Message
	The Change message is used to report merging or splitting of connection- oriented call identities.
	Change ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	previous [3] SEQUENCE OF -- previous call(s)
	SEQUENCE OF CallIdentity, -- identity(ies) of a previous call
	resulting [4] SEQUENCE OF SEQUENCE { -- resulting call(s)
	[0] SEQUENCE OF CallIdentity,
	-- identity(ies) of resulting call
	[1] EXPLICIT CCCIdentity OPTIONAL
	-- included when the content of the resulting call is
	-- delivered to identify the CCC(s).
	}
	}


	6.3.5 ConferencePartyChange Message
	The ConferencePartyChange message reports a change in the parties to a subject initiated conferen...
	ConferencePartyChange ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	communicating [3] SEQUENCE OF SEQUENCE {
	-- include to identify parties participating in the communication.
	[0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies communicating call identities.
	[1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies communicating party identities.
	[2] EXPLICIT CCCIdentity OPTIONAL
	-- included when the content of the resulting call is
	-- delivered to identify the associated CCC(s).
	} OPTIONAL,
	dropped [4] SEQUENCE OF SEQUENCE {
	-- include to identify parties dropped from the communication.
	[0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies previously communicating, now dropped call
	-- identity(ies).
	[1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies previously communicating, now dropped party
	-- identity(ies).
	[2] EXPLICIT CCCIdentity OPTIONAL
	-- included when a party(ies) to an existing communication
	-- is dropped, to identify the associated CCC(s).
	} OPTIONAL,
	removed [5] SEQUENCE OF SEQUENCE {
	-- include to identify parties removed (e.g., hold service) from the
	-- communication.
	[0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies removed call identity(ies).
	[1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies removed party identity(ies).
	[2] EXPLICIT CCCIdentity OPTIONAL
	-- included when a party(ies) to an existing communication
	-- is removed, to identify the CCC(s).
	} OPTIONAL,
	joined [6] SEQUENCE OF SEQUENCE {
	-- include to identify parties newly added to the communication.
	[0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies newly added call identity(ies) to an existing
	-- communication.
	[1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies newly added party identity(ies) to an existing
	-- communication.
	[2] EXPLICIT CCCIdentity OPTIONAL
	-- included when a party to an existing communication
	-- is added, to identify the associated CCC(s).
	} OPTIONAL
	}


	6.3.6 Connection Message
	Connection ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] SEQUENCE OF CallIdentity ,
	-- Connection Information
	-- The following two parameters are considered Connection
	-- Information.
	-- Include at least one of the following.
	connectedParties [4] SEQUENCE OF PartyIdentity OPTIONAL,
	newParties [5] SEQUENCE OF PartyIdentity OPTIONAL
	}

	6.3.7 ConnectionBreak Message
	ConnectionBreak ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] SEQUENCE OF CallIdentity ,
	-- ConnectionBreak Information
	-- The following three parameters are considered ConnectionBreak
	-- Information. Include at least one of the following. removedParties [4] SEQUENCE OF PartyIdenti...
	remainingParties [5] SEQUENCE OF PartyIdentity OPTIONAL,
	droppedParties [6] SEQUENCE OF PartyIdentity OPTIONAL
	}

	6.3.8 DialedDigitExtraction Message
	DialedDigitExtraction ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity,
	digits [4] VisibleString (SIZE (1..32))
	-- e.g., “12345” or “*123” or “#345”
	}

	6.3.9 NetworkSignal Message
	NetworkSignal ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity OPTIONAL,
	-- Signal
	-- The following four parameters are considered network-generated
	-- signals. Include at least one of the following four parameters to
	-- identify the signal being applied by the IAP.
	alertingSignal [4] AlertingSignal OPTIONAL,
	subjectAudibleSignal [5] AudibleSignal OPTIONAL,
	terminalDisplayInfo [6] TerminalDisplayInfo OPTIONAL,
	other [7] VisibleString (SIZE (1..128) ) OPTIONAL
	-- e.g., standard announcement or name of an announcement as
	-- per ANSI-41.

	6.3.10 Origination Message
	The Origination message reports authorized connection-oriented call origination attempts or numbe...
	Origination ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity,
	calling [4] PartyIdentity OPTIONAL,
	-- include, when more specific than the subject identity associated
	-- with the CaseIdentity, to identify the calling party
	called [5] PartyIdentity OPTIONAL,
	-- include if known
	input CHOICE {
	userInput [6] VisibleString (SIZE (1..32)),
	-- use if input is known to be from the user
	-- e.g., “” (hot line), “12025551234” or “*123”
	translationInput [7] VisibleString (SIZE (1..32))
	-- use for inputs to translation
	-- e.g., “” (hot line), “12025551234” or “*123”
	},
	[8] Location OPTIONAL,
	-- Include, when the location information is reasonably available to
	-- the IAP and delivery is authorized, to identify the location of
	-- an intercept subject’s mobile terminal
	[9] TransitCarrierIdentity OPTIONAL,
	-- include if known
	[10] EXPLICIT BearerCapability OPTIONAL
	-- include if known (or presumed)
	}


	6.3.11 PacketEnvelope Message
	The PacketEnvelope message delivers intercepted packets to an LEA.
	PacketEnvelope ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply
	-- that system.
	[2] TimeStamp,
	[3] CallIdentity OPTIONAL,
	[4] Location OPTIONAL,
	-- Include, when the location information is reasonably available
	-- to the IAP and delivery is authorized, to identify the
	-- location of an intercept subject’s mobile terminal
	packetInformation CHOICE {
	isdnUserToUserSignaling [5] SEQUENCE {
	callIdentity [0] CallIdentity,
	sending [1] PartyIdentity,
	interceptedUUPacket [2] OCTET STRING (SIZE (1..128)) OPTIONAL
	-- Encoded according to T1.607 User-to-user
	-- information element starting with Octet 4.
	tiaEia41ShortMessageService [6] SEQUENCE {
	originalOriginatingAddress [0] PartyIdentity,
	originalDestinationAddress [1] PartyIdentity,
	originatingAddress [2] PartyIdentity OPTIONAL,
	-- include if known and different than the
	-- originalOriginatingAddress
	destinationAddress [3] PartyIdentity OPTIONAL,
	-- include if known and different than the
	-- original destinationAddress
	smsTeleserviceIdentifier [4] INTEGER (-32768.32767),--see TIA/EIA�41
	interceptedISSMSPacket [5] OCTET STRING (SIZE (1.255)) OPTIONAL
	},
	gsmSMShortMessageService [7] SEQUENCE {
	senderAddress [0] PartyIdentity,
	receiverAddress [1] PartyIdentity,
	interceptedGSMSMSPacket [2] OCTET STRING (SIZE (1..255)) OPTIONAL
	},
	wirelessIPService [8] SEQUENCE {
	-- This parameter may also be used for
	-- information pertaining to non-wireless
	-- IP-based services.
	originatingAddress [0] PartyIdentity,
	destinationAddress [1] PartyIdentity,
	interceptedIPPacket [2] OCTET STRING (SIZE (1..70000)) OPTIONAL
	}
	}
	}


	6.3.12 Redirection Message
	The Redirection message indicates that an incoming connection-oriented call attempt, originally d...
	Redirection ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity,
	redirectedTo [4] PartyIdentity,
	[5] TransitCarrierIdentity OPTIONAL,
	-- include if known
	[6] EXPLICIT BearerCapability OPTIONAL,
	-- include if known (or presumed)
	systemIdentity [7] VisibleString (SIZE (1..15)) OPTIONAL
	-- include when a call to a wireless subscriber is redirected to another
	-- TSP and that identity is reasonably available.
	-- e.g., “MSCID-12345-123” or “2025551234”
	}


	6.3.13 Release Message
	The Release message is used to report that a connection-oriented call has been released.
	Release ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity,
	[4] Location OPTIONAL,
	-- Include, when the location information is reasonably available to
	-- the IAP and delivery is authorized, to identify the location of
	-- an intercept subject’s mobile terminal
	systemIdentity [5] VisibleString (SIZE (1..15)) OPTIONAL
	-- include, when a handed-off wireless call is released while being
	-- served by another TSP to identify the last known TSP serving the
	-- subject, e.g., “MSCID-12345-123” or “2025551234”
	}


	6.3.14 ServingSystem Message
	The ServingSystem message is used to report a change in the current TSP or service area for termi...
	ServingSystem ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	systemIdentity [3] VisibleString (SIZE (1..15)) OPTIONAL,
	-- include, when authorizing service to a TSP, to identify the TSP
	-- e.g., “MSCID-12345-123” or “2025551234”
	networkAddress [4] VisibleString (SIZE (1..15)) OPTIONAL
	-- include if the serving TSP can only be identified by
	-- a redirect-to number e.g., a personal or residential base station
	-- directory number “2025551234”
	}


	6.3.15 SubjectSignal Message
	SubjectSignal ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity OPTIONAL,
	signal [4] SEQUENCE {
	-- signal
	-- The following four parameters are considered subject-initiated
	-- signaling information. Include at least one of the following four
	-- parameters to identify the subject-signaling information being
	-- reported.
	switchhookFlash [0] VisibleString (SIZE (1..128)) OPTIONAL,
	-- e.g, “FLASH”
	dialedDigits [1] VisibleString (SIZE (1..128)) OPTIONAL,
	-- e.g. “12013452367”, “*123”,
	featureKey [2] VisibleString (SIZE (1..128)) OPTIONAL,
	-- e.g. “KEY1”, “HOLD”, “CONFERENCE” or any other
	-- function key.
	otherSignalingInformation [3] VisibleString (SIZE (1..128)) OPTIONAL
	-- e.g., “HOME”
	}
	}

	6.3.16 TerminationAttempt Message
	The TerminationAttempt message is used to report a connection-oriented call termination attempt.
	TerminationAttempt ::= SEQUENCE {
	[0] CaseIdentity,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	[2] TimeStamp,
	[3] CallIdentity,
	calling [4] PartyIdentity,
	called [5] PartyIdentity OPTIONAL,
	-- include, when more specific than the subject identity associated
	-- with the CaseIdentity, to identify the called party.
	[6] EXPLICIT BearerCapability OPTIONAL,
	-- included when known (or presumed)
	[7] RedirectedFromInformation OPTIONAL
	-- include if this termination attempt is a result of a redirected
	-- call.
	}



	6.4 CDC Parameter Definitions
	6.4.1 AlertingSignal
	AlertingSignal ::= ENUMERATED {
	notUsed (0),
	alertingPattern0 (1), -- normal alerting
	alertingPattern1 (2), -- distinctive alerting - Intergroup
	alertingPattern2 (3), -- distinctive alerting: Special/Priority
	alertingPattern3 (4), -- Electronic Key Telephone Service
	alertingPattern4 (5), -- reminder ring
	callWaitingPattern1 (6), -- basic call waiting tone
	callWaitingPattern2 (7), -- incoming additional call tone
	callWaitingPattern3 (8), -- priority additional call tone
	callWaitingPattern4 (9), -- distinctive call waiting tone
	bargeInTone (10)

	6.4.2 AudibleSignal
	AudibleSignal ::= ENUMERATED {
	notUsed (0),
	dialTone (1),
	recallDialTone (2),
	ringbackTone (3), -- RingbackTone or AudibleAlerting
	reorderTone (4), -- ReorderTone or CongestionTone
	busyTone (5),
	confirmationTone (6),
	expensiveRouteTone (7),
	messageWaitingTone (8),
	receiverOffHookTone (9),
	specialInfoTone (10),
	denialTone (11),
	interceptTone (12), --InterceptTone or MobileReorder
	answerTone (13),
	tonesOff (14),
	pipTone (15),
	abbreviatedIntercept (16),
	abbreviatedCongestion (17),
	warningTone (18),
	dialToneBurst (19),
	numberUnObtainableTone (20),
	authenticationFailTone (21)

	6.4.3 BearerCapability
	The BearerCapability parameter indicates a requested or granted bearer service.
	BearerCapability ::= CHOICE {
	speech [0] NULL,
	f3100HzAudio [1] NULL,
	bearerCapInfoElement [2] OCTET STRING (SIZE (1..64))
	-- encoded according to T1.607 Bearer Capability information
	-- element starting with octet 3


	6.4.4 CallIdentity
	The CallIdentity parameter is used to uniquely identify a particular call, call appearance, or ca...
	CallIdentity ::= SEQUENCE {
	sequenceNumber [0] VisibleString (SIZE (1..25)),
	systemIdentity [1] VisibleString (SIZE (1..15)) OPTIONAL
	-- include when the system issuing the sequenceNumber is
	-- different than the accessing system.
	-- e.g., CLLI code, “MSCID-12345-123” or “2025551234” (E.164
	-- address of node)


	6.4.5 CaseIdentity
	The CaseIdentity parameter contains a case identity assigned by the LEA for a particular electron...
	CaseIdentity ::= VisibleString (SIZE (1..25))


	6.4.6 CCCIdentity
	The CCCIdentity parameter identifies the CCC or pair of CCCs used for conveying call content. Eac...
	CCCIdentity ::= CHOICE {
	combCCC [0] VisibleString (SIZE (1..20)), -- combined CCC
	sepCCCpair [1] SEQUENCE { -- separated CCC
	sepXmitCCC [0] VisibleString (SIZE (1..20)), -- transmit path
	-- (from the intercept subject or redirected-to party)
	sepRecvCCC [1] VisibleString (SIZE (1..20)) -- receive path
	-- (to the intercept subject or redirected-to party)
	},
	indXmitCCC [2] VisibleString (SIZE (1..20)), -- individual transmit path
	-- (from the intercept subject or redirected-to party)
	indRecvCCC [3] VisibleString (SIZE (1..20)), -- individual receive path
	-- (to the intercept subject or redirected-to party)
	indCCC [4] VisibleString (SIZE (1..20)) -- individual CCC without
	-- a specified direction. Use only in CCClose messages.


	6.4.7 IAPSystemIdentity
	The IAPSystemIdentity parameter identifies the system of the Intercept Access Point and should no...
	IAPSystemIdentity ::= VisibleString (SIZE (1..15))


	6.4.8 Location
	The Location parameter identifies the cell of the subject’s mobile terminal. A toggle capability ...

	6.4.9 PartyIdentity
	The PartyIdentity parameter identifies a party to a call or call attempt.
	PartyIdentity ::= SEQUENCE {
	-- include those identification elements necessary to
	-- uniquely identify the party known at the point in call and
	-- are authorized. At least one of the following parameters
	-- is required.
	esn [0] VisibleString (SIZE (8)) OPTIONAL,
	-- AMPS-based Electronic Serial Number
	-- a hexadecimal string e.g., “82ABCDEF”
	imei [1] VisibleString (SIZE (1..15)) OPTIONAL,
	-- GSM-based International Mobile Equipment Identity
	tei [2] VisibleString (SIZE (1..15)) OPTIONAL,
	-- ISDN-based Terminal Equipment Identity
	spid [3] VisibleString (SIZE (3..20)) OPTIONAL,
	-- ISDN-based Service Profile Identifier
	imsi [4] VisibleString (SIZE (1..15)) OPTIONAL,
	-- International Mobile Station Identity
	-- E.212 number beginning with Mobile Country Code
	min [5] VisibleString (SIZE (10)) OPTIONAL,
	dn [6] VisibleString (SIZE (1..15)) OPTIONAL,
	-- e.g., called directory number or network provided calling
	userProvided [7] VisibleString (SIZE (1..15)) OPTIONAL,
	appearanceId [8] VisibleString (SIZE (1..15)) OPTIONAL,
	-- include for instruments or services with multiple line,
	ipAddress [10] VisibleString (SIZE (1..32)) OPTIONAL,
	x121 [11] VisibleString (SIZE (1..15)) OPTIONAL,
	trunkId [12] VisibleString (SIZE (1..32)) OPTIONAL,
	-- indicate trunk group, trunk number or both
	-- This is usually used to identify an associate when other
	-- identifying information is not available.
	-- This may also identify a subject’s agent (e.g., screening
	subaddress [13] OCTET STRING (SIZE (2..21)) OPTIONAL,
	-- encoded according to T1.607 Subaddress information element
	-- indicate use of the generic address
	genericDigits [15] SEQUENCE OF VisibleString (SIZE (1..32)) OPTIONAL,
	-- indicate use of the generic digits
	genericName [16] SEQUENCE OF VisibleString (SIZE (1..48)) OPTIONAL,
	port [17] VisibleString (SIZE (1..32)) OPTIONAL,
	-- identify a particular equipment port.
	-- This is used to identify an associate when other
	context [18] VisibleString (SIZE (1..64)) OPTIONAL,
	-- when none of the other identities are known or to
	-- identify the context and special considerations of the
	-- supplied identifier(s), especially when the identifier(s)
	-- is (are) abnormal (e.g., international, private, restricted,
	isdnHighLayer [19] OCTET STRING (SIZE (2..14)) OPTIONAL,
	-- include if known
	-- encoded according to T1.607 High Layer Compatibility
	-- information element starting with octet 3
	isdnLowLayer [20] OCTET STRING (SIZE (2..14)) OPTIONAL
	-- include if known
	-- encoded according to T1.607 Low Layer Compatibility
	-- information element starting with octet 3


	6.4.10 PDUType
	The PDUType parameter indicates the intercepted packet type on a CCC (e.g., see Annex B.1). Negat...
	PDUType ::= ENUMERATED {
	isdnBchannel (0), -- see BearerCapability parameter
	isdnDchannel (1), -- intermixed Q.931, Q.932, and X.25
	ip (2), -- Internet protocol packets
	ppp (3), -- Internet point-to-point protocol packets
	x25 (4) -- X.25 LAPB packets
	}


	6.4.11 RedirectedFromInformation
	The RedirectedFromInformation parameter is used to report information about the last redirecting ...
	RedirectedFromInformation ::= SEQUENCE {
	lastRedirecting [0] PartyIdentity OPTIONAL,
	-- include if known
	originalCalled [1] PartyIdentity OPTIONAL,
	-- include if known
	numRedirections [2] INTEGER (1..100) OPTIONAL
	-- include if known
	}


	6.4.12 TerminalDisplayInfo
	The TerminalDisplayInfo parameter is used to report information that is displayed on the intercep...
	TerminalDisplayInfo ::= SEQUENCE {
	generalDisplay [0] VisibleString (SIZE (1..80)) OPTIONAL,
	calledNumber [1] VisibleString (SIZE (1..40)) OPTIONAL,
	callingNumber [2] VisibleString (SIZE (1..40)) OPTIONAL,
	callingName [3] VisibleString (SIZE (1..40)) OPTIONAL,
	originalCalledNumber [4] VisibleString (SIZE (1..40)) OPTIONAL,
	lastRedirectingNumber [5] VisibleString (SIZE (1..40)) OPTIONAL,
	redirectingName [6] VisibleString (SIZE (1..40)) OPTIONAL,
	redirectingReason [7] VisibleString (SIZE (1..40)) OPTIONAL,
	messageWaitingNotif [8] VisibleString (SIZE (1..40)) OPTIONAL
	}


	6.4.13 TimeStamp
	The TimeStamp parameter identifies the date and time of access.

	6.4.14 TransitCarrierIdentity
	The TransitCarrierIdentity parameter identifies an interexchange carrier.
	TransitCarrierIdentity ::= VisibleString (SIZE (3..7))
	-- the carrier access code (if applicable) and carrier identification
	-- code e.g., “123” or “10123” or “1012345” or “9501234”



	6.5 cdma2000 Abstract Syntax for Packet Data CII Delivery
	CDMA2000CIIModule {iso(1) member-body(2) us(840) ti(113737) laes(2) tr45(0) cdma2000(1) cii(0) ve...
	DEFINITIONS IMPLICIT TAGS ::=
	BEGIN
	IMPORTS
	CaseIdentity, Timestamp
	FROM Laesp-j-std-025-b{iso(1) member-body(2) us(840) ti(113737) laes(2) tr45(0) j- std-025(0) j-s...
	CDMA2000LAESMessage ::= SEQUENCE
	{
	cdma2000ModuleId [0] CDMA2000CIIModule,
	cdma2000LAESMessageType [1] CDMA2000LAESMessageType
	}
	CDMA2000LAESMessageType ::=CHOICE
	{
	cdma2000PacketDataSessionEstablishment [0]
	CDMA2000PacketDataSessionEstablishment,
	cdma2000PacketDataSessionTermination [1]
	CDMA2000PacketDataSessionTermination,
	cdma2000PacketDataInterceptStart [2]
	CDMA2000PacketDataInterceptStart,
	cdma2000PacketDataServingSystem [3]
	CDMA2000PacketDataServingSystem,
	cdma2000PacketDataPacketFilterInfo [4]
	CDMA2000PacketDataPacketFilterInformation
	}
	-- message definitions
	CDMA2000PacketDataSessionEstablishment ::= SEQUENCE
	{
	caseIdentity [0] CaseIdentity,
	iapSystemIdentity [1] SystemIdentity OPTIONAL,
	timeStamp [2] TimeStamp,
	subjectIPAddress [3] IpAddress,
	subjectIdentity [4] SubjectId OPTIONAL,
	ipAssignment [5] IpAssignment OPTIONAL,
	haIPAddress [6] IpAddress OPTIONAL,
	faCoA [7] IpAddress OPTIONAL,
	correlationNumber [8] CorrelationNumber OPTIONAL,
	locationInformation [9] Location OPTIONAL,
	failureReason [10] SessionEstablishmentFailure OPTIONAL,
	ccAddress [11] CCAddress OPTIONAL
	}
	CDMA2000PacketDataSessionTermination ::= SEQUENCE
	{
	caseIdentity [0] CaseIdentity,
	iapSystemIdentity [1] SystemIdentity OPTIONAL,
	timeStamp [2] TimeStamp,
	subjectIPaddress [3] IpAddress,
	haIPaddress [4] IpAddress OPTIONAL,
	faCoA [5] IpAddress OPTIONAL,
	correlationNumber [6] CorrelationNumber OPTIONAL,
	locationInformation [7] Location OPTIONAL,
	terminationReason [8] SessionTerminationReason OPTIONAL
	}
	CDMA2000PacketDataInterceptStart ::= SEQUENCE
	{
	caseIdentity [0] CaseIdentity,
	iapSystemIdentity [1] SystemIdentity OPTIONAL,
	timeStamp [2] TimeStamp,
	subjectIPaddress [3] IpAddress,
	subjectIdentity [4] SubjectId OPTIONAL,
	ipAssignment [5] IpAssignment OPTIONAL,
	haIPaddress [6] IpAddress OPTIONAL,
	faCoA [7] IpAddress OPTIONAL,
	correlationNumber [8] CorrelationNumber OPTIONAL,
	locationInformation [9] Location OPTIONAL,
	ccAddress [10] CCAddress OPTIONAL
	}
	CDMA2000PacketDataServingSystem ::= SEQUENCE
	{
	caseIdentity [0] CaseIdentity,
	iapSystemIdentity [1] SystemIdentity OPTIONAL,
	timeStamp [2] TimeStamp,
	subjectIPaddress [3] IpAddress OPTIONAL,
	subjectIdentity [4] SubjectId OPTIONAL,
	servingSystemIdentity [5] SystemIdentity,
	haIPaddress [6] IpAddress OPTIONAL,
	faCoA [7] IpAddress OPTIONAL
	}
	CDMA2000PacketDataPacketFilterInformation ::= SEQUENCE
	{
	caseIdentity [0] CaseIdentity,
	iapSystemIdentity [1] SystemIdentity OPTIONAL,
	timeStamp [2] TimeStamp,
	subjectIPaddress [3] IpAddress,
	subjectIdentity [4] SubjectId OPTIONAL,
	haIPaddress [5] IpAddress OPTIONAL,
	faCoA [6] IpAddress OPTIONAL,
	packetFilterInformation [7] SET OF PacketFilterInformation,
	correlationNumber [8] CorrelationNumber OPTIONAL
	}
	--parameter definitions
	CCAddress ::=SEQUENCE
	{
	leaIPAddress [0] IpAddress,
	leaPortNumber [1] PortNumber
	}
	--The CCAddress (LEA IP Address and Port Number) for delivery of content
	--associated with the packet data communication session is pre-provisioned
	--based on mutual agreement between the LEA and the carrier for the
	--CaseIdentity.
	--A single CCAddress may be used to deliver content for all packet data
	--sessions (associated with a caseIdentity) or a unique CCAddress may be
	--used for each packet data session.
	CorrelationNumber ::= OCTET STRING
	IpAddress ::= CHOICE
	{
	ipV4 [1] IPvalue,
	ipV6 [2] IPvalue,
	none [3] NULL
	IpAssignment ::= ENUMERATED
	{
	static (1),
	dynamic (2),
	unknown (3)
	LocationInformation ::= OCTET STRING
	-- The Location information shall be encoded with Cell
	PacketFilterInformation ::= OCTET STRING
	-- Formatted as defined by Packet Filter Content SubOption in
	SubjectId ::= SET
	{
	nai [1] OCTET STRING,
	msid [2] OCTET STRING
	--The MSID shall be encoded with an IMSI as specified in
	}
	SystemIdentity ::= CHOICE
	{
	ipV4 [1] IPvalue,
	ipV6 [2] IPvalue,
	fqdn [3] OCTET STRING
	}
	END --of CDMA2000CIIModule

	6.6 CCC Protocols
	6.6.1 CCC Encoding for Circuit-Mode Services
	6.6.2 CCC Encoding for Packet-Mode Services
	6.6.2.1 cdma2000 Abstract Syntax Notation for Packet Data CC Delivery
	CDMA2000CCModule {iso(1) member-body(2) us(840) ti(113737) laes(2) tr45(0) cdma2000(1) cc(1) vers...
	DEFINITIONS IMPLICIT TAGS ::=
	BEGIN
	IMPORTS
	CaseIdentity, TimeStamp
	FROM Laesp-j-std-025-b {iso(1) member-body(2) us(840) ti(113737) laes(2) tr45(0) j- std-025-b(2) ...
	CorrelationNumber
	FROM CDMA2000CIIModule {iso(1) member-body(2) us(840) ti(113737) laes(2) tr45(0) cdma2000(1) cii(...
	CCIPPacketHeader ::=SEQUENCE
	{
	clicHeader [1] CLICheader,
	payload [2] OCTET STRING
	}
	CLICheader ::= SEQUENCE
	{
	cdma2000ccpsmoduleID [0] OBJECT IDENTIFIER,
	version [1] Version,
	caseIdentity [2] CaseIdentity,
	correlationNumber [3] CorrelationNumber OPTIONAL,
	timeStamp [4] TimeStamp,
	sequenceNumber [5] INTEGER (0..65535),
	iPPacketDirection [6] IPPacketdirection OPTIONAL,
	...
	}
	Version ::= ENUMERATED
	{
	version1(1)
	}
	IPPacketdirection ::= ENUMERATED
	{
	fromSubject [1],
	toSubject [2],
	unknown [3]
	}
	END --of CDMA2000CCModule



	6.7 LAESP Compatibility Guidelines
	6.7.1 Guidelines For Forward Compatibility
	All revisions of this Standard shall contain a mechanism for forward compatibility. The following...
	a. When the LAESP message is received and it contains all the required parameters, the additional...
	b. For existing protocols, state the action to be taken on receipt of spare or reserved values of...
	c. State that all new messages shall have the ability to add new optional fields.
	d. Unallocated codes of defined fields should be examined and handled as either spare codes or a ...


	6.7.2 Guidelines For Backward Compatibility
	6.7.2.1 Existing Messages
	a. The ability of receiving any existing messages shall be possible, since the removal of a messa...
	b. The effect of receiving any existing message, parameter, or function in a new version, must be...

	6.7.2.2 Parameters in Existing Messages
	The following guidelines shall apply:
	a. Optional parameters shall not become mandatory.
	b. Mandatory parameters shall not become optional.
	c. Additional mandatory parameters shall not be added to an existing message.
	d. Additional optional parameters can be added to an existing message.
	e. Existing mandatory parameters shall not be removed from existing messages.
	f. The range of any parameter for an existing message shall not be reduced.
	g. The meaning of any defined parameter value shall not be changed on an existing message.
	h. There are no restrictions on the parameters for new messages.
	i. The sequence of parameters in an existing SEQUENCE type shall not be changed.
	j. New parameters may be added to the end of an existing SEQUENCE type. (The value of the paramet...
	k. New parameters may be added to an existing CHOICE type, unless the CHOICE is mandatory.


	6.7.2.3 New Messages
	6.7.2.4 New Parameters
	6.7.2.5 New Parameter Fields
	6.7.2.6 New Parameter Values


	Annex A Deployment Examples
	A.1 Possible Network Deployment of IAPs
	Table 24: IAP Primary Locations
	For land line subscribers Figure 12 depicts a possible deployment where the access points are in ...
	Figure 12: Land Line IAPs
	Figure 13: Mobile Intercept Subject’s Home System IAPs
	Figure 14: Mobile Intercept Subject’s Serving System IAPs
	Figure 15: Mobile Intercept Subject’s Redirecting System IAPs


	A.2 Access and Delivery Function Equipment Configuration
	One method is to use an external Delivery Function as shown in Figure 16.
	Figure 16: External Delivery Function

	The Delivery Function may be integrated into the switch itself. There are two basic variations on...
	Figure 17: Integrated Delivery Function with a Non-Distinct Administration Interface
	Figure 18: Integrated Delivery Function with a Distinct Administration Interface

	Mobile telephone systems may involve separate home and serving TSPs. This situation is shown in F...
	Figure 19: Mobile Telephone Systems with Two TSPs

	Figure 20 shows pivoted delivery where two totally independent systems are
	used. (Note: ebis is an e-interface protocol used between two delivery boxes.)
	Figure 20: Independently Administered External Pivoted Delivery

	In the functional model shown in Figure 21, the Access and Delivery Functions are split into two ...
	Figure 21: A possible functional model for CALEA in Voice over Packet scenario


	A.3 Implementation of the d-interface
	Accesses may be either bridged or looped. In a bridged access, the communication is accessed dire...
	Figure 22: Bridged Access

	In looped access the accessed communication is switched out of the Access Function as a circuit, ...
	Figure 23: Looped Access

	The bridged and looped access methods are considered to be logically equivalent, even though they...

	A.4 Implementation of the e-interface
	Figure 24 shows a few possibilities of the use of different transmission schemes on the e-interfa...
	Figure 24: Possible Transmission Schemes for the e-Interface


	A.5 Possible CDC Protocol Stacks
	Figure 25 illustrates possible CDC Protocol Stacks. These are not meant to be definitive or exhau...

	LEAs have expressed a preference for e and j.
	LEAs have expressed a preference for e and j.
	LEAs have expressed a preference for e and j.
	Figure 25: Possible CDC Protocol Stacks � (Sheet�1�of�2)
	A.6 Possible CCC Protocol Stacks

	LEAs have expressed a preference for f and j.
	Figure 26: Possible Circuit-Mode CCC Protocol Stacks
	Packet-mode content may be delivered over the CDC (for a small number of packet types). Other pac...
	Figure 27: Possible Packet-Mode CCC Protocol Stacks



	Annex B CCC Delivery Methods
	B.1 Circuit-Mode vs. Packet-Mode
	B.2 Overview
	This annex describes the CCC delivery service as a set of mechanisms, characteristics, and option...
	a. A CCC delivery method defining the overall signaling protocol:
	• Dedicated Circuit (see B.3);
	• Trunk Group (see B.4);
	• Static Directory Number (see B.5); or
	• Packet Data (see B.6).
	The Access Function and the Collection Function shall support at least one delivery method. More ...
	b. Bearer service for the call content itself (e.g., analog or digital) (see B.7).
	c. Delivering an intercepted communication as separated channels (see B.8) or as a combined chann...
	d. Delivery signaling for the CCC (see B.10).
	e. The amount of acceptable end-to-end delay for the particular intercept (see B.11).
	f. Distributing the CCC to more than one Collection Function, each with its own delivery method a...


	The delivery of intercepted call content information has several phases. These phases are as foll...
	a. Obtain a network address of destination. Select the destination for the call content as either...
	b. Setup the CCC to destination. Establish a channel to the destination to be used for the delive...
	c. Destination acceptance or refusal of a CCC. The destination is given the option, in some cases...
	d. CCC continuity verification. Verify that the CCC has reached the destination and that it is ca...
	e. Associate intercept subject and call identity to the CCC. Establish the association of the CCC...
	f. Call content transfer. Transfer the intercepted call content. This phase lasts as long as nece...
	g. Early CCC release by the destination. Some delivery methods allow the destination to release t...
	h. Disassociate CCC. Free up the association of the CCC to a particular call and intercept subjec...
	i. Normal CCC release by the source.


	B.3 Dedicated Circuit CCC Delivery
	Dedicated circuit delivery uses one or more circuits to convey the call content for a single inte...
	Figure 28: Dedicated Circuit CCC Delivery

	Dedicated circuits used for CCCs are assumed to have the following characteristics:
	a. DC signaling is not available end-to-end as intervening switches may ignore and not pass along...
	b. DTMF C-tone may be used to convey DC signaling (i.e., off-hook, on- hook, decadic digits).
	c. A particular dedicated circuit has only one intercept subject assigned to it.
	d. An intercept subject may have one or more circuits available for delivering its call content.
	e. Separate dedicated circuits are required for each intercept subject and destination pair.
	f. The number of dedicated circuits to each Collection Function need not be equal.

	B.3.1 Obtain Network Address of Destination
	B.3.2 Setup CCC to Destination
	Figure 29: Setup CCC Using Dedicated Circuits
	a. The IAP is enabled and it detects that the intercept subject is communicating (e.g., an origin...
	b. The dedicated circuit is seized to the Delivery Function. This may be indicated with a DC sign...
	c. If applicable, the Delivery Function forwards the seizure indication to the dedicated circuit ...
	d. Optionally, the Delivery Function may seize dedicated circuits associated with the intercept s...


	B.3.3 Destination Acceptance or Refusal of a CCC
	B.3.4 CCC Continuity Verification
	B.3.5 Associate Intercept Subject and Call Identity to the CCC
	The intercept subject is associated with a dedicated circuit for the life of the intercept order,...
	Figure 30: Associate CCC Using Dedicated Circuits


	B.3.6 Call Content Transfer
	The TSP duplicates the intercepted call content and delivers it to the selected Collection Functi...
	Figure 31: Transfer Call Content Using Dedicated Circuits
	a. The IAP is enabled and it detects that the intercept subject is communicating (e.g., an origin...
	b. The intercept subject’s communications are intercepted and duplicated, and sent to the Deliver...
	c. If authorized, the Delivery Function passes the call content on to the Collection Function.
	d. Optionally, the Delivery Function may duplicate the call content and deliver it to one or more...



	B.3.7 Early CCC Release by the Destination
	B.3.8 Disassociate CCC
	Figure 32: Disassociate CCC Using Dedicated Circuits

	B.3.9 Normal CCC Release by the Source.
	Figure 33: Dedicated Circuit CCC Release
	a. The IAP is enabled and it detects that the intercept subject has stopped communicating (e.g., ...
	b. The dedicated circuit is released to the Delivery Function. This may be indicated with a DC si...
	c. If applicable, the Delivery Function releases the dedicated circuit associated with the interc...
	d. Optionally, the Delivery Function may release the dedicated circuits associated with the inter...



	B.4 Trunk Group CCC Delivery
	Figure 34: Trunk Group CCC Delivery
	Circuits in a trunk group are assumed to have the following characteristics:
	a. Seize, answer, disconnect and release signals are available using end- to-end (e.g., DC signal...
	b. There is a one-to-one correspondence between both ends of a trunk group to identify individual...
	c. DTMF C-tone may be used, but it is ignored for the purpose of signaling.
	d. A particular trunk circuit is shared by several intercept subjects.
	e. An intercept subject may use one or more trunk circuits for delivering its call content. The m...
	f. A trunk group goes to only one destination.
	g. The number of trunk circuits to each Collection Function need not be equal.

	B.4.1 Obtain Network Address of Destination
	B.4.2 Setup CCC to Destination
	Figure 35: Setup CCCs Using a Trunk from a Trunk Group
	a. The IAP detects that the intercept subject is communicating.
	b. The IAP sends a signal to seize the trunk to the Delivery Function.
	c. If authorized, the Delivery Function sends a signal to seize the trunk to the Collection Funct...
	d. Optionally if authorized, the Delivery Function may send a trunk seizure signal to one or more...


	B.4.3 Destination Acceptance or Refusal of a CCC
	Figure 36: Acceptance of CCCs Using a Trunk of a Trunk Group
	a. When the trunk is seized at the Collection Function, it may accept the call by returning an an...
	b. Each additional Collection Function trunk seized may return an answer indication.
	c. If the call is accepted by the Delivery Function, it may return an answer indication to the IAP.

	Figure 37: DF Timed Refusal of a CCC Using a Trunk of a Trunk Group
	a. When a trunk is seized by the IAP, an answer timer is started.
	b. The answer timer expires, indicating that the call was refused, and…
	c. …the IAP releases the trunk toward the Delivery Function.

	Figure 38: CF Timed Refusal of a CCC Using a Trunk of a Trunk Group
	a. When a trunk is seized by the Delivery Function, an answer timer is started.
	b. The answer timer expires, indicating that the call was refused, and…
	c. …the Delivery Function releases the trunk toward the Collection Function.

	A trunk may be refused by some out-of-band signaling sending a release signal (e.g., ISDN or ISUP...
	Figure 39: DF Refusal of a CCC Using a Trunk of a Trunk Group
	a. A trunk is seized by the IAP.
	b. The Delivery Function refuses the call by sending a release signal.

	Figure 40: CF Refusal of a CCC Using a Trunk of a Trunk Group
	a. A trunk is seized by the Delivery Function.
	b. The Collection Function refuses the call by sending a release signal.



	B.4.4 CCC Continuity Verification
	Figure 41: CCC Continuity Test
	c., e. When a CCC is seized; a tone, test pattern, or the call content is applied to the CCC by t...
	d., f. At the destination of the CCC, the received call content is looped around to the transmit ...


	B.4.5 Associate Intercept Subject and Call Identity to the CCC
	B.4.6 Call Content Transfer
	The TSP duplicates the intercepted call content and delivers it to the selected Collection Functi...
	Figure 42: Transfer Call Content Using a Trunk in a Trunk Group
	a. The IAP is enabled and it detects that the intercept subject is communicating.
	b. The intercept subject’s communications are intercepted and duplicated, and sent to the Deliver...
	c. If authorized, the Delivery Function passes the call content on to the Collection Function.
	d. Optionally, the Delivery Function may duplicate the call content and deliver it to one or more...



	B.4.7 Early CCC Release by the Destination
	Figure 43: Early Release of CCC Using a Trunk in a Trunk Group
	a. The Collection Function determines that the call content is not of interest and it signals to ...
	b. Additionally other Collection Functions may indicate that they are not interested in the call ...
	c. When the Delivery Function determines that the call content is not of interest to any Collecti...


	B.4.8 Disassociate CCC
	B.4.9 Normal CCC Release by the Source
	A trunk in a trunk group is normally released by the source with the appropriate trunk release si...
	Figure 44: Release CCC Using a Trunk in a Trunk Group
	a. The IAP detects that the intercept subject is no longer communicating.
	b. The IAP sends a signal to release the trunk to the Delivery Function.
	c. The Delivery Function sends a signal to release the trunk to the Collection Function.
	d. Optionally if authorized, the Delivery Function may send a trunk release signal for each addit...




	B.5 Static Directory Number CCC Delivery
	Static directory number delivery uses one or more switched connections to convey the call content...
	Figure 45: Static Directory Number CCC Delivery

	Circuits used for static directory numbers are assumed to have the following characteristics:
	a. Seize, setup, answer, disconnect and release signals are available using end-to-end (e.g., DC ...
	b. There is a one-to-one correspondence between a static directory number, an intercept subject a...
	c. DTMF C-tone may be used, but it is ignored for the purpose of signaling.
	d. A particular circuit is not dedicated to a particular intercept subject.
	e. An intercept subject may use one or more circuits for delivering its call content. The maximum...
	f. Capacity for the CCCs may be reserved in each functional entity for each intercept subject.
	g. Capacity for the CCCs may or may not be reserved in the network to reduce network blockage.
	h. The number of circuits to each Collection Function need not be equal.

	B.5.1 Obtain Network Address of Destination
	B.5.2 Setup CCC to Destination
	Figure 46: Setup Trunk to Destination
	The CCC for a static directory number is established using normal call setup procedures (e.g., lo...
	a. IAP is enabled to the Delivery Function.
	b. IAP sets up a CCC to Delivery Function.
	c. Delivery Function sets up a CCC to an authorized Collection Function.
	d. Additionally the Delivery Function may setup CCCs to other authorized Collection Functions.


	B.5.3 Destination Acceptance or Refusal of a CCC
	B.5.4 CCC Continuity Verification
	B.5.5 Associate Intercept Subject and Call Identity to the CCC
	B.5.6 Call Content Transfer
	B.5.7 Early CCC Release by the Destination.
	B.5.8 Disassociate CCC
	B.5.9 Normal CCC Release by the Source

	B.6 Packet Data CCC Delivery
	Figure 47: Packet Data CCC Delivery
	Channels used for packet data CCC delivery are assumed to have the following characteristics:
	a. The relationship between the intercept subject, a particular IAP and the CCC is uniquely ident...
	b. A particular physical channel may be shared by several intercept subjects.
	c. One or more channels may deliver the call content of any particular intercept subject. The max...
	d. Capacity for the CCCs may be reserved in each functional entity for each intercept subject.
	e. Capacity for the CCCs may or may not be reserved in the network to reduce network blockage.
	f. The number of channels to each Collection Function need not be equal.

	B.6.1 Obtain Network Address of Destination
	B.6.2 Setup CCC to Destination
	B.6.3 Destination Acceptance or Refusal of a CCC
	B.6.4 CCC Continuity Verification
	B.6.5 Associate Intercept Subject and Call Identity to the CCC
	B.6.6 Call Content Transfer
	B.6.7 Early CCC Release by the Destination
	B.6.8 Disassociate CCC
	B.6.9 Normal CCC Release by the Source

	B.7 Delivery Bearer Service
	B.8 Separated Content Delivery
	Figure 48: Separated Content Delivery

	B.9 Combined Content Delivery
	Figure 49: Combined Content Delivery

	B.10 Signaling for Switched Delivery
	Switched circuits may use any signaling method including the following:
	• MF signaling (to access switching networks or to convey the directory number to the Collection ...
	• ISUP signaling;
	• ISDN signaling; or


	B.11 Call Content Delivery Delay
	The strategies for managing switched circuits is beyond the scope of this Standard. It is the res...
	• delayed or


	B.12 Call Content Distribution
	Call content may be distributed to more than one Collection Function as shown in Figure 50. The c...
	Figure 50: Call Content Distribution

	Call content may be delivered through an intervening Delivery Function, called a Pivoted Delivery...
	Figure 51: Pivoted Delivery with Distribution


	B.13 DTMF C-Tone Signaling Procedures
	Tone signaling allows Plain Old Telephone Service (POTS) switchhook signaling of the intercepted ...
	a. C-tone off is off-hook or a seizure.
	b. 10 ms C-tone on followed by 10 ms C-tone off (±10%) is a decadic dial pulse.
	c. 100 ms C-tone off separates the individual decadic digits. A digit consists of 1 to 10 pulses ...
	d. DTMF digits (0-9, * and #) are sent normally.
	e. 200 to 1500 ms C-tone on followed by C-tone off is a switchhook flash.
	f. 2000 ms C-tone on is a disconnect or on-hook.

	Figure 52 shows the frequency pairs used for each DTMF digit.
	Figure 52: Digit to DTMF Tone Mapping

	Figure 53 shows an example of normal DC and DTMF signaling converted to DTMF C-tone signaling.
	Figure 53: DTMF C-tone Signaling



	Annex C CDC Delivery Methods
	CDCs may be delivered using one of the following delivery methods:
	a. Dedicated data circuit, or
	b. Dedicated data link.

	Normally call-identifying information is sent as the events occur. Call-identifying information m...
	C.1 Dedicated Data Circuit CDC Delivery
	Figure 54: Dedicated Data Circuit CDC Delivery

	C.2 Dedicated Data Link CDC Delivery
	Call data is delivered over a data circuit that is dedicated to a particular destination, but is ...
	Figure 55: Dedicated Data Link CDC Delivery


	C.3 Call Data Distribution

	Annex D Information Access Scenarios
	Figure 56: Switch Connection Diagram Conventions
	Table 25: Simple Switch Connections � (Sheet�1�of�3)
	D.1 Simple Abandoned Call Attempt
	An intercept subject at (202) 555-0000 goes off-hook. Without dialing any digits, the intercept s...
	Table 26: Simple Abandoned Call Attempt Scenario

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input = “”)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.2 Partial Dial Abandon
	An intercept subject at (202) 555-0000 goes off-hook and dials a few digits (123). The intercept ...
	Table 27: Partial Dial Abandon Scenario

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input = “123”)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.3 Pre-Answer Abandon
	An intercept subject at (202) 555-0000 goes off-hook and dials Party A at (202) 555-1111. The cal...
	Table 28: Pre-Answer Abandon Scenario

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“2025551111”, Called�Party=2025551111)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.4 Simple Outgoing Call
	Table 29: Simple Outgoing Call Scenario
	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“2025551111”, Called�Party=2025551111)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)
	Table 30: Alternate Steps for en bloc Sending

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“2025551111”, Called�Party=2025551111)

	D.5 Re-Origination
	The intercept subject (S) at (202) 555-0000 goes off-hook to initiate a call and dials Party A at...
	Table 31: Re-origination Call Scenario�

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“2025551111”, Called�Party=2025551111)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)
	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“2025552222”, Called�Party=2025552222)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)
	Table 32: Alternate Re-origination Call Scenario Steps


	D.6 Simple Incoming Call
	Table 33: Simple Incoming Call Scenario
	IDIAP> TerminationAttempt (2025551111)
	CIAP> CCOpen (CCC1)
	IDIAP> Answer (2025550000)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.7 Call Waiting and Recall
	D.7.1 Call Waiting and Recall with a Single Call Identity
	Table 34: Call Waiting with Recall Scenario with a Single Call Identity�
	IDIAP> TerminationAttempt (2025551111 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Answer (2025550000 [1])
	IDIAP> TerminationAttempt (2025552222 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Answer (2025550000 [2])
	CIAP> CCClose (CCC2)
	IDIAP> TerminationAttempt (2025552222 [1])
	IDIAP> Answer (2025550000 [1])
	IDIAP> Release ([1])
	CIAP> CCClose (CCC1)

	D.7.2 Call Waiting and Recall with Separate Leg Identities
	Table 35: Call Waiting with Recall with Separate Leg Identities Scenario
	IDIAP> TerminationAttempt (2025551111 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Answer (2025550000 [1])
	IDIAP> TerminationAttempt (2025552222 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Answer (2025550000 [2])
	CIAP> CCClose (CCC2)
	IDIAP> Release ([1])
	IDIAP> TerminationAttempt (2025552222 [2])
	IDIAP> Answer (2025550000 [2])
	IDIAP> Release ([2])
	CIAP> CCClose (CCC1)

	D.7.3 Call Waiting and Recall with Separate Calls
	Table 36: Call Waiting with Recall with Separate Calls Scenario�
	IDIAP> TerminationAttempt (2025551111 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Answer (2025550000 [1])
	IDIAP> TerminationAttempt (2025552222 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Answer (2025550000 [2])
	IDIAP> Release ([1])
	CIAP> CCClose (CCC1)
	IDIAP> TerminationAttempt (2025552222 [2])
	IDIAP> Answer (2025550000 [2])
	IDIAP> Release ([2])
	CIAP> CCClose (CCC2)


	D.8 Call Waiting with Talking Party Disconnect
	D.8.1 Call Waiting with Talking Party Disconnect and a Single Call Identity
	Table 37: Call Waiting with Talking Party Disconnect and a Single Call Identity Scenario�
	IDIAP> TerminationAttempt (2025551111 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Answer (2025550000 [1])
	IDIAP> TerminationAttempt (2025552222 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Answer (2025550000 [2])
	IDIAP> Change ([1,2 to 1])
	CIAP> CCClose (CCC2)
	CIAP> CCClose (CCC1)

	D.8.2 Call Waiting with Talking Party Disconnect and Separate Leg Identities
	Table 38: Call Waiting with Talking Party Disconnect and Separate Leg IdentitiesScenario�
	IDIAP> TerminationAttempt (2025551111 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Answer (2025550000 [1])
	IDIAP> TerminationAttempt (2025552222 [2])
	CIAP> CCOpen (CCC2 [2])
	CIAP> CCClose (CCC2)
	CIAP> CCClose (CCC1)

	D.8.3 Call Waiting with Talking Party Disconnect and Separate Calls
	Table 39: Call Waiting with Talking Party Disconnect and Separate Calls Scenario�
	IDIAP> TerminationAttempt (2025551111 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Answer (2025550000 [1])
	IDIAP> TerminationAttempt (2025552222 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Answer (2025550000 [2])
	CIAP> CCClose (CCC1)
	CIAP> CCClose (CCC2)


	D.9 Call Held and Retrieved
	The intercept subject (S) at (202) 555-0000 goes off-hook and calls Party A at 555-1111. The call...
	Table 40: Call Held and Retrieved Scenario�

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“5551111”, Called�Party=2025551111)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.10 Three-Way Calling, Plus Call Turned Away
	D.10.1 Three-Way Calling, Plus Call Turned Away with a Single Call Identity
	Table 41: Three-Way Calling with a Single Call Identity Scenario � (Sheet�1�of�2)
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Origination (User�Input=“5551111”, Called�Party=2025551111 [1])
	IDIAP> Answer ([1])
	IDIAP> Origination (User�Input=“5552222”, Called�Party=2025552222 [1])
	IDIAP> Answer ([1])
	IDIAP> Termination�Attempt (5553333 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Release ([2])
	CIAP> CCClose (CCC2)
	IDIAP> Release ([1])
	CIAP> CCClose (CCC1)

	D.10.2 Three-Way Calling, Plus Call Turned Away with Separate Leg Identities
	Table 42: Three-Way Calling Scenario with Separate Leg Identities � (Sheet�1�of�2)
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Origination (User�Input=“5551111”, Called�Party=2025551111 [1])
	IDIAP> Answer ([1])
	IDIAP> Change ([1 to 1•2])
	IDIAP> Origination (User�Input=“5552222”, Called�Party=2025552222 [2])
	IDIAP> Answer ([2])
	IDIAP> Termination�Attempt (5553333 [3])
	CIAP> CCOpen (CCC2 [3])
	IDIAP> Release ([3])
	CIAP> CCClose (CCC2)
	IDIAP> Release ([2])
	IDIAP> Release ([1])
	CIAP> CCClose (CCC1)

	D.10.3 Three-Way Calling, Plus Call Turned Away with Separate Calls
	Table 43: Three-Way Calling with Separate Call Scenario � (Sheet�1�of�2)
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Origination (User�Input=“5551111”, Called�Party=2025551111 [1])
	IDIAP> Answer ([1])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Change ([1,2 to 1•2])
	IDIAP> Origination (User�Input=“5552222”, Called�Party=2025552222 [2])
	IDIAP> Answer ([2])
	IDIAP> Termination�Attempt (5553333 [3])
	CIAP> CCOpen (CCC3 [3])
	IDIAP> Release ([3])
	CIAP> CCClose (CCC3)
	IDIAP> Release ([2])
	CIAP> CCClose (CCC2)
	IDIAP> Release ([1])
	CIAP> CCClose (CCC1)


	D.11 Call Forwarding—No Answer on a Single System
	An incoming call arrives for the intercept subject (S) at (202) 555-0000 from Party A at 555-1111...
	Table 44: Call Forwarding—No Answer on a Single System Scenario

	IDIAP> TerminationAttempt (5551111)
	CIAP> CCOpen (CCC1)
	IDIAP> Redirection (5552222)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.12 Call Forwarding—No Answer on Different Systems
	An incoming call arrives for the intercept subject (S) at (202) 555-0000 from Party A at 555-1111...
	Table 45: Call Forwarding—No Answer on Different Systems Scenario�

	IDIAP> Termination�Attempt (5551111)
	CIAP> CCOpen (CCC1)
	IDIAP> Redirection(5552222)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.13 Two Bearer Channels, Plus Call Transfer
	Table 46: Two Bearer Channels, Plus Call Transfer Scenario � (Sheet�1�of�2)
	IDIAP> Origination (User�Input=“5551111”, Called�Party=2025551111 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Answer ( [1])
	IDIAP> Termination�Attempt (5552222 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Answer (Called [2])
	IDIAP> Origination (User�Input=“5553333”, Called�Party=2025553333 [2])
	IDIAP> Answer ([2])
	IDIAP> Release ([1])
	CIAP> CCClose (CCC1 [1])
	IDIAP> Release ([2])
	CIAP> CCClose (CCC2 [2])

	D.14 Speed Calling
	Table 47: Speed Calling Scenario
	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“#12”, Called�Party=2025551111)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.15 Multiple Translations on Single System
	The intercept subject (S) at (202) 555-0000 dials Party A using a speed number, #12. The speed nu...
	Table 48: Multiple Translations on a Single System Scenario

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“#12”, Called�Party=8005551111)
	IDIAP> Origination (Translation�Input= “8005551111”, Called�Party=2025552222)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.16 Multiple Call Scenario
	Table 49: Multiple Call Scenario
	IDIAP> Termination�Attempt (5551111 [1])
	IDIAP> Redirection (5552222 [1])
	CIAP> CCOpen (CCC1 [1])
	IDIAP> Termination�Attempt (5553333 [2])
	IDIAP> Redirection (5552222 [2])
	CIAP> CCOpen (CCC2 [2])
	IDIAP> Answer ([1])
	IDIAP> Answer ([2])
	IDIAP> Release
	CIAP> CCClose (CCC1 [1])
	IDIAP> Release
	CIAP> CCClose (CCC2 [2])

	D.17 Simple Call Delivery to a Mobile Station
	A call to the intercept subject at (202) 555-0000 arrives at a roaming intercept subject’s Home S...
	Table 50: Simple Call Delivery Scenario � (Sheet�1�of�2)

	IDIAP1> Termination�Attempt (2025551111)
	CIAP1> CCOpen (CCC1)
	IDIAPHLR> Termination�Attempt (2025551111)
	IDIAPHLR> Redirection (2025559999)
	IDIAP1> Redirection (2025559999)
	IDIAP2> Termination�Attempt (2025559999 redirected by 2025550000)
	CIAP2> CCOpen (CCC2)
	IDIAP1> Answer ()
	IDIAP2> Answer (2025550000)
	IDIAP1> Release
	CIAP1> CCClose (CCC1)
	IDIAP2> Release
	CIAP2> CCClose (CCC2)

	D.18 Password Call Acceptance and Flexible Alerting
	A call arrives at an intercept subject pilot number (202) 555-0000 from a party (A) at (202) 555-...
	Table 51: Password Call Acceptance and Flexible Alerting Scenario

	IDIAP> TerminationAttempt (2025551111)
	IDIAP> Answer (TrunkId)
	CIAP> CCOpen (CCC1)
	IDIAP> Redirection (2025550000)
	IDIAP> Redirection (5552222)
	IDIAP> Answer (2025550000)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.19 Password Call Acceptance and Call Forwarding
	A call arrives at an intercept subject number (202) 555-0000 from a party (A) at (202) 555-1111. ...
	Table 52: Password Call Acceptance and Call Forwarding Scenario

	IDIAP> Termination�Attempt (2025551111)
	IDIAP> Answer (TrunkId)
	CIAP> CCOpen (CCC1)
	IDIAP> Redirection (5552222)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.20 Completed Call To Busy Subscriber
	Previously the subject placed a call to busy subscriber A at 555-1111. The subject goes off-hook,...
	Table 53: Completed Call To Busy Subscriber�

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User�Input=“*333”, Called�Party=2025551111)
	IDIAP> Release
	CIAP> CCClose (CCC1)
	CIAP> CCOpen (CCC1)
	IDIAP> TerminationAttempt (TrunkID)
	Answer (2025550000)
	IDIAP> Origination (User�Input=“”, Called�Party=2025551111)
	IDIAP> Answer ()
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.21 Dialed Feature Code Digits
	The intercept subject at (202) 555-0000 invokes a feature code, *222, to de- activate Call Forwar...
	Table 54: Dialed Feature Code Digits Scenario

	CIAP> CCOpen (CCC1)
	IDIAP> Origination (User Input = “*222”)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.22 Call Release to Pivot
	Table 55: Call Release to Pivot Scenario � (Sheet�1�of�2)
	SSIAPHLR> ServingSystem
	IDIAP1> Termination�Attempt (2025551111)
	CIAP1> CCOpen (CCC1)
	IDIAP1> Redirection (2025559999)
	IDIAP2> Termination�Attempt (2025551111 redirected by 2025550000)
	CIAP2> CCOpen (CCC2)
	IDIAP1> Redirection (5552222)
	IDIAP2> Release
	CIAP2> CCClose (CCC2)
	IDIAP1> Answer ()
	IDIAP1> Release
	CIAP1> CCClose (CCC1)

	D.23 Intrasystem Handoff
	Table 56: Intrasystem Handoff Scenario
	CIAP> CCOpen (CCC1)

	D.24 Handoff to a Third System without Path Minimization
	Table 57: Handoff to a Third System without Path Minimization Scenario � (Sheet�1�of�2)
	CIAP> CCOpen (CCC1)
	IDIAP> Release
	CIAP> CCClose (CCC1)

	D.25 Connected Party Modification
	While the subject is in a stable call with another party A, the other party A transfers the call ...
	Table 58: Connected Party Modification Scenario

	CIAP> CCOpen (CCC1)


	Annex E Information Access Scenarios - J-STD- 025A
	E.1 Conference Call
	E.1.1 Conference Call (ConferencePartyChange using PartyIdentities)
	Table 59: Conference Call (ConferencePartyChange using PartyIdentities) Scenario � (Sheet�1�of�4)
	(CallIdentity=[1],
	CCCIdentity=CCC1)
	(CallIdentity=[1],
	Called�Party=2025551111,
	User�Input=“5551111”)
	(CallIdentity=[1])
	(CallIdentity=[2],
	CCCIdentity=CCC2)
	(Removed:
	CallIdentity=[1],
	PartyIdentity=2025550000,
	CCCIdentity= CCC1)
	(CallIdentity=[2],
	Called�Party=2025552222,
	User�Input=“5552222”)
	(CallIdentity=[2])
	(Previous:
	CallIdentity=[1];
	CallIdentity=[2];
	Resulting:
	CallIdentity=[1],
	CCCIdentity=CCC1)
	(Communicating:
	CallIdentity=[1],
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=2025552222,
	CCCIdentity=CCC1)
	(Joined:
	CallIdentity=[1],
	PartyIdentity=2025550000,
	PartyIdentity=2025552222,
	CCCIdentity=CCC1)
	(CCCIdentity=CCC2)
	(CallIdentity=[3],
	CCCIdentity=CCC2)
	(Communicating:
	CallIdentity=[1],
	PartyIdentity=2025551111,
	PartyIdentity=2025552222,
	CCCIdentity=CCC1)
	(CallIdentity=[3],
	Called Party=202555xxxx,
	User input=“555xxxx”)
	(CallIdentity=[3])
	(Previous:
	CallIdentity=[1];
	CallIdentity=[3];
	Resulting:
	CallIdentity=[1],
	CCCIdentity=CCC1)
	(Communicating:
	CallIdentity=[1],
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=2025552222,
	PartyIdentity=202555xxxx,
	CCCIdentity=CCC1)
	or (Joined:
	CallIdentity=[1],
	PartyIdentity=2025550000,
	PartyIdentity= 202555xxxx,
	CCCIdentity=CCC1)
	(CCCIdentity=CCC2)
	(Communicating:
	CallIdentity=[1],
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=202555xxxx,
	CCCIdentity=CCC1)
	(Dropped:
	CallIdentity=[1],
	PartyIdentity=2025552222,
	CCCIdentity=CCC1)
	(CallIdentity=[1])
	(CCCIdentity=CCC1)

	E.1.2 Conference Call (ConferencePartyChange using CallIdentities)
	Table 60: Conference Call (ConferencePartyChange using CallIdentities) Scenario � (Sheet�1�of�4)
	(CallIdentity=[1],
	CCCIdentity=CCC1)
	(CallIdentity=[1],
	Called�Party=2025551111,
	User�Input=“5551111”)
	(CallIdentity=[1])
	(CallIdentity=[2],
	CCCIdentity=CCC2)
	(Communicating:
	CallIdentity=[1],
	PartyIdentity=2025551111a,
	CCCIdentity= CCC1)
	(CallIdentity=[2],
	Called�Party=2025552222,
	User�Input=“5552222”)
	(CallIdentity=[2])
	(Previous:
	CallIdentity=[1];
	CallIdentity=[2];
	Resulting:
	CallIdentity=[1],
	CallIdentity=[2],
	CCCIdentity=CCC1)
	(Communicating:
	CallIdentity=[1],
	CallIdentity=[2],
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=2025552222,
	CCCIdentity=CCC1)
	(CCCIdentity=CCC2)
	(CallIdentity=[3],
	CCCIdentity=CCC2)
	(Communicating:
	CallIdentity=[1],
	CallIdentity=[2],
	PartyIdentity=2025551111a,
	PartyIdentity=2025552222,
	CCCIdentity=CCC1)
	(CallIdentity=[3],
	Called Party=202555xxxx,
	User input= “555xxxx”)
	(CallIdentity=[3])
	(Previous:
	CallIdentity=[1],
	CallIdentity=[2];
	CallIdentity=[3];
	Resulting:
	CallIdentity=[1],
	CallIdentity=[2],
	CallIdentity=[3],
	CCCIdentity=CCC1)
	(Communicating:
	CallIdentity=[1],
	CallIdentity=[2],
	CallIdentity=[3],
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=2025552222,
	PartyIdentity=202555xxxx,
	CCCIdentity=CCC1)
	(CCCIdentity=CCC2)
	(Communicating:
	CallIdentity=[1],
	CallIdentity=[2],
	PartyIdentity=2025550000c,
	CCCIdentity=CCC1;
	Dropped:
	CallIdentity=[3]d,
	PartyIdentity=202555xxxx)
	(CallIdentity=[3])
	(CallIdentity=[1])
	(CallIdentity=[2])
	(CCCIdentity=CCC1)

	E.1.3 Conference Call (Connection/ConnectionBreak using PartyIdentities)
	Table 61: Conference Call (Connection/ConnectionBreak using PartyIdentities) Scenario � (Sheet�1�...
	(CallIdentity=[1],
	CCCIdentity=CCC1)
	(CallIdentity=[1],
	Called�Party=2025551111,
	User�Input=“5551111”)
	(CallIdentity=[1])
	(CallIdentity=[2],
	CCCIdentity=CCC2)
	(CallIdentity=[1],
	RemovedParties:
	PartyIdentity=2025550000;
	RemainingParties:
	PartyIdentity=2025551111)
	(CallIdentity=[2],
	Called�Party=2025552222,
	User�Input=“5552222”)
	CallIdentity=([2])
	(Previous:
	CallIdentity=[1];
	CallIdentity=[2];
	Resulting:
	CallIdentity=[1],
	CCCIdentity=CCC1)
	CallIdentity=[1],
	ConnectedParties:
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=2025552222)
	(CCCIdentity=CCC2)
	(CallIdentity=[3],
	CCCIdentity=CCC2)
	(CallIdentity=[1],
	RemovedParties:
	PartyIdentity=2025550000;
	RemainingParties:
	PartyIdentity=2025551111,
	PartyIdentity=2025552222)
	(CallIdentity=[3],
	Called Party=202555xxxx,
	User input= “555xxxx”)
	(CallIdentity=[3])
	(Previous:
	CallIdentity=[1];
	CallIdentity=[3];
	Resulting:
	CallIdentity=[1],
	CCCIdentity=CCC1)
	(CallIdentity=[1],
	ConnectedParties:
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=2025552222,
	PartyIdentity=202555xxxx)
	CIAP>CCClose
	(CCCIdentity=CCC2)
	(CallIdentity=[1],
	RemainingParties:
	PartyIdentity=2025550000,
	PartyIdentity=2025551111,
	PartyIdentity=202555xxxx;
	DroppedParties:
	PartyIdentity=2025552222)
	(CallIdentity=[1])
	(CCCIdentity=CCC1)


	E.2 Call Waiting
	E.2.1 Call Waiting with Recall (NetworkSignal and SubjectSignal)
	Table 62: Call Waiting with Recall Scenario � (Sheet�1�of�3)
	CIAP>CCOpen
	(CallIdentity=[1]
	CCCIdentity=CCC1)
	NSIAP>NetworkSignal
	(CallIdentity=[1]
	AudibleSignal=1)

	IDIAP>Origination
	(CallIdentity=[1],
	CalledParty= 2025551111
	User Input =”5551111”)
	(CallIdentity=[1]
	AudibleSignal=3)
	(CallIdentity=[1]
	PartyIdentity=2025551111)

	IDIAP>TerminationAttempt (CallIdentity=[2]
	PartyIdentity=2025552222)

	NSIAP>NetworkSignal
	(CallIdentity=[2]
	AlertingSignal=6)

	ISSIAP>SubjectSignal
	(CallIdentity=[1],
	Signal:
	(Switchhook Flash="Flash”))
	(CCCIdentity=CCC1)
	(CallIdentity=[2]
	CCCIdentity=CCC1)
	(CallIdentity=[2]
	PartyIdentity=2025550000)
	(CallIdentity=[2],
	Signal:
	(SwitchhookFlash=”Flash”))
	(CCCIdentity=CCC1)
	(CallIdentity=[1]
	CCCIdentity=CCC1)

	IDIAP>Release (CallIdentity=[1])
	CIAP>CCClose
	(CCCIdentity=CCC1)

	IDIAP>TerminationAttempt (CallIdentity=[2]
	PartyIdentity=2025552222)
	(CallIdentity=[2]
	AlertingSignal=1)
	(CallIdentity=[2]
	CCCIdentity=CCC1)

	IDIAP>Answer
	(CallIdentity=[2]
	PartyIdentity=2025550000)

	IDIAP>Release
	(CallIdentity=[2])

	CIAP> CCClose
	(CCCIdentity=CCC1)



	E.3 Multi-stage Dialing (DialedDigitExtraction)
	Table 63: Multi-stage Dialing (DialedDigitExtraction) Scenario � (Sheet�1�of�2)
	(CallIdentity=[1],
	CCCIdentity=CCC1)
	(CallIdentity=[1],
	AudibleSignal=1)
	(CallIdentity=[1],
	Called�Party=8005551111,
	User�Input=“18005551111”)
	(CallIdentity=[1],
	AudibleSignal=3)
	(CallIdentity=[1])
	(See footnote)b
	(CallIdentity=[1],
	Digits=“4045551111#123456 789876#’)
	(No reportable events)
	(No reportable events)
	(CallIdentity=[1])
	(CCCIdentity=CCC1)


	Annex F Optional Messages
	F.1 ConnectionTest Message
	The ConnectionTest message may be triggered when:
	a. manually invoked,
	b. periodically at an implementation specific interval, or
	c. automatically upon maintenance events.

	The ConnectionTest message includes the following parameters:
	Table 64: ConnectionTest Message Parameters
	ConnectionTest ::= [11] SEQUENCE {
	[0] CaseIdentity OPTIONAL,
	[1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept
	-- Access
	-- Function when the underlying data carriage does not imply
	-- that system.
	[2] TimeStamp,
	memo [3] VisibleString (SIZE (1..255)) OPTIONAL
	}
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	Annex I J-STD-025 Abstract Syntax
	Figure 57: LAES Object Tree
	Laesp-j-std-025-b {iso(1) member-body(2) us(840) ti(113737) laes(2) tr45(0) j-std- 025(0) j-std-0...
	DEFINITIONS IMPLICIT TAGS ::=
	BEGIN
	LAESProtocol ::= CHOICE {
	lAESMessage LAESMessage,
	lAESMessagePlus LAESMessagePlus
	-- For J-STD-025-A solutions the LAESMessage choice should be
	-- selected .
	-- The LAESMessagePlus choice is recommended for solutions for
	-- revisions beyond J-STD-025-A.
	}
	LAESMessagePlus ::= SEQUENCE {
	protocolIdentifier OBJECT IDENTIFIER Laesp-j-std-025-b,
	-- assigned for each protocol syntax
	lAESMessage LAESMessage
	}
	-- The LAESMessage parameter defines the LAES messages.
	LAESMessage ::= CHOICE {
	answer [1] Answer,
	ccClose [2] CCClose,
	ccOpen [3] CCOpen,
	change [4] Change,
	origination [5] Origination,
	packetEnvelope [6] PacketEnvelope,
	redirection [7] Redirection,
	release [8] Release,
	servingSystem [9] ServingSystem,
	termAttempt [10] TerminationAttempt,
	-- connTest [11] ConnectionTest, - - see Annex F
	confPartyChange [12] ConferencePartyChange,
	connection [13] Connection,
	connectBreak [14] ConnectionBreak,
	dialedDgtExtrn [15] DialedDigitExtraction,
	networkSignal [16] NetworkSignal,
	subjectSignal [17] SubjectSignal
	-- Answer Message
	-- The Answer message is used to report that a connection-oriented call or leg
	-- has been answered.
	Answer ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity,
	answering [4] PartyIdentity OPTIONAL,
	-- include, when known, to identify the answering party or agent
	location [5] Location OPTIONAL,
	-- Include, when a terminating call is answered, the location
	-- information is reasonably available to the IAP and delivery is
	-- authorized, to identify the location of an intercept subject’s
	-- mobile terminal
	bearerCapability [6] EXPLICIT BearerCapability OPTIONAL
	-- include, when known (or presumed), to indicate the granted bearer
	-- capability.
	}
	-- CCClose Message
	-- The CCClose message is used to report the end of call content delivery on the
	-- CCC.
	CCClose ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	cccIdentity [3] EXPLICIT CCCIdentity
	}
	--CCOpen Message
	-- The CCOpen message is used to report the beginning of call content delivery on
	-- the CCC.
	CCOpen ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	circuitORpacket CHOICE {
	callIdentities [3] SEQUENCE OF CallIdentity,
	-- for circuit-mode intercepts
	pduType [4] PDUType
	-- for packet-mode intercepts
	},
	cccIdentity [5] EXPLICIT CCCIdentity
	}
	-- Change Message
	-- The Change message is used to report merging or splitting of connection-oriented
	-- call identities.
	Change ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	previous [3] SEQUENCE OF -- previous call(s)
	callIdentities SEQUENCE OF CallIdentity,
	-- identity(ies) of a previous call
	resulting [4] SEQUENCE OF SEQUENCE { -- resulting call(s)
	callIdentities [0] SEQUENCE OF CallIdentity,
	-- identity(ies) of resulting call
	cccIdentity [1] EXPLICIT CCCIdentity OPTIONAL
	-- included when the content of the
	-- resulting call is delivered to
	-- identify the CCC(s).
	}
	}
	-- ConferencePartyChange Message
	-- The ConferencePartyChange message reports a change in the parties to a subject initiated confe...
	-- communication.
	ConferencePartyChange ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	communicating [3] SEQUENCE OF SEQUENCE {
	-- include to identify parties participating in the communication.
	callIdentities [0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies communicating call identities.
	partyIdentities [1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies communicating party identities.
	cccIdentities [2] EXPLICIT CCCIdentity OPTIONAL
	-- included when the content of the resulting call is
	-- delivered to identify the associated CCC(s).
	} OPTIONAL,
	dropped [4] SEQUENCE OF SEQUENCE {
	-- include to identify parties dropped from the communication.
	callIdentities [0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies previously communicating, now dropped call
	-- identity(ies).
	partyIdentities [1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies previously communicating, now dropped party
	-- identity(ies).
	cccIdentities [2] EXPLICIT CCCIdentity OPTIONAL
	-- included when a party(ies) to an existing communication
	-- is dropped, to identify the associated CCC(s).
	} OPTIONAL,
	removed [5] SEQUENCE OF SEQUENCE {
	-- include to identify parties removed (e.g., hold service) from the
	-- communication.
	callIdentities [0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies removed call identity(ies).
	partyIdentities [1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies removed party identity(ies).
	cccIdentities [2] EXPLICIT CCCIdentity OPTIONAL
	-- included when a party(ies) to an existing communication
	-- is removed, to identify the CCC(s).
	joined [6] SEQUENCE OF SEQUENCE {
	-- include to identify parties newly added to the communication.
	callIdentities [0] SEQUENCE OF CallIdentity OPTIONAL,
	-- identifies newly added call identity(ies) to an existing
	-- communication.
	partyIdentities [1] SEQUENCE OF PartyIdentity OPTIONAL,
	-- identifies newly added party identity(ies) to an existing
	-- communication.
	cccIdentities [2] EXPLICIT CCCIdentity OPTIONAL
	-- included when a party to an existing communication
	-- is added, to identify the associated CCC(s).
	} OPTIONAL
	}
	-- Connection Message
	-- The Connection message reports parties to a call under surveillance.
	Connection ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentities [3] SEQUENCE OF CallIdentity ,
	-- Connection Information
	-- The following two parameters are considered Connection
	-- Information.Include at least one of the following.
	connectedParties [4] SEQUENCE OF PartyIdentity OPTIONAL,
	newParties [5] SEQUENCE OF PartyIdentity OPTIONAL
	}
	-- ConnectionBreak Message
	-- The ConnectionBreak message reports parties removed from a call under surveillance.
	ConnectionBreak ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentities [3] SEQUENCE OF CallIdentity ,
	-- ConnectionBreak Information
	-- The following three parameters are considered ConnectionBreak
	-- Information. Include at least one of the following. removedParties [4] SEQUENCE OF PartyIdenti...
	remainingParties [5] SEQUENCE OF PartyIdentity OPTIONAL,
	droppedParties [6] SEQUENCE OF PartyIdentity OPTIONAL
	}
	-- DialedDigitExtraction Message
	-- The DialedDigitExtraction message reports post cut-through digits dialed by the intercept subj...
	DialedDigitExtraction ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity,
	digits [4] VisibleString (SIZE (1..32))
	-- e.g., “12345” or “*123” or “#345”
	}
	-- NetworkSignal Message
	--The NetworkSignal message reports network signals sent to the intercept subject.
	NetworkSignal ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	--system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity OPTIONAL,
	-- Signal
	-- The following four parameters are considered network-generated
	-- signals. Include at least one of the following four parameters to
	-- identify the signal being applied by the IAP.
	alertingSignal [4] AlertingSignal OPTIONAL,
	subjectAudibleSignal [5] AudibleSignal OPTIONAL,
	terminalDisplayInfo [6] TerminalDisplayInfo OPTIONAL,
	other [7] VisibleString (SIZE (1..128) ) OPTIONAL
	-- e.g., standard announcement or name of an announcement as
	-- per ANSI-41.
	-- Origination Message
	-- The Origination message reports authorized connection-oriented call origination
	-- attempts or number translations for the intercept subject performed by the
	-- Access Function.
	Origination ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity,
	calling [4] PartyIdentity OPTIONAL,
	-- include, when more specific than the subject identity associated
	-- with the CaseIdentity, to identify the calling number
	called [5] PartyIdentity OPTIONAL,
	-- include if known
	input CHOICE {
	userInput [6] VisibleString (SIZE (1..32)),
	-- use if input is known to be from the user
	-- e.g., “” (hot line), “12025551234” or “*123”
	translationInput [7] VisibleString (SIZE (1..32))
	-- use for inputs to translation
	-- e.g., “” (hot line), “12025551234” or “*123”
	},
	location [8] Location OPTIONAL,
	-- Include, when the location information is reasonably available to
	-- the IAP and delivery is authorized, to identify the location of
	-- an intercept subject’s mobile terminal
	transitCarrierId [9] TransitCarrierIdentity OPTIONAL,
	-- include if known
	bearerCapability [10] EXPLICIT BearerCapability OPTIONAL
	-- include if known (or presumed)
	}
	-- PacketEnvelope Message
	-- The PacketEnvelope message delivers intercepted packets to an LEA.
	PacketEnvelope ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept
	-- Access Function when the underlying data carriage does not
	-- imply that system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity OPTIONAL,
	location [4] Location OPTIONAL,
	-- Include, when the location information is reasonably
	-- available to the IAP and delivery is authorized,
	-- to identify the location of an intercept subject’s mobile
	-- terminal.
	packetInformation CHOICE {
	isdnUserToUserSignaling [5] SEQUENCE {
	callIdentifier [0] CallIdentity,
	sending [1] PartyIdentity,
	interceptedUUPacket [2] OCTET STRING (SIZE (1..128)) OPTIONAL
	-- Encoded according to T1.607 User-to-user
	-- information element starting with Octet 4.
	tiaEia41ShortMessageService [6] SEQUENCE {
	originalOriginatingAddress [0] PartyIdentity,
	originalDestinationAddress [1] PartyIdentity,
	originatingAddress [2] PartyIdentity OPTIONAL,
	-- include if known and different than the
	-- originalOriginatingAddress
	destinationAddress [3] PartyIdentity OPTIONAL,
	-- include if known and different than the
	-- original destinationAddress
	smsTeleserviceIdentifier [4] INTEGER (-32768..32767),
	--see TIA/EIA�41
	interceptedISSMSPacket [5] OCTET STRING (SIZE (1..255)) OPTIONAL
	},
	gsmSMShortMessageService [7] SEQUENCE {
	senderAddress [0] PartyIdentity,
	receiverAddress [1] PartyIdentity,
	nterceptedGSMSMSPacket [2] OCTET STRING (SIZE (1..255)) OPTIONAL
	},
	wirelessIPService [8] SEQUENCE {
	-- This parameter may also be used for
	-- information pertaining to non-wireless
	-- IP-based services.
	originatingAddress [0] PartyIdentity,
	destinationAddress [1] PartyIdentity,
	interceptedIPPacket [2] OCTET STRING (SIZE (1..70000)) OPTIONAL
	}
	}
	}
	-- Redirection Message
	-- The Redirection message indicates that an incoming connection-oriented call
	-- attempt, originally directed toward a subject, has been redirected by the
	-- subject.
	Redirection ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity,
	redirectedTo [4] PartyIdentity,
	transitCarrierId [5] TransitCarrierIdentity OPTIONAL,
	-- include if known
	bearerCapability [6] EXPLICIT BearerCapability OPTIONAL,
	-- include if known (or presumed)
	systemIdentity [7] VisibleString (SIZE (1..15)) OPTIONAL
	-- include when a call to a wireless subscriber is redirected to
	-- another TSP and that identity is reasonably available.
	-- e.g., “MSCID-12345-123” or “2025551234”
	}
	-- Release Message
	-- The Release message is used to report that a connection-oriented call has been
	-- released.
	Release ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity,
	location [4] Location OPTIONAL,
	-- Include, when the location information is reasonably available to
	-- the IAP and delivery is authorized, to identify the location of
	-- an intercept subject’s mobile terminal
	systemIdentity [5] VisibleString (SIZE (1..15)) OPTIONAL
	-- include, when a handed-off wireless call is released while being
	-- served by another TSP to identify the last known TSP serving the
	-- subject, e.g., “MSCID-12345-123” or “2025551234”
	}
	-- ServingSystem Message
	-- The ServingSystem message is used to report a change in the current TSP or
	-- service area for terminal or personal mobility.
	ServingSystem ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	systemIdentity [3] VisibleString (SIZE (1..15)) OPTIONAL,
	-- include, when authorizing service to a TSP, to identify the TSP
	-- e.g., “MSCID-12345-123” or “2025551234”
	networkAddress [4] VisibleString (SIZE (1..15)) OPTIONAL
	-- include if the serving TSP can only be identified by
	-- a redirect-to number e.g., a personal or residential base station
	-- directory number “2025551234”
	}
	-- SubjectSignal Message
	-- The SubjectSignal message reports all signaling input by the intercept subject.
	SubjectSignal ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity OPTIONAL,
	signal [4] SEQUENCE {
	-- signal
	-- The following four parameters are considered subject-initiated
	-- signaling information. Include at least one of the following four
	-- parameters to identify the subject-signaling information being
	-- reported.
	switchhookFlash [0] VisibleString (SIZE (1..128)) OPTIONAL,
	-- e.g, “FLASH”
	dialedDigits [1] VisibleString (SIZE (1..128)) OPTIONAL,
	-- e.g. “12013452367”, “*123”,
	featureKey [2] VisibleString (SIZE (1..128)) OPTIONAL,
	-- e.g. “KEY1”, “HOLD”, “CONFERENCE” or any
	-- other function key.
	otherSignalingInformation [3] VisibleString (SIZE (1..128)) OPTIONAL
	-- e.g., “HOME”
	}
	}
	-- TerminationAttempt Message
	-- The TerminationAttempt message is used to report a connection-oriented call
	-- termination attempt.
	TerminationAttempt ::= SEQUENCE {
	caseIdentifier [0] CaseIdentity,
	iapSystemIdentifier [1] IAPSystemIdentity OPTIONAL,
	-- include to identify the system containing the Intercept Access
	-- Function when the underlying data carriage does not imply that
	-- system.
	timeStamp [2] TimeStamp,
	callIdentifier [3] CallIdentity,
	calling [4] PartyIdentity,
	called [5] PartyIdentity OPTIONAL,
	-- include, when more specific than the subject identity associated
	-- with the CaseIdentity, to identify the called party.
	bearerCapability [6] EXPLICIT BearerCapability OPTIONAL,
	-- included when known (or presumed)
	redirectionFrom [7] RedirectedFromInformation OPTIONAL
	-- include if this termination attempt is a result of a redirected
	-- call
	-- Parameter Definitions
	-- AlertingSignal
	-- The AlertingSignal parameter defines the pitch and cadence of the alerting
	-- (ringing) signal. The AlertingSignal parameter shall be encoded as follows:
	AlertingSignal ::= ENUMERATED {
	notUsed (0),
	alertingPattern0 (1), -- normal alerting
	alertingPattern1 (2), -- distinctive alerting - Intergroup
	alertingPattern2 (3), -- distinctive alerting: Special/Priority
	alertingPattern3 (4), -- Electronic Key Telephone Service
	alertingPattern4 (5), -- reminder ring
	callWaitingPattern1 (6), -- basic call waiting tone
	callWaitingPattern2 (7), -- incoming additional call tone
	callWaitingPattern3 (8), -- priority additional call tone
	callWaitingPattern4 (9), -- distinctive call waiting tone
	bargeInTone (10)
	-- AudibleSignal
	-- The AudibleSignal parameter is used to report the type of audible tone that is
	-- generated by the IAP switch and applied to the intercept subject.
	-- The AudibleSignal parameter shall be encoded as follows:
	AudibleSignal ::= ENUMERATED {
	notUsed (0),
	dialTone (1),
	recallDialTone (2),
	ringbackTone (3), -- RingbackTone or AudibleAlerting
	reorderTone (4), -- ReorderTone or CongestionTone
	busyTone (5),
	confirmationTone (6),
	expensiveRouteTone (7),
	messageWaitingTone (8),
	receiverOffHookTone (9),
	specialInfoTone (10),
	denialTone (11),
	interceptTone (12), --InterceptTone or MobileReorder
	answerTone (13),
	tonesOff (14),
	pipTone (15),
	abbreviatedIntercept (16),
	abbreviatedCongestion (17),
	warningTone (18),
	dialToneBurst (19),
	numberUnObtainableTone (20),
	authenticationFailTone (21)
	-- BearerCapability
	--The BearerCapability parameter indicates a requested or granted bearer service.
	BearerCapability ::= CHOICE {
	speech [0] NULL,
	f3100HzAudio [1] NULL,
	bearerCapInfoElement [2] OCTET STRING (SIZE (1..64))
	-- encoded according to T1.607 Bearer Capability information
	-- element starting with octet 3
	-- CallIdentity
	--The CallIdentity parameter is used to uniquely identify a particular call, call
	-- appearance, or call legs within the context of a single system. The CCOpen and
	-- Change messages can correlate the CallIdentity to one or more CCCs when content
	-- is delivered. A CallIdentity may be created with a CCOpen, Origination,
	-- TerminationAttempt, NetworkSignal or Change message. A CallIdentity may be released
	-- for other uses with a Release or Change message. CallIdentity shall not be
	-- immediately re-used. HLRs and similar systems that do not correlate messages
	-- with CallIdentity(ies) do not need to release the CallIdentity.
	CallIdentity ::= SEQUENCE {
	sequenceNumber [0] VisibleString (SIZE (1..25)),
	systemIdentity [1] VisibleString (SIZE (1..15)) OPTIONAL
	-- include when the system issuing the sequenceNumber is
	-- different than the accessing system.
	-- e.g., CLLI code, “MSCID-12345-123” or “2025551234” (E.164
	-- address of node)
	-- CaseIdentity
	-- The CaseIdentity parameter contains a case identity assigned by the LEA for a
	-- particular electronic surveillance. The CaseIdentity will be designated by the
	-- LEA and provided to a TSP at the time of provisioning of an electronic
	-- surveillance.
	CaseIdentity ::= VisibleString (SIZE (1..25))
	-- CCCIdentity
	-- The CCCIdentity parameter identifies the CCC or pair of CCCs used for conveying
	-- call content. Each CCC is identified with a VisibleString which may contain a
	-- directory number (e.g., “202-555-1111”), a trunk identity (e.g., “FBITG-001” or
	-- “LAES-999”), an IP network address (e.g., “IP: 101.012.103.104:100”) or an X.25
	-- network address (e.g., “X121: 1234-5678901234”).
	CCCIdentity ::= CHOICE {
	combCCC [0] VisibleString (SIZE (1..20)), -- combined CCC
	sepCCCpair [1] SEQUENCE { -- separated CCC
	sepXmitCCC [0] VisibleString (SIZE (1..20)), -- transmit path
	-- (from the intercept subject or redirected-to party)
	sepRecvCCC [1] VisibleString (SIZE (1..20)) -- receive path
	-- (to the intercept subject or redirected-to party)
	},
	indXmitCCC [2] VisibleString (SIZE (1..20)), -- individual transmit path
	-- (from the intercept subject or redirected-to party)
	indRecvCCC [3] VisibleString (SIZE (1..20)), -- individual receive path
	-- (to the intercept subject or redirected-to party)
	indCCC [4] VisibleString (SIZE (1..20)) -- individual CCC without
	-- a specified direction. Use only in CCClose messages.
	-- IAPSystemIdentity
	--The IAPSystemIdentity parameter identifies the system of the Intercept Access
	-- Point and should not imply the specific location of an intercept subject.
	IAPSystemIdentity ::= VisibleString (SIZE (1..15))
	-- Location
	--The Location parameter identifies the cell of the subject’s mobile terminal.
	-- PartyIdentity
	-- The PartyIdentity parameter identifies a party to a call or call attempt.
	PartyIdentity ::= SEQUENCE {
	-- include those identification elements necessary to uniquely
	-- identify the party known at the point in call and are
	-- authorized. At least one of the following parameters is
	-- required.
	esn [0] VisibleString (SIZE (8)) OPTIONAL,
	-- AMPS-based Electronic Serial Number
	-- a hexadecimal string e.g., “82ABCDEF”
	imei [1] VisibleString (SIZE (1..15)) OPTIONAL,
	-- GSM-based International Mobile Equipment Identity
	tei [2] VisibleString (SIZE (1..15)) OPTIONAL,
	-- ISDN-based Terminal Equipment Identity
	spid [3] VisibleString (SIZE (3..20)) OPTIONAL,
	-- ISDN-based Service Profile Identifier
	imsi [4] VisibleString (SIZE (1..15)) OPTIONAL,
	-- International Mobile Station Identity
	-- E.212 number beginning with Mobile Country Code
	min [5] VisibleString (SIZE (10)) OPTIONAL,
	dn [6] VisibleString (SIZE (1..15)) OPTIONAL,
	-- e.g., called directory number or network provided calling
	userProvided [7] VisibleString (SIZE (1..15)) OPTIONAL,
	appearanceId [8] VisibleString (SIZE (1..15)) OPTIONAL,
	-- include for instruments or services with multiple line,
	ipAddress [10] VisibleString (SIZE (1..32)) OPTIONAL,
	x121 [11] VisibleString (SIZE (1..15)) OPTIONAL,
	trunkId [12] VisibleString (SIZE (1..32)) OPTIONAL,
	-- indicate trunk group, trunk number or both
	-- This is usually used to identify an associate when other
	-- identifying information is not available.
	-- This may also identify a subject’s agent (e.g., screening
	subaddress [13] OCTET STRING (SIZE (2..21)) OPTIONAL,
	-- encoded according to T1.607 Subaddress information element
	-- indicate use of the generic address
	genericDigits [15] SEQUENCE OF VisibleString (SIZE (1..32)) OPTIONAL,
	-- indicate use of the generic digits
	genericName [16] SEQUENCE OF VisibleString (SIZE (1..48)) OPTIONAL,
	port [17] VisibleString (SIZE (1..32)) OPTIONAL,
	-- identify a particular equipment port.
	-- This is used to identify an associate when other
	context [18] VisibleString (SIZE (1..64)) OPTIONAL,
	-- when none of the other identities are known or to
	-- identify the context and special considerations of the
	-- supplied identifier(s), especially when the identifier(s)
	-- is (are) abnormal (e.g., international, private,
	-- restricted, operator, no address, hotel/motel, coin, etc.)
	isdnHighLayer [19] OCTET STRING (SIZE (2..14)) OPTIONAL,
	-- include if known
	-- encoded according to T1.607 High Layer Compatibility
	-- information element starting with octet 3
	isdnLowLayer [20] OCTET STRING (SIZE (2..14)) OPTIONAL
	-- include if known
	-- encoded according to T1.607 Low Layer Compatibility
	-- information element starting with octet 3
	-- PDUType
	--The PDUType parameter indicates the intercepted packet type on a CCC (e.g., see
	-- Annex B.1). Negative values are reserved for bilateral agreement or protocol
	-- extension.
	PDUType ::= ENUMERATED {
	isdnBchannel (0), -- see BearerCapability parameter
	isdnDchannel (1), -- intermixed Q.931, Q.932, and X.25
	ip (2), -- Internet protocol packets
	ppp (3), -- Internet point-to-point protocol packets
	x25 (4) -- X.25 LAPB packets
	}
	-- RedirectedFromInformation
	-- The RedirectedFromInformation parameter is used to report information about the
	-- last redirecting party and the original redirecting party on calls that are
	-- redirected to the subject.
	RedirectedFromInformation ::= SEQUENCE {
	lastRedirecting [0] PartyIdentity OPTIONAL,
	-- include if known
	originalCalled [1] PartyIdentity OPTIONAL,
	-- include if known
	numRedirections [2] INTEGER (1..100) OPTIONAL
	-- include if known
	}
	-- TerminalDisplayInfo
	-- The TerminalDisplayInfo parameter is used to report information that is
	-- displayed on the intercept subject’s terminal. The TerminalDisplayInfo parameter
	-- shall be encoded as follows:
	TerminalDisplayInfo ::= SEQUENCE {
	generalDisplay [0] VisibleString (SIZE (1..80)) OPTIONAL,
	calledNumber [1] VisibleString (SIZE (1..40)) OPTIONAL,
	callingNumber [2] VisibleString (SIZE (1..40)) OPTIONAL,
	callingName [3] VisibleString (SIZE (1..40)) OPTIONAL,
	originalCalledNumber [4] VisibleString (SIZE (1..40)) OPTIONAL,
	lastRedirectingNumber [5] VisibleString (SIZE (1..40)) OPTIONAL,
	redirectingName [6] VisibleString (SIZE (1..40)) OPTIONAL,
	redirectingReason [7] VisibleString (SIZE (1..40)) OPTIONAL,
	messageWaitingNotif [8] VisibleString (SIZE (1..40)) OPTIONAL
	}
	-- TimeStamp
	-- The TimeStamp parameter identifies the date and time of access.
	-- TransitCarrierIdentity
	-- The TransitCarrierIdentity parameter identifies an interexchange carrier.
	TransitCarrierIdentity ::= VisibleString (SIZE (3..7))
	-- the carrier access code (if applicable) and carrier
	-- identification code e.g., “123” or “10123” or “1012345” or
	-- “9501234”



