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(

	33.107 reads:

"Start of interception with PDP context active" event is sent by the new SGSN if an Inter-SGSN RA update procedure, which involves different PLMNs, takes place for a target, which has at least one active PDP context.

NOTE 2:
An SGSN can differentiate "Inter PLMN" type of Inter-SGSN RA update procedure from "Intra PLMN" type of Inter-SGSN RA update procedure by inspecting the old RAI parameter, which is being received by the SGSN as part of the procedure (see 3GPP TS 23.060 [10], clause 6.9.1.2.2 and 3GPP TS 23.003, clause 4.2).

Optionally, it is possible to send "Start of interception with PDP context active" for all cases of inter- SGSN RA update when at least one PDP context is active.

Table 6.1 in 33.108, which maps UMTS Data Events to HI2 records types, Table 6.10 and Table 6.11a state that Start of intercept with PDP context active events must be mapped to the BEGIN IRI record type and optionally to CONTINUE IRI record type.

However, sublause 6.5.1.2 “BEGIN record information” restricts the usage of ASN.1 parameter “gPRSEvent = startOfInterceptionWithPDPContextActive (2)” to only inter-PLMN RAU. At the same time subclause 6.5.1.3 “CONTINUE record information” mandate that CONTINUE shall be used during intra-PLMN RAU.

Obviously there is a need to align the statements on question. It is proposed to clarify that BEGIN IRI record type with “gPRSEvent = startOfInterceptionWithPDPContextActive (2)” should be used in all RAU cases. CONTINUE IRI record type with “gPRSEvent = startOfInterceptionWithPDPContextActive (2)” may optionally be used during intra-PLMN RAU.
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	It is proposed to clarify that BEGIN IRI record type with “gPRSEvent = startOfInterceptionWithPDPContextActive (2)” should be used in all RAU cases. CONTINUE IRI record type with “gPRSEvent = startOfInterceptionWithPDPContextActive (2)” may optionally be used during intra-PLMN RAU.
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6.5.1.2
BEGIN record information

The BEGIN record is used to convey the first event of packet-data communication interception.

The BEGIN record shall be triggered when:

-
successful PDP context activation; /Editor’s note to be removed: gRSEvent = pDPContextActivation (1) /
-
the interception of a subject's communications is started and at least one PDP context is active. If more than one PDP context is active, a BEGIN record shall be generated for each PDP context that is active; /Editor’s note to be removed: gRSEvent = startOfInterceptionWithPDPContextActive (2) /
-
during the inter-SGSN RAU, when the target has at least one PDP context active and the PLNM has changed; /Editor’s note to be removed: gRSEvent = startOfInterceptionWithPDPContextActive (2) /
-
the target entered an interception area and has at least one PDP context active. /Editor’s note to be removed: gRSEvent = startOfInterceptionWithPDPContextActive (2) /
The BEGIN record may also be triggered during the inter-SGSN RAU, when the target has at least one PDP context active and the PLNM has not changed. /Editor’s note to be removed: gRSEvent = startOfInterceptionWithPDPContextActive (2) /
Table 6.9: PDP Context Activation (successful) BEGIN Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	observed PDP address
	C
	Provide to identify one of the following:

-
static address requested by the intercept subject's MS, and allocated by the Network for a successful PDP context activation;

-
address allocated dynamically by the network to the intercept subject MS in association with a PDP context activation (i.e. address is sent by the Network in an Activate PDP Context Accept) for a successful PDP context activation procedure when the PDP Context activation request does not contain a static PDP address; or

-
address offered by the network in association with a network-initiated PDP context activation request when the intercept subject's MS accepts the network-initiated PDP context activation request.

	iP assignment
	C
	Provide to indicate observed PDP address is statically or dynamically assigned.

	event type
	C
	Provide PDP Context Activation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the:

-
packet data network to which the intercept subject requested to be connected when the intercept subject's MS is successful at performing a PDP context activation procedure (MS to Network).

-
access point of the packet data network that requested to be connected to the MS when the intercept subject's MS accepts a network-initiated PDP context activation (Network to MS).

	PDP type
	C
	Provide to describe the PDP type of the observed PDP address. The PDP Type defines the end user protocol to be used between the external packet data network and the MS.

	initiator
	C
	Provide to indicate whether the PDP context activation is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided.

	correlation number
	C
	Provide to uniquely identify the PDP context delivered to the LEMF and to correlate IRI records with CC.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	umts QOS
	C
	Provide to identify the QOS parameters.


Table 6.10: Start Of Interception (with PDP Context Active) BEGIN Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	observed PDP address
	C
	Provide to identify the:

-
static address requested by the intercept subject's MS, and allocated by the Network for a successful PDP context activation.

-
address allocated dynamically by the network to the intercept subject MS in association with a PDP context activation (i.e. address is sent by the Network in an Activate PDP Context Accept) for a successful PDP context activation procedure when the PDP Context activation request does not contain a static PDP address.

-
address offered by the network in association with a network-initiated PDP context activation request when the intercept subject's MS accepts the network-initiated PDP context activation request.

	event type
	C
	Provide Start Of Interception With PDP Context Active event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the:

-
packet data network to which the intercept subject requested to be connected when the intercept subject's MS is successful at performing a PDP context activation procedure (MS to Network).

-
access point of the packet data network that requested to be connected to the MS when the intercept subject's MS accepts a network-initiated PDP context activation (Network to MS).

	PDP type
	C
	Provide to describe the PDP type of the observed PDP address. The PDP Type defines the end user protocol to be used between the external packet data network and the MS.

	initiator
	C
	Provide to indicate whether the PDP context activation is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided.

	correlation number
	C
	Provide to uniquely identify the PDP context delivered to the LEMF and to correlate IRI records with CC.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	umts QOS
	C
	Provide to identify the QOS parameters.


6.5.1.3
CONTINUE record information

The CONTINUE record is used to convey events during an active packet-data communication PDP Context.

The CONTINUE record shall be triggered when:

-
An active PDP context is modified. /Editor’s note to be removed: gRSEvent = pDPContextModification (13) /
The CONTINUE record may optionally be triggered during the inter-SGSN RAU, when target has got at least one PDP context active, the PLMN does not change and the triggering event information is available at the DF/MF. /Editor’s note to be removed: gRSEvent = startOfInterceptionWithPDPContextActive (2) /

In order to enable the LEMF to correlate the information on HI3, a new correlation number shall not be generated within a CONTINUE record.

Table 6.11: PDP Context Modification CONTINUE Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	observed PDP address
	C
	The observed address after modification

Provide to identify the:

-
static address requested by the intercept subject's MS, and allocated by the Network for a successful PDP context activation.

-
address allocated dynamically by the network to the intercept subject MS in association with a PDP context activation (i.e. address is sent by the Network in an Activate PDP Context Accept) for a successful PDP context activation procedure when the PDP Context activation request does not contain a static PDP address.

-
address offered by the network in association with a network-initiated PDP context activation request when the intercept subject's MS accepts the network-initiated PDP context activation request.

	event type
	C
	Provide the PDP Context Modification event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the:

-
packet data network to which the intercept subject requested to be connected when the intercept subject's MS is successful at performing a PDP context activation procedure (MS to Network).

-
access point of the packet data network that requested to be connected to the MS when the intercept subject's MS accepts a network-initiated PDP context activation (Network to MS).

	PDP type
	C
	Provide to describe the PDP type of the observed PDP address. The PDP Type defines the end user protocol to be used between the external packet data network and the MS.

	initiator
	C
	Provide to indicate whether the PDP context modification is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided.

	correlation number
	C
	Provide to uniquely identify the PDP context delivered to the LEMF used to correlate IRI records with CC.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	umts QOS
	C
	Provide to identify the QOS parameters.


Table 6.11a: Start Of Interception (with PDP Context Active) CONTINUE Record (optional)

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	observed PDP address
	C
	Provide to identify the:

-
static address requested by the intercept subject's MS, and allocated by the Network for a successful PDP context activation.

-
address allocated dynamically by the network to the intercept subject MS in association with a PDP context activation (i.e. address is sent by the Network in an Activate PDP Context Accept) for a successful PDP context activation procedure when the PDP Context activation request does not contain a static PDP address.

-
address offered by the network in association with a network-initiated PDP context activation request when the intercept subject's MS accepts the network-initiated PDP context activation request.

	event type
	C
	Provide the Continue interception with active PDP event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the:

-
packet data network to which the intercept subject requested to be connected when the intercept subject's MS is successful at performing a PDP context activation procedure (MS to Network).

-
access point of the packet data network that requested to be connected to the MS when the intercept subject's MS accepts a network-initiated PDP context activation (Network to MS).

	PDP type
	C
	Provide to describe the PDP type of the observed PDP address. The PDP Type defines the end user protocol to be used between the external packet data network and the MS.

	network identifier
	M
	Shall be provided.

	correlation number
	C
	Provide to uniquely identify the PDP context delivered to the LEMF used to correlate IRI records with CC.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	QOS
	C
	Provide to identify the QOS parameters.
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