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Background
TPS and PIDS took an action item to investigate and, if necessary, contribute LI requirements for the Customized Alerting Tones (CAT) as defined in TS 22.182.  CAT is an operator specific service that enables the subscriber to customize the alert tone which is played to the calling party.  SA1 has also defined a Customized Ringing Signal (CRS) capability which is an operator specific service that enables the subscriber to customize the ringing signal which is played to the called party.  For the purpose of LI reporting, CAT and CRS are of equal interest to Law Enforcement. 
Both CAT and CRS are CS and PS/IMS services.  CAT is a release 8 capability; CRS is a release 9 capability.  

Generic Requirements for Discussion
1. The CAT sent to the calling party shall be reported to Law Enforcement as IRI.

2. The CRS sent to the called party shall be reported to Law Enforcement as IRI.

3. CAT and CRS reporting shall provide the “ownership” of the CAT and CRS.

4. The Service Provider shall report when the Surveillance Subject copies an Associate’s CAT or CRS and when an Associate copies the Surveillance Subject’s CAR or CRS.

5. The Service Provider shall report the Surveillance Subject’s activation, modification (e.g., changes to content, content descriptors, and timing descriptors), and deactivation of CAT and CRS.  When available, the Service Provider shall report the access method (e.g., via MS/UE or web) the Surveillance Subject used for the activation, modification, and deactivation of the CAT and CRS settings.

Reference Specifications 

The following 3GPP Specifications and Technical Reports focus on CAT and CRS. 
3GPP TS 22.182: "Customized Alerting Tones (CAT) Requirements; Stage 1"

3GPP TS 22.183: "Customized Ringing Signal (CRS) Requirements; Stage 1"
3GPP TR 22.982: “Study of Customized Alerting Tone (CAT) requirements”

3GPP TR 23.872: “Study on Architecture of IMS based Customized Alerting Tones (CAT); Stage 2”

3GPP TS 24.182: “IP Multimedia Subsystem (IMS) Customized Alerting Tones (CAT); Protocol specification”
3GPP TS 24.183: “IP Multimedia Subsystem (IMS) Customized Ringing Signal (CRS); Protocol Specification”
3GPP TR 29.882: "Customized Alerting Tones (CAT) in the 3GPP CS domain"

Recommendation
SA3-LI members discuss the generic requirements and review the draft CR to TS 33.107.   Determine if liaisons are needed to obtain a status update to CAT and CRS development.
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