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Introduction

The following two proposed text changes are made to document SA3LI11_006, draft 33.106 Revision clean.  The intention is to remove the two editor’s notes found in Clauses 2 and 3 of the draft revision.

Recommended Change to Clause 2 aligns with text used in the latest release of TS 33.108 and adds the reference to the 3GPP vocabulary TR.  It also removed unused references from Clause 2 and puts them into a new informative annex “Bibliography” and updates the references.  
R1 depicts the changes agreed in the 1 Feb meeting.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

* For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

·  
[1]
Void.
[2]
Void.

[3]
Void.

[4]
ETSI ES 201 671: "Handover Interface for the lawful interception of telecommunications traffic".

[5]
Void.

[6]
Void.

[7]
Void.

[8]
J-STD-025‑A: "Lawfully Authorized Electronic Surveillance".

[9]
3GPP TS 33.107: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; 3G Security; Lawful interception architecture and functions".

[10]
3GPP TS 33.108: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; 3G Security; Handover interface for Lawful Interception".

[11]
3GPP TS 22.220: "Service Requirements for Home NodeBs and Home eNodeBs".

[12]
3GPP TS 22.182: "Customized Alerting Tones (CAT) Requirements; Stage 1".

[13]
3GPP TR 23.872: "Study on Architecture of IP Mulimedia subsystem (IMS) based Customized Alerting Tone (CAT)".

[14]
3GPP TS 24.182: "IP Multimedia Subsystem (IMS) Customized Alerting Tones (CAT); Protocol Specificiation".

[15]
3GPP TR 29.882: "Customized Alerting Tone (CAT) in 3G CS Domain".

[16]
3GPP TS 22.183: "Customized Ringing Signal (CRS) Requirements; Stage 1".

[17]
3GPP TS 24.183: "IP Multimedia Subsystem (IMS) customized Ringing Signal (CRS); Protocol Specification".

[18]
ETSI TS 101 671: "Lawful Interception (LI) Handover Interface for the lawful interception of telecommunications traffic".

[x]
3GPP TR 21.905:  “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Vocabulary for 3GPP Specifications".
Recommended Change to Clause 3 aligns with text used in the latest release of TS 33.108 and proposes to remove abbreviations that are not used within the document.  It adds the definiton of “LI” as the abbreviation is used within the document but it not in the 3GPP vocabulary TR.  Proposed to add three additional definitions for CC, IRI and Invocation and Operation – all cut/pasted from TS 33.108.
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply.
Content of Communication: information exchanged between two or more users of a telecommunications service, excluding intercept related information. This includes information which may, as part of some telecommunications service, be stored by one user for subsequent retrieval by another.

Customized Alerting Tone: An indication that is customized by the called party or the calling subscriber that is played to the calling party during call establishment or during an established call session indicating that the called party is being alerted, the progress of a communication request, or any alerting event during a call session. A Customized Alerting Tone may be a piece of recorded or composed music, greeting words, voice, advertisement or video.

Customized Ringing Signal: An indication to the called party as an incoming communication indication during the establishment of a communication that is customized by the calling party or the called party. A Customized Ringing Signal (CRS) may e.g. be a picture, a piece of recorded or composed music, greeting words, voice, advertisement or video.
Intercept Related Information: information or data associated with telecommunication services involving the target identity, specifically communication associated information or data (e.g. unsuccessful communication attempts), service associated information or data, and location information.
Interception Area: is a subset of the Public Land Mobile Network (PLMN) service area comprised of a set of cells which define a geographical zone.
Location Dependent Interception: is interception within a PLMN service area that is restricted to one or several Interception Areas (IA).

Subject Based Interception: Interception that is invoked using a specific Target Identity

Target Identity: A technical identity that uniquely identifies a target of interception. One target may have one or several identities.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply:



CAT
Customized Alerting Tone

CC
Content of Communication

CRS
Customized Ringing Signal

CS
Circuit Switched
CSP
Communications Service Provider

CSG
Closed Subscriber Group



HeNB
Home eNodeB

H(e)NB
HNB and HeNB

HNB
Home NodeB

IA
Interception Area

IP
Internet Protocol

IRI
Intercept Related Information



LDI
Location Dependent Interception

LEA
Law Enforcement Agency

LEMF
Law Enforcement Monitoring Facility
LI
Lawful Interception



PS
Packet Switched
QoS
Quality of Service

SIP
Session Initiation Protocol







WLAN
Wireless Local Area Network

End of recommended editorial changes to Clauses 2 and 3.

The recommended “new” informative annex is below:

Annex TBN (informative):
Bibliography

The documents listed below are not explicitly cited in this specification but are provided for background and for historical information.
3GPP TR 41.033: "Lawful Interception requirements for GSM".

3GPP TS 42.033: "Lawful Interception - stage 1".

3GPP TS 43.033: "Lawful Interception; stage 2".

European Union Council Resolution on the Lawful Interception of Telecommunications (17 January 1995).

ETSI TS 101 331: "Telecommunications security; Lawful Interception (LI); Requirements of Law Enforcement Agencies".

ETSI ES 201 158: "Lawful Interception; Requirements for network functions".

ETSI ES 201 671: "Handover Interface for the lawful interception of telecommunications traffic".

Recommendation

SA3-LI review and agree to changes to remove the editor’s notes in clauses 2 and 3, void and relocate the unused references to a bibliography (and update the references) and have these be incorporated into the latest version of the TS 33.106 revision.
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