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10.5
IRI for evolved packet domain

The IRI will in principle be available in the following phases of a data transmission:

1.
At connection attempt when the target identity becomes active, at which time packet transmission may or may not occur (set up of a bearer/tunnel, target may be the originating or terminating party);

2.
At the end of a connection, when the target identity becomes inactive (removal of a bearer/tunnel);

3.
At certain times when relevant information are available.

In addition, information on non-transmission related actions of a target constitute IRI and is sent via HI2.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information);

2.
Basic data context information, for standard data transmission between two parties.

The events defined in TS 33.107 [19] are used to generate records for the delivery via HI2.

There are several different event types received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF. The applicability of the events to specific access (E-UTRAN, trusted non-3GPP access, untrusted non-3GPP access) and network protocols (GTP/PMIP S5/S8 interface) is specified in [19]. Additional events and mapping with IRI Record type are applicable to EPS in case of interworking between SGSN and PDN-GW over Gn/Gp interface, as specified in this document for PS interception.

Table 10.5.1: Mapping between EPS Events and HI2 records type 
	Event
	IRI Record Type

	E-UTRAN attach
	REPORT

	E-UTRAN detach
	REPORT

	Bearer activation (successful)
	BEGIN

	Bearer modification
	CONTINUE

	UE Requested bearer resource modification
	REPORT

	Bearer activation (unsuccessful)
	REPORT

	Start of interception with active bearer
	BEGIN or optionally CONTINUE 

	Bearer deactivation
	END

	UE requested PDN connectivity
	REPORT

	UE requested PDN disconnection
	REPORT

	Tracking Area update
	REPORT 

	Serving Evolved Packet System
	REPORT

	PMIP attach/tunnel activation (successful)
	BEGIN

	PMIP attach/tunnel activation (unsuccessful)
	REPORT

	PMIP Session Modification
	CONTINUE

	PMIP detach/tunnel deactivation
	END

	Start of interception with active PMIP tunnel
	BEGIN (or optionally CONTINUE)

	PMIP PDN-GW initiated PDN disconnection
	END

	MIP registration/tunnel activation (successful)
	BEGIN

	MIP registration/tunnel activation (unsuccessful)
	REPORT

	MIP deregistration/tunnel deactivation
	END

	Start of interception with active MIP tunnel
	BEGIN

	DSMIP registration/tunnel activation (successful)
	BEGIN

	DSMIP registration/tunnel activation (unsuccessful)
	REPORT

	DSMIP deregistration/tunnel deactivation
	END

	Start of interception with active DSMIP tunnel
	BEGIN

	DSMIP HA Switch
	REPORT

	PMIP Resource Allocation Deactivation
	END

	MIP Resource Allocation Deactivation
	END

	Start of interception with E-UTRAN attached UE
	REPORT


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the network nodes or DF2 MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.
Table 10.5.2: Mapping between Events information and IRI information
	parameter
	description
	HI2 ASN.1 parameter

	observed MSISDN
	Target Identifier with the MSISDN of the target subscriber (monitored subscriber).
	partyInformation (party-identiity)

	observed IMSI
	Target Identifier with the IMSI of the target subscriber (monitored subscriber).
	partyInformation (party-identity)

	observed ME Id 
	Target Identifier with the ME Id of the target subscriber (monitored subscriber)
	partyInformation (party-identity)

	observed MN NAI
	Target Identifier with the NAI of the target subscriber
	partyInformation (party-identity)

	event type
	Description which type of event is delivered
	ePSevent

	event date
	Date of the event generation in the node
	Timestamp

	event time
	Time of the event generation in the node
	

	access point name
	When provided by the MME, the parameter carries the Access Point Name provided by the UE. When provided by the S-GW/PDN-GW, it is the APN used for the PDN connection
	aPN

	APN-AMBR
	Contains the Aggregate Maximum Bit Rate for the APN
	aPN-AMBR

	PDN type
	Indicated the used IP version (IPv4, IPv6, IPv4/IPv6) 
	pDNAddressAllocation

	PDN address allocation
	Provides the IP version (IPv4, IPv6, IPv4/IPv6) and the IP address(es) allocated for the UE. 
	pDNAddressAllocation

	Protocol Configuration Options
	Are used to transfer parameters between the UE and the PDN-GW (e.g. address allocation preference by DHCP)
	protConfigOptions

	Attach type
	Indicates the type of attach and may carry indication of handover in case of mobility with non-3GPP access.
	attachType

	RAT type
	Radio Access Type
	rATType

	initiator
	This field indicates whether the procedure is UE or network initiated.
	initiator

	Handover indication
	Provides information that the procedure is triggered as part of a handover
	handoverIndication

	Procedure Transaction Identifier
	Identifies a set of messages belonging to the same procedure; the parameter is dynamically allocated by the UE
	procedureTransactionId

	EPS bearer identity
	Identifies an EPS bearer for one UE accessing via E-UTRAN. It is allocated by the MME.
	ePSBearerIdentity

	Bearer activation/ deactivation type
	Indicates the type of bearer being activated/deactivated, i.e. default or dedicated.
	bearerActivationType, bearerDeactivationType

	Linked EPS bearer identity
	Indicates, in case of dedicated bearer, the EPS bearer identity of the default bearer.
	linkedEPSBearerId

	Switch off indicator
	Indicates whether a detach procedure is due to a switch off situation or not.
	detachType

	Detach type
	Parameter sent by the network to the UE to indicate the type of detach.
	detachType

	Traffic Flow Template (TFT)
	Collection of all packet filters associated with the EPS bearer.
	tFT

	Traffic Aggregate Description (TAD)
	Consists of the description of the packet filter(s) for the traffic flow aggregate.
	trafficAggregateDescription

	correlation number
	Unique number for each target connection delivered to the LEMF, to help the LEA, to have a correlation between each target connection and the IRI. 
	ePSCorrelationNumber

	lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	location information
	When authorized, this field provides the location information of the target that is present at the node at the time of event record production.
	ePSlocationOfTheTarget

	Old location information
	Location information of the target subscriber before Tracking Area Update.
	ePSlocationOfTheTarget

	Failure reason
	The reason for the failure or rejection of the Tracking Area Update
	failedTAUReason

	failed bearer activation reason
	This field gives information about the reason for a failed bearer activation of the target subscriber.
	failedBearerActivationReason

	failed attach reason
	This field gives information about the reason for a failed attach attempt of the target subscriber.
	failedEUTRANAttachreason, status, code (depending on the protocol)

	EPS bearer QOS
	This field indicates the Quality of Service associated with the EPS bearer procedure.
	ePSBearerqOS

	bearer deactivation reason
	This field gives information about the reason for bearer deactivation of the target subscriber.
	bearerDeactivationCause

	network identifier
	Operator ID plus node address.
	networkIdentifier

	Failed Bearer Modification reason
	The reason for failure of Bearer Modification
	failedBearerModReason

	Lifetime
	Lifetime of the tunnel; it is set to a nonzero value in case of registration; is set to zero in case of deregistration.
	lifetime

	Access technology type
	Indicates the Radio Access Type
	accessTechnologyType

	UE address info
	Includes one or more IP addresses allocated to the UE.
	iPv6HomeNetworkPrefix, iPv4HomeAddress, iPv6careOfAddress, iPv4careOf Address

	Additional parameters
	Additional information provided by the UE, such as protocol configuration options
	protConfigurationOption

	serving MME address
	An IP address of the serving MME.
	servingMME-Address

	Revocation trigger
	Contains the reason which triggered a PDN-GW initiated PDN-disconnection (revocation) procedure.
	revocationTrigger

	Home Address
	Contains the UE Home IP address
	homeAddress

	Home Agent Address
	Contains the IP address of the Home Agent
	homeAgentAddress

	Requested IPv6 Home Prefix
	The IPv6 Home Prefix requested by the UE.
	requestedIPv6HomePrefix

	Care of Address
	The local IP address assigned to the UE by the Access Network.
	careOfAddress

	HSS/AAA address
	The address of the HSS/AAA triggering a pDN-GW reallocation.
	hSS-AAA-address

	Target PDN-GW address
	The address of the PDN-GW which the UE will be reallocated to.
	targetPDN-GW-Address

	
	
	

	Foreign domain address
	The relevant IP address in the foreign domain.
	foreignDomainAddress

	Visited network identifier
	 An identifier that allows the home network to identify the visited network [53]
	visitedNetworkId

	DHCP v4 Address Allocation Indication
	Indicates that DHCPv4 is to be used to allocate the IPv4 address to the UE
	dHCPv4AddressAllocationInd

	Serving Network
	Identifies, for E-UTRAN access, the serving network the UE is attached to
	servingNetwork

	Request type
	Provides the type of UE requested PDN connectivity 
	requestType

	Failed reason
	Provides the failure cause for UE requested PDN connectivity
	uEReqPDNConnFailReason


NOTE:
LIID parameter must be present in each record sent to the LEMF.
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