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1. Introduction
This contribution proposes text for general considerations that apply to all candidate LI solutions for IMS media plane security based on MIKEY-IBAKE.
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
· For a specific reference, subsequent revisions do not apply.
· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
 [1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
 [x2]	3GPP TS 33.107: “3G security; Lawful interception architecture and functions”
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   ************* START OF 2. CHANGE *************
5	Candidate LI solutions for MIKEY-IBAKE based IMS media plane security
5.1 General 
In order to discover the end-to-end session key, the lawful intercept entity – Delivery Function - needs to overcome both levels of protection listed in Section 4.3. Furthermore, such discovery is required to be unobtrusive and undetectable during the communications session.
The following architecture is specified in 3GPP TS33.107 [x] Clause 7A.7.1 for lawful intercept of KMS-based IMS Multimedia.


Figure 4.1: KMS Intercept Configuration 
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