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Abstract of the contribution: Proposes sending a liaison to 3GPP SA2 clarifying general LI requirements for network operators and vendors regarding identifying the originating/terminating ProSe UE.  
1. Introduction

At the May 2013 3GPP SA2 meeting, the work on ProSe was advanced with options being put forward identifying issues to be studied and addressed.  One contribution was jointly from Telecom Italia, DT, and proposing a Key Issue for Lawful Interception for ProSe.  TPS also had a contribution clarifying the requirement to support LI as well as adding LI aspects of ProSe to be considered.  

3GPP SA2 is developing a relay capability for supporting a ProSe UE to ProSe UE and ProSe UE to Network communications.  In developing the relay functionality, it is important to make sure that the network has the ability to identify the originating/terminating ProSe UE.  Some discussions allow for the possibility of only the relay being identified.  

From an LE perspective, it is important for the LE to be able to identify the true originating/terminating UE during a lawful interception.  Thus, SA3-LI should consider sending a liaison to SA2 requesting them to include the ability to identify the originating/terminating UE behind the relay.  Now is the time to act, as asking for such a change to be added after the architecture and service design has been decided becomes much more difficult.
2. Proposal

Review and include the following material in a liaison to July 2013 3GPP SA2.   
A general requirement for the network operator is to be able to identify the originating UE/terminating UE to law enforcement when performing a lawful interception.  As such, SA3-LI would kindly request SA2 to ensure that the relay functionality support the ability to identify the actual originating/terminating UE behind the relay to the network operator/core network.  This will help ensure network operators and vendors meet their regulatory obligations regarding lawful interception.
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