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1. Overall Description:

SA3-LI thanks RAN for the LS RP-132107. 

SA2 would like to provide to the following answer to the question from RAN: 

[RAN question]: TSG RAN respectfully asks SA3-LI, SA3 and SA2 to provide a description of the aspects with potential impact to RAN of the solutions being developed which enable lawful interception and data retention, in order to allow RAN to assess the impact over E-UTRAN.
[SA3-LI answer]: 
SA3-LI has listed below the areas that SA2 has listed as prioritised components in their reply LS S2-140494, and would like to provide additional information on associated requirements:
· direct discovery:
SA3-LI understood that this relates to the commercial case of direct discovery (not Public Warning).

SA3-LI acknowledge the functional requirement for this.

SA3-LI would like to add the following requirement: If the Prose function was to be used as an interception point, then the LI function needs to be aware if the information available is trustworthy or not.
· EPC-level discovery:
SA3-LI acknowledge the requirement to have information available for EPC-level discovery. This function as it provides knowledge of attempted contact. Note that if the location is available, there is a need to know it and map it to something understandable, e.g. Id [CA: This is what was said during the meeting but this text will require clarification: which entity needs to know it ? Isn’t it obvious that if the location is available it will be known ? available where ? Known by who ?]
· ProSe assisted interworking with WiFi-direct:
Additional requirement: For wlan direct mode, LI will require the network to be able to disable that for target UEs, or the network will need to provide a mechanism to capture the direct mode communication between UEs via RAN monitoring solutions (detection).

When the user is told there is a Wifi direct, since it still has prose service running, operators need to be aware of what is happening with the wifi direct for billing services.

· … 
[To be continued following meeting discussions]…
In addition, SA3-LI also discussed the need for the network to be aware of which RAT the UE was camped on when it experienced LI.
2. Actions:

To TSG RAN.

ACTION: 
Please take the above information into account
3. Date of Next SA WG3-LI Meetings:
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