

	
3GPP TSG-SA3 Meeting #64	s3i170011
Sophia-Antipolis, France, 24th Jan 2017 - 27th Jan 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	33.106
	CR
	0163
	rev
	-
	Current version:
	13.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	*



	

	Title:	
	National requirements related to SDP info in HI3

	
	

	Source to WG:
	Ministère Economie Indu. Numer

	Source to TSG:
	SA3

	
	

	Work item code:
	LI14
	
	Date:
	2017-01-16

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)

	
	

	Reason for change:
	This CR is based on past discussion papers S3i160299.doc & S3i160298.doc. It is also made to complement what is existing in TS 33.108 (see S3i160349.doc)

	
	

	Summary of change:
	Description of national requirements in TS 33.106 related to SDP info in HI3

	
	

	Consequences if not approved:
	Difficulties to CSP to respect some national regulations

	
	

	Clauses affected:
	5.12

	
	

	
	Y
	N
	
	

	Other specs
	
	*-
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	*
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	*
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


*** START OF FIRST  MODIFICATION ***

[bookmark: _Toc445203671]5.12	LI requirements for IMS VoIP Service
The 3GPP network shall be able to support the delivery of IMS VoIP, and the IMS VoIP supplementary services (e.g., call forwarding), to the LEMF via one of the following two methods:
-	Intercepted IMS VoIP communications (e.g., IRI or IRI/CC) are delivered separately from other IMS services,
-	Intercepted IMS VoIP communications are delivered as part of all other services.
It is a national option as to which of the two options is applicable.
NOTE 1:	If a 3GPP network operator voice service replaces a legacy CS voice service, or is equivalent to a CS voice service, then it is considered to be a CS voice service for LI purposes. That implies (at least) that the following voice and video services capabilities shall be ensured in IMS VoIP as they are in CS :
· Location information shall be able to be reported to the LEMF when Target is a mobile subscriber
· [bookmark: _GoBack]The LEMF shall be able to decode the CC in real time or close to real time. Due to IRI and CC independent delivery, it implies that CC shall contain enough media related info to render the LEMF able to interpret/decode the CC content without having to synchronise with IRI.
· If available, activation or modification of supplementary services are reported to LEMF. 
NOTE 2: 	Delivery of LI data for non-voice IP Multimedia services separately from PS data and separated from IMS VoIP service is not defined in this release. 
*** END OF FIRST  MODIFICATION ***
*** END OF ALL MODIFICATIONS ***
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