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*** START OF FIRST MODIFICATION ***
9.5.1.3
BEGIN record information

The BEGIN record is used to convey the first event of MBMS service interception.

The BEGIN record shall be triggered when:

-
the target's MBMS UE successfully joins an MBMS service (MBMS Service Joining). See Table 9.6

-
interception is activated for the target but the MBMS UE has successfully joined an MBMS service prior to the start of interception (Start of intercept with MBMS Service Active). See Table 9.7

Table 9.6: MBMS Service Joining BEGIN Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Correlation Number
	M
	Shall be provided.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	MBMS Service Joining Time
	M
	Provide time at which target joined the MBMS service, or will join the service.

	Network Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Multicast Address

	C
	Provide IP or IPv6 address of the target if available for multicast services only.

	Visited PLMN ID


	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to MBMS service.

	Multicast/Broadcast Mode
	M
	Shall be provided.

	APN
	C
	Provide for PS domain access to MBMS. 

	List of Downstream Nodes

	C
	Provide in the case of a multicast service, if available.

	MBMS Service Subscription List
	O
	Provided for additional information


Table 9.7: Start of intercept with MBMS Service Active BEGIN Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Correlation Number
	M
	Shall be provided.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	MBMS Service Joining Time
	M
	Provide time at which target joined the MBMS service.

	Network Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Multicast Address

	C
	Provide IP or IPv6 address of the target if available for multicast services only.

	Visited PLMN ID


	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to MBMS service.

	Multicast/Broadcast Mode
	M
	Shall be provided.

	APN
	C
	Provide for PS domain access to MBMS.

	List of Downstream Nodes

	C
	Provide in the case of a multicast service, if available.

	MBMS Service Subscription List
	O
	Provided for additional information


When the ICE (i.e. BM-SC) is not aware of the activation of multiple lawfully authorized intercepts on a target that is already in an MBMS service, the MF/DF shall generate the Start of Intercept with MBMS Service Active BEGIN record on its own using information that it has retained.           

The DF2 shall not send the Start of Intercept with MBMS Service Active BEGIN record to the LEMFs that were already intercepting the MBMS UE (i.e. target) due previous LI activation on the same MBMS UE (i.e. target).   
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