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Abstract of the contribution: This paper proposes text for the Post Dialled Digit Extraction (PDDE) capability at a Stage 1 level.  It should be noted that this capability is already supported in the Stage 2 and Stage 3.  
1
Introduction
Where required by national regulations, an ability to extract and report post dial digits for VoIP calls is needed.  This capability is called Post Dialled Digit Extraction (PDDE). 

This paper adds requirements at a Stage 1 level for PDDE.

2
Discussion
3GPP TS 33.107 and TS 33.108 currently support the reporting of dialled or signalled digits by the target via a capability known as PDDE.  Implementations exist that support this capability which is required for the US.  

During careful review of TS 33.126, it was recognized that the Stage 1 requirements for PDDE were not reflected therein.  As such, the requirements for PDDE are being proposed by this paper.  The intent is not to modify or change the Stage 2 or Stage 3 capabilities, but to ensure that the Stage 1 requirements exist to support them and to guide any future development in this area for newer architectures, if needed.

PDDE enables law enforcement to receive target dialled digits after a VoIP call or session is established where these digits may be used to identity the terminating user or route the call to the terminating user.  This capability does not require a CSP to differentiate between digits that can be used to route the call/identify the terminating user from those that do not serve this purpose.
3
Proposal
It is proposed that the changes provided below be adopted into 33.126.  
***** START of CHANGE *****
7.8 Post Dialled Digit Extraction (PDDE)
R7.8-100 Reporting Post Dialled or Signalled digits – The CSP shall support extracting and reporting post dialled digits (e.g. user dialled, signalled) for CSP services, when a session is established to another service for processing or routing, on a per-warrant basis.
R7.8-110 Post Dialled Digit Reporting for IRI and CC Intercepts –The CSP shall be able to support extracting and reporting post dialled digits for IRI-only intercepts, as well as for intercepts that report both IRI and CC. 
R7.8-130 Toggle for PDDE – The CSP shall support the PDDE capability with a toggle feature that can activate/deactivate this capability, per warrant. 
***** END of CHANGE *****
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