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Abstract of the contribution: This pCR proposes few changes to the clause 7.2.2 that describes the LI for UDM to provide clarifications and additional text.  
**** First Change ****
7.2.2
LI at UDM 

7.2.2.1
Architecture

The UDM provides the unified data management for UE. The UDM shall have LI capabilities to generate the target UE’s serving system (e.g. VPLMN Id or AMF Id) related xIRI.  Extending the generic LI architecture presented in clause 5, the figure 7.2-1 below gives a reference point representation the LI architecture with UDM as a CP NF providing the IRI-POI functions.  
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Figure 7.2-1: LI Architecture for LI at UDM
The LICF present in the ADMF receives the warrant from an LEA, derives the intercept information from the warrant and provides the same to the LIPF.    

The LIPF present in the ADMF provisions IRI-POI (over LI_X1) present in the UDM and MDF2.  The LIPF may interact with the SIRF (over LI_SI) present in the NRF to discover the UDM in the network. 

The IRI-POI present in the UDM detects the target UE’s service area registration and subscription related functions, generates and delivers the xIRI to the MDF2 over LI_X2.  The MDF2 delivers the IRI messages to the LEMF over LI_H2.    

**** Second Change ****
7.2.2.3
IRI Events

The IRI-POI present in the UDM shall generate xIRI, when the UDM detects the following specific events or information. 

· Serving System 

The VPLMN Id or the AMF Id is used as the serving system in a Serving System xIRI event.  
Editor’s Note: To add any other xIRI from UDM, new pCRs are required. 
**** Third Change ****
7.2.2.4
IRI Parameters

The list of xIRI parameters are specified in TS 33.128. The  xIRI event shall include at the minimum the following information.     

· Target Identity

· Time-stamp



**** Fourth Change ****
7.2.2.5
Parameters on each xIRI  


The parameters in each xIRI are defined in TS 33.128. 

**** End of all changes ****
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