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1
Decision/action requested
Approval pCR.
2
Rationale

The NRF and associated SIRF are responsible for providing the LIPF with information necessary to establish which NFs are currently in service and NF usage in a service chain.
This contribution adds SIRF events which are sent to the LIPF.

3
Detailed proposal
*** Begin Change 1 ***
6.3.5
LI at NRF
6.3.5.1
Architecture
In 5G, the network functions that may have virtualized deployment, register with the NRF upon instantiation. The NRF thus provides the network repository functions and is aware of all the NFs that have been instantiated. The present document refers to this as system information. 

The SIRF present in the NRF provides the system information to LIPF present in the ADMF, .   

An architecture diagram depicting this LI at NRF is shown in figure 6.3.5-1 below. 
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Figure 6.3-5: LI Architecture depicting NRF as an SIRF
The figure 6.3-5 shows the architecture illustrating the SIRF functions within the NRF 

The LIPF present in the ADMF interacts with the SIRF (over LI_SI) present in the NRF to obtain the system information.   

6.3.5.2
LI_SI Events
The SIRF present in the NRF shall generate events over LI_SI when the NRF detects the following specific events or information: 

· NF Service Registration
· NF Service Update

· NF Service Deregistration
· NF Service Chain Change 

The NF Chain Change event shall be used whenever an NF is added to or removed from a service chain in response to NF discovery and selection events as defined in TS23.502[4] clause 6.3.
6.3.5.3
LI_SI Parameters
Events reported over SI_LI by the SIRF shall include the following information elements:

· Event Type (NF Service Registration, NF Service Update, NF Service Deregistration, NF Service Chain Change)

· NF Details, including appropriate information elements defined in TS 23.501 [2] clause 6.2.6
· Other NFs associated with the NF
· Timestamp indicating when the event occurred.
*** End of Change 1 ***
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