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	Reason for change:
	The TS 33.128 specifies the xIRI message AMFStartOfInterceptWithRegisteredUE is generated at the AMF when an interception is activated with a registered UE. However, when the subsquent intercepts are activated on the same target UE with the same XID, the generation of the IRI message is done at the MDF2 instead of AMF.    

	
	

	Summary of change:
	Added clarification to the MDF2 generated IRI message.  

	
	

	Consequences if not approved:
	The reporting of the similar event on subsequent activation of intercept on a target UE may not happen.    

	
	

	Clauses affected:
	6.2.2.3 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** First change ***
6.2.2.3
Generation of IRI over LI_HI2

When an IRI-POI in the AMF generated xIRI message is received over LI_X2, the MDF2 shall generate an IRI message over LI_HI2 without undue delay. The IRI message shall contain a copy of the relevant record received in the xIRI message from LI_X2. This record may be enriched with any additional information available at the MDF (e.g. additional location information).

The timestamp field of the psHeader structure shall be set to the time at which the AMF event was observed (i.e. the timestamp field of the X2 PDU).

The threeGPP33128DefinedIRI field in ETSI TS 102 232-7 [10] clause 15 shall be populated with the BER-encoded IRIPayload.

When an additional warrant is activated on a target UE and the LIPF uses the same XID for the additional warrant, the MDF2 shall be able to generate and deliver the AMFStartOfInterceptionWithAlreadyRegisteredUE record to the LEMF associated with the additional warrant without receiving a corresponding xIRI. The payload of the AMFStartOfInterceptionWithAlreadyRegisteredUE record is specified in table 6.2.2-4. 
** End of all changes ***


