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<<<<<<<<<<<<<<<<<<<<<<<<<< DISCUSSION >>>>>>>>>>>>>>>>>>>>>>>>>>>>
Clause 5.2.4.5 Roaming is not specific enough, and may result in incomplete interception in the case of domestic roaming.
<<<<<<<<<<<<<<<<<<<<<<<<<< END OF DISCUSSION >>>>>>>>>>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<<<<<<<< START OF CHANGE >>>>>>>>>>>>>>>>>>>>>>>>>>>>
5.2.4	Service scoping
[bookmark: _Toc4503838]5.2.4.1	General
The CSP shall support the following specified options on a per intercept (per LIID) basis, to ensure strict delivery of only the interception data that an LEA is authorised to receive. These options are not exclusive, i.e., none, one, or more than one item in any given category may be turned on for any given intercept (LIID).
[bookmark: _Toc4503839]5.2.4.2	CSP service type
-	Voice.
-	Data.
-	Messaging (e.g. SMS/MMS).
-	Push-to-Talk (including MCPTT).
[bookmark: _Toc4503840]5.2.4.3	Interception type
-	IRI.
-	CC.
[bookmark: _Toc4503841]5.2.4.4	Location
-	Report location at the beginning and end of a session.
-	Report location every time the network detects a change in target location (including location update with no physical change of location).
-	LALS.
[bookmark: _Toc4503842]5.2.4.5	Roaming
-	Stop interception for non HPLMN RAN in the case of outbound international roaming.
<<<<<<<<<<<<<<<<<<<<<<<<<< End OF CHANGE >>>>>>>>>>>>>>>>>>>>>>>>>>>>
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