

	
3GPP TSG-SA3 Meeting #80-LI-e-b	s3i210128
Online, , 2nd Mar 2021 - 4th Mar 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	33.128
	CR
	0163
	rev
	1
	Current version:
	16.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Port of EPC MME Target Identifiers

	
	

	Source to WG:
	SA3-LI (OTD)

	Source to TSG:
	SA3

	
	

	Work item code:
	LI17
	
	Date:
	2021-03-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The EPC portion of this document references the target identities section of TS 33.107 and TS 33.108. In order to allow TS 33.128 to better support LI in EPC, these identities need to be ported into this document. The details of the ActivateTask message for the IRI-POI in the MME are also defined. The Activate Task message also needs to be defined for the IRI-POI in the MME.

	
	

	Summary of change:
	EPC target identities are ported from TS 33.107 and TS 33.108 into TS 33.128. The details of the ActivateTask message for the IRI-POI in the MME are also defined.

	
	

	Consequences if not approved:
	Inconsistent specification.National Regulations may not be met.

	
	

	Clauses affected:
	6.3.2.1

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS/TR 33.127 CR 109 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	s3i210111



Page 1


[bookmark: _Toc57806983]*** Start of First Change ***
6.3.2.1	Provisioning over LI_X1
The IRI-POI present in the MME is provisioned over LI_X1 by the LIPF using the X1 protocol as described in clause 5.2.2.
The POI in the MME shall support the target identifiers specified in TS 33.107 [36] clause 12.2.1.1following target identifier formats:
-	IMSI (using the IMSI target identifier format from ETSI TS 103 221-1 [7]).
-	MSISDN (using the E164Number target identifier format from ETSI TS 103 221-1 [7]).
-	ME Identity (using the IMEI target identifier format from ETSI TS 103 221-1 [7]).
Table 6.3.2-Ta1 shows the minimum details of the LI_X1 ActivateTask message used for provisioning the IRI-POI in the MME.
Table 6.3.2-Ta1: ActivateTask message for the IRI-POI in the MME
	ETSI TS 103 221-1 [7] field name
	Description
	M/C/O

	XID
	XID assigned by LIPF.
	M

	TargetIdentifiers
	One of the target identifiers listed in the paragraph above.
	M

	DeliveryType
	Set to "X2Only".
	M

	ListOfDIDs
	Delivery endpoints for LI_X2 for the IRI-POI in the MME. These delivery endpoints are configured using the CreateDestination message as described in ETSI TS 103 221-1 [7] clause 6.3.1 prior to the task activation.
	M

	TaskDetailsExtensions/
IdentifierAssociationExtensions
	This field shall be included if the IRI-POI is required to generate MMEIdentifierAssociation records (see clause 6.3.2.2.1). If the field is absent, MMEIdentifierAssociation records shall not be generated.
	C



Table 6.3.2-Ta2: IdentifierAssociationExtensions Parameters
	Field Name
	Description
	M/C/O

	EventsGenerated
	One of the following values:

-	IdentifierAssociation
-	All

See clause 6.3.2.2.1 for the interpretation of this field.
	M
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