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[bookmark: _Toc98076513]BEGIN FIRST CHANGE
[bookmark: _Toc98076510]7.2.2.3.6	Location information result
The IRI-POI in the UDM shall generate an xIRI containing the UDMLocationInformationResult record when it detects the following events:
-	When UDM receives the LocationInfoRequest from an NF service consumer (i.e. HSS) as part of Nudm_MT_ProvideLocationInfo service operation (see TS 29.503 [25], clause 6.7.6.2.3) and the UDM sends the LocationInfoResult as part of Nudm_MT_ProvideLocationInfo service operation (see TS 29.503 [25], clause 6.7.6.2.4).
When a target UE is registered to both 3GPP and non-3GPP access, two separate xIRIs each containing the LocationInfoResult report record may be generated by the IRI-POI in the UDM.
Table 7.2.2.3.6-1: Payload for UDMLocationInformationResult record
	Field name
	Description
	M/C/O

	sUPI
	SUPI currently associated with the target, see TS 29.571 [17].
	M

	pEI
	PEI currently associated with the target UE, when known, see TS 29.571 [17].
	C

	gPSI
	GPSI currently associated with the target UE, when known, see TS 29.571 [17].
	C

	locationInfoRequest
	Indicates the information received from the HSS in the LocationInfoRequest. At least one of the parameters in Table 7.2.2.3.6-2 shall be included. See NOTE below table 7.2.2.3.6-2.
	M

	vPLMNId
	PLMNID of the visited PLMN, if UE is currently registered to visited network.
	C

	currentLocationIndicator
	Shall indicate if the UE location is current or last known. Include if provided in the LocationInfoResult.
	C

	aMFinstanceID
	Provides the NF instance ID of the serving AMF for 3GPP access. Shall be included if provided in the LocationInfoResult.
	C

	sMSFinstanceID
	Provides the NF instance ID of the serving SMSF. Shall be included if provided in the LocationInfoResult.
	C

	location
	Location information available at the UDM at the time of the LocationInfoRequest, include if in LocationInfoResult.
	C

	rATType
	Shall provide the current RAT type of the UE, if present in the LocationInfoResult.
	C

	problemDetails
	Indicates the reason for LocationInfoResult failure. See TS 29.571 [17], clause 5.2.4.1. Shall be included if provided in the LocationInfoResult.
	C



Table 7.2.2.3.6-2: Payload for LocationInfoRequest parameter
	Field name
	Description

	req5GSLocation
	Boolean that indicates If 5GS location is requested.

	reqCurrentLocation
	Boolean that indicates if current location is requested.

	reqRatType
	Boolean indicates if Rat Type is requested. 

	reqTimeZone
	Boolean indicates if time zone is requested. 

	reqServingNode
	Boolean indicates if serving node instance ID is requested. 



NOTE:	The absence of one or more of the parameters in table 7.2.2.3.6-2 assumes that it was not included in the LocationInfoRequest.

END OF FIRST CHANGE
BEGIN SECOND CHANGE


7.2.2.4	Generation of IRI over LI_HI2
When an xIRI is received over LI_X2 from the IRI-POI in UDM, the MDF2 shall send an IRI message over LI_HI2 without undue delay.
The timestamp field of the PSHeader structure shall be set to the time that the UDM event was observed (i.e. the timestamp field of the xIRI).
The IRI type parameter (see ETSI TS 102 232-1 [9] clause 5.2.10) shall be included and coded according to table 7.2.2-4.
Table 7.2.2-4: IRI type for IRI messages
	IRI message
	IRI type

	UDMServingSystem
	REPORT

	UDMSubscriberRecordChange
	REPORT

	UDMCancelLocation
	REPORT

	UDMLocationInformationResult
	REPORT

	UDMUEInformationResponse
	REPORT

	UDMUEAuthenticationResponse
	REPORT



END SECOND CHANGE
END OF CHANGES


