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[bookmark: _Toc106028387]** First Change **
[bookmark: _Toc113712336]G.5.4.2.4	STIR/SHAKEN
Since the IRI-POI in AS, in support of LI for special services such as conferencing, is always provisioned, the LIPF logic has to ensure that when the STIR/SHAKEN is required to be intercepted and the target Id is IMPU, the ReportDiversionPASSporTInfo is included as part of that provisioning.
Likewise, the IRI-POI in IBCF is also provisioned except for the case when the default option for IMS LI is deployed. The diagram shown in figure G.5-6A illustrates that when STIR/SHAKEN is required to be intercepted and the target Id is IMPU, the IRI-POI in IBCF is provisioned even with the default option of IMS LI with ReportDiversionPASSporTInfo is included.
In general, when the STIR/SHAKEN is required to be intercepted in the network, and the target Id is IMPU, the IRI-POIs in AS and the IBCF are provisioned with ReportDiversionPASSporTInfo parameter included.
The diagram shown in figure G.5-6B below illustrates the LI provisioning just from STIR/SHAKEN perspective. However, from an overall provisioning perspective, it is embedded within the LIPF logic of IMS LI provisioning as illustrated in clause G.5.4.1.


Figure G.5-6B: Localized LI provisioning view from STIR/SHAKEN perspective
The inclusion of ReportDiversionPASSporTInfo for provisioning of IRI-POI in P-CSCF and LMISF-IRI is not required.
Table G.5-2A shows the NFs that will have to provide the STIR/SHAKEN LI (signing) for various scenarios and the table G.5-2B shows the NFs that will have to provide the STIR/SHAKEN LI (verification) for various scenarios.
The signing for STIR/SHAKEN happens in the HPLMN except for the emergency sessions it can also happen in the VPLMN. In these tables the indicated scenarios are from the perspective of target.
Table G.5-2A: Scope of NF domain in IMS providing the LI functions for STIR/SHAKEN (signing)
	Scenario
	 HPLMN
	VPLMN

	
	CSP choice AS
	CSP choice is IBCF
	

	Emergency call
	IBCF
	IBCF
	IBCF

	RCD present
	AS
	AS
	n/a

	Intra-CSP session (signing/verification required)
	AS
	AS
	n/a

	Intra-CSP session (signing/verification not required)
	n/a
	n/a
	n/a

	Inter-CSP session 
	AS
	IBCF
	n/a

	Intra-CSP session signing/verification not required
	Intra-CSP session
	n/a
	n/a
	n/a

	
	Inter-CSP session
	AS
	IBCF
	n/a



Table G.5-2B: Scope of NF domain in IMS providing the LI functions for STIR/SHAKEN (verification)
	Scenario
	HPLMN 
	VPLMN

	
	CSP choice AS
	CSP choice is IBCF
	

	Emergency callback
	AS
	IBCF
	See NOTE 1

	Inbound roaming with LBO
	n/a
	n/a
	P-CSCF

	Inbound roaming with Home-Routed
	n/a
	n/a
	LMISF-IRI

	Intra-CSP session (signing/verification required)
	AS
	AS
	See NOTE 1

	Intra-CSP session (signing/verification not required)
	AS (see NOTE 2)
	AS (see NOTE 2)
	See NOTE 1

	Inter-CSP session
	AS
	IBCF/AS (NOTE 3)
	See NOTE 1

	Intra-CSP session signing/verification not required
	Intra-CSP session
	AS (see NOTE 2)
	AS (see NOTE 2)
	See NOTE 1

	
	Inter-CSP session
	AS
	IBCF (see NOTE 3)
	See NOTE 1



NOTE 1: 	Same as in the row for inbound roaming (LBO) and inbound roaming (HR).
NOTE 2: 	This is the case where the redirection happens with the outgoing SIP INVITE containing the validation result and the REQUEST URI is a target identity (see clause 7.11.2.3). The AS may or may not interact with the Verification AS.
NOTE 3:	The IRI-POI is in IBCF. The IRI-POI can be in AS for the special redirection case depicted in NOTE 2 (see clause 7.11.2.3).
The indicated CSP choice is applicable when the signing/verification of only inter-CSP session is required. The CSP choice for signing and verification need not be the same.
** Next Change **


[bookmark: _Toc113712342]G.5.5.2.3	STIR/SHAKEN
When the target is non-local ID, the IRI-POI in AS is not provisioned for IMS-LI. The IRI-POI in IBCF is provisioned except for the case where the alternate option is deployed in the HPLMN for IMS LI (target non-local ID) and default option is used for IMS-LI in the VPLMN (target non-local ID).
The diagram shown in figure G.5-9A illustrates that when the interception of STIR/SHAKEN is required in the network, and the target Id is IMPU, and the target is non-local ID, the IBCF is provisioned even when the alternate option for IMS LI is used in the HPLMN and default option is used for IMS LI in the VPLMN.
The diagram shown in figure G.5-6A (clause G.5.4.1) illustrates the LI provisioning just from STIR/SHAKEN perspective. However, from an overall provisioning perspective for target non-local ID, it is embedded within the LIPF logic of IMS LI provisioning as illustrated in clause G.5.5.1.
Table G.5-5 shows the NFs that will have to provide the STIR/SHAKEN LI (signing) for various scenarios and table G.5-6 shows the NFs that will have to provide the STIR/SHAKEN LI (verification) for various scenarios.
The signing for STIR/SHAKEN happens in the HPLMN. In these tables the indicated scenarios are from the perspective of the party communicating with the target non-local ID.
Table G.5-5: Scope of NF domain in IMS providing the LI functions for STIR/SHAKEN (signing)
	Scenario
	CSP choice AS
	CSP choice is IBCF

	RCD present
	AS
	AS

	Intra-CSP session (signing/verification required)
	ASn/a
	ASn/a

	Intra-CSP session (signing/verification not required)
	n/a
	n/a

	Inter-CSP session 
	AS
	IBCF

	Inter-CSP session
	Intra-CSP session signing/verification is required
	AS
	AS

	
	Intra-CSP session signing/verification not required
	AS
	IBCF



Table G.5-6: Scope of NF domain in IMS providing the LI functions for STIR/SHAKEN (verification)
	Scenario
	HPLMN
	VPLMN

	
	CSP choice AS
	CSP choice is IBCF
	Default
	Alternate

	Inbound roaming with LBO
	n/a
	n/a
	P-CSCF
	IBCF

	Inbound roaming with Home-Routed
	n/a
	n/a
	LMISF-IRI
	LMISF-IRI

	Intra-CSP session (signing/verification required)
	ASn/a
	ASn/a
	See NOTEn/a
	See NOTEn/a

	Intra-CSP session (signing/verification not required)
	AS 
	AS 
	See NOTE
	See NOTE

	Inter-CSP session
	AS
	IBCF 
	See NOTE
	See NOTE

	Inter-CSP session
	Intra-CSP session signing/verification is required
	AS
	AS
	See NOTE
	See NOTE

	
	Intra-CSP session signing/verification not required
	AS
	IBCF
	See NOTE
	See NOTE



NOTE:	Same as in the rows for inbound roaming (LBO) and inbound roaming (HR).
The indicated CSP choice is applicable when the signing/verification of only inter-CSP session is required. The CSP choice for signing and verification need not be the same.

** End of all Changes **
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