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BACKGROUND
[bookmark: _Hlk108028093]During the SA3LI#92 meeting, STIR/SHAKEN related additions were made to the TR 33.929 to illustrate the IMS NFs that provide the IRI-POI functions for the IMS LI and for STIR/SHAKEN related LI reporting. Those additions also illustrated the algorithms used in determining which of the two (Telephony AS Vs IBCF) would interact with the Signing AS and Verification AS.
The following are the new clauses of the hitherto text of the new TR 33.929-2. 
4.1	General
Text in TR 33.929-2.v001.
4.2	Background 
Text in TR 33.929-2.v001.	
4.3	IMS LI and STIR/SHAKEN LI
Text in TR 33.929-2.v001.
In this set of pCRs, the STIR/SHAKEN related LI reporting along with the IMS LI are illustrated. 
The clause numbers are adjusted according to the recommendations of split TR 33.929 (i.e. TR 33.929-2). The new text is in clause 4.4. 
OVERVIEW OF PCRs
Part 1: Introduction
4.4	LI reporting details
4.4.1	General 
Part 2: Basic concepts
4.4.2	General concept Overview
4.4.3	General principles of LI reporting 
Part 3-1: Intra-network signing required, intra-network basic scenarios
4.4.4	Signing required for intra-network IMS sessions 
4.4.4.1	General
4.4.4.2	Intra-network IMS sessions, basic scenarios 
Part 3-2: Intra-network signing required, intra-network redirecting  
4.4.4.3	Intra-network IMS sessions, redirecting scenarios
Part 4-1: Intra-network signing required, originating network, basic  
4.4.4.4	Inter-network IMS sessions (originating network)
Part 4-2: Intra-network signing required, originating network, redirecting  
4.4.4.4 	Inter-network IMS sessions (originating network)
	** continuing **
Part 5-1: Intra-network signing required, terminating network, basic  
4.4.4.5 	Inter-network IMS sessions (terminating network)
Part 5-2: Intra-network signing required, terminating network, redirect  
4.4.4.5 	Inter-network IMS sessions (terminating network)
	** continuing **
Part 6-1: Intra-network signing required, intermediate network, basic  
4.4.4.6 	Inter-network IMS sessions (intermediate network)
Part 6-2: Intra-network signing required, intermediate network, redirect
4.4.4.6 	Inter-network IMS sessions (intermediate network)
	** continuing **
Part 7-1: Intra-network signing not required, intra-network, basic
4.4.5 	Signing is not required for intra-network IMS sessions.
4.4.5.1	General
4.4.5.2	Intra-network IMS sessions, basic scenarios  
Part 7-2: Intra-network signing not required, intra-network, redirect
4.4.5.3	Intra-network IMS sessions, redirect scenarios  
Part 8-1: Intra-network signing required, originating network, basic
4.4.5.4 	Inter-network IMS sessions (originating network, basic scenarios)
Part 8-2: Intra-network signing required, originating network, redirect (no RCD)
4.4.5.5 	Inter-network IMS sessions (originating network, redirecting scenarios without RCD)
Part 8-3: Intra-network signing required, originating network, redirect (RCD)
4.4.5.6 	Inter-network IMS sessions (originating network, redirecting scenarios with RCD)
Part 9-1: Intra-network signing required, terminating network, basic
4.4.5.7	Inter-network IMS sessions (terminating network, basic scenarios)
Part 9-2: Intra-network signing required, terminating network, redirect 
4.4.5.8	Inter-network IMS sessions (terminating network, redirecting scenarios)
Part 10-1: Intra-network signing required, intermediate network, basic
4.4.5.9	Inter-network IMS sessions (intermediate network, basic scenarios)
Part 10-2: Intra-network signing required, intermediate network, redirect 
4.4.5.10	Inter-network IMS sessions (intermediate network, redirecting scenarios)
Part 11: VPLMN 
4.4.6	Terminating VPLMN
Part 12: Emergency calls 
4.4.7	Emergency calls
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