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*** START OF FIRST CHANGE ***
[bookmark: _Toc216718714]6.2.2.7	Network topologies
The AMF shall provide the IRI-POI functions in the following network topology cases:
-	Non-roaming case.
-	Roaming case, in VPLMN.	
-	Roaming case, in HPLMN for non-3GPP access.
In a roaming case, it is possible that the target UE may use non-3GPP access with the N3A Entity present in the HPLMN.
[bookmark: _Toc216718723]The non-roaming case includes the AMF operating in the context of a Hosting Operator for a subscription held by a Participating Operator in an Indirect Network Sharing deployment as described in TS 23.501 [2] clause 5.18.

*** END OF FIRST CHANGE ***
*** START OF SECOND CHANGE ***
[bookmark: _Toc216718726]6.2.3.6	Network topologies
The SMF shall provide the IRI-POI functions in the following network topology cases:
-	Non-roaming case.
-	Roaming case, in VPLMN.
-	Roaming case, in HPLMN.
-	Non-3GPP access case, in the PLMN where N3A Entity resides.
The non-roaming case includes the SMF operating in the context of either a Hosting or Participating Operator in an Indirect Network Sharing deployment as described in TS 23.501 [2] clause 5.18.
When the target UE has multiple PDU sessions active, the generation and delivery of xCC for each PDU session shall be done independently, each with separate correlation information.
When a target UE's PDU session involves multiple Data Network (DN) connections (i.e. multiple connections to the same DN as described in clause A.3 of the present document), the generation and delivery of xCC shall be done in such a way that:
-	All applicable user plane packets are captured and delivered.
-	Duplicate delivery of CC is suppressed to the extent possible.
-	Each user plane packet is delivered with the associated DN Access Identifier (DNAI).
A PDU session may involve more than one UPFs. In that case, the CC-TF present in the SMF shall determine which UPF(s) is (are) more suitable to provide the CC-POI functions adhering to the above requirements. Furthermore, independent of which UPF is used to generate the xCC, the CC delivered from the MDF3 shall be correlated to the IRI messages related to the PDU session.
Similarly, the CC-POI in the STF is responsible for providing the xCC for the target's communication traffic in a decrypted form.
The remainder of the present clause provides details of IRI-intercept and, as applicable, CC-intercept of specific services encrypted by CSP-provided keys.
*** END OF SECOND CHANGE ***
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