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4.6.1	General
Figure 4.6.1‑1 depicts the static data model for the data collection and reporting domain. It is further described below.
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Figure 4.6.1‑1: Static domain model
The Application Service ProviderProvisioning AF provisions zero or more sets of provisioning information in the Data Collection AF at reference point R1. The baseline set of information provisioned is described in clause 4.6.2. Each set of provisioning information pertains to one application, identified by its external application identifier, and one type of exposed event, uniquely identified in the 5G System by its Event ID, as defined in clause 4.15.1 of TS 23.502 [3]. There may be more than one set of provisioning information for a particular external application identifier, but the combination of the external application identifier and Event ID shall be unique for a given Data Collection AF instance.
Each set of provisioning information is manifested as a data collection client configuration that the Data Collection AF makes available to Direct Data Collection Client instances at reference point R2, to Indirect Data Collection Client instances at R3 and to AS instances at R4.
Once configured, Tthese data collection clients then send data reports to the Data Collection AF associated with the data collection client configuration. Each data report provides the external application identifier associated with the UE Application and also includes a non-empty list of data reporting records containing the parameters collected by the data collection client. These parameters typically include a sampling timestamp.
NOTE:	It is the responsibility of the data collection client to discover its external application identifier by means outside the scope of the present document.
Depending on the data processing instructions provisioned in the Data Collection AF, a data reporting record contributes to zero or more events exposed to subscribers at reference points R5 and/or R6. Conversely, an exposed event arises from one or more data reporting records. In the case of events synthesised by the Data Collection AF from multiple data reporting records, the timestamp of the event shall indicate when it was synthesised. Otherwise, the timestamp of the event shall be identical to the timestamp of the data reporting record from which it arose.
The Data Collection AF exposes a batch of recent events to consumers (the NWDAF and/or Event Consumer AF) as an event exposure notification.
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