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[bookmark: _Toc63784936]FIRST CHANGE
11.2.3.1	ServiceAccessInformation resource type
The data model for the ServiceAccessInformtion resource is specified in table 11.2.3.1-1 below. Different properties are present in the resource depending on the type of Provisioning Session from which the Service Access Information is derived (as indicated in the provisioningSessionType property) and this is specified in the Applicability column.
Table 11.2.3.1‑1: Definition of ServiceAccessInformation resource
	Property name
	Type
	Cardinality
	Usage
	Description
	Applicability

	provisioningSessionId
	ResourceId
	1..1
	RO
	Unique identification of the M1 Provisioning Session.
	All types

	provisioningSession‌Type
	Provisioning‌Session‌Type
	1..1
	RO
	The type of Provisioning Session.
	All types.

	StreamingAccess
	Object
	0..1
	RO
	
	downlink

	mediaPlayerEntry
	Url
	0..1
	RO
	A document or a pointer to a document that defines a media presentation e.g. MPD for DASH content or URL to a video clip file.
	

	ClientConsumptionReporting‌Configuration
	Object
	0..1
	RO
	
	downlink

	reportingInterval
	DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between consumption report messages being sent by the Media Session Handler. The value shall be greater than zero.
When this property is omitted, a single final report shall be sent immediately after the media streaming session has ended.
	

	serverAddresses
	Array(Url)
	1..1
	RO
	A list of 5GMSd AF addresses (URLs) where the consumption reporting messages are sent by the Media Session Handler. See NOTE.
(Opaque URL, following the 5GMS URL format.)
	

	locationReporting
	Boolean
	1..1
	RO
	Stipulates whether the Media Session Handler is required to provide location data to the 5GMSd AF in consumption reporting messages (in case of MNO or trusted third parties).
	

	samplePercentage
	Percentage
	1..1
	RO
	The percentage of media streaming sessions that shall send consumption reports, expressed as a floating point value between 0.0 and 100.0.
	

	DynamicPolicyInvocation‌Configuration
	Object
	0..1
	RO
	
	downlink,
uplink

	serverAddresses
	Array(Url)
	1..1
	RO
	A list of 5GMSd AF addresses (URLs) which offer the APIs for dynamic policy invocation sent by the Media Session Handler. See NOTE.
(Opaque URL, following the 5GMS URL format.)
	

	validPolicyTemplateIds
	Array(ResourceId)
	1..1
	RO
	A list of Policy Template identifiers which the 5GMS Client is authorized to use.
	

	sdfMethods
	Array(SdfMethod)
	1..1
	RO
	A list of recommended service data flow description methods (descriptors), e.g. 5-Tuple, ToS, 2-Tuple, etc., which should be used by the Media Session Handler to describe the service data flows for the traffic to be policed.
	

	externalReferences
	Array(String)
	0..1
	RO
	Additional identifier for this Policy Template, unique within the scope of its Provisioning Session, that can be cross-referenced with external metadata about the media streaming session.
Example: "HD_Premium".
	

	ClientMetricsReporting‌Configurations
	Array(Object)
	0..1
	RO
	
	downlink,
uplink

	serverAddresses
	Array(Url)
	1..1
	RO
	A list of 5GMS AF addresses to which metrics reports shall be sent. See NOTE.
(Opaque URL, following the 5GMS URL format.)
	

	scheme
	Uri
	1..1
	RO
	The metrics reporting scheme that metrics reports shall use (see clause 4.7.5).
	

	dataNetworkName
	Dnn
	0..1
	RO
	The DNN which shall be used when sending metrics reports. If not specified, the name of the default DN shall be used.
	

	reportingInterval
	DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between metrics reports being sent by the Media Session Handler. The value shall be greater than zero.
When this property is omitted, a single final report shall be sent immediately after the media streaming session has ended.
	

	samplePercentage
	Percentage
	1..1
	RO
	The percentage of media streaming sessions that shall report metrics, expressed as a floating point value between 0.0 and 100.0.
	

	urlFilters
	Array(String)
	0..1
	RO
	A non-empty list of URL patterns for which metrics reporting shall be done. The format of each pattern shall be a regular expression as specified in [5].
If not specified, reporting shall be done for all sessions.
	

	metrics
	Array(String)
	1..1
	RO
	A list of metrics which shall be reported.
	

	NetworkAssistanceConfiguration
	Object
	0..1
	RO
	
	downlink,
uplink

	serverAddress
	Url
	1..1
	RO
	Address of the 5GMS AF that offers the APIs for 5GMS AF-based Network Assistance, for access by the 5GMSd Media Session Handler. See NOTE.
This address shall be an opaque URL, following the 5GMS URL format.
	

	NOTE:	In deployments where multiple instances of the 5GMSd AF expose the Media Session Handling APIs at M5, the 5G System may use a suitable mechanism (e.g. HTTP load balancing or DNS resolution) to direct requests to a suitable AF instance.



NEXT CHANGE
[bookmark: _Toc68899753][bookmark: _Toc71214504][bookmark: _Toc71722178][bookmark: _Toc74859230][bookmark: _Toc74917359]C.4.1	M5_ServiceAccessInformation API
	openapi: 3.0.0
info:
  title: M5_ServiceAccessInformation
  version: 1.0.0
  description: |
    5GMS AF M5 Service Access Information API
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
tags:
  - name: M5_ServiceAccessInformation
    description: '5G Media Streaming: Media Session Handling (M5) APIs: Service Access Information'
externalDocs:
  description: 'TS 26.512 V16.2.0; 5G Media Streaming (5GMS); Protocols'
  url: 'https://www.3gpp.org/ftp/Specs/archive/26_series/26.512/'
servers:
  - url: '{apiRoot}/3gpp-m5/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: See 3GPP TS 29.512 clause 6.1.
paths:
  /service-access-information/{provisioningSessionId}:
    parameters:
      - name: provisioningSessionId
        description: 'The resource identifier of an existing Provisioning Session.'
        in: path
        required: true
        schema:
          $ref: 'TS26512_CommonData.yaml#/components/schemas/ResourceId'
    get:
      operationId: retrieveServiceAccessInformation
      summary: 'Retrieve the Service Access Information resource'
      responses:
        '200':
          description: 'Success'
          content:
            application/json:
              schema:
                  $ref: '#/components/schemas/ServiceAccessInformationResource'
        '404':
          description: 'Not Found'
components:
  schemas:
    ServerAddresses:
      type: array
      items:
        $ref: 'TS26512_CommonData.yaml#/components/schemas/Url'
      minItems: 1
    ServiceAccessInformationResource:
      type: object
      required:
      - provisioningSessionId
      - provisioningSessionType
      properties:
        provisioningSessionId:
          $ref: 'TS26512_CommonData.yaml#/components/schemas/ResourceId'
        provisioningSessionType:
          $ref: 'TS26512_CommonData.yaml#/components/schemas/ProvisioningSessionType'
        StreamingAccess:
          type: object
          properties:
            mediaPlayerEntry:
              $ref: 'TS26512_CommonData.yaml#/components/schemas/Url'
        ClientConsumptionReportingConfiguration:
          type: object
          required:
            - serverAddresses
            - locationReporting
            - samplePercentage
          properties:
            reportingInterval:
              $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
            serverAddresses:
              $ref: '#/components/schemas/ServerAddresses'
            locationReporting:
              type: boolean
            samplePercentage:
              $ref: 'TS26512_CommonData.yaml#/components/schemas/Percentage'
        DynamicPolicyInvocationConfiguration:
          type: object
          required:
            - serverAddresses
            - validPolicyTemplateIds
            - sdfMethods
          properties: 
            serverAddresses:
              $ref: '#/components/schemas/ServerAddresses'
            validPolicyTemplateIds:
              type: array
              items: 
                $ref: 'TS26512_CommonData.yaml#/components/schemas/ResourceId'
              minItems: 0
            sdfMethods:
              type: array
              items:
                $ref: 'TS26512_CommonData.yaml#/components/schemas/SdfMethod'
              minItems: 0
            externalReferences:
              type: array
              items:
                type: string
              minItems: 1
        ClientMetricsReportingConfiguration:
          type: array
          items:
            type: object
            required:
            - serverAddresses
            - scheme
            - samplePercentage
            - urlFilters
            - metrics
            properties:
              serverAddresses:
                $ref: '#/components/schemas/ServerAddresses'
              scheme:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
              dataNetworkName:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
              reportingInterval:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
              samplePercentage:              
                $ref: 'TS26512_CommonData.yaml#/components/schemas/Percentage'
              urlFilters:
                type: array
                items:
                  type: string
                minItems: 0
              metrics:
                type: array
                items:
                  type: string
        NetworkAssistanceConfiguration:
          type: object
          required: 
            - serverAddress
          properties:
            serverAddress:
              $ref: 'TS26512_CommonData.yaml#/components/schemas/Url'
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