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	S4aI230002
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	Qualcomm incorporated
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E-mail Discussion: none 
Revisions: none
Presenter: Thomas Stockhammer
Online Discussion:
· Resubmission of contribution to SA4#121 Toulouse. Presentation focuses on changes since then.
· Richard: Good that this is being looked at. Hoping to look at this in more detail soon.
· Thomas: Originally from the emergency warning Use Case, but Thorsten suggested generalising to bootstrapping 5G Media Streaming.
· Julien: In the network-only scenario, is there another scenario where the network is outside the 5G System? Could allow a hybrid scenario with protocols outside the 5G System.
· Thomas: Similar to AF being outside the trusted domain. Maybe service handler could sit outside too. Generally, it doesn’t necessarily need to be trusted. Could be in user/application space.
· Fred: Problem space in interesting.
· Thomas: Would like to verify by reference implementation as part of the 5G-MAG Reference Tools initiative. (This effort is open to all.)
Decision: Note. More review requested.
S4aI230007 is noted.
This revision addresses the above comments as well as the comments from BBC provided here,

I still need to think more deeply about how your preferred Solution 1 might work in practice for a content provider such as ourselves. In particular, the proposal in clause 5.13.5.1 describes two different URLs and suggests that both might be used:
1. An entry point URL (step 2). For practical purposes, I think this needs to be in the content provider's domain in order to facilitate launching of the Media Service Application via an intent filter, e.g. from a shared link or from a web page link clicked by the user. A concrete example would be https://www.bbc.co.uk/sounds/play/m001g92h.
1. A bootstrapping URL (step 4) in a 3GPP-registered services domain in order to facilitate launching of the 3GPP Service Handler background service/application.
How these two URLs are used in steps 5 and 7 is not entirely obvious to me yet, but this seems critical to the operation of Solution 1. I will continue to think about this prior to our final MBS call of the year on Thursday afternoon.







====  CHANGE =====
[bookmark: _Toc114657562]1	Scope
The present document …
This Technical Report identifies and evaluates a set of potential improvements and extensions, referred to as key topics. The key topics are
-	Content Preparation
-	Traffic Identification
-	Additional / New transport protocols
-	Uplink media streaming
-	Background traffic
-	Content Aware Streaming
-	Network Event usage
-	Per-application-authorization
-	Support for encrypted and high-value content
-	Scalable distribution of unicast Live Services
-	Network Slicing Extensions for 5G Media Streaming
-	3GPP Service Handler and URLs
For each of the above key topics, the following objectives are identified:
1.	Document the above key topics in more detail, in particular how they relate to the 5GMS Architecture and protocols.
2.	Study collaboration scenarios between the 5G System and Application Provider for each of the key topics.
3.	Based on the 5GMS Architecture, develop one or more deployment architectures that address the key topics and the collaboration models.
4.	Map the key topics to basic functions and develop high-level call flows.
5.	Identify the issues that need to be solved.
6.	Provide candidate solutions (including call flows) for each of the identified issues.
7.	Coordinate work with other 3GPP groups e.g. SA2, SA3, SA5, and others as needed.
8.	Coordinate work with external organizations such as DASH-IF, CTA WAVE, ISO/IEC JTC29 WG3 (MPEG Systems), or IETF, as needed.
9.	Identify gaps and recommend potential normative work for stage-2 call flows and possibly stage-3.
=====  CHANGE =====
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=====  CHANGE =====
4	5G Media Streaming
The 5G Media Streaming architecture is defined in TS 26.501 [15].
Protocols and APIs are specified in TS 26.512 [16].
Profiles, codecs and formats are provided in TS 26.511 [96].
=====  CHANGE =====
[bookmark: _Toc61872327][bookmark: _Toc114657569]5.1	Introduction
This clause introduces several key topics related to 5G Media Streaming.
=====  CHANGE =====
[bookmark: _Toc114657732]5.10.2	Collaboration Scenarios
It is assumed that the content provider provides DRM protections for the content. However, beyond this different collaboration models between the content provider and 5G System operator/MNO exist.
As examples, the MNO provides infrastructure to the content service provider in order to support security related functions.
-	The service provider may want to provide scalable access to the content and in particular the key distribution. Hence it uses 5G Media streaming servers to support secure key distribution.
-	The streaming service provider wants to rule playback, for example to avoid that the situation whereby users can see the streamed content too early while at the same time, the streaming service provider does not want to delay the distribution artificially either and want to give the clients the ability to download the main content (without buffer underruns).
-	The service provider asks for fairness in the client, but the client cannot be trusted to act fairly. Hacked clients are possible. Clients may have DRM systems that the service providers will use.
-	The service provider asks for a watermarking solution from the MNO.
Encryption (as already defined in TS 26.511 [963]) and secure keys may be used for other purposes, for example for conditional access or DRM systems. In some cases, keys are also provided in hierarchically, depending on business rules, security levels and deployment scenarios.
In an extension of the above use case, the content is distributed via multiple operators network. In this case, the encryption may be done by the service provider and the service provider provides the keys to the MNO. In another case, the service is offered by the MNO and the MNO does encryption and key management.
Editor’s Note: Study collaboration scenarios between the 5G System and Application Provider for each of the key topics.
=====  CHANGE (NEW Clause - changes compared to S4-221322) =====
5.13	Key Issue #12: 3GPP Service Handler and URLs
5.13.1	Description
In many cases, media services are deployed on top of 3GPP systems, in particular the 5G System. In a typical architecture as shown in Figure 5.13.1-1, . In this case a media service is provided as an IP service on top of the 5G System and the media service. In addition, the media service is offered announced in a portal application, for example a portal web page, on social media, in a DVB-I service list [97] and so onor similar electronic service guides. The service is launched in the device by the portal application based on the URL to the media service entry point in the device.
[image: Graphical user interface
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Figure 5.13.1-1 Baseline Architecture – Third-party Service Over-the Top
In The Android App Linksmobile operating system allows using a URL to be used by one application to launch a specific other application on the same deviceUE [98]. App Link needs to be for a specific app and needs to be registered with theAn application wishing to handle certain URI prefixes does so by declaring a suitable intent filter in its application manifest (a so-called web URI intent declaration). Android App Links leverage HTTP URLs and association with a website. Users who don’t have the app installed go directly to content on your site.	Comment by Richard Bradbury: (Only applies to the third bullet below, so moved down.)
Android recognises three Ddifferent types of links exist:
-	Deep links are URIs of any scheme that take users directly to a specific part of youran application. To create deep links, add intent filters to drive users to the right activity in your app.
-	Web links are deep links that use the HTTP and HTTPS schemes.
NOTE:	 On Android 12 and higher, clicking a web link (that is not an Android App Link) always shows content in a web browser.
-	Android App Links, available on Android 6.0 (API level 23) and higher, are web links that use the HTTP and HTTPS schemes and contain the autoVerify attribute. This attribute allows yourthe application to designate itself as the default handler of a given type of link. Android App Links leverage HTTP URLs and association with a website. If no installed application has declared an intent for the trigger URL, the content at that URL is instead displayed in a web browser, from where the user may be invited to install the application.
iOS supports similar functionalities as Android App Links. Details are for future study.
A basic call flow is provided in Figure 5.13.1-2.


Figure 5.13.1-2 Baseline Call Flow – Third-party Service Over-the Top
The call flow is as follows:
1. The user installs the Portal Application.
2. The user installs the Media Service Application. The manifest of the Media Service Application declares an Intent filter for one or more media entry point URL prefixes.
3. The pPortal sService pProvider receives a media service entry point from the Media Service Provider.
4. A UE establishes a connection to the 5G System.
5. Through this connection (or by other means) the pPortal aApplicationnt receivesdiscovers the set of currently available media services and their entry point URLs.
6. The user selects a media service
7. The pPortal aApplication requests the media service entry point.
8. Once the entry point is received,Because the media service entry point URL matches one of the declared Intent filters for the Media Service Application, the operating system intercepts the request and instead launches the mMedia sService aApplication, is automatically launched using for example Android App linkpassing the URL as a parameter.
9. The Media sService aApplication now requests content from the mMedia sService pProvider.
5.13.2	Collaboration Scenarios and Deployment Architectures
3GPP has developed several specifications, whereby a third-party service to usemay use additional 5G System functionalities, either as supporting functions (e.g. 5GMS Media Session Handler and 5GMS AF) or as essential functions (e.g. delivery via MBMS for which an MBMS Client is needed). Such 5GS-defined Ffunctions may be on UE or in network, or both. This is shown in Figure 5.13.2-1.
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Figure 5.13.2-1 Architecture extended with 5GS functions
Examples include, but are not limited to:
· DASH/HLS Service + using MBMS User Services.
· DASH/HLS Service + using 5G Broadcast Services (i.e. MBMS Receive-Only Mode).
· DASH/HLS Service + using MBS User Services.
· DASH/HLS Service + using 5G Media Streaming functionalities.
· XR Service using 5G Edge Enablers.
The third-party service may be served/supported through a 5G system. In order to do so, a dedicated client function needs to be initialized in order to carry out specific functions, for example:
· MBMS cClient (UE) and BMSC (see TS 26.346 [54] and TS 26.347 [99]).
· MBS cClient (UE) and MBSF/MBSTF (see TS 23.247 [101], TS 26.501 [15], TS 26.512 [16]).
· 5GMS Media Session Handler (UE) and 5GMS AF (see TS 26.501 [15], TS 26.512 [16]):
· Consumption Reporting.
· Metrics Reporting.
· Dynamic Policies.
- 	5G Broadcast Receiver (UE).
- 	Edge-eEnablering cClient (UE) and Edge Application Server.
5.13.3	Mapping to 5G Media Streaming and High-Level Call Flows
Figure 5.13.3-1 provides the potential call flow for launching a dedicated 5G System function.



Figure 5.13.3-1 Call Flows to launch dedicated 5G System Ffunctionalities
The call flow is as follows:
1. The portal service provider receives a media service entry point from the Media Service Provider.
2. The media service provider establishes a provisioning session with the 5G System for the service.
3. A UE establishes a connection to the 5G System.
4. Through this connection (or by other means) the pPortal aApplicationnt receivesdiscovers the set of currently available media services and their entry point URLs.
5. The user selects a media service.
6. The pPortal aApplication requests the media service entry point.
7. Once the entry point is received, now by some magic, the device -centric dedicated 5GS UE function (e.g. 5GMS Media Session Handler, MBMS Client, MBS Client, etc.) is launched.
8. Once launched, the UE connects to the peer network functions (e.g. 5GMS AF, BM‑SC, MBSF, etc.) and establishes additional functionalitys.
9. By another magic, the mMedia sService aApplication is automatically launched.
10. The Media sService aApplication now requests content from the mMedia sService pProvider and is supported by the 5G System function launched in step 7.
In particular the magic execution in steps 7 and 9 have not been discussed in detail. Different implementation options may exist but may require changes to existing applications.
5.13.4	Potential open issues
5.13.4.1	Overview
As indicated in clause 5.13.3, the main open question in relation to the present document is now how the dedicated 5G functions (e.g. 5GMS Media Session Handler, MBMS Client, MBS Client, etc.) are launched. A few options are considered in the following.
-	Option 1:	 An API is created to the device function and the application initializes the function through these APIs – this is, for example, what TS 26.347 [99] assumes.
-	Problem: the application on the device needs to have specific provisioning to establish this function.
-	Unlikely to be broadly available.
-	Option 2:	 Using a non http-HTTP(S) URL as an Media Entry Point that resolves the link by specific handling.
-	This option is, for example, done for MBMS User services in TS 26.347 [99].
-	The URL contains sufficient information to access the service.
-	However, the problem here is that the URL is not automatically handled by the HLOSOperating System (e.g. Android) or browser.
-	Option 3:	 Using an http/https-HTTP(S) URL as an Entry Point that triggers some specific actions
-	This allows that the service canto be accessedactivated by the user simply "“clicking"”  it, or by attachingadvertising the linkit toin some portal-based user experience and on. F
-	If Android for example, sees a text message that has a HTTP URLs in SMS text messages are "clickable" in Android, it gets interactive.
-	Once you have executed this clickthe user has selected the link described by the URL, the service bootstraps by setting up the appropriate 3GPP functions and connects to the network.
In particular option 3 is attractive asbecause it is aligned with existing application development practices. The main issue is to consult a UE-resident URL handler/resolver that bootstraps the service URL and does all the appropriate actions, for example:
· eEnables the MBMS reception,
· sSets up a 5G mMedia sStreaming session (Media Session Handler – 5GMS AF) and so on.
· In one specific case at least, for the (MBMS Receive-Only Mode service), you want this needs to be done only on the deviceUE.
The basic idea is to specify 3GPP -defined httpHTTP URLs that initiate:
· Initiate Eexecution of this service boot strapping.
· W with a basic function on the deviceUE to support:
-	Initiating ssome pre-installed functions (likee.g. Receive-Only Mode operation).
-	To support lLaunching device functions.
-	Allow additional network functions to support the resolution of the service URL, for example go to a specific AF providing more service-related information and launching network functions.
Until now, 3GPP has been avoideding the detailed question on how to bootstrap 5G Media Streaming and has deferred such aspects to implementation, device pre-configuration, and so on. We understand that device pre-configuration such as OMA Device Management (DM) is no longer broadly in operation.
Hence, candidate solutions forIt is proposed to adding a 3GPP service handler in the UE and network for the purpose of 5GMS service launch are considered in the following clause, as shown in Figure 5.13.4-1.
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[bookmark: _Hlk118753093]Figure 5.13.4-1 Architecture with 3GPP Service Handler
Based on the Figure 5.13.4-1, different cases for apotential solutions exist:
Case 1:	 Network-only resolution:
-	Service URL is constructed, such that it is resolved in a dedicated 3GPP network function.
-	Service URL resolves to a network function that triggers some support function in network.
-	Network function returns media service entry point URL to the UEmedia service, for example in the form of an HTTP(S) redirection.
NOTE:	This network functionality resembles that of the DVB‑MABR Multicast rendezvous service when it is deployed in the network (see clause 6.1 of ETSI TS 103 769 [100].
-	Media sService aApplication is launched based on returned media entry point URL, for example using Android App Link functionality.
Case 2:	 Device-only resolution:
-	URL is constructed to include service, service parameters and media entry point URL.
-	In this case, the 3GPP service URL triggers the handling of the URL by:
-	Launching of the dedicated 5G System functions based on the URL parameters.
-	Launching of the mMedia sService provider aApplication using the the URL provided as part of the entry point URL.
Case 3:	 Device- +and Network-based resolution:
-	URL is constructed to include service information as well as possibly service parameters and media entry point URL.
-	In this case, the 3GPP service URL triggers the handling of the URL by:
-	Communicating with the network function to establish functions in the network (possibly getting additional service parameters and media entry point URL).
-	Launching of the dedicated 5G System functions based on the URL parameters in the UE.
-	Launching of the mMedia sService provider aApplication using the the URL provided as part of the entry point URL
All three solutions are valid and are discussed in more details in the remainder of this clause.
5.13.4.2	Network-only solution
In a simple way, if no handler is available for the media service entry point URL on devicethe UE, the URLit simply resolves to a 3GPP network function. This scenario is shown in Figure 5.13.4.2-1. The application provider’s media service entry point URL is directly handled in the UE.
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Figure 5.13.4.2-1 Architecture with 3GPP Service Handler in network only
Figure 5.13.4.2-2 provides the potential call flow for a network-only solution.



Figure 5.13.4.2-2 Call Flow with 3GPP Service Handler in network only
The call flow is as follows:
1. The pPortal sService pProvider receives a media service entry point from the Media Service Provider.
2. The mMedia sService pProvider establishes a provisioning session with the 5G System for the service.
3. A UE establishes a connection towith the 5G System.
4. Through this connection (or by other means) the pPortal aApplicationnt receivesdiscovers the set of currently available media services and their entry point URLs.
5. The user selects a media service.
6. The pPortal aApplication requests the media service entry point corresponding to the service selected in the previous step. goingThis points directly to the 3GPP Servoce Handler in the network.
7. The 3GPP sService hHandler in the network launches the relevant network function(s).
8. The 3GPP Service Handler in the network redirectsA redirection URL is provided to the portal point pointingthe Portal Application to the mMedia sService Application by returning a URL matching one of the declared intents of the Media Service Application.
9. The mMedia sService aApplication is automatically launched based on the URL
10. The Media sService aApplication now requests content from the mMedia sService pProvider and is supported by the 5G System function.
5.13.4.3	UE-only launch
In a second case, the URL is resolved inby a 3GPP Service Handler function in the UE. This scenario is shown in Figure 5.13.4.3-1. The application provider URL is directly handled in the UE.
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Figure 5.13.4.3-1 Architecture with 3GPP Service Handler in UE for launch
Figure 5.13.4.3-2 provides the potential call flow for a UE-centric solution.


	Comment by Richard Bradbury: (Network-sde service handler can be hidden.)
Figure 5.13.4.3-2 Call Flow with launch using UE-based 3GPP Service Handler with U-centric launch
The call flow is as follows:
1. The pPortal sService pProvider receives a media service entry point from the Media Service Provider.
2. The mMedia sService pProvider establishes a provisioning session with the 5G System for the service.
3. A UE establishes a connection to the 5G System.
4. Through this connection (or by other means) the pPortal aApplictionant receivesdiscovers the set of currently available media services and their entry point URLs.
5. The user selects a media service.
6. The pPortal aApplication requests the media service entry point URL, goingwhich points to the localUE-based 3GPP sService hHandler.
7. The sService hHandler in the UE launches the relevant dedicated 5GS UE functions (e.g. MBMS Client, MBS Client).
8. The dedicated 5GS UE fFunctions (e.g. MBMS Client, MBS Client) may collect information received over the network.
9. The 3GPP service Service Handler also launches the Media Service Application on the devicesUE using the URL for the media service in the way described in clause 5.13.1, for example through Android app links.	Comment by Richard Bradbury: How?	Comment by Richard Bradbury: In DVB-NIP, the Multicast rendezvous service function is co-located with the Multicast gateway function in the terminal device, but it still issues an HTTP redirect.
Something similar could be achieved here by smuggling the content provider’s URL in the 	Comment by Thomas Stockhammer: Yes, this is my understanding that the URL to the service is included in eth original URL.
10. An iInter-process communication is established between theacross Media Service Application, 3GPP Service Handler on the UE and the dDedicated 5GS UE fFunction is established(e.g. MBMS Client or MBS Client).
11. The mMedia sService pProvider sends datacontent through the 5GS dedicated network function directly to the Dedicated 5GS UE network fFunction (e.g. MBMS Client or MBS Client) via the Dedicated 5GS Network Function (e.g. BM‑SC or MBSTF).
12. The Media sService aApplication now requests content from the dDedicated 5GS UE fFunctions (e.g. MBMS Client or MBS Client.
5.13.4.4	Combined UE-network solution
In a second third case, the URL is resolved in a 3GPP Service Handler function in distributed between the UE and the network in a combined manner. This scenario is shown in Figure 5.13.4.4-1. The application provider URL is directly handled in the UE, but additional service parameters may be obtained from the network.
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Figure 5.13.4.4-1 Architecture with 3GPP Service Handler combined in network and UE
Figure 5.13.4.4-2 provides the potential call flow for a combined solution.



Figure 5.13.4.4-2 Call Flow with 3GPP Service Handler with combined solution
The call flow is as follows:
1. The portal service provider receives a media service entry point from the Media Service Provider.
2. The mMedia sService pProvider establishes a provisioning session with the 5G System for the service.
3. A UE establishes a connection to the 5G System.
4. Through this connection (or by other means) the pPortal aApplicationnt receivesdiscovers the set of currently available media services and their entry point URLs.
5. The user selects a media service.
6. The pPortal aApplication requests the service entry point for the selected service, which pointsgoing to the local 3GPP service handler.
7. The UE-based 3GPP sService hHandler in the UE launches the relevant dedicated 5GS UE functions and possiblymay collects additional service functionsparameters from the 5G networkits peer network-based 3GPP Service Handler.	Comment by Richard Bradbury [2]: Launch happens in the next step.
8. The UE-based 3GPP sService hHandler launches the dDedicated 5GS UE fFunctions in the UE (e.g. 5GMS Media Session Handler, MBMS Client, MBS Client, etc.). Launch can for example happen by implementing the defined APIs of the UE function, for example those for the MBMS client in TS 26.347. If these APIs do not exist, then the the Service Handler and the 5GS UE function may be considered "one" functional block.	Comment by Richard Bradbury [2]: How is this launched?
Does this use a URL-based intent or something else?
9. The dDedicated 5GS UE fFunctions may collect information received over the networkfrom its peer Dedicated 5GS Network Function (e.g. 5GMS AS, BM-SC, MBSF, etc.).
10. The UE-based 3GPP sService Handler also launches the Media Service Application on the devicesUE.
11. An inter-process communication across Media Service Application, 3GPP Service Handler on the UE and the dedicated 5GS UE function is established.
12. The Media sService aApplication now requests content from the dedicated 5G UE functionsMedia Service Provider using the URL for the media service in the way described in clause 5.13.1, for example through Android app links, or by using the APIs defined by the Media Service Application to hand over the media URL.	Comment by Richard Bradbury [3]: By what mechanism? Another URL-based intent?
5.13.5	Candidate Solutions – 3GPP Service and URL Hhandler
5.13.5.1	Solution 1: 3GPP Service and HTTP- URL Hhandler
In order to address the cases in clause 5.13.4, it is proposed to:
[bookmark: _Hlk118753160]- 	Create a URLRegister an Internet domain name for 3GPP Sservices as part of 3GPP specifications such that they can be referenced under a controlled URL, e.g. http://3gpp-services.3gpp.orgcom and https://services.3gpp.org.	Comment by Richard Bradbury: How about services.3gpp.org?
This may be easier/cheaper to register in DNS since it is a subdomain of the existing 3GPP domain.
- 	Verify ownership of the domain through one of the Android website association methods.
- 	Create a web site/redirection mechanism in case the application is not available on the device.
- 	The URL itself needs to be sufficiently unambiguous to be constructed in order to resolve to the main service and may include the URL to the main service as well.	Comment by Richard Bradbury [3]: What does this mean?	Comment by Thomas Stockhammer: Tried to resolve
-	Install or createSpecify an application that realises the UE-based 3GPP Service Handler which includesdeclares an intent- filter so that the application to acts as the default app for the handler for the 3GPPP Services domain name registered above. The intent filter includes the following declarations:
-	The DEFAULT category: to allow yourthe application to respond to implicit intents. 
-	The BROWSABLE category: required in order for the intent filter to be invoked accessible from a web browser. Without it, when clicking a link in a browser cannot route users to your app.
-	The <data> tags must includinge the android:scheme attribute for both HTTP and HTTPS.
-	A <data> tag including anthe android:host attribute with the registered 3GPP Services domain.
-	Verify ownership details see here.
An example intent filter is provided below:
	<intent-filter android:autoVerify="”true"”>
    <action android:name=”"android.intent.action.VIEW"” />
    <category android:name=”"android.intent.category.DEFAULT"” />
    <category android:name=”"android.intent.category.BROWSABLE"” />

    <data android:scheme=”"http"” />
    <data android:scheme=”"https"” />

    <data android:host=“"services.3gpp-services.comservices.3gpp.org.org"” />
</intent-filter>



Based on this setup, the following set of actions and calls happen:
1.	DeviceUE may install a background "helper" application (the 3GPP Service Handler) that is deep-linked to an Android app addressing 3GPP services (i.e. the 3GPP Service and URL handler) with an intent filter that declares an interest in the 3GPP Services domain.
2. 	Media Application pProvider has a service with an entry point URL.
3.	Media Application pProvider negotiates all service parameters with the 5G Sytem (provisioning).
4.	Media Application pProvider creates a bootstrapping URL (much like a landing page URL).
-	http://3gpp-services.comservices.3gpp.org/<service parameters>/<URL to application service>
5.	Media Application pprovides :
-	Only the 3GPP Service URL to a pPortal Service pProvider, search engine, etc., if the service requires the 3GPPgpp- service launch.
-	Both URLs, i.e. the one to the OTT service and the 3GPP service, if the 3GPP service is only an enhancement to kick offlaunch the third-party service.	Comment by Richard Bradbury: What does this mean?	Comment by Thomas Stockhammer: Tried to resolve
6.	Portal applicationService pProvider provides these URLs to the Portal Application running on UE, e.g. as part of a script, web page or another application.
7.	On being executedWhen the URL is selected in the Portal Application, the background 3GPP sService hHandler application starts up in the background and :	Comment by Richard Bradbury: CHECK!
Is this what you mean?
-	Uses the service parameters to establish the 3GPPgpp service in the background (if appropriate or available) and potentially connects to the network.
-	Uses the URL to the application service and kicks offlaunches the application service.
8.	If the 3GPP Service Handler applicatiom is not installed:, 
- 	aA network service is called and runs the service URL resolution. In the simplest case, this resolution redirects to the application media service or	Comment by Richard Bradbury: Unclear what the application service is in this context.
Do you mean the application service available via over-the-top unicast, rendered in a web browser?
- 	or a 404 is returned by the Operating System and the pPortal aApplication either terminates the service or uses the alternate over-the-top entry point. 
5.13.5.2	Solution 2: Extended Media Service Application URL 
In this case the media service URL is extended with query or other type of parameters (or similar) to launchof interest to the 3GPP Service Handler. However, tThis requires that the mMedia sService aApplication to understand that it requires/benefits from a 3GPP service and requires it to launches the 3GPP sService Handler application. The Media Service Application needs to be specifically built for this, adding for example intent filters.
http://<URL to applicationmedia service application host and path>/?3GPP-service=<service parameters  or URL>	Comment by Richard Bradbury: e.g. https://www.bbc.co.uk/sounds/play/m001g92h	Comment by Thomas Stockhammer: ok	Comment by Richard Bradbury: This query parameter could itself be another full URL that can be invoked by the Media Service Application in order to launch eh 3GPP Service Handler application via its intent	Comment by Thomas Stockhammer: ok
5.13.5.3	Solution 3: Dedicated URL and DNS Resolution 
In another option, at least the first option may be addressed with a DNS resolution. In this case
1) A common 3gpp: URL scheme automatically launches a 3GPP resolver.
2) The 3GPP resolver will usinguses DNS service resolution to request SRV records.
3) The resolution will provides all required service parameters.
4) In case of rReceive-oOnly Mode operation, DNS service resolution may happen within terminalthe UE based on existing pre-configuration.
5) Alternative or new record types may be defined.
- 	URI DNS record may be suitable for this use case.
mbs://netflux.com/series8 => mbs  URI-DNS => dnsDNS query URI dns://netflux.com
An example URI DNS record is provided as follows:
_mbs-rom._tcp IN URI   10 1 "http://www.example.com/path/service-announcement"
Figure 5.13.5.3-1 provides a service architecture with DNS functionality.
The problem with such an approach is that the URL is not http and hence is not Android supported to be automatically executed. A dedicated DNS query would have to be implemented.
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Figure 5.13.5.3-1 Service architecture with DNS functionality
The problem with such an approach is that the URL does not use the HTTP scheme and hence is not supported by the Android intent filter mechanism. A dedicated DNS query would have to be implemented.
5.13.5.4	Assessment of solutionsBenefits and Open Issues
In particular Solution 1, creatingregistering a 3GPP Service domain for use in URLs as described in clause 5.3.5.1, has multiple benefits, at least in comparison with the other candidate solutions:
- 	URL is clickable, and can for example be added to web pages, text messages and so on. This is not the case for solution 3.
- 	If service is not found, this can be returned to portal and alternative URL may be used.
-	Can be applied for any third-party application and does not require any changes to app. This is not the case for solution 2.
-	Is likely extensible also to iOS to install a similar function on the device.
-	Service can be launched including Interprocess Communication (IPC). Not the case for solution 2 and 3.
5.13.5.5	Open issues
A few open issues still exist, but may be left to implementation:
-	UIt is unclear if thisthe 3GPP Service Handler application can be launched as a background service on common UE Operating Systems.
-	How could this be donemodel work for webRTC-based services?
-	Does the service scale properly?
-	What are security/authorization aspects?
-	What would it mean ifare the implications of every MNO would runrunning its own 3GPP Service Handler as a background service?
-	Can such a 3GPP Service hHandler be pre-installed on a device by the UE vendor as a common Operating System function?
-	API communication between 3GPP sService Handler and third party-application may not be not established.	Comment by Richard Bradbury: What does this mean?
-	How can you stop/start/monitor the life-cycle of the 3GPP sService Handler background application managed and monitored?
5.13.6	Specific case: MBMS-ROM Service + CMAS-based launch of service
In this case, an Emergency Service Provider also wants to distribute the Emergency Alerts through LTE-based 5G Broadcast. This is for example relevant in at least two cases:
1.	UE consumes service from broadcast network and hence is camped toon the LTE-based 5G Broadcast ROM service and therefore receives the SIB messages from thisthe MBMS ROM system.
2.	MNO PLMN is not accessible and therefore the UE camps toon the broadcast network asbecause it is the only available system, for example in disaster situations during which the mobile network is not up and running, or in remote coverage areas.
In addition, an Emergency Media Broadcast Service may be provided. Assume the setup documented in Figure 5.13.6‑1.
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Figure 5.13.6-1 Potential Architecture for Emergency Warning through 5G Broadcast with pointers to media services
Using the principles fromof sSolution 1,
- 	Define a URL for 3GPP Sservices as part of 3GPP specifications, e.g. 3gpp-services.comservices.3gpp.org
-	Define a service sub-domain mbms
-	Add the relevant parameters from mbms-URL as defined in TS 26.347, clause 8.4 to the URL
-	In operation,
-	install a background app that handles the URL.
-	Emergency media application provider has a service and wants to provide it through MBMS.
-	The 3GPP System provides a URL to the Emergency service provider with all relevant parameter
-	http://3gpp-services.com/mbms/<service parameters>/<URL to application service>
-	The Emergency media application service provider provides to the CMAS provider.
-	Only the 3GPP MBMS Service URL, if the service is only available over MBMS.
-	Both URLs, the unicast and the 3GPP service URL, if the 3GPP service is available on both.
-	The emergency service provider adds the URLs to a CMAS message as a textual description.
-	The user reads the message and clicks on the 3GPP Service URL.
-	The click deep-links to the 3GPP Service app and the service app.
-	identifies MBMS and launches the MBMS client.
-	Identifies the third-party entry point and launches the URL.
Figure 5.13.6-2 provides the architecture and messages exchanged for the above use cases.
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Figure 5.13.6-2 Architecture and messages to CMAS-based service launch
The following call flow and actions happen.
1. User gets emergency notifications, click on “registered” URL.
2. Android system sends the URL to the service handler (background app).
3. The service handler does two things:
3a: Start the middleware based on part of the URL (e.g. frequency, TMGI).
3b: Start the application and send a URL.
4. The “UE Service Handler” serves as an HTTP proxy for the Application#2.
4a. Gets files from the MW.
4b. Serves files to Media app.
In this case, it may not be necessary that the URL includes the application service entry point, but the entry point is included in a service announcement file related to the 5G UE functions. As an example, the service entry point is part of the MBMS User Service Description.
5.13.7	Conclusion
Until now, 3GPP specifications for 5G Media Streaming have been avoiding addressing the detailed question on how to bootstrap 3GPP defined UE and network functions such as the Media Session Handler or the MBMS/MBS client. This was deferred to implementation, device pre-configuration, and so on. However, the lack of having a specification around this topic is hindering adoption of 5GS-supported media services as apps may have to be modified in order to support such services..
3GPP defines the ability to use DNS Resolution and non-http URL handling. However, handling non-3GPP URLs in common devices is not very commonbroadly supported by commonly available high-level UE Operating Systems and. An httpHTTP-based URL handling is preferred. Based on these discussionsthis study a solution following solution 1, namely creating an httpHTTP(S) URL that is 3gpp verified3GPP-owned, is beneficial.
Based on this discussion, it is proposed to:
· Extend 5G Media Streaming Architecture to add a 3GPP Service and URL Handler in the UE and the network according to Figure 5.13.4-1.
· Address provisioning, message exchange and call flows in order to support different use cases, namely the case for which the URL is resolved in the network, the URL is resolved in the UE, and the case for which the URL is resolved in a combination of network and UE as discussed in clause 5.13.4.
· Provide a concrete URL for 3GPP services and Create a URL for 3GPP Services as part of 3GPP specifications, e.g. 3gpp-services.comservices.3gpp.org, and make sure that this can be used in the context of 3GPP-based services, namely:	Comment by Richard Bradbury: Suggest services.3gpp.org.
- 	Verify ownership of the domain through one of the Android website association methods.
- 	Create a suitable web site/ redirection mechanism in case the application is not available on the device.
- 	The URL itself needs to be sufficiently unambiguous to resolve to the main service and may include the URL to the main service as well.
· Address instantiations for a service URL at least for MBMS cClient, MBS cClient as well for Media Session Handler in 5G Media Streaming, including ROM services.
· Investigate and study the application of 3GPP Sservices and URL Hhandlinger beyond 5G Media Streaming.
=====  CHANGE (NEW Clause - changes compared to S4-221322) =====
6.13	3GPP Service Handler and URLs
Until now, 3GPP specifications for 5G Media Streaming have been avoiding addressing the detailed question on how to bootstrap 3GPP defined UE and network functions such as the Media Session Handler or the MBMS/MBS client. This was deferred to implementation, device pre-configuration, and so on. However, the lack of having a specification around this topic is hindering adoption of 5GS supported media services as apps may have to be modified in order to support such services.
Based on these discussions a solution is proposed to create a set of specification extensions:
· Extend 5G Media Streaming Architecture to add a 3GPP Service and URL Handler in the UE and the network according to Figure 5.13.4-1.
· Address provisioning, message exchange and call flows in order to support different use cases, namely the case for which the URL is resolved in the network, the URL is resolved in the UE, and the case for which the URL is resolved in a combination of network and UE as discussed in clause 5.13.4.
· Provide a concrete URL for 3GPP services and Create a URL for 3GPP Services as part of 3GPP specifications, e.g. 3gpp-services.comservices.3gpp.org, and make sure that this can be used in the context of 3GPP-based services, namely.
- 	Verify ownership of the domain through one of the Android website association methods.
- 	Create a web site/redirection mechanism in case the application is not available on the device.
- 	The URL itself needs to be sufficiently unambiguous to resolve to the main service and may include the URL to the main service as well.
· Address instantiations for a service URL at least for MBMS client, MBS client as well for Media Session Handler in 5G Media Streaming, including ROM services.
· Investigate and study the application of 3GPP Services and URL Handler beyond 5G Media Streaming.
=====  CHANGE =====
[bookmark: _Toc114657785]7	Recommendations
5G Media Streaming provides significant opportunities to integrate operator and third-party media streaming services into 5G Systems. The report provides at set of considered extensions to 5G Media Streaming as defined in TS 26.501, as well as the format and protocol specifications in TS 26.511 and TS 26.512, respectively. Advances in 5G System technologies, external enhancement and developments in other SDOs such as IETF, DASH-IF or MPEG, as well as initial experiences from deployments have led to a set of conclusions in clause 6.
Based on the details in the report, the following next steps are proposed.
1.	Initiate stage 2 and stage 3 work on Network Event usage based on the conclusions in clause 6.8. Note that this is already addressed in TS 26.531 [94] and TS 26.532 [95], respectively.
2.	Provide relevant extensions to the 5G Media Streaming architecture based on the conclusions in clause 6. Candidates for these extensions are:
a)	Content preparation deployment scenarios and associated call flows in Stage 2 according to clause 6.2.
b)	Inclusion of collaboration scenarios and associated call flows in Stage 2 for uplink media streaming according to clause 6.5.
c)	Inclusion and extensions of procedures and call flows for end-to-end low latency live streaming based on the conclusions in clause 6.11.
d)	Architecture to add 3GPP Service handler and URLs including architecture extensions and call flows based on the conclusions in clause 6.13.
[bookmark: OLE_LINK3]3.	Provide relevant extensions to 5G Media Streaming protocols and formats based on the conclusions in clause 6. Candidates for these extensions are:
a)	Stage-3 follow-up work from 5G Media Streaming architecture extensions referred to above based on conclusions in clauses 6.2, 6.5, or 6.11.
b)	Extensions to 5GMS protocols to support traffic identification based on the conclusions in clause 6.3.
c)	Addition of HTTP/3 to the 5GMS protocols as an optional alternative based on the conclusions in clause 6.4.
d)	Addition of necessary parameter extensions to the M1, M5, and M6 reference points to provide access to Background Data Transfer based on the conclusions in clause 6.6.	Comment by Richard Bradbury (2022-02-23): CHECK!
Clause 6.5 is about uplink media streaming.
Is this a mistake?
e)	Specification of the usage of Oauth 2.0 (according to the SA3 guidelines) for 5GMS protocols based on the conclusions in clause 6.9.
f)	Specifications for the 3GPP Service Handler and URL including the necessary functions on UE and device to support automatic launch of 5G System services in the context of 5G Media Streaming based on the conclusions in clause 6.13.
4.	Continue the study of additional extensions to 5G Media Streaming. Potential candidate topics based on this Technical Report are:
a)	Content-aware streaming based on the initial considerations in clause 5.7.
b)	Study even lower-latency streaming technologies based on the use cases and considerations of the DASH-IF WebRTC streaming report [94].
c)	Distribution of encrypted and high-value content based on the considerations in clause 5.10.
d)	Network slicing extensions for 5G mMedia sStreaming based on the conclusions in clause 6.12.
All work topics will benefit from continuously checking relevance and support across 3GPP members. In addition, close coordination with other groups in 3GPP on 5G System and radio-related matters, edge computing, applications, operational management and security as well, in communication with experts in MPEG, DASH-IF, CTA WAVE on DASH, HLS and CMAF, as well as with IETF on new protocols.
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