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	1st Change



[bookmark: _Toc143758551]8.52.2	Metadata Formats
[bookmark: _Toc132968723][bookmark: _Toc143758552]8.52.2.1	General 
In the “3gpp-sr” data channel sub-protocol, the message content depends on the type of the message. The data channel sub-protocol is defined in clause X8.4.2.
Message types shall be unique identifiers in the URN format. This clause defines a set of message types and their formats. The messages are derived from the OpenXR API to ensure smooth operation with AR devices that support OpenXR. In case other XR APIs are used, mapping the message payload to the appropriate XR API structures shall be performed by the split rendering client.
Editor’s Note: This following sections will potentially reference the corresponding formats in 26.119.
[bookmark: _Toc132968724][bookmark: _Toc143758553]8.52.2.2	Pose Format
The split rendering client on the XR device periodically transmits a set of pose predictions to the split rendering server. The type of the message shall be set to “urn:3gpp:split-rendering:v1:pose”.
Each predicted pose shall contain the associated predicted display time and an identifier of the XR space that was used for that pose. 
Depending on the view configuration of the XR session, there could be different pose information for each view. 
The payload of the message shall be as follows:
Table 8.5.2.2-1 - Pose Prediction Format
	Name
	Type
	Cardinality
	Description

	poseInfo
	Object
	1..n
	An array of pose information objects, each corresponding to a target display time and XR space. 

	  displayTime
	number
	1..1
	The time for which the current view poses are predicted.

	  xrSpace
	number
	0..1
	An identifier for the XR space in which the view poses are expressed. The set of XR spaces are agreed on between the split rendering client and the split rendering server at the setup of the split rendering session.
The set of XR spaces is negotiated as part of the split rendering configuration as defined in clause 8.4.2.2.

	  estimatedAtTime (ref. T1)
	number
	0..1
	The time when the pose estimation was made.

	  viewPoses
	Object
	0..n
	An array that provides a list of the poses associated with every view. The number of views is determined during the split rendering session setup between the split rendering client and server, depending on the view configuration of the XR session.

	     pose
	Object
	1..1
	An object that carries the pose information for a particular view.

	        orientation
	Object
	1..1
	Represents the orientation of the view pose as a quaternion based on the reference XR space.

	             x
	number
	1..1
	Provides the x coordinate of the quaternion.

	             y
	number
	1..1
	Provides the y coordinate of the quaternion.

	             z
	number
	1..1
	Provides the z coordinate of the quaternion.

	             w
	number
	1..1
	Provides the w coordinate of the quaternion.

	        position
	Object
	0..1
	Represents the location in 3D space of the pose based on the reference XR space.
For eye gaze poses, the position is not required.

	             x
	number
	1..1
	Provides the x coordinate of the position vector.

	             y
	number
	1..1
	Provides the y coordinate of the position vector.

	             z
	number
	1..1
	Provides the z coordinate of the position vector.

	     confidence
	number
	0..1
	This optional parameter provides a confidence score that reflects the probability for this pose prediction to be correct. For the current pose or a pose in the past, the confidence value would be 1. The confidence can take a value between 0 and 1.
If not provided by the XR runtime, this field may be estimated by the SRC or omitted. 

	     fov
	Object
	1..1
	Indicates the four sides of the field of view used for the projection of the corresponding XR view.

	        angleLeft
	number
	1..1
	The angle of the left side of the field of view. For a symmetric field of view this value is negative.

	        angleRight
	number
	1..1
	The angle of the right side of the field of view.

	        angleUp
	number
	1..1
	The angle of the top part of the field of view.

	        angleDown
	number
	1..1
	The angle of the bottom part of the field of view. For a symmetric field of view this value is negative.




	END of 1st Change



	2nd Change



[bookmark: _Toc143758555]8.42.23	Metadata Data Channel Message Format
For the carriage of metadata defined in clause 8.2, such as pose and action information, the SRS and SRC shall use the WebRTC data channel. The data channel sub-protocol shall be identified as “3gpp-sr-metadata”, which shall be included in the dcmap attribute of the SDP. 
The transmission order for the data channel shall be set to in-order and the transmission reliability shall be set to reliable.
The split rendering metadata message format shall be set to text-based and the messages shall be UTF-8 encoded JSON messages.
A data channel message may carry one or more split rendering messages as defined in Table 8.42.23-1.

Table 8.42.23-1 Split Rendering Metadata Messages Format
	Name
	Type
	Cardinality
	Description

	messages
	Array(Message)
	1..n
	A list of split rendering metadata messages. Each message shall be formatted according to the Message data type as defined in Table 



Each split rendering message shall follow the format specified in Table 8.2.3-2.
Table 8.42.23-2 Split Rendering Metadata Message Data Type
	Name
	Type
	Cardinality
	Description

	id
	string
	1..1
	An unique identifier of the message in the scope of the data channel session.

	type
	string
	1..1
	A urn that identifies the message type. 

	message
	object
	1..1
	The message content depends on the message type.

	sendingAtTime (ref. T1’)
	number
	0..1
	The time when the split rendering metadata message is transmitted from the split rendering client to the split rendering server.





	END of 2nd Change






