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	Use one of the following categories:
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D  (editorial modification)
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	Reason for change:
	

	
	

	Summary of change:
	1. Change origin spec to 16.0.0
2. Definition of the SdfMethod type (clause 11.2.3.1).
3. Clause 5.2: Proposal for Uplink API list
4. Clause 11.5.3.1: Making serviceDataFlowDescriptions in the Dynamic Policy Instance resource an array.
5. Clause 11.2.2: Add some text around the saiSubresource 
6. Suggestion for a nomenclator “C: RW, R: RW, U: RW” (Clause 6.4.1)
7. Making mediaPlayerEntry Optional in Service Access Information (11.2.3.1). When content hosting is provided by external ASes, the media player entry may be provided differently.
8. [bookmark: _GoBack]Array annotation to 1..1 (mandatory array property) and 0..1 (optional array property). When the array is limited in size, this should be described in the text (and the yaml). There are several arrays defined as “0..1” or “1..1”. Are these limited in size?
9. Fill missing Introduction Sections.
10. Removing empty rows in 7.9.3.1
11. Alignment of Dynamic Policy URL (11.5.2.1)
12. Alignment of Network Assistance URL (11.6.2) 
13. Correction of Resource Creation: Consistency provide Location response header.
14. New Note in Clause 16.1

Still open items:
· Support for different permissions
· Usage of Oath Grant Types, e.g. Client Credentials or Authorization Code for M1.
· Clause 16 is about “Usage of 5GC interfaces and APIs”, but 26.501 supports also EPC. Further, FS_5GMSA-Multicast wants to interwork with LTE BC as well. 
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