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NEXT CHANGE
4.5.3	MBS User Service parameters
This entity models an MBS User Service, as provisioned by the MBS Application Provider and as managed by the MBSF. The baseline parameters of an MBS User Service are listed in table 4.5.3‑1 below:
Table 4.5.3‑1: Baseline parameters of MBS User Service entity
	Parameter
	Cardinality
	Assigner
	Description

	User Service Identifier
	1..1
	MBSF
	A unique identifier for this MBS User Service in the MBSF.

	External service identifiers
	1..*
	MBS Application Provider
	A unique identifier for this MBS User Service that is also present in the MBS User Service Announcement.
If assigned in a globally unique manner, this identifier may be useful in correlating this MBS User Service with the same service delivered by a different system.

	Service type
	1,,1
	
	Indicates whether this MBS User Service is distributed via Multicast MBS Session(s) or Broadcast MBS Session(s)

	Service class
	1..1
	
	The class of this MBS User Service, expressed as a term identifier from athe OMNA BCAST Service Class controlled vocabulary [16], e.g. urn:oma:bcast:oma_bsc:st:1.0.

	Service announcement modes
	1..*
	
	Determines whether the MBS User Service Announcement compiled by the MBSF is advertised to the MBSF Client at reference point MBS‑5 and/or advertised to the MBSF Client via the MBS Distribution Session and/or passed back to the MBS Application Provider via reference point Nmb10.

	Service names
	1..*
	
	A set of distinguishing names for this MBS User Service, one per language.

	Service descriptions
	1..*
	
	A set of descriptions of this MBS User Service, one per language.

	Service language
	0..1
	
	The main language of this MBS User Service.



MBS User Data Ingest Sessions (see clause 4.5.5) are separately provisioned within the scope of an MBS User Service. It is valid for an MBS User Service to have no MBS User Data Ingest Sessions currently provisioned.
[An MBS Consumption Reporting Configuration (see clause 4.5.4 below) may be separately provisioned within the scope of an MBS User Service.]
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