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	There are a few areas in TS 26.531 where corrections and additions are necessary, to more properly meet the assumptions and objectives of EVEX stage 2 with regards to UE data collection, reporting and exposure functionality.

	
	

	Summary of change:
	· Clauses 4.2 and 4.5.2:
· Control of event exposure control in the case of conflict between ASP-defined provisioning rules as conveyed in Data Access Profile and event subscription information should not always defer to the ASP provisioning rules when these are more restrictive than that requested by the subscribing event consumer. This especially applies to event exposure of UE data pertaining to 3GPP-defined reporting domains where the event consumer is the NWDAF.
· New clause 4.5.x proposing the methodology for arbitrating conflicts between rules and states of provisioning, preconfiguration and subscription mechanisms associated with UE data collection, reporting and event exposure.
· Clauses 4.3 and 4.6.3:
· Beside indicating what data is to be collected (i.e., set of paramters) being conveyed in the provisioning information issued by the ASP at reference point R1, it should be possible for the configuration to contain other information such as how that data should be collected (by format, time, location and possibly other criteria) and/or how the collected data should be reported by the data collection client to the Data Collection AF (e.g., how frequently, means of aggregation, by sample percentage). Doing so would match the provisioning functionality, for example, as defined in TS 26.501 and TS 26.512 regarding 3GP-DASH QoE metrics collection and reporting rules to be followed by the 5GMSd Client in the logging and reporting of QoE metrics to the 5GMSd AF.
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[bookmark: _Toc26271231][bookmark: _Toc36234901][bookmark: _Toc36234972][bookmark: _Toc36235044][bookmark: _Toc36235116][bookmark: _Toc41632786][bookmark: _Toc51790664][bookmark: _Toc61546974][bookmark: _Toc75606621]FIRST CHANGE
[bookmark: _Toc114658028]4.2	Functional entities for data collection and reporting
(SNIPPED)
The set of UE data to be collected and exposed by the Data Collection AF is determined by the intersection[footnoteRef:2] between its provisioning state provided at R1 and the current set of subscriptions. This is reflected in the data collection and reporting configuration exposed at reference points R2, R3 and R4, and the subscription-driven event notifications sent to consumer entities such as the NWDAF or Event Consumer AF of an Application Service Provider over reference points R5 and R6. The Data Collection AF is responsible for ensuring that access to UE data is controlled according to the rules indicated in its provisioning state. Specific rules that govern the arbitration of potential conflicts between provisioning and subscription information are descibed in clause 4.5.x. [2: ] 

(SNIPPED)
NEXT CHANGE
[bookmark: _Toc114658029]4.3	Reference points for data collection and reporting
The purposes of the reference points in the functional architecture defined in clause 4.2 above are as follows:
-	R1 supports the following interactions between a Provisioning AF in the Application Service Provider and the Data Collection AF:
-	Used by the Application Service Provider to provision data collection and reporting in a Data Collection AF instance by means of the Ndcaf_DataReportingProvisioning service defined in clause 4.4 of the present document (or else the equivalent service exposed by the NEF if the two functions are deployed in different trust domains). The provisioning information specifies what data is to be collected, and additionally may specify how that data should be collected (e.g., by format, time and location) and/or how that data should be reported (e.g., by frequency, means of data aggregation, sample percentage) by data collection clients, how it is to be processed by the Data Collection AF and how it is to be exposed to event notification subscribers. A generic provisioning envelope for data collection and reporting is defined in clause 4.6 of the present document, but this is expected to be extended by individual reporting domains.
-	R2 supports the following interactions between the Direct Data Collection Client in the UE and the Data Collection AF:
-	Used by a Direct Data Collection Client instance to obtain its data collection and reporting configuration from the corresponding Data Collection AF instance by means of the Ndcaf_DataReporting service defined in clause 4.4 of the present document. A generic data collection and reporting configuration envelope is defined in clause 4.6.3 of the present document, but details of the configuration are specific to individual reporting domains and are specified elsewhere.
-	Subsequently used by the Direct Data Collection Client to send reports to its Data Collection AF instance by means of the Ndcaf_DataReporting service defined in clause 4.4 of the present document. A generic data reporting envelope is defined in clause 4.6.4 of the present document, but details of the reporting by format and other rules (e.g., by dimensions of time, location and sample percentage) are specific to individual reporting domains and are specified elsewhere.
NOTE 1:	This method of reporting corresponds to the direct data collection procedure defined in clause 6.2.8 of TS 23.288 [4].
(SNIPPED)
NEXT CHANGE
4.5.2	Data exposure restriction model
The Provisioning AF restricts the exposure of UE data over reference points R5 and R6 by configuring a set of Data Access Profiles for each Event ID to be exposed. A Data Access Profile specifies a set of data processing operations that need to be performed by the Data Collection AF on the collected UE data in order to synthesize the event data that will be exposed to the NWDAF and/or Event Consumer AF.
NOTE:	The handling of data processing rules specified in an instance of Data Access Profile by the Data Collection Client regarding permitted event data exposure to the NWDAF and/or Event Consumer AF shall be in accordance to the procedures described below in clause 4.5.x, in case of conflicts (and corresponding resolution) between ASP-defined provisioning rules and NWDAF-specified event subscription rules with regards to event exposure to consumer entities.
(SNIPPED)
4.5.x	Arbitration of conflicts between rules and states associated with provisioning, preconfiguration and subscription
In the event of conflict between the rules set by different actors regarding provisioning, preconfiguration and subscription that would in turn lead to conflict among the states of these functions, such as:
a) a conflict between provisioning information set by the Application Service Provider (ASP) on a data collection client and the Data Collection AF and preconfiguration information set by the mobile operator on that data collection client and Data Collection AF, with regards to the collection and reporting of UE data by the data collection client to the Data Collection AF, or
b) a conflict between provisioning information set by the ASP on the Data Collection AF regarding event exposure to the NWDAF and event subscription information provided by the NWDAF to the Data Collection AF, with regards to what or how event notification information should be provided to the NWDAF,
the following means for resolving such conflicts, on the basis of whether the associated UE data for collection, reporting and event exposure functionality pertains to an ASP-specific or 3GPP-defined domain, shall apply.
ASP-specific domains:
-	The ASP-defined provisioning rules on event exposure shall take precedence over the NWDAF’s event subscription rules regarding permissible NWDAF access to event notification information provided by the Data Collection AF.
-	The ASP-defined provisioning rules on UE data to be collected and reported by data collection clients to the Data Collection AF shall take precedence over similar information contained in any nominal preconfiguration of the Data Collection AF by the mobile operator regarding expected UE data collection and reporting behavior of data collection clients.
3GPP-defined domains:
-	Should the ASP-defined provisioning rules be more restrictive than the NWDAF’s event subscription rules, i.e., the fomer would otherwise preclude NWDAF access to certain event notification information being sought, the NWDAF-specified rules shall take precedence in dictating the corresponding procedures on related UE data collection and event exposure by the Data Collection AF to the NWDAF. For example, in the event that the ASP provisioning information contains a Data Access Profile with an aggregation function (by Count, Mean, Maximum, Minimum or Sum, and associated with a specific UE data type) that would obfuscate available fine-grained device or user personal ID info affiliated with the event notification information sought by the NWDAF, such restriction imposed by ASP provisioning information shall be overridden by the relevant parameters in the event subscription request from the NWDAF.
-	Should the ASP-defined provisioning rules be more lax than the nominal preconfiguration of the Data Collection AF by the mobile operator regarding UE data collection and event exposure to external business entities, the MNO-defined preconfiguration data shall take precedence in dictating the corresponding procedures on related UE data collection and event exposure by the Data Collection AF to the ASP.
NOTE: 	It is expected that in normal operation of application service delivery and associated UE data collection, reporting and event exposure procedures, the above cited examples of conflict (and corresponding rules on conflict resolution), between MNO-defined and ASP-defined provisioning and event subscription rules on UE data collection and event exposure by the Data Collection AF should not occur given presumed prior establishment of business agreement between the ASP and the mobile operator concerning the related collaboration scenarios. The establishment and details of such business agreements are outside the scope of 3GPP specifications.
NEXT CHANGE
[bookmark: _Toc114658038]4.6.3	Configuration information for data collection clients
All clients of the Data Collection AF wishing to report data shall first obtain a data collection and reporting configuration from the Data Collection AF at reference point R2, R3 or R4 (as appropriate). For each Event ID, the data collection and reporting configuration shall include at least the parameters defined in table 4.6.3‑1 below:
Table 4.6.3‑1: Baseline information for data collection and reporting configuration
	Parameter
	Cardinality
	Description

	External Application Identifier
	1..1
	Identifies the UE Application to which this data collection and reporting configuration pertains.
Quoted in reports sent by the data collection client to the Data Collection AF.

	Parameters to be collected
	1..*
	The subset of domain-specific parameters associated with the specified Event ID to be collected by the Data Collection AFdata collection client (subject to user consent).

	Parameter collection rules
	1..*
	One or more sets of instructions (e.g., by format, time, location, or other criteria) on how the domain-speciific parameters associated with the specified Event ID should be collected by the data collection client.

	Parameter reporting rules
	1..*
	One or more sets of instructions (e.g., by frequency, rule on data aggregation, probability of reporting, or other criteria) on how the domain-speciific parameters associated with the specified Event ID and collected by the data collection client should be reported to the Data Collection AF.
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