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* * * First Change * * * *
4.3.1	Media-centric transport (RTC-4) procedures
4.3.1.1	General
RTC-4 interface is grouped into following two sub-interfaces as specified in 3GPP TS 26.506 [x5].
-	RTC-4s
-	RTC-4m
4.3.1.2	Signalling (RTC-4s) procedures
This interface is used for the exchange of signalling messages related to the WebRTC session between two or more WebRTC endpoints. The RTC aware application (i.e., Native WebRTC app and Web app) send/receive signalling message to/from RTC AS (i.e., WebRTC Signalling function) on this interface. Signalling procedures for RTC-4s refer to the procedure specified in the signalling protocol for RTC in subclause 13.
4.3.1.3	Media transport (RTC-4m) procedures
This interface is used for transmission of media and other related data between two or more WebRTC endpoints. The WebRTC framework of the RTC endpoint send/receive the media data, application data and/or media related meta-data to/from RTC AS (i.e., MF) or other RTC endpoint based on the input from the RTC aware application (i.e., Native WebRTC app and Web app). Media transport for RTC-4m is established based on the collaboration scenario defined in 3GPP TS 26.506 [x5] and the signalling protocol applied for the media session establishment.
Editor’s Note: both RTC-4s and -4m to be specified
* * * End of Changes * * * *
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