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4.2.1
1. Introduction
This document is the working document describing the procedure for noise file collection to be used in EVS qualification phase of testing.
2. Agreements
· All of the noise files are provided under the condition of multi-party NDA for the EVS qualification phase of testing.

· The selected noise files will be used both for subjective and objective testing.
3. Proposed procedure
· All Proponent Companies (PCs) are invited to provide three different types of noise files (car noise, office noise, street noise). The guideline of these types can be found in the Test Plan and clause 5.1.2.1 in ITU-T handbook of practical procedure for subjective testing. This results at most 13 noise files for each noise type. 
· Recording of noise is up to PCs, thus recording environment shall be reported. An example of recording environment can be found in the Appendix of AHEVS-155. Each of noise files shall be fairly stable, shall not contain clippings and shall not be too low recording level.  
· Each noise file shall be stored in the format of 48 kHz sampling frequency,16 bit linear PCM, little endian, monaural and headerless data (raw format), and shall contain noise components at least up to 16 kHz. The duration of each noise file shall be exactly 5 minute length, and resulting file size is 28.8 MB.
· PCs shall sent their noise files to [HL] no later than 23:59 CEST on 13th of July.
· All of noise files submitted to [HL] will be made available to all PCs. PCs can check the provided noise files and shall report problems to EVS SWG if any no later than 23:59 CEST on 20th of July.
· EVS SWG decides a set of potential noise files.
· [(An entity X in NDA)] randomly selects one noise file per each audio bandwidth (NB, WB, SWB).
4. Open points

· Who collects the noise files and how, e.g., via SFTP?
· From when can all PCs access the noise file?

· Who selects the noise files?
· Is level adjustment for the noise file needed before submission?
Table 1: Indication of submission of noise files

	PC
	Car noise
	Street noise
	Office noise

	Fraunhofer Gesellschaft
	
	
	

	Huawei Technologies Co., Ltd.
	
	
	

	Motorola Mobility UK Ltd.
	No
	No
	No

	NOKIA Corporation
	
	
	

	NTT
	
	
	

	NTT DOCOMO, INC.
	Yes
	Yes
	Yes

	Orange SA/ France Telecom
	
	
	

	Panasonic Corporation
	No
	No
	No

	Qualcomm Incorporated
	
	
	

	SAMSUNG Electronics
	
	
	

	Telefon AB LM Ericsson
	
	
	

	VoiceAge Corporation
	
	
	

	ZTE Corporation
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