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Background
An update to the objective JBM evaluation tool was kindly provided by Fraunhofer in AHEVS-215 and AHEVS-219. 
We thank Fraunhofer and appreciate the implementation of SID frame sizes different than 56 bits, as an external parameter.

This document provides comments on the updated tool and offers suggestions for update to the tool to ensure compliance with 3GPP 26.114.
Comment
Our cross-check and acceptance of the JBM tool was based on the JBM tool version 1.0 which was prior to the versions provided in AHEVS-215 (2.0) / 219 (3.0). The modification we propose in this contribution relates to a comparable behavior to the earlier version in the addressed area.
Section 8.2.3.2.3 in TS 26.114 states that the jitter loss rate shall be calculated for active speech frames only. The Source noticed that the updated tool determines whether the frame has active speech or not purely based on the SID information, instead of using the voice activity information available in the trace file.
Referencing AHEVS-219, a simple way to fix the JBM tool is to modify
(i)  line 330 from

prevActive  = !prevFrameIsSid;

to

prevActive  = (!prevFrameIsSid && i->active);

and (ii) line 379 from 

prevActive       = !prevFrameIsSid

to

prevActive       = (!prevFrameIsSid && i->active);

As the most straightforward solution, we request EVS SWG to agree on this modification over the version 3.0 in AHEVS-219.

