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Begin of 1rst Change
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.
Editor's Note: add the definitions as needed for UMTS_EVS
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

ATM
Asynchronous Transfer Mode

CN
Core Network

CMR
Codec Mode Request
 (for AMR and AMR-WB, often also used for EVS)

DTX
Discontinuous Transmission (synonym for SCR)EVS
Enhanced Voice Services Codec

EVS-CMR
Codec Mode Request for EVS (here explicitly used to differentiate)

FQC
Frame Quality Classification (Iu Interface)

GSM
Global System for Mobile communications

ITU-T
International Telecommunication Union – Telecommunication standardisation sector

Iu

Interconnection point between the RNC and the MSC/MGW of the CS Core Network.

MGW
Media GateWay

Nb
Interconnection point between two MGWs of the CS Core Network

Nc

Interconnection point between two MSCs of the CS Core Network

Mb
Interconnection point between the MGW of the CS Core Network and the IMS

NboIP
Nb-Interface user plane transport over RTP/UDP/IP when SIP-I is used on Nc

QoS
Quality of Service

RAB
Radio Access Bearer

RAN
Radio Access Network

RFC
RAB sub-flow Combination

RFCI
RFC Indicator

RFCS
RFC Set

RRC
Radio Resource Control

SCR
Source Controlled Rate, synonym for DTX

SDU
Source Data Unit

SID
Silence Insertion Descriptor

SMpSDU
Support Mode for Predefined SDU sizes

TC
Transcoder

TrFO
Transcoder Free Operation

UE
User Equipment (terminal)

UMTS_EVS
Name of the EVS Codec Type in CS Networks

Uu 

The radio interface between UTRAN and the User Equipment

End of 1rst Change
