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This document proposes modifications to the draft 3GPP TS 26.237 (2008-08) IMS based PSS and MBMS User Service; Protocols.
The modifications apply to clause 8.2.2 – PSS Streaming Session Initiation.
We ask 3GPP SA4 to discuss and agree to the modifications to the draft TS 26.237.
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	Reason for change:
(
	In the current version of the "IMS based PSS & MBMS User service" specification, the PSS Streaming Session Initiation clause does not distinguish Content-On-Demand and Linear TV service. Even if most of the clause is the same for all PSS services (including CoD and Linear TV), a few modifications are sometimes needed to describe precisely PSS Streaming Session Initiation for Linear TV. For example, the content of the Request-URI must be different for CoD and for LinearTV.

	
	

	Summary of change:
(
	Modifications are added in the clause 8.2.2 PSS Streaming Session Initiation.
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	Consequences if not approved:
(
	IMS based PSS streaming session initiation will not work for linear TV.




FIRST CHANGE BEGIN

3.1 Definitions

LinearTV: television programming transmitted and intended for reception by anyone where the consumer has no control over the content or timing of what he receives, apart from the ability to select a particular channel.
Content on Demand (COD): users can select their required content with the assistance of the Electronic Programme Guide (EPG) at the user preferred time.
NOTE: The content is then transmitted uniquely (unicast) to that consumer who can usually use trick-modes functionalities to control their viewing of the content.
FIRST CHANGE END

SECOND CHANGE BEGIN
8.2.2.2
Procedures at the UE 
The UE shall generate an initial INVITE request:

· The Request-URI is related to the PSS session that the user wants to activate. 
· For CoD service, it  shall be composed of a user part and a domain part, as follows:

· A user part containing the content identifier in a free string format.

· A domain part containing the content provider domain name, obtained from the SSF.

· For Linear TV, it shall contain the PSI (Public Service Identity) of the "Linear TV streaming".
· The To header shall contain the same URI as in the Request-URI

· The From header shall indicate the public user identity of the user

An SDP Offer shall be included in the initial INVITE request, in accordance with media capabilities and policies available for the PSS session and with the parameters received from the SSF during service selection procedure.

The SDP offer shall contain a media description for the RTSP content control channel and one for the content delivery channel. The RTSP content control media description shall be carried by TCP. 
The SDP parameters for the RTSP content control channel shall be set as follows:
· a 'm' line for an RTSP stream of format: m=<media> <port> <transport> <fmt>
· The media field shall have a value of "application".
· The port field shall be set to a value of 9, which is the discard port. See RFC 4145 [13] and RFC4572 [14].
· The transport field shall be set to TCP or TCP/TLS. The former is used when RTSP runs directly on top of TCP and the latter is used when RTSP runs on top of TLS, which in turn runs on top of TCP.
· The <fmt> parameter shall be included and shall be set to 3gpp_rtsp.
Editor’s note: the 3gpp_rtsp application format should have a new MIME subtype registered if there is no appropriate registered MIME subtype.
· An "a=setup" attribute shall be present and set to "active" indicating that the UE will initiate an outgoing TCP connection to the PSS Adapter [7][13].
· An "a= connection" attribute shall be present and set as "new" " indicating that the UE will establish a new outgoing TCP connection towards the PSS Adapter [7][13].
· a "c" line shall include the network type with the value set to IN, the address type set to IP4 or IP6 and IP address of the flow of the related RTSP content control (ex. c=IN IP4 <IP_ADDRESS>).

Example of RTSP ‘m’ line offer from the UE:

           m=application 9 TCP 3gpp_rtsp

           c=IN IP4 192.0.2.2

           a=setup:active

           a=connection:new

For each media stream controlled by the RTSP content control channel, the SDP offer shall include a “receiver only” content delivery channel media description set as defined in TS 26.234 clause 5.3.3 [8]:

· the "m=" line indicates the type of the media, the transport protocol and the port of the related content delivery channel. It may also include a fmt parameter  which shall indicate the format given by the SSF, a subset of them or the format offered by the UE if none is given by the SSF,

· the "c=" line shall include the network type with the value set to IN, the address type set to IP4  or IP6 and unicast address of the flow of the related content delivery channel,
(ex. c=IN IP4 <IP_ADDRESS>)

· optionally a "b=" line may contain the proposed bandwidth. If the user has fetched the bandwidth required for this particular content delivery channel during service selection procedure, the bandwidth attribute at media level shall be set to this value. Otherwise, this attribute shall be set to a pre-configured value
(ex. b=AS:15000)
· A "a=" line with a "recvonly"
The UE should receive a SIP 200 OK back containing the final SDP.

SECOND CHANGE END
THIRD CHANGE BEGIN
8.2.2.4
Procedures at the SCF
Upon receipt of SIP INVITE request, the SCF shall examine the Request-URI and SDP parameters to determine that it is a PSS session initiation request for Live Streaming or Content-On-Demand. According to the user subscription information, the SCF shall check the service rights of the requested PSS service.
If the Request-URI contains a content identifier in the user part and a domain name in the domain part, the SCF determines that the PSS streaming session is initiated for Content-On-Demand. In this case, the SCF shall select a suitable PSS adapter and forwards the SIP INVITE to the selected PSS adapter by changing the Request-URI accordingly. The SCF shall not change the user part of the To header in order to keep the content identifier in the INVITE request.
When receiving a 301 or 302 response from the PSS adapter, the SCF shall not forward this message to the UE. It may check if the PSS adapter indicated in the Contact header belong to allowed destination. If allowed, the SCF shall use one of the PSS adapter URI indicated in the Contact header of this response and use it as a destination for the redirected INVITE.
If the request-URI contains the PSI "Linear TV streaming", the SCF determines that the PSS streaming session is initiated for Linear TV. In this case, the SCF shall select a suitable PSS adapter and forwards the SIP INVITE to the selected PSS adapter. The SCF shall include the list of authorized TV channels for the user in the SIP INVITE transmitted to the PSS adapter by including the package identifiers containing to the list of authorized TV channels for the session and optionnaly transmitting the list of authorized RTSP URIs.
Editor's note: what parameter will be used to convey such information (e.g. service package as defined in TISPAN) is FFS.

Once receiving a SIP 200 OK response from PSS Adapter, the SCF shall forward the response to UE.
THIRD CHANGE END


































