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1 Introduction
During SA4#82 the MEPRO work item in S4-150157 was agreed and afterwards approved in by SA plenary in SP-150099. In parallel a permanent document is maintained (latest version in S4-150497).  The work item background is provided in section 2.
The document focusses on defining processes in order to define a profile. For this purpose the definition of a profile is attempted to be done in section 3.
The requirements in order to define a profile is provided in section 4.

The concrete proposal is defined in section 5.
2 Work Item Background
Justification
2.1.1 Service Announcement Profile for live DASH and non-real time  File Delivery
The MBMS User Services as defined in 3GPP TS 26.346 offer a broad set of media delivery services such as for Live Video distribution over MBMS and evolved MBMS systems. Devices follow the MBMS User Service Discovery and Announcement procedure in order to discover MBMS User Services of interest. The high number of different service announcement features makes the usability of service announcement difficult in particular in multi-vendor environments. Implementation effort for device side support is increased unnecessarily. 

The work item aims to collect the essential service announcement features (from the set of already defined and used features) needed to specify a service announcement channel over an MBMS bearer service and define the usage within a profile. 
A unicast bootstrapping of the service announcement channel over an MBMS bearer service should be defined clearly to allow devices (in particular newly deployed devices) to acquire the service announcement channel. The unicast framework used for bootstrapping may also be leveraged to deliver service announcement information via unicast bearer service when the UE is not in the MBMS coverage area.

2.1.2 Profile for Download Delivery Method (excluding Service Announcement profile) 
In order to better support the existing services over MBMS, an identification of the set of useful tools for file delivery services is needed. The resulting set of tools makes a download delivery profile that is restricted to the relevant use cases which are to be identified. In addition, this profile should enable seamless delivery of content over unicast and broadcast channels, always allowing the service provider to make use of the most suitable delivery channel, without impacting the service consumption.

Objectives
2.1.3 Service Announcement Profile for live DASH and non-real time File Delivery 
The objective is to specify a service announcement profile for MBMS User Services. Service announcement for live services delivered over DASH and none real time file delivery have priority, since these services for managed content (including managed 3rd Party Content) are currently deployed in the market place. Other services are for study
· Specification of a service announcement profile for MBMS User Services, which utilizes an MBMS Bearer Service for announcement, including updating of service announcement information, bootstrapping of the service announcement channel and unicast fall-back, when not in the MBMS coverage

· Provide additional guiding example for the usage of the service announcement profile in an informative annex.

2.1.4 Profile for Download Delivery Method (excluding Service Announcement profile) 
The objective is 
· Define the relevant profile for file delivery services based on existing deployments and relevance of the tools
3 Proposed Profile Definition

A profile is defined by a set of features and behaviors that may be used by the BMSC and that shall be implemented by the MBMS client.  

A service offered by a BMSC and conforming to a profile shall only use features that are part of the profile. It may however use a subset of the features.
A client conforming to a profile shall implement all features and behaviors that are part of a profile.

A profile should be signaled in the service offering.
4 Proposed Requirements

The following requirements are proposed in order to establish a profile:

· A profile shall be supported by at least four 3GPP members.

· A profile shall be backed by one or more use cases

· A profile shall refer only to features and behaviours that are already defined in TS26.346 Rel-12 (i.e. no extensions)
· A profile shall clarify the features and behaviours of the BMSC and MBMS client

· The documentation of the profiles shall be done in a clear normative spec manner addressing the profile definition.
· As few profiles as possible should defined.
5 Proposal
It is proposed to agree the definition of the profile in section 3 as well as the Proposed Requirements in section 4 and add this to the permanent document on Responsibilities and change the document name to Agreed Responsibilities and Processes.
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