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	First Change


2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System architecture for the 5G System (5GS)".
	
[X]	TS 38.321, “NR; Medium Access Control (MAC) protocol specification”


	Second Change


5.5	Network Assistance
5.5.1	General
5.5.2	RAN-based Network Assistance
If RAN-based Network Assistance is supported, the Session Handler shall support the Bit Rate Recommendation and Bit Rate Recommendation Query messages as specified in [X]. 
When the Session Handler receives a Bit Rate Recommendation message for the downlink access network, it signal the bitrate recommendation to the Media Player using that PDU session.
[bookmark: _GoBack]The Session Handler may send Bit Rate Recommendation Query messages based on a request from the Media Player. 

