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1 Introduction
During SA4#99, the HLG_HDR work item was rushed to completion. We believe that the addition of HLG as done in Rel-16 is not clean. Detailed reasons are provided. We propose to somehow resolve this.
2 Issue
In Rel-15, we have the following Table

Table 4.1: TV over 3GPP services Video Profile Operation Points

	Operation Point name
	Resolution format
	Picture aspect ratio
	Scan
	Max. frame rate
	Chroma format
	Chroma sub-sampling
	Bit depth
	Colour space format
	Transfer

Characteristics

	H.264/AVC 720p HD


	1280 × 720
	16:9
	Progressive
	30
	Y'CbCr
	4:2:0
	8
	BT.709 [3]
	BT.709 [3]

	H.265/HEVC 720p HD


	1280 × 720
	16:9
	Progressive
	30
	Y'CbCr
	4:2:0
	8
	BT.709 [3]
	BT.709 [3]

	H.264/AVC Full HD


	1920 × 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	8
	BT.709 [3]
	BT.709 [3]

	H.265/HEVC Full HD


	1920 × 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	8; 10
	BT.709 [3]; BT.2020 [4]
	BT.709 [3]

;

BT.2020 [4]

	H.265/HEVC UHD

	3840 × 2160
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	10
	BT.2020 [4]
	BT.2020 [4]

	H.265/HEVC Full HD HDR


	1920 x 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	10
	BT.2020 [4]
	BT.2100 [11] PQ

	H.265/HEVC UHD HDR


	3840 x 2160
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	10
	BT.2020 [4]
	BT.2100 [11] PQ


In Rel-16, we have the following Table

Table 4.1: TV over 3GPP services Video Profile Operation Points

	Operation Point name
	Resolution format
	Picture aspect ratio
	Scan
	Max. frame rate
	Chroma format
	Chroma sub-sampling
	Bit depth
	Colour space format
	Transfer

Characteristics

	H.264/AVC 720p HD


	1280 × 720
	16:9
	Progressive
	30
	Y'CbCr
	4:2:0
	8
	BT.709 [3]
	BT.709 [3]

	H.265/HEVC 720p HD


	1280 × 720
	16:9
	Progressive
	30
	Y'CbCr
	4:2:0
	8
	BT.709 [3]
	BT.709 [3]

	H.264/AVC Full HD


	1920 × 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	8
	BT.709 [3]
	BT.709 [3]

	H.265/HEVC Full HD


	1920 × 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	8; 10
	BT.709 [3]; BT.2020 [4]
	BT.709 [3]; BT.2020 [4]

	H.265/HEVC UHD

	3840 × 2160
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	10
	BT.2020 [4]
	BT.2020 [4]

	H.265/HEVC Full HD HDR


	1920 x 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	10
	BT.2020 [4]
	BT.2100 [11] PQ or HLG

	H.265/HEVC UHD HDR


	3840 x 2160
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	10
	BT.2020 [4]
	BT.2100 [11] PQ or HLG


This means that we use the same operation point name and furthermore the same profile signaling in DASH for two different code points.

This creates a bad precedence and we should not do this in our beautiful TV Video profile spec.
3 Proposal

It is proposed to address this in one of the three following means:
· Create a separate profile HLG in Rel-16

· Add HLG by a corrigendum to Rel-15

· Add HLG to the backward-compatible mode of SDR in Rel-16

Leaving it as is is argghhhhh. 

We would do a CR for SA4#101 if agreed in principle.[image: image1.png]
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