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===== 1ST CHANGE =====
[bookmark: _Toc19439927]5.3.2.8	Void
5.3.2.8	Session establishment for FLUS Assistance Information
When assistance is needed, the Assistance Receiver of the FLUS source is provisioned with the relevant information to establish one or more F-A sessions. The Assistance Receiver creates the F-A session and then listens for incoming messages.


Figure 5.3.2.8-1: FLUS F-A Session creation 
1. The F-A session is established triggered by the Assistance Receiver in the FLUS source.
2. On successful creation, the Assistance Receiver receives a positive acknowledgment. 
The Assistance Receiver starts waiting for assistance information related messages.
[bookmark: _Toc19439928]===== END OF 1ST CHANGE =====

===== 2ND CHANGE =====
5.3.2.9	Void 
5.3.2.9	Receive Assistance Message 
This procedure allows receiving of assistance messages. 
Figure 5.3.2.9-1 shows the sequence diagram of sending assistance information using the F-A.


Figure 5.3.2.9-1: Send Assistance Information Message
1. The Assistance Sender sends the assistance information message to the Assistance Receiver of the FLUS source. 
2. The Assistance Receive acknowledges the reception.
3. The Assistance Receiver triggers the appropriate action.
[bookmark: _GoBack]===== END OF 2ND CHANGE =====
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