3GPP TSG-SA4 Meeting #107
S4-200269
Wroclaw, Poland, 20-24 January 2020
revision of S4-200058
	CR-Form-v11.4

	 CHANGE REQUEST

	

	
	26.223
	CR
	0013
	rev
	1
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Alignment with MTSI on IMS Data Channel Support

	
	

	Source to WG:
	Intel

	Source to TSG:
	S4

	
	

	Work item code:
	5G_MEDIA_MTSI_ext
	
	Date:
	2020-01-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Now that IMS data channel support is introduced into MTSI in TS 26.114, there is no need to specify it in IMS-based telepresence spec and sufficient to simply point to the MTSI spec

	
	

	Summary of change:
	Remove IMS data channel specification, and instead refer to the MTSI spec

	
	

	Consequences if not approved:
	Redundant specification and potential confusion to implementers

	
	

	Clauses affected:
	4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	First Change


4.2
TP UE
A TP UE shall support functional components and user plane protocol stack of an MTSI client as specified in clause 4.2 of TS 26.114 [2]. Moreover, a TP UE shall support the data channel capabilities of a DCMTSI client as described in clause 6.2.10 of TS 26.114 [2]. However, the DCMTSI client support for ‘bootstrap data channels’ described in clause 6.2.10 of TS 26.114 [2] is not expected from TP UEs. 
A TP UE shall use the IMS data channel capability of a DCMTSI client for the exchange of CLUE messages based on DTLS/SCTP (Datagram Transport Layer Security over Stream Control Transmission Protocol) [13] negotiated via the initial SDP offer and answer, in order to open the CLUE data channel based on a SCTP stream in each direction, following draft-ietf-mmusic-data-channel-sdpneg [14].





Figure 4.2.1: Void
A TP UE offers a DTLS/SCTP association together with the media format indicating the use of a data channel in the first SDP offer or subsequent SDP offers. A TP UE can further open the data channel via the SDP-based "SCTP over DTLS" data channel negotiation mechanism to indicate specific non-conversational application (e.g. CLUE protocol) over it.
	End Changes
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