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1. Overall Description:
SA2 thanks SA4 for their LS Reply on “method for collection of data from the UE” in S4-201584 including the following questions:

Question nº 1:

SA4 kindly asks SA2 to confirm whether direct reporting (UE->MNO AF), indirect reporting (UE-> ASP Server-> DC-AF), or both are needed from SA2 perspective.

SA2 answer:

Both methods are needed as described in the attached agreed CR (CR 0241).

Question nº 2:

SA4 also notes that an SA4 study item or work item might be needed if the current 5GMS functionality shall be enhanced to also cover the above SA2 solutions. Therefore, SA4 kindly asks SA2 to inform SA4 of any SA2 decisions for going forward.  

SA2 answer:

According to the conclusions in TR 23.700-91 v.17.0.0, the procedure to collect data from the UE Application, triggered by a NWDAF request will be specified as part of eNA_ph2 Rel-17 WID. The procedure is included in the attached agreed CR (CR 0241). The data to be collected from UE Application (related to per UE attributes for a collective behaviour) is also included as another attached CR (CR 0209). 

In addition, SA2 informs SA4 that the based on current discussions in SA2, the likely scenario is UE IP address is used to identify the user plane connection established between the UE application and the AF for data collection, while the AF receives the Naf_Event_Exposure_Subscribe to request for the specific UE data collection by using SUPI (for AF in trusted domain) or external UE ID (i.e. GPSI) (for AF in untrusted domain via NEF). The AF is required to correlate the UE IP address to the SUPI or to GPSI.



SA2 asks SA4 for UE data collection:

· Whether UE application can also provide a GPSI.
· Whether as already suggested by SA4 (for direct reporting), UE IP address could also be read from the IP header for the case of indirect reporting. Otherwise, how SA4 suggests to identify the UE application at the AF;

2. Actions:
To SA4 group.
ACTION: 	SA2 kindly asks SA4 to take SA2 answers into account and reply to the question.

3. Date of Next SA WG2 Meetings:
SA WG2 Meeting #144E		4 – 16 April 2021	Online
SA WG2 Meeting #145E		17 - 28 May 2021	Online


