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=====  CHANGE  =====
[bookmark: _Toc532319962][bookmark: _Toc75605827]5.2.2	MPD Signalling 
The requirements as defined in clause 5.1.2 1 shall apply. In addition, the conditions in 5.2.3 4 shall apply.
=====  CHANGE  =====
[bookmark: _Toc532319963][bookmark: _Toc75605828]5.2.3	File Format SignallingConstraints
For Representations conforming to the H.264/AVC 720p HD Operation Point the following requirements apply. 
The requirements as defined in clause 5.1.3 2 shall apply. In addition, the following shall apply.
The syntax and values for visual sample entry shall be set as follows:
-	It shall conform to AVCSampleEntry ('avc1') or AVCSampleEntry ('avc3') as defined in ISO/IEC 14496-15 [9].
-	If AVCSampleEntry ('avc3') is used the following requirements apply:
-	If the sample is a Sync Sample, all parameter sets needed for decoding that sample SHALL be included in the sample itself.
-	If the sample is at the start of a Segment or a Subsegment, (i.e. a random access point position) that is not a Sync Sample, all parameter sets needed for decoding that sample shall occur in one of the samples between the starting point and that sample inclusive.
-	The video track shall be encoded using the requirements and recommendations for H.264/AVC 720p HD Operation Point as defined in clause 4.4.2. 
=====  CHANGE  =====
[bookmark: _Toc532319967][bookmark: _Toc75605832]5.3.2	MPD Signalling
The requirements as defined in clause 5.1.12 shall apply. In addition, the conditions in 5.3.3 4 shall apply. 
=====  CHANGE  =====
[bookmark: _Toc532319968][bookmark: _Toc75605833]5.3.3	File Format SignallingConstraints
For Representations conforming to the H.264/AVC Full HD Operation Point the following requirements apply. 
The requirements as defined in clause 5.2.3 shall apply. In addition, the video track shall be encoded using the requirements and recommendations for H.264/AVC Full HD Operation Point as defined in clause 4.4.3.
=====  CHANGE  =====
[bookmark: _Toc532319972][bookmark: _Toc75605837]5.4.2	MPD Signalling 
The requirements as defined in clause 5.1.12 shall apply. In addition, the conditions in 5.4.3 4 shall apply. 
=====  CHANGE  =====
[bookmark: _Toc532319973][bookmark: _Toc75605838]5.4.3	File Format SignallingConstraints
For Representations conforming to the H.265/HEVC 720p HD Operation Point the following requirements apply. 
The requirements as defined in clause 5.1.3 shall apply. In addition, the following shall apply:
-	It shall conform to HEVCSampleEntry ('hvc1') or HEVCSampleEntry ('hev1') as defined in ISO/IEC 14496-15 [9];
-	If HEVCSampleEntry ('hev1') is used the following requirements apply:
-	If the sample is a Sync Sample, all parameter sets needed for decoding that sample shall be included in the sample itself.
-	If the sample is at the start of a Segment or a Subsegment, (i.e. a random access point position) that is not a Sync Sample, all parameter sets needed for decoding that sample occur in one of the samples between the starting point and that sample inclusive.
-	The video track shall be encoded using the requirements and recommendations for H.265/HEVC 720p HD Operation Point as defined in clause 4.5.2.
=====  CHANGE  =====
[bookmark: _Toc532319977][bookmark: _Toc75605842]5.5.2	MPD Signalling
The requirements as defined in clause 5.1.12 shall apply. In addition, the conditions in 5.5.3 4 shall apply.
=====  CHANGE  =====
[bookmark: _Toc532319978][bookmark: _Toc75605843]5.5.3	File Format SignallingConstraints
For Representations conforming to the H.265/HEVC Full HD Operation Point the following requirements apply. 
The requirements as defined in clause 5.4.3 shall apply. In addition, the video track shall be encoded using the requirements and recommendations for H.265/HEVC Full HD Operation Point as defined in clause 4.5.3.
=====  CHANGE  =====
[bookmark: _Toc532319982][bookmark: _Toc75605847]5.6.2	MPD Signalling
The requirements as defined in clause 5.1.12 shall apply. In addition, the conditions in 5.6.43 shall apply.
=====  CHANGE  =====
[bookmark: _Toc532319983][bookmark: _Toc75605848]5.6.3	File Format SignallingConstraints
For Representations conforming to the H.265/HEVC UHD Operation Point the following requirements apply. 
The requirements as defined in clause 5.4.3 shall apply. The video track shall be encoded using the requirements and recommendations for H.265/HEVC UHD Operation Point as defined in clause 4.5.4.
=====  CHANGE  =====
[bookmark: _Toc532319987][bookmark: _Toc75605852]5.7.2	MPD Signalling
The requirements as defined in clause 5.1.2 1 shall apply. In addition, the conditions in 5.7.43 shall apply.
=====  CHANGE  =====
[bookmark: _Toc532319988][bookmark: _Toc75605853]5.7.3	File Format SignallingConstraints
For Representations conforming to the H.265/HEVC Full HD HDR Operation Point the following requirements apply. 
The requirements as defined in clause 5.4.3 shall apply. The video track shall be encoded using the requirements and recommendations for H.265/HEVC Full HD HDR Operation Point as defined in clause 4.5.5.
If sample entry hvc1 is in use, then any possibly present Mastering display colour volume SEI message or any possibly present Content light level information SEI message shall be provided in the decoder configuration record and shall be constant for the entire file.
=====  CHANGE  =====
[bookmark: _Toc532319992][bookmark: _Toc75605857]5.8.2	MPD Signalling
The requirements as defined in clause 5.1.2 1 shall apply. In addition, the conditions in 5.8.3 4 shall apply.
=====  CHANGE  =====
[bookmark: _Toc532319993][bookmark: _Toc75605858]5.8.3	File Format SignallingConstraints
For Representations conforming to the H.265/HEVC UHD HDR Operation Point the following requirements apply. 
The requirements as defined in clause 5.4.3 shall apply. The video track shall be encoded using the requirements and recommendations for H.265/HEVC UHD HDR Operation Point as defined in clause 4.5.6.
If sample entry hvc1 is in use, then any possibly present Mastering display colour volume SEI message or any possibly present Content light level information SEI message shall be provided in the decoder configuration record and shall be constant for the entire file.
=====  CHANGE  =====
[bookmark: _Toc532319997][bookmark: _Toc75605862]5.9.2	MPD Signalling
The requirements as defined in clause 5.1.12 shall apply. In addition, the conditions in 5.9.43 shall apply.
=====  CHANGE  =====
[bookmark: _Toc532319998][bookmark: _Toc75605863]5.9.3	File Format SignallingConstraints
[bookmark: _Hlk86729583]For Representations conforming to the H.265/HEVC Full HD HDR HLG Operation Point the following requirements apply. 
The requirements as defined in clause 5.4.3 shall apply. The video track shall be encoded using the requirements and recommendations for H.265/HEVC Full HD HDR HLG Operation Point as defined in clause 4.5.7.
=====  CHANGE  =====
[bookmark: _Toc532320002][bookmark: _Toc75605867]5.10.2	MPD Signalling
The requirements as defined in clause 5.1.12 shall apply. In addition, the conditions in 5.10.3 4 shall apply.
=====  CHANGE  =====
[bookmark: _Toc532320003][bookmark: _Toc75605868]5.10.3	File Format SignallingConstraints
For Representations conforming to the H.265/HEVC UHD HDR HLG Operation Point the following requirements apply. 
The requirements as defined in clause 5.4.3 shall apply. The video track shall be encoded using the requirements and recommendations for H.265/HEVC UHD HDR HLG Operation Point as defined in clause 4.5.8.

